3GPP TSG-RAN WG3 Meeting #107-e	     R3-200076
E-meeting, 24 February – 6 March, 2020

Title:	[Draft] LS on metric for radio load
Response to:	
Release:	Release 16
Work Item:	NR_SON_MDT

Source:	Nokia [to be RAN3]
To:	SA5
Cc:	RAN2

Contact Person:	
Name:	Håkon Helmers
E-mail Address:	hakon.helmers@nokia.com

Send any reply LS to:	3GPP Liaisons Coordinator, mailto:3GPPLiaison@etsi.org

Attachments:	None 	


1. Overall Description:
RAN3 discussed the definition of “	DL Total PRB Usage” in TS 28.552.(section 5.1.1.2.1).
In LTE a PRB is defined in frequency and in time. But in NR, PRB is only defined in frequency (see TS 38.211 section 4.4.4.1). In the definition of “DL Total PRB Usage” in TS 28.552, there is a refence to “total number of PRBs available for DL traffic transmission during time period T” which is not applicable to NR.
For reporting of radio load on network interfaces, RAN3 has agreed to base the metric on generic NR radio resources.
 

2. Actions:
[bookmark: _GoBack]To SA5 : 	RAN3 kindly asks SA5 to take the above into account, and update their specification if needed.

3. Dates of Next TSG-RAN WG3 Meetings:
3GPP TSG RAN WG3#107bis	20 – 24 April, 2020		Sapporo, Japan
3GPP TSG RAN WG3#108		25 – 29 May, 2020		Athens, Greece

