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Beginning of Text Proposal for TS 38.413 
[bookmark: _Toc20954988][bookmark: _Toc29503259][bookmark: _Toc20955308][bookmark: _Toc29503579]8.9.1.2	Successful Operation


Figure 8.9.1.2-1: Write-Replace Warning procedure: successful operation
The AMF initiates the procedure by sending a WRITE-REPLACE WARNING REQUEST message to the NG-RAN node.
Upon receipt of the WRITE-REPLACE WARNING REQUEST message, the NG-RAN node shall prioritise its resources to process the warning message.
If, in a certain area, broadcast of a warning message is already ongoing and the NG-RAN node receives a WRITE-REPLACE WARNING REQUEST message with Message Identifier IE and/or Serial Number IE which are different from those in the warning message being broadcast, and if the Concurrent Warning Message Indicator IE is not present, the NG-RAN node shall replace the warning message being broadcast with the newly received one for that area.
If the NG-RAN node receives a WRITE-REPLACE WARNING REQUEST message with a warning message identified by the Message Identifier IE and Serial Number IE and if there are no prior warning messages being broadcast in any of the warning areas indicated in the Warning Area List IE, the NG-RAN node shall broadcast the received warning message for those area(s).
If, in a certain area, broadcast of one or more warning messages are already ongoing and the NG-RAN node receives a WRITE-REPLACE WARNING REQUEST message with a Message Identifier IE and/or Serial Number IE which are different from those in any of the warning messages being broadcast, and if the Concurrent Warning Message Indictor IE is present, the NG-RAN node shall schedule the received warning message for broadcast, for that area.
If the Concurrent Warning Message Indicator IE is present and if a value "0" is received in the Number of Broadcast Requested IE, the NG-RAN node shall broadcast the received warning message indefinitely until requested otherwise to stop broadcasting, except if the Repetition Period IE is set to "0".
[bookmark: OLE_LINK35]If, in a certain area, broadcast of one or more warning messages are already ongoing and the NG-RAN node receives a WRITE-REPLACE WARNING REQUEST message with Message Identifier IE and Serial Number IE which correspond to one of the warning messages already being broadcast in that area, the NG-RAN node shall not start a new broadcast or replace an existing one but it shall still reply by sending a WRITE-REPLACE WARNING RESPONSE message which includes the Broadcast Completed Area List IE set according to the ongoing broadcast.
If the Warning Area List IE is not included in the WRITE-REPLACE WARNING REQUEST message, the NG-RAN node shall broadcast the indicated message in all of the cells within the NG-RAN node.
[bookmark: OLE_LINK11]If the Warning Type IE is included in the WRITE-REPLACE WARNING REQUEST message, the NG-RAN node shall broadcast the Primary Notification irrespective of the setting of the Repetition Period IE and the Number of Broadcasts Requested IE, and process the Primary Notification according to TS 36.331 [21] and TS 38.331 [18].
If the Warning Security Information IE is included in the WRITE-REPLACE WARNING REQUEST message, the NG-RAN node shall include this information together with the warning type in the Primary Notification.
If the Data Coding Scheme IE and the Warning Message Contents IE are both included in the WRITE-REPLACE WARNING REQUEST message, the NG-RAN node shall schedule a broadcast of the warning message according to the value of the Repetition Period IE and the Number of Broadcasts Requested IE and process the warning message according to TS 36.331 [21] and TS 38.331 [18].
If the Warning Area Coordinates IE is included in the WRITE-REPLACE WARNING REQUEST message, the NG-RAN node shall include this information together with the warning message being broadcast according to TS 36.331 [21] and TS 38.331 [18].
The NG-RAN node acknowledges the WRITE-REPLACE WARNING REQUEST message by sending a WRITE-REPLACE WARNING RESPONSE message to the AMF.
[bookmark: OLE_LINK12]If the Broadcast Completed Area List IE is not included in the WRITE-REPLACE WARNING RESPONSE message, the AMF shall consider that the broadcast is unsuccessful in all the cells within the NG-RAN node.
Next Change
[bookmark: _Toc20955135][bookmark: _Toc29503406]9.2.8.1	WRITE-REPLACE WARNING REQUEST
This message is sent by the AMF to request the start or overwrite of the broadcast of a warning message.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Message Identifier
	M
	
	[bookmark: OLE_LINK155]9.3.1.35
	
	YES
	reject

	Serial Number
	M
	
	[bookmark: OLE_LINK156]9.3.1.36
	
	YES
	reject

	Warning Area List
	O
	
	9.3.1.37
	
	YES
	ignore

	Repetition Period
	M
	
	9.3.1.49
	
	YES
	reject

	Number of Broadcasts Requested
	M
	
	9.3.1.38
	
	YES
	reject

	Warning Type
	O
	
	9.3.1.39
	
	YES
	ignore

	Warning Security Information
	O
	
	OCTET STRING (SIZE(50))9.3.1.40
	This IE is not used in the specification. If received, the IE is ignored.
	YES
	ignore

	Data Coding Scheme
	O
	
	9.3.1.41
	
	YES
	ignore

	Warning Message Contents
	O
	
	9.3.1.42
	
	YES
	ignore

	[bookmark: OLE_LINK161]Concurrent Warning Message Indicator
	O
	
	9.3.1.46
	
	YES
	reject

	Warning Area Coordinates
	O
	
	9.3.1.112
	
	YES
	ignore



[bookmark: _Toc20955204][bookmark: _Toc29503475]Next Change
9.3.1.40	VoidWarning Security Information
This IE provides the security information needed for securing the Primary Notification.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Warning Security Information
	M
	
	OCTET STRING (SIZE(50))
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