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Skip Unchanged part
9.1.1.8
RETRIEVE UE CONTEXT REQUEST

This message is sent by the new NG-RAN node to request the old NG-RAN node to transfer the UE Context to the new NG-RAN.

Direction: new NG-RAN node ( old NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	New NG-RAN node UE XnAP ID reference
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the new NG-RAN node
	YES
	reject

	UE Context ID
	M
	
	9.2.3.40
	
	YES
	reject

	Integrity protection
	M
	
	BIT STRING (SIZE (16)) 
	RRC Resume:

ResumeMAC-I either contained in the RRC ResumeRequest or the RRCResumeRequest1 message as defined in TS 38.331 [10])

or the ShortResumeMAC-I in the RRCConnection ResumeRequest message as defined in TS 36.331 [14])

RRC Reestablishment:

ShortMAC-I contained in the RRCReestablishmentRequest as defined in TS 38.331 [10])

or the ShortMAC-I in the RRCConnection ReestablishmentRequest message as defined in TS 36.331 [14]).
	YES
	reject

	New Cell Identifier
	M
	
	NG-RAN Cell Identity

9.2.2.9
	RRC Resume:

Corresponds to the targetCellIdentity within the VarResumeMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortINACTIVE-MAC-Input as specified in TS 36.331 [14].

RRC Reestablishment:

Corresponds to the targetCellIdentity within the VarShortMAC-Input as specified in TS 38.331 [10] or the cellIdentity within the VarShortMAC-Input as specified in TS 36.331 [14].
	YES
	reject

	RRC Resume Cause
	O
	
	9.2.3.61
	In case of RNA Update, contains the cause value provided by the UE in the RRCResumeRequest or the RRCResumeRequest1 message, as defined in TS 38.331 [10],

or in the RRCConnection ResumeRequest message, as defined in TS 36.331 [14].
	YES
	ignore


