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1 Introduction
In RAN2#108 meeting, some agreements about UE history information have been achieved. In this contribution, we make some analysis on UE history information in handover procedures from RAN3’s prospect.
2 Discussion
In RAN2#108 meeting, it has been agreed as below. 
	Agreements:

· Reuse LTE solution as the baseline for NR mobility history information.

· In NR, UE can store the mobility history information for RRC_IDLE, RRC_INACTIVE and RRC_CONNECTED states and there is no need to differentiate the records among different RRC states.


In LTE, the mobility performance of UE could be enhanced by analysing the parameters of Mobility History. And the optimum parameters for Handover Preparation procedures could be set based on the Mobility History.

Mobility History includes 2 parts, one part is recorded by UE named UE history information from UE, the other part is maintained by NB named UE history information. In LTE, two kinds of the UE history information are sent to target cell in handover preparation procedure. NR uses LTE solution as baseline for UE history information. In NR UE history information has been included in handover preparation procedures. It is proposed to include UE history information from UE in handover preparation procedure. Adding UE history information from UE in handover preparation procedure involves changes to Xn and NG interface.
Proposal 1: It is proposed to include UE history information from UE in handover preparation procedure which influences Xn and NG interface.
Retrieve UE Context procedure can retrieve the UE context from the old NG-RAN node and transfer it to the new NG-RAN node. It is not recommended to retrieve UE history information in this procedure for new NG-RAN node can get the up-to-date history information from the UE directly.
Proposal 2: It is proposed to not include UE history information from UE in Retrieve UE Context procedure.
3 Conclusions
Based on the discussion in section 2 the followings are proposed:
Proposal 1: It is proposed to include UE history information from UE in handover preparation procedure which influences Xn and NG interface.
Proposal 2: It is proposed to not include UE history information from UE in Retrieve UE Context procedure.
The corresponding TPs are provided in [1][2]
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