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Introduction
According to the latest RAN2 meeting minute[1], the UE history information from the UE has been agreed to introduce into NR. 
	RAN2 108 meeting minute:
Reuse LTE solution as the baseline for NR mobility history information.


In addition , stage 2 description is missing for UE history information from network.
the following proposal is proposed:
Proposal: Include UE history information in TS 38.300.
The corresponding stage2 TP for TS38.300 is provided as below:
	*** First change, ommited text not changed ***




18	Radio Resource Management aspects
18.1      RRM architecture
18.1.1	Centralised Handling of certain RRM Functions
Void.
16.1.2	De-Centralised RRM
16.1.2.1	UE History Information
The source NG-RAN node collects and stores the UE History Information for as long as the UE stays in one of its cells.
When information needs to be discarded because the list is full, such information will be discarded in order of its position in the list, starting with the oldest cell record. If the list is full, and the UE history information from the UE is available, the UE history information from the UE should also be discarded.
The resulting information is then used in subsequent handover preparations by means of the Handover Preparation procedures over the NG and XN interfaces, which provide the target NG-RAN node with a list of previously visited cells and associated (per-cell) information elements. The Handover Preparation procedures also trigger the target NG-RAN node to start collection and storage of UE history Information and thus to propagate the collected information.
	*** End of changes***




