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	Consequences if not approved:
	The usage of the optional IEs in the related proceduces is not clear. 


	
	

	Clauses affected:
	8.3.2.2; 8.3.3.2 

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications	
	TS/TR ... CR ...

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



[bookmark: _Toc5694163][bookmark: _Toc525567631][bookmark: _Toc525567067][bookmark: _Toc534900834][bookmark: _Toc535237692]
	[bookmark: _Toc384916784][bookmark: _Toc384916783][bookmark: _Toc20954837]1st Change



[bookmark: _Toc20954857][bookmark: _Toc29503128]8.3.2	UE Context Release Request (NG-RAN node initiated)
[bookmark: _Toc20954858][bookmark: _Toc29503129]8.3.2.1	General
The purpose of the UE Context Release Request procedure is to enable the NG-RAN node to request the AMF to release the UE-associated logical NG-connection due to NG-RAN node generated reasons. The procedure uses UE-associated signalling.
[bookmark: _Toc20954859][bookmark: _Toc29503130]8.3.2.2	Successful Operation


Figure 8.3.2.2-1: UE context release request
The NG-RAN node controlling a UE-associated logical NG-connection initiates the procedure by sending a UE CONTEXT RELEASE REQUEST message towards the affected AMF. 
The UE CONTEXT RELEASE REQUEST message shall indicate the appropriate cause value, e.g., "TXnRELOCOverall Expiry", "Redirection", for the requested UE-associated logical NG-connection release.
The NG-RAN node may include the PDU Session Resource List IE containing the PDU Sessions served by the NG-RAN of the UE in the UE CONTEXT RELEASE REQUEST message as specified in TS 23.502 [10].
Interactions with UE Context Release procedure:
[bookmark: _Hlk8937189]The UE Context Release procedure should be initiated upon reception of a UE CONTEXT RELEASE REQUEST message. If the UE was configured with DC radio resources at the time UE Context Release Request procedure was triggered, and the PSCell information was available, the NG-RAN node shall store the PSCell information in the UE context.
[bookmark: _Toc20954860][bookmark: _Toc29503131]8.3.2.3	Abnormal Conditions
Void.
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[bookmark: _Toc20954861][bookmark: _Toc29503132]8.3.3	UE Context Release (AMF initiated)
[bookmark: _Toc20954862][bookmark: _Toc29503133]8.3.3.1	General
The purpose of the UE Context Release procedure is to enable the AMF to order the release of the UE-associated logical NG-connection due to various reasons, e.g., completion of a transaction between the UE and the 5GC, or release of the old UE-associated logical NG-connection when the UE has initiated the establishment of a new UE-associated logical NG-connection, etc. The procedure uses UE-associated signalling.
[bookmark: _Toc20954863][bookmark: _Toc29503134]8.3.3.2	Successful Operation


Figure 8.3.3.2-1: UE context release: successful operation
The AMF initiates the procedure by sending the UE CONTEXT RELEASE COMMAND message to the NG-RAN node. 
The UE CONTEXT RELEASE COMMAND message shall contain both the AMF UE NGAP ID IE and the RAN UE NGAP ID IE if available, otherwise the message shall contain the AMF UE NGAP ID IE.
Upon reception of the UE CONTEXT RELEASE COMMAND message, the NG-RAN node shall release all related signalling and user data transport resources and reply with the UE CONTEXT RELEASE COMPLETE message.
The NG-RAN node may include the PDU Session Resource List IE containing the PDU Sessions served by the NG-RAN of the UE in the UE CONTEXT RELEASE COMPLETE message as specified in TS 23.502 [10].
If the User Location Information IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall handle this information as specified in TS 23.502 [10].
[bookmark: _Hlk489551572]If the Information on Recommended Cells and RAN Nodes for Paging IE is included in the UE CONTEXT RELEASE COMPLETE message, the AMF shall, if supported, store it and may use it for subsequent paging.
For each PDU session for which the Secondary RAT Usage Information IE is included in the PDU Session Resource Release Response Transfer IE, the SMF shall handle this information as specified in TS 23.502 [10].
[bookmark: _Toc20954864][bookmark: _Toc29503135]8.3.3.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc20954865][bookmark: _Toc29503136]8.3.3.4	Abnormal Conditions
If the UE Context Release procedure is not initiated towards the NG-RAN node before the expiry of the timer TNGRELOCOverall, the NG-RAN node shall request the AMF to release the UE context.
If the UE returns to the NG-RAN node before the reception of the UE CONTEXT RELEASE COMMAND message or the expiry of the timer TNGRELOCOverall, the NG-RAN node shall stop the timer TNGRELOCOverall and continue to serve the UE.
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