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8.14.1
UE Radio Capability Info Indication

8.14.1.1
General

The purpose of the UE Radio Capability Info Indication procedure is to enable the NG-RAN node to provide to the AMF UE radio capability-related information. The procedure uses UE-associated signalling.

8.14.1.2
Successful Operation
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Figure 8.14.1.2-1: UE radio capability info indication

The NG-RAN node controlling a UE-associated logical NG connection initiates the procedure by sending a UE RADIO CAPABILITY INFO INDICATION message to the AMF including the UE radio capability information.

The UE RADIO CAPABILITY INFO INDICATION message may also include paging specific UE radio capability information within the UE Radio Capability for Paging IE.

The UE radio capability information received by the AMF shall replace previously stored corresponding UE radio capability information in the AMF for the UE, as described in TS 23.501 [9].
If UE CAPABILITY INFO INDICATION message contains the Secured Capability Indication IE, the AMF shall, if supported, take into account.
-------------------------unchanged sections are omitted-------------------
9.2.13.1
UE RADIO CAPABILITY INFO INDICATION

This message is sent by the NG-RAN node to provide UE radio capability related information to the AMF.
Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	UE Radio Capability
	M
	
	9.3.1.74
	
	YES
	ignore

	UE Radio Capability for Paging
	O
	
	9.3.1.68
	
	YES
	ignore

	Secured Capability Indication
	O
	
	9.3.1.xxx
	
	YES
	ignore


-------------------------unchanged sections are omitted-------------------
9.3.1.XXX
Secured Capability Indication
This IE indicates whether the UE Radio Capability is acquired before security activation (i.e. secured) or after it (i.e. unsecured) 

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Secured Capability Indication
	M
	
	ENUMERATED (Secured, Unsecured,  …)
	


-------------------------unchanged sections are omitted-------------------
9.4.4
PDU Definitions

-- ASN1START

-- **************************************************************

--

-- PDU definitions for NGAP.

--

-- **************************************************************

NGAP-PDU-Contents { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


AllowedNSSAI,


AMFName,


AMFSetID,


AMF-TNLAssociationSetupList,


AMF-TNLAssociationToAddList,


AMF-TNLAssociationToRemoveList,


AMF-TNLAssociationToUpdateList,


AMF-UE-NGAP-ID,


AssistanceDataForPaging,


BroadcastCancelledAreaList,


BroadcastCompletedAreaList,


CancelAllWarningMessages,


Cause,


CellIDListForRestart,


CNAssistedRANTuning,


ConcurrentWarningMessageInd,


CoreNetworkAssistanceInformationForInactive,


CPTransportLayerInformation,

CriticalityDiagnostics,


DataCodingScheme,


DirectForwardingPathAvailability,


EmergencyAreaIDListForRestart,


EmergencyFallbackIndicator,


EN-DCSONConfigurationTransfer,


EUTRA-CGI,


FiveG-S-TMSI,


GlobalRANNodeID,


GUAMI,


HandoverFlag,


HandoverType,


IMSVoiceSupportIndicator,


IndexToRFSP,


InfoOnRecommendedCellsAndRANNodesForPaging,


LocationReportingRequestType,


MaskedIMEISV,


MessageIdentifier,


MobilityRestrictionList,


NAS-PDU,


NASSecurityParametersFromNGRAN,

NewSecurityContextInd,


NGRAN-CGI,


NGRAN-TNLAssociationToRemoveList,


NGRANTraceID,


NR-CGI,


NRPPa-PDU,


NumberOfBroadcastsRequested,


OverloadResponse,


OverloadStartNSSAIList,


PagingDRX,


PagingOrigin,


PagingPriority,


PDUSessionAggregateMaximumBitRate,


PDUSessionResourceAdmittedList,


PDUSessionResourceFailedToModifyListModCfm,


PDUSessionResourceFailedToModifyListModRes,


PDUSessionResourceFailedToSetupListCxtFail,

PDUSessionResourceFailedToSetupListCxtRes,


PDUSessionResourceFailedToSetupListHOAck,


PDUSessionResourceFailedToSetupListPSReq,


PDUSessionResourceFailedToSetupListSURes,


PDUSessionResourceHandoverList,


PDUSessionResourceListCxtRelCpl,


PDUSessionResourceListCxtRelReq,


PDUSessionResourceListHORqd,


PDUSessionResourceModifyListModCfm,


PDUSessionResourceModifyListModInd,


PDUSessionResourceModifyListModReq,


PDUSessionResourceModifyListModRes,


PDUSessionResourceNotifyList,

PDUSessionResourceReleasedListNot,


PDUSessionResourceReleasedListPSAck,


PDUSessionResourceReleasedListPSFail,


PDUSessionResourceReleasedListRelRes,

PDUSessionResourceSecondaryRATUsageList,


PDUSessionResourceSetupListCxtReq,


PDUSessionResourceSetupListCxtRes,


PDUSessionResourceSetupListHOReq,


PDUSessionResourceSetupListSUReq,


PDUSessionResourceSetupListSURes,

PDUSessionResourceSwitchedList,

PDUSessionResourceToBeSwitchedDLList,

PDUSessionResourceToReleaseListHOCmd,


PDUSessionResourceToReleaseListRelCmd,


PLMNSupportList,


PWSFailedCellIDList,


RANNodeName,


RANPagingPriority,


RANStatusTransfer-TransparentContainer,


RAN-UE-NGAP-ID,


RedirectionVoiceFallback,


RelativeAMFCapacity,


RepetitionPeriod,


ResetType,

RoutingID,


RRCEstablishmentCause,

RRCInactiveTransitionReportRequest,


RRCState,


SecurityContext,


SecurityKey,


SerialNumber,


ServedGUAMIList,


SliceSupportList,


S-NSSAI,


SONConfigurationTransfer,


SourceToTarget-TransparentContainer,


SourceToTarget-AMFInformationReroute,


SupportedTAList,


TAIListForPaging,


TAIListForRestart,


TargetID,


TargetToSource-TransparentContainer,


TimeToWait,


TNLAssociationList,


TraceActivation,


TrafficLoadReductionIndication,

TransportLayerAddress,


UEAggregateMaximumBitRate,


UE-associatedLogicalNG-connectionList,


UEContextRequest,


UE-NGAP-IDs,


UEPagingIdentity,


UEPresenceInAreaOfInterestList,


UERadioCapability,


UERadioCapabilityForPaging,


UERetentionInformation,


UESecurityCapabilities,


UnavailableGUAMIList,


UserLocationInformation,


WarningAreaCoordinates,


WarningAreaList,


WarningMessageContents,


WarningSecurityInfo,


WarningType,


SecuredCapabilityIndication
FROM NGAP-IEs


PrivateIE-Container{},


ProtocolExtensionContainer{},


ProtocolIE-Container{},


ProtocolIE-ContainerList{},


ProtocolIE-ContainerPair{},


ProtocolIE-SingleContainer{},


NGAP-PRIVATE-IES,


NGAP-PROTOCOL-EXTENSION,


NGAP-PROTOCOL-IES,


NGAP-PROTOCOL-IES-PAIR

FROM NGAP-Containers


id-AllowedNSSAI,


id-AMFName,


id-AMFOverloadResponse,


id-AMFSetID,


id-AMF-TNLAssociationFailedToSetupList,


id-AMF-TNLAssociationSetupList,


id-AMF-TNLAssociationToAddList,


id-AMF-TNLAssociationToRemoveList,


id-AMF-TNLAssociationToUpdateList,


id-AMFTrafficLoadReductionIndication,


id-AMF-UE-NGAP-ID,


id-AssistanceDataForPaging,


id-BroadcastCancelledAreaList,


id-BroadcastCompletedAreaList,


id-CancelAllWarningMessages,


id-Cause,


id-CellIDListForRestart,


id-CNAssistedRANTuning,

id-ConcurrentWarningMessageInd,


id-CoreNetworkAssistanceInformationForInactive,


id-CriticalityDiagnostics,


id-DataCodingScheme,


id-DefaultPagingDRX,


id-DirectForwardingPathAvailability,


id-EmergencyAreaIDListForRestart,


id-EmergencyFallbackIndicator,


id-ENDC-SONConfigurationTransferDL,


id-ENDC-SONConfigurationTransferUL,


id-EUTRA-CGI,


id-FiveG-S-TMSI,


id-GlobalRANNodeID,


id-GUAMI,


id-HandoverFlag,


id-HandoverType,


id-IMSVoiceSupportIndicator,


id-IndexToRFSP,


id-InfoOnRecommendedCellsAndRANNodesForPaging,


id-LocationReportingRequestType,


id-MaskedIMEISV,


id-MessageIdentifier,


id-MobilityRestrictionList,


id-NAS-PDU,


id-NASC,


id-NASSecurityParametersFromNGRAN,


id-NewAMF-UE-NGAP-ID,


id-NewGUAMI,


id-NewSecurityContextInd,

id-NGAP-Message,


id-NGRAN-CGI,


id-NGRAN-TNLAssociationToRemoveList,


id-NGRANTraceID,


id-NR-CGI,


id-NRPPa-PDU,


id-NumberOfBroadcastsRequested,


id-OldAMF,


id-OverloadStartNSSAIList,

id-PagingDRX,


id-PagingOrigin,


id-PagingPriority,


id-PDUSessionResourceAdmittedList,


id-PDUSessionResourceFailedToModifyListModCfm,


id-PDUSessionResourceFailedToModifyListModRes,


id-PDUSessionResourceFailedToSetupListCxtFail,


id-PDUSessionResourceFailedToSetupListCxtRes,


id-PDUSessionResourceFailedToSetupListHOAck,


id-PDUSessionResourceFailedToSetupListPSReq,


id-PDUSessionResourceFailedToSetupListSURes,


id-PDUSessionResourceHandoverList,


id-PDUSessionResourceListCxtRelCpl,

id-PDUSessionResourceListCxtRelReq,

id-PDUSessionResourceListHORqd,

id-PDUSessionResourceModifyListModCfm,


id-PDUSessionResourceModifyListModInd,


id-PDUSessionResourceModifyListModReq,


id-PDUSessionResourceModifyListModRes,


id-PDUSessionResourceNotifyList,


id-PDUSessionResourceReleasedListNot,


id-PDUSessionResourceReleasedListPSAck,


id-PDUSessionResourceReleasedListPSFail,


id-PDUSessionResourceReleasedListRelRes,


id-PDUSessionResourceSecondaryRATUsageList,

id-PDUSessionResourceSetupListCxtReq,


id-PDUSessionResourceSetupListCxtRes,


id-PDUSessionResourceSetupListHOReq,


id-PDUSessionResourceSetupListSUReq,


id-PDUSessionResourceSetupListSURes,


id-PDUSessionResourceSwitchedList,

id-PDUSessionResourceToBeSwitchedDLList,

id-PDUSessionResourceToReleaseListHOCmd,


id-PDUSessionResourceToReleaseListRelCmd,


id-PLMNSupportList,


id-PWSFailedCellIDList,


id-RANNodeName,


id-RANPagingPriority,


id-RANStatusTransfer-TransparentContainer,


id-RAN-UE-NGAP-ID, 


id-RedirectionVoiceFallback,


id-RelativeAMFCapacity,


id-RepetitionPeriod,


id-ResetType,


id-RoutingID,


id-RRCEstablishmentCause,

id-RRCInactiveTransitionReportRequest,


id-RRCState,


id-SecurityContext,

id-SecurityKey,


id-SerialNumber,


id-ServedGUAMIList,


id-SliceSupportList,


id-SONConfigurationTransferDL,


id-SONConfigurationTransferUL,


id-SourceAMF-UE-NGAP-ID,


id-SourceToTarget-TransparentContainer,


id-SourceToTarget-AMFInformationReroute,


id-SupportedTAList,


id-TAIListForPaging,


id-TAIListForRestart,


id-TargetID,


id-TargetToSource-TransparentContainer,


id-TimeToWait,


id-TraceActivation,


id-TraceCollectionEntityIPAddress,


id-UEAggregateMaximumBitRate,


id-UE-associatedLogicalNG-connectionList,


id-UEContextRequest,


id-UE-NGAP-IDs,


id-UEPagingIdentity,


id-UEPresenceInAreaOfInterestList,


id-UERadioCapability,


id-UERadioCapabilityForPaging,


id-UERetentionInformation,


id-UESecurityCapabilities,


id-UnavailableGUAMIList,


id-UserLocationInformation,


id-WarningAreaCoordinates,


id-WarningAreaList,


id-WarningMessageContents,


id-WarningSecurityInfo,


id-WarningType,


id-SecuredCapabilityIndication
FROM NGAP-Constants;
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-- **************************************************************

--

-- UE RADIO CAPABILITY MANAGEMENT ELEMENTARY PROCEDURES

--

-- **************************************************************

-- **************************************************************

--

-- UE RADIO CAPABILITY INFO INDICATION

--

-- **************************************************************

UERadioCapabilityInfoIndication ::= SEQUENCE {


protocolIEs


ProtocolIE-Container

{ {UERadioCapabilityInfoIndicationIEs} },


...

}

UERadioCapabilityInfoIndicationIEs NGAP-PROTOCOL-IES ::= {


{ ID id-AMF-UE-NGAP-ID




CRITICALITY reject
TYPE AMF-UE-NGAP-ID




PRESENCE mandatory
}|


{ ID id-RAN-UE-NGAP-ID




CRITICALITY reject
TYPE RAN-UE-NGAP-ID




PRESENCE mandatory
}|


{ ID id-UERadioCapability



CRITICALITY ignore
TYPE UERadioCapability



PRESENCE mandatory
}|


{ ID id-UERadioCapabilityForPaging

CRITICALITY ignore
TYPE UERadioCapabilityForPaging

PRESENCE optional

}|

{ ID id-SecuredCapabilityIndication



CRITICALITY ignore
TYPE　SecuredCapabilityIndication



PRESENCE optional},


...

}

-------------------------unchanged sections are omitted-------------------
9.4.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NGAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-------------------------unchanged sections are omitted-------------------
-- S

SD ::= OCTET STRING (SIZE(3))

SecondaryRATUsageInformation ::= SEQUENCE {


pDUSessionUsageReport

PDUSessionUsageReport










OPTIONAL,


qosFlowsUsageReportList

QoSFlowsUsageReportList










OPTIONAL,


iE-Extension

ProtocolExtensionContainer { {SecondaryRATUsageInformation-ExtIEs} }
OPTIONAL,


...

}

SecondaryRATUsageInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SecondaryRATDataUsageReportTransfer ::= SEQUENCE {


secondaryRATUsageInformation

SecondaryRATUsageInformation








OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {SecondaryRATDataUsageReportTransfer-ExtIEs} }
OPTIONAL,


...

}

SecondaryRATDataUsageReportTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SecuredCapabilityIndication ::= ENUMERATED {Secured, Unsecured, ... }

SecurityContext ::= SEQUENCE {


nextHopChainingCount

NextHopChainingCount,


nextHopNH




SecurityKey,


iE-Extensions

ProtocolExtensionContainer { {SecurityContext-ExtIEs} }
OPTIONAL,


...
}

SecurityContext-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

SecurityIndication ::= SEQUENCE {


integrityProtectionIndication


IntegrityProtectionIndication,


confidentialityProtectionIndication

ConfidentialityProtectionIndication,


maximumIntegrityProtectedDataRate-UL
MaximumIntegrityProtectedDataRate

OPTIONAL,
-- The above IE shall be present if integrity protection is required or preferred


iE-Extensions

ProtocolExtensionContainer { {SecurityIndication-ExtIEs} }
OPTIONAL,


...

}

-------------------------unchanged sections are omitted-------------------
9.4.7
Constant Definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

NGAP-Constants { 

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 
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-- **************************************************************

--

-- IEs

--

-- **************************************************************


id-AllowedNSSAI










ProtocolIE-ID ::= 0


id-AMFName











ProtocolIE-ID ::= 1


id-AMFOverloadResponse








ProtocolIE-ID ::= 2


id-AMFSetID











ProtocolIE-ID ::= 3


id-AMF-TNLAssociationFailedToSetupList




ProtocolIE-ID ::= 4


id-AMF-TNLAssociationSetupList






ProtocolIE-ID ::= 5


id-AMF-TNLAssociationToAddList






ProtocolIE-ID ::= 6


id-AMF-TNLAssociationToRemoveList





ProtocolIE-ID ::= 7


id-AMF-TNLAssociationToUpdateList





ProtocolIE-ID ::= 8


id-AMFTrafficLoadReductionIndication




ProtocolIE-ID ::= 9


id-AMF-UE-NGAP-ID









ProtocolIE-ID ::= 10


id-AssistanceDataForPaging







ProtocolIE-ID ::= 11


id-BroadcastCancelledAreaList






ProtocolIE-ID ::= 12


id-BroadcastCompletedAreaList






ProtocolIE-ID ::= 13


id-CancelAllWarningMessages







ProtocolIE-ID ::= 14


id-Cause











ProtocolIE-ID ::= 15


id-CellIDListForRestart








ProtocolIE-ID ::= 16


id-ConcurrentWarningMessageInd






ProtocolIE-ID ::= 17


id-CoreNetworkAssistanceInformationForInactive


ProtocolIE-ID ::= 18


id-CriticalityDiagnostics







ProtocolIE-ID ::= 19


id-DataCodingScheme









ProtocolIE-ID ::= 20


id-DefaultPagingDRX









ProtocolIE-ID ::= 21


id-DirectForwardingPathAvailability





ProtocolIE-ID ::= 22


id-EmergencyAreaIDListForRestart





ProtocolIE-ID ::= 23


id-EmergencyFallbackIndicator






ProtocolIE-ID ::= 24


id-EUTRA-CGI










ProtocolIE-ID ::= 25


id-FiveG-S-TMSI










ProtocolIE-ID ::= 26


id-GlobalRANNodeID









ProtocolIE-ID ::= 27


id-GUAMI











ProtocolIE-ID ::= 28


id-HandoverType










ProtocolIE-ID ::= 29


id-IMSVoiceSupportIndicator







ProtocolIE-ID ::= 30


id-IndexToRFSP










ProtocolIE-ID ::= 31


id-InfoOnRecommendedCellsAndRANNodesForPaging


ProtocolIE-ID ::= 32


id-LocationReportingRequestType






ProtocolIE-ID ::= 33


id-MaskedIMEISV










ProtocolIE-ID ::= 34


id-MessageIdentifier








ProtocolIE-ID ::= 35


id-MobilityRestrictionList







ProtocolIE-ID ::= 36


id-NASC












ProtocolIE-ID ::= 37


id-NAS-PDU











ProtocolIE-ID ::= 38


id-NASSecurityParametersFromNGRAN





ProtocolIE-ID ::= 39


id-NewAMF-UE-NGAP-ID








ProtocolIE-ID ::= 40


id-NewSecurityContextInd







ProtocolIE-ID ::= 41


id-NGAP-Message










ProtocolIE-ID ::= 42


id-NGRAN-CGI










ProtocolIE-ID ::= 43


id-NGRANTraceID










ProtocolIE-ID ::= 44


id-NR-CGI











ProtocolIE-ID ::= 45


id-NRPPa-PDU










ProtocolIE-ID ::= 46


id-NumberOfBroadcastsRequested






ProtocolIE-ID ::= 47


id-OldAMF











ProtocolIE-ID ::= 48


id-OverloadStartNSSAIList







ProtocolIE-ID ::= 49


id-PagingDRX










ProtocolIE-ID ::= 50


id-PagingOrigin










ProtocolIE-ID ::= 51


id-PagingPriority









ProtocolIE-ID ::= 52


id-PDUSessionResourceAdmittedList





ProtocolIE-ID ::= 53


id-PDUSessionResourceFailedToModifyListModRes


ProtocolIE-ID ::= 54

id-PDUSessionResourceFailedToSetupListCxtRes


ProtocolIE-ID ::= 55


id-PDUSessionResourceFailedToSetupListHOAck



ProtocolIE-ID ::= 56


id-PDUSessionResourceFailedToSetupListPSReq



ProtocolIE-ID ::= 57


id-PDUSessionResourceFailedToSetupListSURes



ProtocolIE-ID ::= 58


id-PDUSessionResourceHandoverList





ProtocolIE-ID ::= 59

id-PDUSessionResourceListCxtRelCpl





ProtocolIE-ID ::= 60


id-PDUSessionResourceListHORqd






ProtocolIE-ID ::= 61


id-PDUSessionResourceModifyListModCfm




ProtocolIE-ID ::= 62

id-PDUSessionResourceModifyListModInd




ProtocolIE-ID ::= 63

id-PDUSessionResourceModifyListModReq




ProtocolIE-ID ::= 64

id-PDUSessionResourceModifyListModRes




ProtocolIE-ID ::= 65

id-PDUSessionResourceNotifyList






ProtocolIE-ID ::= 66

id-PDUSessionResourceReleasedListNot




ProtocolIE-ID ::= 67

id-PDUSessionResourceReleasedListPSAck




ProtocolIE-ID ::= 68


id-PDUSessionResourceReleasedListPSFail




ProtocolIE-ID ::= 69

id-PDUSessionResourceReleasedListRelRes




ProtocolIE-ID ::= 70

id-PDUSessionResourceSetupListCxtReq




ProtocolIE-ID ::= 71

id-PDUSessionResourceSetupListCxtRes




ProtocolIE-ID ::= 72

id-PDUSessionResourceSetupListHOReq





ProtocolIE-ID ::= 73

id-PDUSessionResourceSetupListSUReq





ProtocolIE-ID ::= 74

id-PDUSessionResourceSetupListSURes





ProtocolIE-ID ::= 75

id-PDUSessionResourceToBeSwitchedDLList




ProtocolIE-ID ::= 76

id-PDUSessionResourceSwitchedList





ProtocolIE-ID ::= 77

id-PDUSessionResourceToReleaseListHOCmd




ProtocolIE-ID ::= 78

id-PDUSessionResourceToReleaseListRelCmd



ProtocolIE-ID ::= 79

id-PLMNSupportList









ProtocolIE-ID ::= 80

id-PWSFailedCellIDList








ProtocolIE-ID ::= 81


id-RANNodeName










ProtocolIE-ID ::= 82


id-RANPagingPriority








ProtocolIE-ID ::= 83


id-RANStatusTransfer-TransparentContainer



ProtocolIE-ID ::= 84


id-RAN-UE-NGAP-ID









ProtocolIE-ID ::= 85


id-RelativeAMFCapacity








ProtocolIE-ID ::= 86


id-RepetitionPeriod









ProtocolIE-ID ::= 87


id-ResetType










ProtocolIE-ID ::= 88


id-RoutingID










ProtocolIE-ID ::= 89


id-RRCEstablishmentCause







ProtocolIE-ID ::= 90

id-RRCInactiveTransitionReportRequest




ProtocolIE-ID ::= 91


id-RRCState











ProtocolIE-ID ::= 92


id-SecurityContext









ProtocolIE-ID ::= 93


id-SecurityKey










ProtocolIE-ID ::= 94


id-SerialNumber










ProtocolIE-ID ::= 95


id-ServedGUAMIList









ProtocolIE-ID ::= 96


id-SliceSupportList









ProtocolIE-ID ::= 97


id-SONConfigurationTransferDL






ProtocolIE-ID ::= 98


id-SONConfigurationTransferUL






ProtocolIE-ID ::= 99


id-SourceAMF-UE-NGAP-ID








ProtocolIE-ID ::= 100


id-SourceToTarget-TransparentContainer




ProtocolIE-ID ::= 101


id-SupportedTAList









ProtocolIE-ID ::= 102


id-TAIListForPaging









ProtocolIE-ID ::= 103


id-TAIListForRestart








ProtocolIE-ID ::= 104


id-TargetID











ProtocolIE-ID ::= 105


id-TargetToSource-TransparentContainer




ProtocolIE-ID ::= 106

id-TimeToWait










ProtocolIE-ID ::= 107


id-TraceActivation









ProtocolIE-ID ::= 108


id-TraceCollectionEntityIPAddress





ProtocolIE-ID ::= 109

id-UEAggregateMaximumBitRate






ProtocolIE-ID ::= 110


id-UE-associatedLogicalNG-connectionList



ProtocolIE-ID ::= 111


id-UEContextRequest









ProtocolIE-ID ::= 112


id-UE-NGAP-IDs










ProtocolIE-ID ::= 114


id-UEPagingIdentity









ProtocolIE-ID ::= 115


id-UEPresenceInAreaOfInterestList





ProtocolIE-ID ::= 116

id-UERadioCapability








ProtocolIE-ID ::= 117


id-UERadioCapabilityForPaging






ProtocolIE-ID ::= 118


id-UESecurityCapabilities







ProtocolIE-ID ::= 119


id-UnavailableGUAMIList








ProtocolIE-ID ::= 120


id-UserLocationInformation







ProtocolIE-ID ::= 121


id-WarningAreaList









ProtocolIE-ID ::= 122


id-WarningMessageContents







ProtocolIE-ID ::= 123
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