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	Reason for change:
	There have been discussions in RAN3 revealing that there is no common understanding on how NG-RAN nodes may be identified in case it serves cells with more than one PLMN ID associated to them.

	
	

	Summary of change:
	The definition of the Global RAN Node ID IE is amended by the following statement:
Global identification of an NG-RAN node that serves cells associated with more than one PLMN Identity is specified in TS 38.300 [8]
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	Consequences if not approved:
	There would be still no common understanding how to identify an NG-RAN node if more than one PLMN ID is associated with it.

	
	

	Clauses affected:
	

	
	

	
	Y
	N
	
	

	Other specs
	X
	
	 Other core specifications	
	TS 38.300 CR ... Rel-15
TS 38.300 CR ... Rel-16
TS 38.413 CR0348 Rel-15
TS 38.413 CR0349 Rel-16
[bookmark: _GoBack]TS 38.423 CR0325 Rel-16

	affected:
	
	X
	 Test specifications
	

	(show related CRs)
	
	X
	 O&M Specifications
	

	
	

	Other comments:
	

	
	

	This CR's revision history:
	



Page 1
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[bookmark: _Toc20955272][bookmark: _Toc29991318][bookmark: _Hlk493679114]9.2.2.3	Global NG-RAN Node ID
This IE is used to globally identify an NG-RAN node (see TS 38.300 [9]). Global identification of an NG-RAN node that serves cells associated with more than one PLMN Identity is specified in TS 38.300 [9].
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE NG-RAN node
	M
	
	
	

	>gNB
	
	
	
	

	>>Global gNB ID
	M
	
	9.2.2.1
	

	>ng-eNB
	
	
	
	

	>>Global ng-eNB ID
	M
	
	9.2.2.2
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