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1	Introduction
In this contribution we make proposals to implement an availability indicator over Xn for logged MDT.
2	Discussion
[bookmark: _GoBack]In RAN2 #107bis meeting [1] the following aggrements have been made:
	3    If the signalling based logged MDT received by the NG-RAN when UE is in RRC_INACTIVE:
⁻     The NG-RAN stores the logged MDT configuration in the UE context.
⁻     When the UE resumes the RRC connection in the last serving NG-RAN, the NG-RAN can configure the MDT configuration for the UE.
⁻     When the UE resumes the RRC connection in one new NG-RAN, the last serving NG-RAN can propagate the logged MDT configuration to the new NG-RAN.
      This agreement should be confirmed by RAN3.
4    If the management based logged MDT received by the NG-RAN when UE is in RRC_INACTIVE,
⁻     No requirement for the NG-RAN to store the logged MDT configuration in the UE context
⁻     When the UE resumes the RRC connection in the last serving NG-RAN, the NG-RAN can configure the MDT configuration for the UE.
⁻     When the UE resumes the RRC connection in another NG-RAN, the source NG-RAN will not propagate the management based logged MDT configuration. The source NG-RAN should inform the target NG-RAN of UE consents. 




1. Support the RAN2 aggrements with suitable RAN3 specification
In order to support the agreements above the following scenario needs to be taken into account.
· A UE is configured with signaling based logged MDT in a serving NG RAN node. 
· The UE moves to RRC_INACTIVE while it is configured with the signalling based logged MDT configuration. As per RAN2 agreements the NG-RAN node stores the MDT configuration so that this can be exchanged at the time of the UE context retrieval procedure. 
· The UE resumes in a neighboring NG RAN node and the Xn: UE Context Retrieval procedure is initiated. With this, the new NG RAN node gets to know the signalling based logged MDT configuration that this UE has been assigned. However, the resume NG-RAN node is not aware of whether the UE has been configured with this MDT configuration or not. As an example, the signalling based MDT configuration might have been received by the gNB right before or even after the UE was moved to RRC_INACTIVE. 
It needs tobe highlighted that it is important to signal the signalling based MDT configuration from old NG RAN node to new serving NG RAN node in order to allow the new NG RAN node to know the MDT configuration either to be signalled to the UE or according to which the UE will behave (i.e. according to which the UE will generate MDT reports) in case the configuration has been already signalled ot the UE.
The scenario above is subject to errors because the new serving NG RAN node does not know whether the signalling based logged MDT configuraiotn has been applied or not. Two issues can be encountered:
1) Without knowing whether the signalling based logged MDT Configuration has been signalled to the UE, the new serving node cannot deduce whether there is a need to reconfigure the UE with such configuration
2) Without knowing whether the signalling based logged MDT configuration has been signalled to the UE, it is not possible to take a correct decision in case a management based MDT configuration is received by the RAN node. Indeed, as per RAN2 agreements in TS37.320 “Management based MDT should not overwrite signalling based MDT”. Hence, without knowing if the signalling based MDT configuration is configured or not the NG RAN node would not know whether the UE can be configured for management based MDT or not.

For the above reasons, a flag is needed within the Xn : Retrieve UE Context Response message to indicate whether the UE is already configured with the signaling based logged MDT configuration or not.

1. It is proposed to add a Logged MDT availability flag in the RETRIEVE UE CONTEXT RESPONSE message
3	Conclusion
Agree on the proposals below
1. Support the RAN2 aggrements with suitable RAN3 specification
1. It is proposed to add a Logged MDT availability flag in the RETRIEVE UE CONTEXT RESPONSE message 

4	References
[bookmark: _Ref23969233][bookmark: _Ref32602266]Chariman Notes, RAN2#107bis meeting

TP for MDT BL CR for TS 38.423
<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955065][bookmark: _Toc29991111]8.2.4.2	Successful Operation


Figure 8.2.4.2-1: Retrieve UE Context, successful operation
The new NG-RAN node initiates the procedure by sending the RETRIEVE UE CONTEXT REQUEST message to the old NG-RAN node.
If the old NG-RAN node is able to identify the UE context by means of the UE Context ID, and to successfully verify the UE by means of the integrity protection contained in the RETRIEVE UE CONTEXT REQUEST message, and decides to provide the UE context to the new NG-RAN node, it shall respond to the new NG-RAN node with the RETRIEVE UE CONTEXT RESPONSE message.
If the Index to RAT/Frequency Selection Priority IE is contained in the RETRIEVE UE CONTEXT RESPONSE message, the new NG-RAN node shall store this information and use it as defined in TS 23.501 [7].
If the Location Reporting Information IE is included in the RETRIEVE UE CONTEXT RESPONSE message, then the new NG-RAN node should initiate the requested location reporting functionality as defined in TS 38.413 [5].
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message which includes the MDT Activation IE set to “Immediate MDT and Trace”, then the target NG-RAN node shall if supported, initiate the requested trace session and MDT session as described in TS 32.422 [23].
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message which includes the MDT Activation IE set to “Immediate MDT Only” or “Logged MDT only”, the target NG-RAN node shall, if supported, initiate the requested MDT session as described in TS 32.422 [23] and the target NG-RAN node shall ignore Interfaces To Trace IE, and Trace Depth IE.
If the Trace Activation IE includes the MDT Location Information IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, store this information and take it into account in the requested MDT session.
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message which includes the MDT Activation IE set to “Immediate MDT Only” or “Logged MDT only”, and if the Signalling based MDT PLMN List IE is included in the MDT Configuration IE, the target NG-RAN node may use it to propagate the MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE includes the Bluetooth Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE includes the WLAN Measurement Configuration IE, within the MDT Configuration IE, the target NG-RAN node shall, if supported, take it into account for MDT Configuration as described in TS 37.320 [y].
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message and if the MDT Configuration IE is included in the Trace Activation IE, if the NG-RAN Node is a gNB at least the MDT Configuration-NR IE shall be present, while if the NG-RAN Node is an ng-eNB at least the MDT Configuration-EUTRA IE shall be present.
If the Trace Activation IE is included in the RETRIEVE UE CONTEXT RESPONSE message which includes the MDT Activation IE set to “Logged MDT only” and if the Signalling Based MDT State IE is present, the new NG-RAN node shall use the Signalling Based MDT State IE to determine whether to configure the UE according to the MDT Activation IE.

<<<<<<<<<<<<<<<<<<<< 2nd  Change >>>>>>>>>>>>>>>>>>>>


[bookmark: _Toc20955249][bookmark: _Toc29991446][bookmark: _Toc14044338]9.2.1.13	UE Context Information Retrieve UE Context Response
This IE contains the UE context information.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NG-C UE associated Signalling reference
	M
	
	AMF UE NGAP ID
9.2.3.26
	Allocated at the AMF on the old NG-C connection.

	Signalling TNL Association Address at source NG-C side
	M
	
	CP Transport Layer Information
9.2.3.31
	This IE indicates the AMF’s IP address of the SCTP association used at the source NG-C interface instance.
Note: If no UE TNLA binding exists at the source NG-RAN node, the source NG-RAN node indicates the TNL association address it would have selected if it would have had to create a UE TNLA binding.

	UE Security Capabilities
	M
	
	9.2.3.49
	

	AS Security Information
	M
	
	9.2.3.50
	

	UE Aggregate Maximum Bit Rate
	M
	
	9.2.3.17
	

	[bookmark: _Hlk508046299]PDU Session Resources To Be Setup List
	M
	
	9.2.1.1
	

	RRC Context
	M
	
	OCTET STRING
	Either includes the HandoverPreparationInformation message as defined in subclause 11.2.2 of TS 38.331[10], if the old and new serving NG-RAN nodes are gNBs,
or the HandoverPreparationInformation message as defined in subclause 10.2.2 of TS 36.331 [14], if the old and new serving NG-RAN nodes are ng-eNBs.

	Mobility Restriction List
	O
	
	9.2.3.53
	

	Index to RAT/Frequency Selection Priority
	O
	
	9.2.3.23
	

	Signalling Based MDT State
	O
	
	ENUMERATED (Configured, Pending, …)
	This IE indicates whether the signalling based MDT configuration has been configured at the UE or it is pending configuration






	

<<<<<<<<<<<<<<<<<<<< 3nd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc14044567]
[bookmark: _Toc20955407][bookmark: _Toc29991455][bookmark: _Toc14207710][bookmark: _Toc14044568]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for XnAP.
--
-- **************************************************************

XnAP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) xnap (2) version1 (1) xnap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS

	ActivationIDforCellActivation,
	AMF-Region-Information,
	AMF-UE-NGAP-ID,
	AS-SecurityInformation,
	AssistanceDataForRANPaging,
	BitRate,
	Cause,
[bookmark: _Hlk514062653]	CellAssistanceInfo-NR,
	CPTransportLayerInformation,
	TNLA-To-Add-List,
	TNLA-To-Update-List,
	TNLA-To-Remove-List,
	TNLA-Setup-List,
	TNLA-Failed-To-Setup-List,
	CriticalityDiagnostics,
	XnUAddressInfoperPDUSession-List,
	DataTrafficResourceIndication,
	DeliveryStatus,
	DesiredActNotificationLevel,
	DRB-ID,
	DRB-List,
	DRB-Number,
	DRBsSubjectToStatusTransfer-List,
	DRBToQoSFlowMapping-List,
	E-UTRA-CGI,
	ExpectedUEBehaviour,
	GlobalNG-RANNode-ID,
	GlobalNG-RANCell-ID,
	GUAMI,
	InterfaceInstanceIndication,
	I-RNTI,
	LocationInformationSNReporting,
	LocationReportingInformation,
	LowerLayerPresenceStatusChange,
	MR-DC-ResourceCoordinationInfo,
	ServedCells-E-UTRA,
	ServedCells-NR,
	ServedCellsToUpdate-E-UTRA,
	ServedCellsToUpdate-NR,
	MAC-I,
[bookmark: _Hlk515435313]	MaskedIMEISV,
	MobilityRestrictionList,
	NG-RAN-Cell-Identity,
	NG-RANnodeUEXnAPID,
	NR-CGI,
	NE-DC-TDM-Pattern,
	PagingDRX,
	PagingPriority,
	PLMN-Identity,
	PDCPChangeIndication,
	PDUSessionAggregateMaximumBitRate,
	PDUSession-ID,
	PDUSession-List,
	PDUSession-List-withCause,
	PDUSession-List-withDataForwardingFromTarget,
	PDUSession-List-withDataForwardingRequest,
	PDUSessionResourcesAdmitted-List,
	PDUSessionResourcesNotAdmitted-List,
	PDUSessionResourcesToBeSetup-List,
	PDUSessionResourceChangeRequiredInfo-SNterminated,
	PDUSessionResourceChangeRequiredInfo-MNterminated,
	PDUSessionResourceChangeConfirmInfo-SNterminated,
	PDUSessionResourceChangeConfirmInfo-MNterminated,
	PDUSessionResourceSecondaryRATUsageList,
	PDUSessionResourceSetupInfo-SNterminated,
	PDUSessionResourceSetupInfo-MNterminated,
	PDUSessionResourceSetupResponseInfo-SNterminated,
	PDUSessionResourceSetupResponseInfo-MNterminated,
	PDUSessionResourceModificationInfo-SNterminated,
	PDUSessionResourceModificationInfo-MNterminated,
	PDUSessionResourceModificationResponseInfo-SNterminated,
	PDUSessionResourceModificationResponseInfo-MNterminated,
	PDUSessionResourceModConfirmInfo-SNterminated,
	PDUSessionResourceModConfirmInfo-MNterminated,
	PDUSessionResourceModRqdInfo-SNterminated,
	PDUSessionResourceModRqdInfo-MNterminated,
	PDUSessionType,
	QoSFlowIdentifier,
	QoSFlowNotificationControlIndicationInfo,
	QoSFlows-List,
	RANPagingArea,
	ResetRequestTypeInfo,
	ResetResponseTypeInfo,
	RFSP-Index,
	RRCConfigIndication,
	RRCResumeCause,
	SCGConfigurationQuery,
	SecurityIndication,
	S-NG-RANnode-SecurityKey,
	SpectrumSharingGroupID,
	SplitSRBsTypes,
	S-NG-RANnode-Addition-Trigger-Ind,
	S-NSSAI,
	TAISupport-List,
	Target-CGI,
	TimeToWait,
	TraceActivation,
	UEAggregateMaximumBitRate,
	UEContextID,
	UEContextInfoRetrUECtxtResp,
	UEContextKeptIndicator,
	UEHistoryInformation,
	UEIdentityIndexValue,
	UERadioCapabilityForPaging,
	UERANPagingIdentity,
	UESecurityCapabilities,
	UPTransportLayerInformation,
	UserPlaneTrafficActivityReport,
	XnBenefitValue,
	RANPagingFailure,
	TNLConfigurationInfo,
	MaximumCellListSize,
	MessageOversizeNotification,
	CellAssistanceInfo-EUTRA,
	CellAndCapacityAssistanceInfo,
	CellAssistanceInformationPerRAT,
	NG-RANTraceID,
	MDT-Configuration,
	MDTPLMNList,
	SignallingBasedMDTState



FROM XnAP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-ContainerPairList{},
	ProtocolIE-Single-Container{},
	XNAP-PRIVATE-IES,
	XNAP-PROTOCOL-EXTENSION,
	XNAP-PROTOCOL-IES,
	XNAP-PROTOCOL-IES-PAIR
FROM XnAP-Containers


	id-ActivatedServedCells,
	id-ActivationIDforCellActivation,
	id-AdditionalDRBIDs,
	id-AMF-Region-Information,
	id-AMF-Region-Information-To-Add,
	id-AMF-Region-Information-To-Delete,
	id-AssistanceDataForRANPaging,
	id-AvailableDRBIDs,
	id-Cause,
	id-cellAssistanceInfo-NR,
	id-ConfigurationUpdateInitiatingNodeChoice,
	id-UEContextID,
	id-CriticalityDiagnostics,
	id-XnUAddressInfoperPDUSession-List,
	id-DesiredActNotificationLevel,
	id-DRBsSubjectToStatusTransfer-List,
	id-ExpectedUEBehaviour,
	id-GlobalNG-RAN-node-ID,
	id-GUAMI,
	id-indexToRatFrequSelectionPriority,
	id-List-of-served-cells-E-UTRA,
	id-List-of-served-cells-NR,
	id-LocationInformationSN,
	id-LocationInformationSNReporting,
	id-LocationReportingInformation,
	id-MAC-I,
	id-MaskedIMEISV,
	id-MN-to-SN-Container,
	id-MobilityRestrictionList,
	id-M-NG-RANnodeUEXnAPID,
	id-new-NG-RAN-Cell-Identity,
	id-newNG-RANnodeUEXnAPID,
	id-oldNG-RANnodeUEXnAPID,
	id-OldtoNewNG-RANnodeResumeContainer,
	id-PagingDRX,
	id-PagingPriority,
	id-PCellID,
	id-PDUSessionResourceSecondaryRATUsageList,
	id-PDUSessionResourcesActivityNotifyList,
	id-PDUSessionResourcesAdmitted-List,
	id-PDUSessionResourcesNotAdmitted-List,
	id-PDUSessionResourcesNotifyList,
	id-PDUSessionToBeAddedAddReq,
	id-PDUSessionToBeReleased-RelReqAck,
	id-RANPagingArea,
	id-requestedSplitSRB,
	id-RequiredNumberOfDRBIDs,
	id-ResetRequestTypeInfo,
	id-ResetResponseTypeInfo,
	id-RespondingNodeTypeConfigUpdateAck,
[bookmark: _Hlk519075372]	id-RRCResumeCause,
	id-selectedPLMN,
	id-ServedCellsToActivate,
	id-servedCellsToUpdate-E-UTRA,
	id-ServedCellsToUpdateInitiatingNodeChoice,
	id-servedCellsToUpdate-NR,
	id-sourceNG-RANnodeUEXnAPID,
	id-SpareDRBIDs,
	id-S-NG-RANnodeMaxIPDataRate-UL,
	id-S-NG-RANnodeMaxIPDataRate-DL,
	id-S-NG-RANnodeUEXnAPID,
	id-TAISupport-list,
	id-Target2SourceNG-RANnodeTranspContainer,
	id-targetCellGlobalID,
	id-targetNG-RANnodeUEXnAPID,
	id-TimeToWait,
	id-TNLA-To-Add-List,
	id-TNLA-To-Update-List,
	id-TNLA-To-Remove-List,
	id-TNLA-Setup-List,
	id-TNLA-Failed-To-Setup-List,
	id-TraceActivation,
	id-UEContextInfoHORequest,
	id-UEContextInfoRetrUECtxtResp,
	id-UEContextKeptIndicator,
	id-UEContextRefAtSN-HORequest,
	id-UEHistoryInformation,
	id-UEIdentityIndexValue,
	id-UERANPagingIdentity,
	id-UESecurityCapabilities,
	id-UserPlaneTrafficActivityReport,
	id-XnRemovalThreshold,
	id-PDUSessionAdmittedAddedAddReqAck,
	id-PDUSessionNotAdmittedAddReqAck,
	id-SN-to-MN-Container,
	id-RRCConfigIndication,
	id-SplitSRB-RRCTransfer,
	id-UEReportRRCTransfer,
	id-PDUSessionReleasedList-RelConf,
	id-BearersSubjectToCounterCheck,
	id-PDUSessionToBeReleasedList-RelRqd,
	id-ResponseInfo-ReconfCompl,
	id-initiatingNodeType-ResourceCoordRequest,
	id-respondingNodeType-ResourceCoordResponse,
	id-PDUSessionToBeReleased-RelReq,
	id-PDUSession-SNChangeRequired-List,
	id-PDUSession-SNChangeConfirm-List,
	id-PDCPChangeIndication,
	id-SCGConfigurationQuery,
	id-UEContextInfo-SNModRequest,
	id-requestedSplitSRBrelease,
	id-PDUSessionAdmitted-SNModResponse,
	id-PDUSessionNotAdmitted-SNModResponse,
	id-admittedSplitSRB,
	id-admittedSplitSRBrelease,
	id-PDUSessionAdmittedModSNModConfirm,
	id-PDUSessionReleasedSNModConfirm,
	id-s-ng-RANnode-SecurityKey,
	id-PDUSessionToBeModifiedSNModRequired,
	id-S-NG-RANnodeUE-AMBR,
	id-PDUSessionToBeReleasedSNModRequired,
	id-target-S-NG-RANnodeID,
	id-S-NSSAI,
	id-MR-DC-ResourceCoordinationInfo,
	id-RANPagingFailure,
	id-UERadioCapabilityForPaging,
	id-PDUSessionDataForwarding-SNModResponse,
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-NE-DC-TDM-Pattern,
	id-InterfaceInstanceIndication,
	id-S-NG-RANnode-Addition-Trigger-Ind,
	id-DRBs-transferred-to-MN,
	id-IntendedTDD-DL-ULConfiguration-NR,
	id-TNLConfigurationInfo,
	id-MessageOversizeNotification,
	id-NG-RANTraceID,
	id-FastMCGRecoveryRRCTransfer-SN-to-MN,
	id-FastMCGRecoveryRRCTransfer-MN-to-SN,
	id-RequestedFastMCGRecoveryViaSRB3,
	id-AdmittedFastMCGRecoveryViaSRB3,
	id-RequestedFastMCGRecoveryViaSRB3Release,
	id-AdmittedFastMCGRecoveryViaSRB3Release,
	id-MDT-Configuration,
	id-MDTPLMNList,
	id-SignallingBasedMDTState,


	maxnoofCellsinNG-RANnode,
	maxnoofDRBs,
	maxnoofPDUSessions,
	maxnoofQoSFlows
FROM XnAP-Constants;
A
<<<<<<<<<<<<<<<<<<<< 4th  Change >>>>>>>>>>>>>>>>>>>>


9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************


-- TEXT OMITTED –
	id-Secondary-MN-Xn-U-TNLInfoatM,
	id-ULForwardingProposal,
	id-DRB-IDs-takenintouse,
	id-SplitSessionIndicator,
	id-NonGBRResources-Offered,
	id-MDT-Configuration,
	id-SignallingBasedMDTState,
	maxEARFCN,
	maxnoofAllowedAreas,
	maxnoofAMFRegions,
	maxnoofAoIs,
	maxnoofBPLMNs,
	maxnoofCellsinAoI,
	maxnoofCellsinNG-RANnode,
	maxnoofCellsinRNA,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEPLMNs,
	maxnoofEUTRABands,
	maxnoofEUTRABPLMNs,
	maxnoofForbiddenTACs,
	maxnoofMBSFNEUTRA,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNeighbours,
	maxnoofNRCellBands,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofProtectedResourcePatterns,
	maxnoofQoSFlows,
	maxnoofRANAreaCodes,
	maxnoofRANAreasinRNA,
	maxnoofSCellGroups,
	maxnoofSCellGroupsplus1,
	maxnoofSliceItems,
	maxnoofsupportedTACs,
	maxnoofsupportedPLMNs,
	maxnoofTAI,
	maxnoofTAIsinAoI,
	maxnoofTNLAssociations,
	maxnoofUEContexts,
	maxNRARFCN,
	maxNrOfErrors,
	maxnoofRANNodesinAoI,
	maxnooftimeperiods,
	maxnoofslots,
	maxnoofExtTLAs,
	maxnoofGTPTLAs,
	maxnoofBluetoothName,
	maxnoofCellIDforMDT,
	maxnoofMDTPLMNs,
	maxnoofTAforMDT,
	maxnoofWLANName,
	maxnoofSensorName

FROM XnAP-Constants


-- TEXT OMITTED –
SignallingBasedMDTState ::= ENUMERATED {
	configured, pending,
	...
}

SliceSupport-List	::= SEQUENCE (SIZE(1..maxnoofSliceItems)) OF S-NSSAI

SlotConfiguration-List ::= SEQUENCE (SIZE (1..maxnoofslots)) OF SlotConfiguration-List-Item

SlotConfiguration-List-Item ::= SEQUENCE {
	slotIndex						INTEGER (0..319),
	symbolAllocation-in-Slot		SymbolAllocation-in-Slot,
	iE-Extensions				ProtocolExtensionContainer { {SlotConfiguration-List-Item-ExtIEs} }	OPTIONAL,
	...
}

-- TEXT OMITTED –
[bookmark: _Hlk515524243]UEContextInfoRetrUECtxtResp ::= SEQUENCE {
	ng-c-UE-signalling-ref					AMF-UE-NGAP-ID,
	signalling-TNL-at-source				CPTransportLayerInformation,
	ueSecurityCapabilities					UESecurityCapabilities,
	securityInformation						AS-SecurityInformation,
	ue-AMBR									UEAggregateMaximumBitRate,
	pduSessionResourcesToBeSetup-List		PDUSessionResourcesToBeSetup-List,
	rrc-Context								OCTET STRING,
	mobilityRestrictionList					MobilityRestrictionList									OPTIONAL,
	indexToRatFrequencySelectionPriority	RFSP-Index												OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {UEContextInfoRetrUECtxtResp-ExtIEs} } 	OPTIONAL,
	...
}

UEContextInfoRetrUECtxtResp-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ID id-SignallingBasedMDTState		CRITICALITY reject	EXTENSION SignallingBasedMDTState		PRESENCE optional},
	...
}

END
-- ASN1STOP


<<<<<<<<<<<<<<<<<<<< 5th  Change >>>>>>>>>>>>>>>>>>>>


[bookmark: _Toc20955410][bookmark: _Toc29991458]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

XnAP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS
	ProcedureCode,
	ProtocolIE-ID
FROM XnAP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-handoverPreparation											ProcedureCode ::= 0
id-sNStatusTransfer												ProcedureCode ::= 1
id-handoverCancel												ProcedureCode ::= 2
id-retrieveUEContext											ProcedureCode ::= 3
id-rANPaging													ProcedureCode ::= 4
id-xnUAddressIndication											ProcedureCode ::= 5
id-uEContextRelease												ProcedureCode ::= 6
id-sNGRANnodeAdditionPreparation								ProcedureCode ::= 7
id-sNGRANnodeReconfigurationCompletion							ProcedureCode ::= 8
id-mNGRANnodeinitiatedSNGRANnodeModificationPreparation			ProcedureCode ::= 9
id-sNGRANnodeinitiatedSNGRANnodeModificationPreparation			ProcedureCode ::= 10
id-mNGRANnodeinitiatedSNGRANnodeRelease							ProcedureCode ::= 11
id-sNGRANnodeinitiatedSNGRANnodeRelease							ProcedureCode ::= 12
id-sNGRANnodeCounterCheck										ProcedureCode ::= 13
id-sNGRANnodeChange												ProcedureCode ::= 14
id-rRCTransfer													ProcedureCode ::= 15
id-xnRemoval													ProcedureCode ::= 16
id-xnSetup														ProcedureCode ::= 17
id-nGRANnodeConfigurationUpdate									ProcedureCode ::= 18
id-cellActivation												ProcedureCode ::= 19
id-reset														ProcedureCode ::= 20
id-errorIndication												ProcedureCode ::= 21
id-privateMessage												ProcedureCode ::= 22
id-notificationControl											ProcedureCode ::= 23
id-activityNotification											ProcedureCode ::= 24
id-e-UTRA-NR-CellResourceCoordination							ProcedureCode ::= 25
id-secondaryRATDataUsageReport									ProcedureCode ::= 26
id-deactivateTrace												ProcedureCode ::= 27
id-traceStart													ProcedureCode ::= 28



-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxEARFCN									INTEGER ::= 262143
maxnoofAllowedAreas							INTEGER ::= 16
maxnoofAMFRegions							INTEGER ::= 16
maxnoofAoIs									INTEGER ::= 64
maxnoofBPLMNs								INTEGER ::= 12
maxnoofCellsinAoI							INTEGER ::= 256
maxnoofCellsinUEHistoryInfo					INTEGER ::= 16
maxnoofCellsinNG-RANnode					INTEGER ::= 16384
maxnoofCellsinRNA							INTEGER ::= 32
maxnoofCellsUEMovingTrajectory				INTEGER ::= 16
maxnoofDRBs									INTEGER ::= 32
maxnoofEUTRABands							INTEGER ::= 16
maxnoofEUTRABPLMNs							INTEGER ::= 6
maxnoofEPLMNs								INTEGER ::= 15
maxnoofForbiddenTACs							INTEGER ::= 4096
maxnoofMBSFNEUTRA							INTEGER ::= 8
maxnoofMultiConnectivityMinusOne            INTEGER ::= 3
maxnoofNeighbours							INTEGER ::= 1024
maxnoofNRCellBands							INTEGER ::= 32
maxnoofPLMNs								INTEGER ::= 16
maxnoofPDUSessions							INTEGER ::= 256
maxnoofProtectedResourcePatterns			INTEGER ::= 16
maxnoofQoSFlows								INTEGER ::= 64
maxnoofRANAreaCodes							INTEGER ::= 32
maxnoofRANAreasinRNA						INTEGER ::= 16
maxnoofRANNodesinAoI						INTEGER ::= 64
maxnoofSCellGroups							INTEGER ::= 3
maxnoofSCellGroupsplus1						INTEGER ::= 4
maxnoofSliceItems							INTEGER ::= 1024
maxnoofsupportedPLMNs						INTEGER ::= 12
maxnoofsupportedTACs						INTEGER ::= 256
maxnoofTAI									INTEGER ::= 16
maxnoofTAIsinAoI 							INTEGER ::= 16
maxnooftimeperiods							INTEGER ::= 2
maxnoofTNLAssociations						INTEGER ::= 32
maxnoofUEContexts							INTEGER ::= 8192
maxNRARFCN									INTEGER ::= 3279165
maxNrOfErrors								INTEGER ::= 256
maxnoofslots								INTEGER ::= 320
maxnoofExtTLAs								INTEGER ::= 16
maxnoofGTPTLAs								INTEGER ::= 16
maxnoofBluetoothName						INTEGER ::= 4
maxnoofCellIDforMDT							INTEGER ::= 32
maxnoofMDTPLMNs								INTEGER ::= 16
maxnoofTAforMDT								INTEGER ::= 8
maxnoofWLANName								INTEGER ::= 4
maxnoofSensorName							INTEGER ::= 3


-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-ActivatedServedCells																				ProtocolIE-ID ::= 0
id-ActivationIDforCellActivation																	ProtocolIE-ID ::= 1
id-admittedSplitSRB																					ProtocolIE-ID ::= 2
id-admittedSplitSRBrelease																			ProtocolIE-ID ::= 3
id-AMF-Region-Information																			ProtocolIE-ID ::= 4
id-AssistanceDataForRANPaging																		ProtocolIE-ID ::= 5
id-BearersSubjectToCounterCheck																		ProtocolIE-ID ::= 6
id-Cause																							ProtocolIE-ID ::= 7
id-cellAssistanceInfo-NR																			ProtocolIE-ID ::= 8
id-ConfigurationUpdateInitiatingNodeChoice															ProtocolIE-ID ::= 9
id-CriticalityDiagnostics																			ProtocolIE-ID ::= 10
id-XnUAddressInfoperPDUSession-List																	ProtocolIE-ID ::= 11
id-DRBsSubjectToStatusTransfer-List																	ProtocolIE-ID ::= 12
id-ExpectedUEBehaviour																				ProtocolIE-ID ::= 13
id-GlobalNG-RAN-node-ID																				ProtocolIE-ID ::= 14
id-GUAMI																							ProtocolIE-ID ::= 15
id-indexToRatFrequSelectionPriority																	ProtocolIE-ID ::= 16
id-initiatingNodeType-ResourceCoordRequest															ProtocolIE-ID ::= 17
id-List-of-served-cells-E-UTRA																		ProtocolIE-ID ::= 18
id-List-of-served-cells-NR																			ProtocolIE-ID ::= 19
id-LocationReportingInformation																		ProtocolIE-ID ::= 20
id-MAC-I																							ProtocolIE-ID ::= 21
id-MaskedIMEISV																						ProtocolIE-ID ::= 22
id-M-NG-RANnodeUEXnAPID																				ProtocolIE-ID ::= 23
id-MN-to-SN-Container																				ProtocolIE-ID ::= 24
id-MobilityRestrictionList																			ProtocolIE-ID ::= 25
id-new-NG-RAN-Cell-Identity																			ProtocolIE-ID ::= 26
id-newNG-RANnodeUEXnAPID																			ProtocolIE-ID ::= 27
id-UEReportRRCTransfer																				ProtocolIE-ID ::= 28
id-oldNG-RANnodeUEXnAPID																			ProtocolIE-ID ::= 29
id-OldtoNewNG-RANnodeResumeContainer																ProtocolIE-ID ::= 30
id-PagingDRX																						ProtocolIE-ID ::= 31
id-PCellID																							ProtocolIE-ID ::= 32
id-PDCPChangeIndication																				ProtocolIE-ID ::= 33
id-PDUSessionAdmittedAddedAddReqAck																	ProtocolIE-ID ::= 34
id-PDUSessionAdmittedModSNModConfirm																ProtocolIE-ID ::= 35
id-PDUSessionAdmitted-SNModResponse																	ProtocolIE-ID ::= 36
id-PDUSessionNotAdmittedAddReqAck																	ProtocolIE-ID ::= 37
id-PDUSessionNotAdmitted-SNModResponse																ProtocolIE-ID ::= 38
id-PDUSessionReleasedList-RelConf																	ProtocolIE-ID ::= 39
id-PDUSessionReleasedSNModConfirm																	ProtocolIE-ID ::= 40
id-PDUSessionResourcesActivityNotifyList															ProtocolIE-ID ::= 41
id-PDUSessionResourcesAdmitted-List																	ProtocolIE-ID ::= 42
id-PDUSessionResourcesNotAdmitted-List																ProtocolIE-ID ::= 43
id-PDUSessionResourcesNotifyList																	ProtocolIE-ID ::= 44
id-PDUSession-SNChangeConfirm-List																	ProtocolIE-ID ::= 45
id-PDUSession-SNChangeRequired-List																	ProtocolIE-ID ::= 46
id-PDUSessionToBeAddedAddReq																		ProtocolIE-ID ::= 47
id-PDUSessionToBeModifiedSNModRequired																ProtocolIE-ID ::= 48
id-PDUSessionToBeReleasedList-RelRqd																ProtocolIE-ID ::= 49
id-PDUSessionToBeReleased-RelReq																	ProtocolIE-ID ::= 50
id-PDUSessionToBeReleasedSNModRequired																ProtocolIE-ID ::= 51
id-RANPagingArea																					ProtocolIE-ID ::= 52
id-PagingPriority																					ProtocolIE-ID ::= 53
id-requestedSplitSRB																				ProtocolIE-ID ::= 54
id-requestedSplitSRBrelease																			ProtocolIE-ID ::= 55
id-ResetRequestTypeInfo																				ProtocolIE-ID ::= 56
id-ResetResponseTypeInfo																			ProtocolIE-ID ::= 57
id-RespondingNodeTypeConfigUpdateAck																ProtocolIE-ID ::= 58
id-respondingNodeType-ResourceCoordResponse															ProtocolIE-ID ::= 59
id-ResponseInfo-ReconfCompl																			ProtocolIE-ID ::= 60
id-RRCConfigIndication																				ProtocolIE-ID ::= 61
id-RRCResumeCause																					ProtocolIE-ID ::= 62
id-SCGConfigurationQuery																			ProtocolIE-ID ::= 63
id-selectedPLMN																						ProtocolIE-ID ::= 64
id-ServedCellsToActivate																			ProtocolIE-ID ::= 65
id-servedCellsToUpdate-E-UTRA																		ProtocolIE-ID ::= 66
id-ServedCellsToUpdateInitiatingNodeChoice															ProtocolIE-ID ::= 67
id-servedCellsToUpdate-NR																			ProtocolIE-ID ::= 68
id-s-ng-RANnode-SecurityKey																			ProtocolIE-ID ::= 69
id-S-NG-RANnodeUE-AMBR																				ProtocolIE-ID ::= 70
id-S-NG-RANnodeUEXnAPID																				ProtocolIE-ID ::= 71
id-SN-to-MN-Container																				ProtocolIE-ID ::= 72
id-sourceNG-RANnodeUEXnAPID																			ProtocolIE-ID ::= 73
id-SplitSRB-RRCTransfer																				ProtocolIE-ID ::= 74
id-TAISupport-list																					ProtocolIE-ID ::= 75
id-TimeToWait																						ProtocolIE-ID ::= 76
id-Target2SourceNG-RANnodeTranspContainer															ProtocolIE-ID ::= 77
id-targetCellGlobalID																				ProtocolIE-ID ::= 78
id-targetNG-RANnodeUEXnAPID																			ProtocolIE-ID ::= 79
id-target-S-NG-RANnodeID																			ProtocolIE-ID ::= 80
id-TraceActivation																					ProtocolIE-ID ::= 81
id-UEContextID																						ProtocolIE-ID ::= 82
id-UEContextInfoHORequest																			ProtocolIE-ID ::= 83
id-UEContextInfoRetrUECtxtResp																		ProtocolIE-ID ::= 84
id-UEContextInfo-SNModRequest																		ProtocolIE-ID ::= 85
id-UEContextKeptIndicator																			ProtocolIE-ID ::= 86
id-UEContextRefAtSN-HORequest																		ProtocolIE-ID ::= 87
id-UEHistoryInformation																				ProtocolIE-ID ::= 88
id-UEIdentityIndexValue																				ProtocolIE-ID ::= 89
id-UERANPagingIdentity																				ProtocolIE-ID ::= 90
id-UESecurityCapabilities																			ProtocolIE-ID ::= 91
id-UserPlaneTrafficActivityReport																	ProtocolIE-ID ::= 92
id-XnRemovalThreshold 																				ProtocolIE-ID ::= 93
id-DesiredActNotificationLevel																		ProtocolIE-ID ::= 94
id-AvailableDRBIDs 																					ProtocolIE-ID ::= 95
id-AdditionalDRBIDs 																				ProtocolIE-ID ::= 96
id-SpareDRBIDs 																						ProtocolIE-ID ::= 97
id-RequiredNumberOfDRBIDs 																			ProtocolIE-ID ::= 98
id-TNLA-To-Add-List																					ProtocolIE-ID ::= 99
id-TNLA-To-Update-List																				ProtocolIE-ID ::= 100
id-TNLA-To-Remove-List																				ProtocolIE-ID ::= 101
id-TNLA-Setup-List																					ProtocolIE-ID ::= 102
id-TNLA-Failed-To-Setup-List																		ProtocolIE-ID ::= 103
id-PDUSessionToBeReleased-RelReqAck																	ProtocolIE-ID ::= 104
id-S-NG-RANnodeMaxIPDataRate-UL																		ProtocolIE-ID ::= 105
id-PDUSessionResourceSecondaryRATUsageList															ProtocolIE-ID ::= 107
id-Additional-UL-NG-U-TNLatUPF-List																	ProtocolIE-ID ::= 108
id-SecondarydataForwardingInfoFromTarget-List														ProtocolIE-ID ::= 109
id-LocationInformationSNReporting																	ProtocolIE-ID ::= 110
id-LocationInformationSN																			ProtocolIE-ID ::= 111
id-LastE-UTRANPLMNIdentity																			ProtocolIE-ID ::= 112
id-S-NG-RANnodeMaxIPDataRate-DL																		ProtocolIE-ID ::= 113
id-MaxIPrate-DL																						ProtocolIE-ID ::= 114
id-SecurityResult																					ProtocolIE-ID ::= 115
id-S-NSSAI																							ProtocolIE-ID ::= 116
id-MR-DC-ResourceCoordinationInfo																	ProtocolIE-ID ::= 117
id-AMF-Region-Information-To-Add																	ProtocolIE-ID ::= 118
id-AMF-Region-Information-To-Delete																	ProtocolIE-ID ::= 119
id-OldQoSFlowMap-ULendmarkerexpected																ProtocolIE-ID ::= 120
id-RANPagingFailure																					ProtocolIE-ID ::= 121
id-UERadioCapabilityForPaging																		ProtocolIE-ID ::= 122
id-PDUSessionDataForwarding-SNModResponse															ProtocolIE-ID ::= 123
id-DRBsNotAdmittedSetupModifyList																	ProtocolIE-ID ::= 124
id-Secondary-MN-Xn-U-TNLInfoatM																		ProtocolIE-ID ::= 125
id-NE-DC-TDM-Pattern																				ProtocolIE-ID ::= 126
id-PDUSessionCommonNetworkInstance																	ProtocolIE-ID ::= 127
id-BPLMN-ID-Info-EUTRA																				ProtocolIE-ID ::= 128
id-BPLMN-ID-Info-NR																					ProtocolIE-ID ::= 129
id-InterfaceInstanceIndication																		ProtocolIE-ID ::= 130
id-S-NG-RANnode-Addition-Trigger-Ind																	ProtocolIE-ID ::= 131
id-DefaultDRB-Allowed																				ProtocolIE-ID ::= 132
id-DRB-IDs-takenintouse																				ProtocolIE-ID ::= 133
id-SplitSessionIndicator																			ProtocolIE-ID ::= 134
id-CNTypeRestrictionsForEquivalent																	ProtocolIE-ID ::= 135
id-CNTypeRestrictionsForServing																		ProtocolIE-ID ::= 136
id-DRBs-transferred-to-MN																			ProtocolIE-ID ::= 137
id-ULForwardingProposal																				ProtocolIE-ID ::= 138
id-EndpointIPAddressAndPort 																		ProtocolIE-ID ::= 139
id-IntendedTDD-DL-ULConfiguration-NR																ProtocolIE-ID ::= 140
id-TNLConfigurationInfo																				ProtocolIE-ID ::= 141
id-PartialListIndicator																				ProtocolIE-ID ::= 142
id-MessageOversizeNotification																		ProtocolIE-ID ::= 143
id-CellAndCapacityAssistanceInfo																	ProtocolIE-ID ::= 144
id-NG-RANTraceID																					ProtocolIE-ID ::= 145
id-NonGBRResources-Offered																			ProtocolIE-ID ::= 146
[bookmark: _Hlk29912457]id-FastMCGRecoveryRRCTransfer-SN-to-MN																ProtocolIE-ID ::= 147
id-RequestedFastMCGRecoveryViaSRB3																	ProtocolIE-ID ::= 148
id-AdmittedFastMCGRecoveryViaSRB3																	ProtocolIE-ID ::= 149
id-RequestedFastMCGRecoveryViaSRB3Release															ProtocolIE-ID ::= 150
id-AdmittedFastMCGRecoveryViaSRB3Release															ProtocolIE-ID ::= 151
id-FastMCGRecoveryRRCTransfer-MN-to-SN																ProtocolIE-ID ::= 152
id-MDT-Configuration																				ProcedureCode ::= x3
id-MDTPLMNList																						ProtocolIE-ID ::= y4
id-SignallingBasedMDTState																			ProtocolIE-ID ::= y5


END
-- ASN1STOP


<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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