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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< 1st Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955472][bookmark: _Toc29460898][bookmark: _Toc29505630]8.2.5	gNB-CU-UP Configuration Update 
[bookmark: _Toc20955473][bookmark: _Toc29460899][bookmark: _Toc29505631]8.2.5.1	General
The purpose of the gNB-CU-UP Configuration Update procedure is to update application level configuration data needed for the gNB-CU-UP and the gNB-CU-CP to interoperate correctly on the E1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
[bookmark: _Toc20955474][bookmark: _Toc29460900][bookmark: _Toc29505632]8.2.5.2	Successful Operation


Figure 8.2.5.2-1: gNB-CU-UP Configuration Update procedure: Successful Operation.
The gNB-CU-UP initiates the procedure by sending a GNB-CU-UP CONFIGURATION UPDATE message to the gNB-CU-CP including an appropriate set of updated configuration data that it has just taken into operational use. The gNB-CU-CP responds with GNB-CU-UP CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall interpret that the corresponding configuration data is not changed and shall continue to operate with the existing related configuration data.
If the Supported PLMNs IE is included in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall overwrite the whole list of information and store the corresponding information.
-	If the Slice Support List IE is contained in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall store the corresponding information and replace any existing information.
-	If the NR CGI Support List IE is contained in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall store the corresponding information and replace any existing information.
-	If the QoS Parameters Support List IE is contained in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall store the corresponding information and replace any existing information.
The updated configuration data shall be stored in both nodes and used as long as there is an operational TNL association or until any further update is performed.
If the gNB-CU-UP Capacity IE is contained in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall take this IE into account.
[bookmark: _Hlk4773197][bookmark: _Hlk5782134]If the gNB-CU-UP ID IE is included in the GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall associate the TNLA to the E1 interface instance using the gNB-CU-UP ID.
If the GNB-CU-UP CONFIGURATION UPDATE message includes gNB-CU-UP TNLA To Remove List IE, and the Endpoint IP address IE and the Port Number IE for both TNL endpoints of the TNL association(s) are included in the gNB-CU-UP TNLA To Remove List IE, the gNB-CU-CP shall, if supported, consider that the TNL association(s) indicated by both received TNL endpoints will be removed by the gNB-CU-UP. If the Endpoint IP address IE, or the Endpoint IP address IE and the Port Number IE for one or both of the TNL endpoints is included in the gNB-CU-UP TNLA To Remove List IE in GNB-CU-UP CONFIGURATION UPDATE message, the gNB-CU-CP shall, if supported, consider that the TNL association(s) indicated by the received endpoint IP address(es) will be removed by the gNB-CU-UP.
If the GNB-CU-UP CONFIGURATION UPDATE message includes the Transport Network Layer Address Info IE, the gNB-CU-CP shall, if supported, take this IE into account for IPSec tunnel establishment.
[bookmark: _Toc20955475][bookmark: _Toc29460901][bookmark: _Toc29505633]8.2.5.3	Unsuccessful Operation


Figure 8.2.5.3-1: gNB-CU-UP Configuration Update procedure: Unsuccessful Operation.
If the gNB-CU-CP cannot accept the update, it shall respond with a GNB-CU-UP CONFIGURATION UPDATE FAILURE message and appropriate cause value. 
If the GNB-CU-UP CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-CU-CUP shall wait at least for the indicated time before reinitiating the GNB-CU-UP CONFIGURATION UPDATE message towards the same gNB-CU-CP.
[bookmark: _Toc20955476][bookmark: _Toc29460902][bookmark: _Toc29505634]8.2.5.4	Abnormal Conditions
Not applicable.
<<<<<<<<<<<<<<<<<<<< End of 1st Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 2nd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955567][bookmark: _Toc29461002][bookmark: _Toc29505734]9.2.2.5	BEARER CONTEXT MODIFICATION RESPONSE
This message is sent by the gNB-CU-UP to confirm the modification of the requested bearer context.  
Direction: gNB-CU-UP  gNB-CU-CP
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	gNB-CU-CP UE E1AP ID
	M
	
	9.3.1.4
	
	YES
	reject

	gNB-CU-UP UE E1AP ID
	M
	
	9.3.1.5
	
	YES
	reject

	CHOICE System
	O
	
	
	
	YES
	ignore

	>E-UTRAN
	
	
	
	
	
	

	>>DRB Setup List
	O
	
	DRB Setup Modification List E-UTRAN
9.3.3.13
	
	YES
	ignore

	>>DRB Failed List
	O
	
	DRB Failed Modification List E-UTRAN
9.3.3.14
	
	YES
	ignore

	>>DRB Modified List
	O
	
	DRB Modified List E-UTRAN
9.3.3.15
	
	YES
	ignore

	>>DRB Failed To Modify List
	O
	
	DRB Failed To Modify List E-UTRAN
9.3.3.16
	
	YES
	ignore

	>>Retainability Measurements Information
	O
	
	9.3.1.71
	Provides information on all the removed DRB(s), needed for retainability measurements in the gNB-CU-CP
	YES
	ignore

	>NG-RAN
	
	
	
	
	
	

	>>PDU Session Resource Setup List
	O
	
	PDU Session Resource Setup Modification List
9.3.3.17
	
	YES
	ignorereject

	>>PDU Session Resource Failed List
	O
	
	PDU Session Resource Failed Modification List
9.3.3.18
	
	YES
	ignorereject

	>>PDU Session Resource Modified List
	O
	
	9.3.3.19
	
	YES
	ignorereject

	>>PDU Session Resource Failed To Modify List
	O
	
	9.3.3.20
	
	YES
	ignorereject

	>>Retainability Measurements Information
	O
	
	9.3.1.71
	Provides information on all the removed DRB(s), needed for retainability measurements in the gNB-CU-CP
	YES
	ignore



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs for a UE. Value is 32.

	maxnoofPDUSessionResource 
	Maximum no. of PDU Sessions for a UE. Value is 256.



<<<<<<<<<<<<<<<<<<<< End of 2nd Change >>>>>>>>>>>>>>>>>>>>
-- TEXT OMITTED –
<<<<<<<<<<<<<<<<<<<< 3rd Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955606][bookmark: _Toc29461044][bookmark: _Toc29505776]9.3.1.25	QoS Flow QoS Parameters List 
This IE contains a list of QoS Flows including the QoS Flow parameters.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	QoS Flow List
	
	1
	
	
	-
	-

	>QoS Flow Item 
	
	1..<maxnoofflows>
	
	
	-
	-

	>>QoS Flow Identifier
	M
	
	9.3.1.24
	
	-
	-

	>>QoS Flow Level QoS Parameters
	M
	
	9.3.1.26
	
	-
	-

	>>QoS Flow Mapping Indication
	O
	
	9.3.1.60
	Indicates that only the uplink or downlink QoS flow is mapped to the DRB
	-
	-



	Range bound
	Explanation

	maxnoofQoSFlows
	Maximum no. of QoS flows in a PDU Session. Value is 64.



<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>
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