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1. Overall Description:

RAN3 has discussed IP management in IAB network, and has reached the following agreements with RAN2 impact:

· For the F1AP signalling design, the maximum number of IPv4 addresses allocated by IAB donor DU in one F1AP message is 16 and the length of allocated IPv6 prefix is fixed to 64

· For IPv4 allocation, the IAB donor CU requests multiple IPv4 addresses by providing the number of the requested IPv4 address, and IAB donor DU provides a list of IPv4 addresses

· For IPv6 prefix allocation, IAB donor-CU sends IPv6 address request, and the IAB donor DU provides one IPv6 prefix, under the assumption of one IPv6 prefix per Donor DU. 

· The IP version information is explicitly included when IAB Donor-CU request the IP address from IAB-Donor DU. 
· IP address add/removal list is introduced in RRC signalling 

· The configuration of security layer, discovery of CU-CP and SeGWs, and other IP-based services can be done via the existing solutions (e.g., OAM configuration). 

· WA: address update list is introduced in RRC signalling, in which each item includes the new IP address and the corresponding old IP address.
RAN3 further achieved agreements on IP address assignment during intra-CU topology adaptation and BH RLF recovery procedure, during which the new TNL address(es) is signalled to the IAB-MT via RRC signalling. The further details are provided in attached documents (R3-201419 and R3-201363).
Meanwhile, RAN3 will continue the discussion on the above WA, the outcome of which may have implications on RRC signalling.
2. Actions:

To RAN2 group:

ACTION: 
RAN3 kindly ask RAN2 to take RAN3 agreements into account when introducing IAB-specific modifications of RRC messages.
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