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[bookmark: _Toc525680103]<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc13920087][bookmark: _Toc29393003][bookmark: _Toc29393051]5.2.2	System Information management function
Scheduling of system broadcast information is carried out in the gNB-DU. The gNB-DU is responsible for transmitting the system information according to the scheduling parameters available.
The gNB-DU is responsible for the encoding of NR-MIB. In case broadcast of SIB1 and other SI messages is needed, the gNB-DU is responsible for the encoding of SIB1 and the gNB-CU is responsible for the encoding of other SI messages. The gNB-DU may re-encode SIB9.
The gNB-CU is responsible for receiving the positioning assistance information from LMF, e.g the SIBs related to the positioning. The gNB-CU notifies gNB-DU about the SIBs. 
Editor’s Note: Further details should be discussed e.g. whether the posSIB can be area specific, and whether the assistance data can be targeted at specific cells by the LMF.
To support Msg3 based on-demand SI as described in TS 38.331 [11], the gNB-CU can confirm the received SI request from the UE by including the UE identity, and command the gNB-DU to broadcast the requested other SIs.
[bookmark: _GoBack]
<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
5.2.X	Positioning function
This function allows to transfer location management messages between gNB-CU and gNB-DU. The gNB-DU reports to gNB- CU the location measurement.
Editor’s Note: the above text needs futher check and revision

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc13920103]6.1.x	Positioning procedures 
The F1 Positioning procedures are listed below:
-	XXX procedure
Editor’s Note: to be updated when F1 AP will be agreed

<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>

