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////////////////////////////////////////////////////////////// Start of Change  /////////////////////////////////////////////////////////////////////
8.2.2	SN Status Transfer
[bookmark: _Toc20955054]8.2.2.1	General
The purpose of the SN Status Transfer procedure is to transfer the uplink PDCP SN and HFN receiver status and the downlink PDCP SN and HFN transmitter status either, from the source to the target NG-RAN node during an Xn handover, between the NG-RAN nodes involved in dual connectivity, or after retrieval of a UE context for RRC reestablishment, for each respective DRB of the source DRB configuration for which PDCP SN and HFN status preservation applies.
In case that the Xn handover is a DAPS handover, the SN Status Transfer procedure may also be used to transfer the uplink PDCP SN and HFN receiver status, or the downlink PDCP SN and HFN transmitter status for a DRB associated with RLC-UM as described in TS 38.300 [9].
If the SN Status Transfer procedure is applied in the course of dual connectivity or RRC connection re-establishment in the subsequent specification text
-	the behaviour of the NG-RAN node from which the DRB context is transferred, i.e. the NG-RAN node involved in dual connectivity or RRC connection re-establishment, from which data is forwarded, is specified by the behaviour of the "source NG-RAN node",
-	the behaviour of the NG-RAN node to which the DRB context is transferred, i.e., the NG-RAN node involved in dual connectivity or RRC connection re-establishment, to which data is forwarded, is specified by the behaviour of the "target NG-RAN node".
The procedure uses UE-associated signalling.
[bookmark: _Toc20955055]8.2.2.2	Successful Operation


Figure 8.2.2.2-1: SN Status Transfer, successful operation
The source NG-RAN node initiates the procedure by stop assigning PDCP SNs to downlink SDUs and stop delivering UL SDUs towards the 5GC and sending the SN STATUS TRANSFER message to the target NG-RAN node at the time point when it considers the transmitter/receiver status to be frozen. The target NG-RAN node using full configuration for this handover as per TS 38.300 [9] shall ignore the information received in this message.

For each DRB in the DRBs Subject to Status Transfer List IEfor which PDCP-SN and HFN status preservation applies, the source NG-RAN node shall include the DRB ID IE, the UL COUNT Value IE and the DL COUNT Value IE within the DRBs Subject to Status Transfer List IE in the SN STATUS TRANSFER message.
The source NG-RAN node may also include in the SN STATUS TRANSFER message the missing and the received uplink SDUs in the Receive Status of UL PDCP SDUs IE for each DRB for which the source NG-RAN node has accepted the request from the target NG-RAN node for uplink forwarding.
For each DRB in the DRBs Subject to Status Transfer List IE, the target NG-RAN node shall not deliver any uplink packet which has a PDCP-SN lower than the value contained within the UL Count COUNT Value IE.
For each DRB in the DRBs Subject to Status Transfer List IE, the target NG-RAN node shall use the value of the PDCP SN contained within the DL COUNT Value IE for the first downlink packet for which there is no PDCP-SN yet assigned. In case that the Xn handover is a DAPS handover, the target NG-RAN node shall use the value of the DL COUNT Value IE conveyed for the first time for a DRB, as the PDCP SN and HFN of the first PDCP SDU that the source NG-RAN nodes forwards to the target NG-RAN node.
Editor’s note: The highligh may need to be removed due to the introduction of new class-2 Early Forwarding Transfer.
If the Receive Status of UL PDCP SDUs IE is included for at least one DRB in the SN STATUS TRANSFER message, the target NG-RAN node may use it in a Status Report message sent to the UE over the radio interface.
If the SN STATUS TRANSFER message contains in the DRBs Subject To Status Transfer List IE the Old QoS Flow List - UL End Marker expected IE, the target NG-RAN shall be prepared to receive the SDAP end marker for the QoS flow via the corresponding DRB, as specified in TS 38.300 [8].
[bookmark: _Toc20955056]8.2.2.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc20955057]8.2.2.4	Abnormal Conditions
If the target NG-RAN node receives this message for a UE for which no prepared handover exists at the target NG-RAN node, the target NG-RAN node shall ignore the message.

///////////////////////////////////////////////////////////////////////1st Change/////////////////////////////////////////////////////////////////////
[bookmark: _Toc20954135]8.2.C	Early Forwarding Transfer (FFS)
[bookmark: _Toc20954136]8.2.C.1	General
The purpose of the Early Forwarding Transfer procedure is to transfer the COUNT of the first downlink SDU that the source NG-RAN node forwards to the target NG-RAN node or the COUNT for discarding of already forwarded donwlink SDUs or the uplink PDCP SN receiver status for respective DRB during DAPS Handover or Conditional Handover.
The procedure uses UE-associated signalling.
[bookmark: _Toc20954137]8.2.C.2	Successful Operation

[bookmark: _GoBack]
Figure 8.2.C.2-1: Early Forwarding Transfer during DAPS Handover or Conditional Handover, successful operation
The DRBs Subject To Early Forwarding Transfe List IE included in the EARLY FORWARDING TRANSFER message contains the DRB ID(s) corresponding to the DRB(s) subject to be simulatensouly served by the source and the target NG-RAN nodes during DAPS Handover or the DRB(s) transferred during Conditional Handover.
For each DRB in the DRBs Subject To Early Forwarding Transfe List IE, the target NG-RAN node shall use the value of the DL COUNT Value IE as the COUNT of the first downlink SDU that the source NG-RAN node forwards to the target NG-RAN node.
For each DRB in the DRBs Subject To Early Forwarding Transfe List IE for which the DISCARD DL COUNT Value IE is received in the EARLY FORWARDING TRANSFER message, the target NG-RAN node does not transmit forwarded downlink SDUs to the UE whose COUNT is less than the provided and discards them if transmission has not been attempted.
If the source NG-RAN node  includes in the EARLY FORWARDING TRANSFER message, the information on the missing and received uplink SDUs in the Receive Status Of UL PDCP SDUs IE for each DRB for which the source NG-RAN node has accepted the request from the target NG-RAN node for uplink forwarding, then the target NG-RAN node may use it in a Status Report message sent to the UE over the radio.

8.2.C.3	Unsuccessful Operation
Not applicable.
8.2.C.4	Abnormal Conditions
If the target NG-RAN node receives this message for a UE for which no prepared DAPS Handover or Conditional Handover exists at the target NG-RAN node, the target NG-RAN node shall ignore the message.

//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////

9.1.1.CC	EARLY FORWARDING TRANSFER (FFS)
This message is sent by the source NG-RAN node to the target NG-RAN node to transfer the COUNT value related to the forwarded downlink SDUs during DAPS Handover or Conditional Handover.
Direction:	source NG-RAN node  target NG-RAN node (DAPS Handover or Conditional Handover).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	Source NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the source NG-RAN node.
	YES
	reject

	Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated for handover at the target NG-RAN node.
	YES
	reject

	CHOICE Procedure Stage
	M
	
	
	
	YES
	reject

	>First DL COUNT
	
	
	
	
	
	

	>>DRBs Subject To Early Forwarding Transfer List
	M
	1
	
	
	–
	

	>>>DRBs Subject To Early Forwarding Transfer Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>>>CHOICE First DL COUNT
	M
	
	
	
	–
	

	>>>>>12 bits
	
	
	
	
	
	

	>>>>>> FIRST DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 12 9.2.3.36
	PDCP-SN and Hyper frame number of the first DL SDU that the source NG-RAN node forwards to the target NG-RAN node in case of 12 bit long PDCP-SN
	–
	

	>>>>>18 bits
	
	
	
	
	
	

	>>>>>> FIRST DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 18 9.2.3.37
	PDCP-SN and Hyper frame number of the first DL SDU that the source NG-RAN node forwards to the target NG-RAN node in case of 18 bit long PDCP-SN
	–
	

	>DL Discarding
	
	
	
	
	
	

	>>DRBs Subject To DL Discarding List
	M
	1
	
	
	–
	

	>>>DRBs Subject To DL Discarding Item
	
	1 .. <maxnoofDRBs>
	
	
	–
	

	>>>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>>>CHOICE DL Discarding
	M
	
	
	
	–
	

	>>>>>12 bits
	
	
	
	
	
	

	>>>>>> DISCARD DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 12 9.2.3.36
	PDCP-SN and Hyper frame number for which the target NG-RAN node should discard forwarded DL SDUs associated with lower values in case of 12 bit long PDCP-SN
	–
	

	>>>>>18 bits
	
	
	
	
	
	

	>>>>>> DISCARD DL COUNT Value
	M
	
	COUNT Value for PDCP SN Length 18 9.2.3.37
	PDCP-SN and Hyper frame number for which the target NG-RAN node should discard forwarded DL SDUs associated with lower values in case of 18 bit long PDCP-SN
	–
	

	>UL Receive Status
	
	
	
	
	
	

	>>DRBs Subject To UL Receive Status List
	M
	1
	
	
	–
	

	>>>DRBs Subject To UL Receive Status Item
	
	1 .. <maxnoofDRBs >
	
	
	
	

	>>>>DRB ID
	M
	
	9.2.3.33
	
	–
	

	>>>>CHOICE PDCP Status Transfer UL
	M
	
	
	
	–
	

	>>>>>12 bits
	
	
	
	
	
	

	>>>>>>Receive Status Of UL PDCP SDUs
	M
	
	BIT STRING (1.. 2048)
	The IE is used in case of 12-bit long PDCP-SN.
The first bit indicates the status of the SDU after the First Missing UL PDCP SDU.
The Nth bit indicates the status of the UL PDCP SDU in position (N + First Missing SDU Number) modulo (1 + the maximum value of the PDCP-SN).

0: PDCP SDU has not been received.
1: PDCP SDU has been received correctly.
	–
	

	>>>>>18 bits
	
	
	
	
	
	

	>>>>>>Receive Status Of UL PDCP SDUs
	M
	
	BIT STRING (1.. 131072)
	The IE is used in case of 18-bit long PDCP-SN.
The first bit indicates the status of the SDU after the First Missing UL PDCP SDU.
The Nth bit indicates the status of the UL PDCP SDU in position (N + First Missing SDU Number) modulo (1 + the maximum value of the PDCP-SN).

0: PDCP SDU has not been received.
1: PDCP SDU has been received correctly.
	–
	



	Range bound
	Explanation

	maxnoofDRBs
	Maximum no. of DRBs allowed towards one UE. Value is 32. 





	


////////////////////////////////////////////////////////////////  2nd  Change /////////////////////////////////////////////////////////////////////

-- **************************************************************
--
-- EARLY FORWARDING TRANSFER (FFS)
--
-- **************************************************************

EarlyForwardingTransfer ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container	{{ EarlyForwardingTransfer-IEs}},
	...
}

EarlyForwardingTransfer-IEs XNAP-PROTOCOL-IES ::= {
	{ ID id-sourceNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-targetNG-RANnodeUEXnAPID					CRITICALITY reject		TYPE NG-RANnodeUEXnAPID							PRESENCE mandatory}|
	{ ID id-procedureStage								CRITICALITY reject		TYPE ProcedureStageChoice						PRESENCE mandatory},
	...
}

ProcedureStageChoice ::= CHOICE {
	first-dl-count						FirstDLCount,
	dl-discarding						DLDiscarding,
	ul-receivestatus					ULReceiveStatus,
	choice-extension					ProtocolIE-Single-Container { {ProcedureStageChoice-ExtIEs} }
}

ProcedureStageChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

FirstDLCount ::= SEQUENCE {
	dRBsSubjectToEarlyForwardingTransfer		DRBsSubjectToEarlyForwardingTransfer-List,
	iE-Extension								ProtocolExtensionContainer { {FirstDLCount-ExtIEs} }	OPTIONAL,
	...
}

FirstDLCount-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DLDiscarding ::= SEQUENCE {
	dRBsSubjectToDLDiscarding					DRBsSubjectToDLDiscarding-List,
	iE-Extension								ProtocolExtensionContainer { {DLDiscarding-ExtIEs} }	OPTIONAL,
	...
}

DLDiscarding-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ULReceiveStatus ::= SEQUENCE {
	dRBsSubjectToULReceiveStatus				DRBsSubjectToULReceiveStatus-List,
	iE-Extension								ProtocolExtensionContainer { { ULReceiveStatus-ExtIEs} }	OPTIONAL,
	...
}

ULReceiveStatus-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}




///////////////////////////////////////////////////////////////////////////3 rd Change///////////////////////////////////////////////////////////////////////////
-- D


XnUAddressInfoperPDUSession-List ::= SEQUENCE (SIZE(1..maxnoofPDUSessions)) OF XnUAddressInfoperPDUSession-Item

XnUAddressInfoperPDUSession-Item ::= SEQUENCE {
	pduSession-ID			PDUSession-ID,
	dataForwardingInfoFromTargetNGRANnode		DataForwardingInfoFromTargetNGRANnode										OPTIONAL,
	pduSessionResourceSetupCompleteInfo-SNterm			PDUSessionResourceBearerSetupCompleteInfo-SNterminated		OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { { XnUAddressInfoperPDUSession-Item-ExtIEs} }					OPTIONAL,
	...
}

XnUAddressInfoperPDUSession-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
{ ID id-SecondarydataForwardingInfoFromTarget-List	CRITICALITY ignore	EXTENSION SecondarydataForwardingInfoFromTarget-List	PRESENCE optional},
	...
}

[bookmark: _Hlk513539535]DataForwardingAccepted	::= ENUMERATED {data-forwarding-accepted, ...}


[bookmark: _Hlk515516966]DataForwardingInfoFromTargetNGRANnode ::= SEQUENCE {
	qosFlowsAcceptedForDataForwarding-List			QoSFLowsAcceptedToBeForwarded-List,
	pduSessionLevelDLDataForwardingInfo				UPTransportLayerInformation								OPTIONAL,
	pduSessionLevelULDataForwardingInfo				UPTransportLayerInformation								OPTIONAL,
	dataForwardingResponseDRBItemList				DataForwardingResponseDRBItemList						OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DataForwardingInfoFromTargetNGRANnode-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingInfoFromTargetNGRANnode-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


QoSFLowsAcceptedToBeForwarded-List ::= SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF QoSFLowsAcceptedToBeForwarded-Item

QoSFLowsAcceptedToBeForwarded-Item ::= SEQUENCE {
	qosFlowIdentifier			QoSFlowIdentifier,
	iE-Extension				ProtocolExtensionContainer { {QoSFLowsAcceptedToBeForwarded-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFLowsAcceptedToBeForwarded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DataforwardingandOffloadingInfofromSource ::= SEQUENCE {
	qosFlowsToBeForwarded			QoSFLowsToBeForwarded-List,
	sourceDRBtoQoSFlowMapping		DRBToQoSFlowMapping-List													OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DataforwardingandOffloadingInfofromSource-ExtIEs} }	OPTIONAL,
	...
}

DataforwardingandOffloadingInfofromSource-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

QoSFLowsToBeForwarded-List ::= SEQUENCE (SIZE(1.. maxnoofQoSFlows)) OF QoSFLowsToBeForwarded-Item

QoSFLowsToBeForwarded-Item ::= SEQUENCE {
	qosFlowIdentifier			QoSFlowIdentifier,
	dl-dataforwarding			DLForwarding,
	ul-dataforwarding			ULForwarding,
	iE-Extension		ProtocolExtensionContainer { {QoSFLowsToBeForwarded-Item-ExtIEs} }	OPTIONAL,
	...
}

QoSFLowsToBeForwarded-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}



DataForwardingResponseDRBItemList ::= SEQUENCE (SIZE(1..maxnoofDRBs)) OF DataForwardingResponseDRBItem

DataForwardingResponseDRBItem ::= SEQUENCE {
	drb-ID				DRB-ID,
	dlForwardingUPTNL	UPTransportLayerInformation												OPTIONAL,
	ulForwardingUPTNL	UPTransportLayerInformation												OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DataForwardingResponseDRBItem-ExtIEs} }	OPTIONAL,
	...
}

DataForwardingResponseDRBItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DataTrafficResources ::= BIT STRING (SIZE(6..17600))


DataTrafficResourceIndication ::= SEQUENCE {
	activationSFN					ActivationSFN,
	sharedResourceType				SharedResourceType,
	reservedSubframePattern			ReservedSubframePattern										OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DataTrafficResourceIndication-ExtIEs} }	OPTIONAL,
	...
}

DataTrafficResourceIndication-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513548321]DeliveryStatus	::= INTEGER (0..4095, ...)


DesiredActNotificationLevel	::= ENUMERATED {none, qos-flow, pdu-session, ue-level, ...}

DefaultDRB-Allowed ::= ENUMERATED {true, false, ...}


DLCountChoice ::= CHOICE {
	count12bits				COUNT-PDCP-SN12,
	count18bits				COUNT-PDCP-SN18,
	choice-extension		ProtocolIE-Single-Container { {DLCountChoice-ExtIEs} }
}

DLCountChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


DLForwarding	::= ENUMERATED {dl-forwarding-proposed, ...}


DRB-ID	::= INTEGER (1..32, ...)


DRB-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRB-ID


DRB-List-withCause ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRB-List-withCause-Item

DRB-List-withCause-Item ::= SEQUENCE {
	drb-id		DRB-ID,
	cause		Cause,
	rLC-Mode	RLCMode								OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DRB-List-withCause-Item-ExtIEs} }	OPTIONAL,
	...
}

DRB-List-withCause-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DRB-Number ::= INTEGER (1..32, ...)


[bookmark: _Hlk513994477]DRBsSubjectToDLDiscarding-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBsSubjectToDLDiscarding-Item

DRBsSubjectToDLDiscarding-Item ::= SEQUENCE {
	drbID				DRB-ID,
	dlCount				DLCountChoice,
	iE-Extension		ProtocolExtensionContainer { { DRBsSubjectToDLDiscarding-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToDLDiscarding-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DRBsSubjectToEarlyForwardingTransfer-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBsSubjectToEarlyForwardingTransfer-Item

DRBsSubjectToEarlyForwardingTransfer-Item ::= SEQUENCE {
	drbID				DRB-ID,
	dlCount				DLCountChoice,
	iE-Extension		ProtocolExtensionContainer { { DRBsSubjectToEarlyForwardingTransfer-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToEarlyForwardingTransfer-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

DRBsSubjectToULReceiveStatus-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBsSubjectToULReceiveStatus-Item

DRBsSubjectToULReceiveStatus-Item ::= SEQUENCE {
	drbID				DRB-ID,
	ulCount				ULCountChoice,
	iE-Extension		ProtocolExtensionContainer { { DRBsSubjectToULReceiveStatus-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToULReceiveStatus-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}





DRBsSubjectToStatusTransfer-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBsSubjectToStatusTransfer-Item

DRBsSubjectToStatusTransfer-Item ::= SEQUENCE {
	drbID				DRB-ID,
	pdcpStatusTransfer-UL	DRBBStatusTransferChoice,
	pdcpStatusTransfer-DL	DRBBStatusTransferChoice,
	iE-Extension		ProtocolExtensionContainer { {DRBsSubjectToStatusTransfer-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBsSubjectToStatusTransfer-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	{ ID id-OldQoSFlowMap-ULendmarkerexpected	CRITICALITY reject		EXTENSION QoSFlows-List					PRESENCE optional },
	...
}


DRBBStatusTransferChoice ::= CHOICE {
	pdcp-sn-12bits		DRBBStatusTransfer12bitsSN,
	pdcp-sn-18bits		DRBBStatusTransfer18bitsSN,
	choice-extension		ProtocolIE-Single-Container { {DRBBStatusTransferChoice-ExtIEs} }
}

DRBBStatusTransferChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


DRBBStatusTransfer12bitsSN ::= SEQUENCE {
	receiveStatusofPDCPSDU	BIT STRING (SIZE(1..2048))											OPTIONAL,
	cOUNTValue				COUNT-PDCP-SN12,
	iE-Extension			ProtocolExtensionContainer { {DRBBStatusTransfer12bitsSN-ExtIEs} }	OPTIONAL,
	...
}

DRBBStatusTransfer12bitsSN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DRBBStatusTransfer18bitsSN ::= SEQUENCE {
	receiveStatusofPDCPSDU	BIT STRING (SIZE(1..131072))										OPTIONAL,
	cOUNTValue				COUNT-PDCP-SN18,
	iE-Extension			ProtocolExtensionContainer { {DRBBStatusTransfer18bitsSN-ExtIEs} }	OPTIONAL,
	...
}

DRBBStatusTransfer18bitsSN-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513995038]DRBToQoSFlowMapping-List ::= SEQUENCE (SIZE (1..maxnoofDRBs)) OF DRBToQoSFlowMapping-Item

DRBToQoSFlowMapping-Item ::= SEQUENCE {
	drb-ID							DRB-ID,
	qosFlows-List					QoSFlows-List,
	rLC-Mode						RLCMode								OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {DRBToQoSFlowMapping-Item-ExtIEs} }	OPTIONAL,
	...
}

DRBToQoSFlowMapping-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


DuplicationActivation ::= ENUMERATED {active, inactive, ...}


Dynamic5QIDescriptor ::= SEQUENCE {
	priorityLevelQoS			PriorityLevelQoS,
	packetDelayBudget			PacketDelayBudget,
	packetErrorRate				PacketErrorRate,
	fiveQI						FiveQI													OPTIONAL,
	delayCritical				ENUMERATED {delay-critical, non-delay-critical, ...}	OPTIONAL,
-- This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
	averagingWindow				AveragingWindow											OPTIONAL,
-- This IE shall be present if the GBR QoS Flow Information IE is present in the QoS Flow Level QoS Parameters IE.
[bookmark: _Hlk515425381]	maximumDataBurstVolume		MaximumDataBurstVolume									OPTIONAL,
	iE-Extension		ProtocolExtensionContainer { {Dynamic5QIDescriptor-ExtIEs } }	OPTIONAL,
	...
}

Dynamic5QIDescriptor-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


-- E
///////////////////////////////////////////////////////////////////////// 4 th Change///////////////////////////////////////////////////////////////////////////
-- U


[bookmark: _Hlk513550597]UEAggregateMaximumBitRate ::= SEQUENCE {
	dl-UE-AMBR				BitRate,
	ul-UE-AMBR				BitRate,
	iE-Extension			ProtocolExtensionContainer { {UEAggregateMaximumBitRate-ExtIEs} } OPTIONAL,
	...
}

UEAggregateMaximumBitRate-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


UEContextKeptIndicator ::= ENUMERATED {true, ...}


[bookmark: _Hlk515363970]UEContextID ::= CHOICE {
	rRCResume				UEContextIDforRRCResume,
	rRRCReestablishment		UEContextIDforRRCReestablishment,
	choice-extension		ProtocolIE-Single-Container { {UEContextID-ExtIEs} }
}

UEContextID-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


UEContextIDforRRCResume ::= SEQUENCE {
	i-rnti					I-RNTI,
	allocated-c-rnti			C-RNTI,
	accessPCI				NG-RAN-CellPCI,
	iE-Extension			ProtocolExtensionContainer { {UEContextIDforRRCResume-ExtIEs} } OPTIONAL,
	...
}

UEContextIDforRRCResume-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk513997339]UEContextIDforRRCReestablishment ::= SEQUENCE {
	c-rnti					C-RNTI,
	failureCellPCI			NG-RAN-CellPCI,
	iE-Extension			ProtocolExtensionContainer { {UEContextIDforRRCReestablishment-ExtIEs} } OPTIONAL,
	...
}

UEContextIDforRRCReestablishment-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


[bookmark: _Hlk515524243]UEContextInfoRetrUECtxtResp ::= SEQUENCE {
	ng-c-UE-signalling-ref					AMF-UE-NGAP-ID,
	signalling-TNL-at-source				CPTransportLayerInformation,
	ueSecurityCapabilities					UESecurityCapabilities,
	securityInformation						AS-SecurityInformation,
	ue-AMBR									UEAggregateMaximumBitRate,
	pduSessionResourcesToBeSetup-List		PDUSessionResourcesToBeSetup-List,
	rrc-Context								OCTET STRING,
	mobilityRestrictionList					MobilityRestrictionList									OPTIONAL,
	indexToRatFrequencySelectionPriority	RFSP-Index												OPTIONAL,
	iE-Extension			ProtocolExtensionContainer { {UEContextInfoRetrUECtxtResp-ExtIEs} } 	OPTIONAL,
	...
}

UEContextInfoRetrUECtxtResp-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


UEHistoryInformation ::= SEQUENCE (SIZE(1..maxnoofCellsinUEHistoryInfo)) OF LastVisitedCell-Item


UEIdentityIndexValue ::= CHOICE {
	indexLength10				BIT STRING (SIZE(10)),
	choice-extension			ProtocolIE-Single-Container { {UEIdentityIndexValue-ExtIEs} }
}

UEIdentityIndexValue-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

UERadioCapabilityForPaging ::= SEQUENCE {
	uERadioCapabilityForPagingOfNR			UERadioCapabilityForPagingOfNR			OPTIONAL,
	uERadioCapabilityForPagingOfEUTRA		UERadioCapabilityForPagingOfEUTRA		OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UERadioCapabilityForPaging-ExtIEs} }	OPTIONAL,
	...
}

UERadioCapabilityForPaging-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

UERadioCapabilityForPagingOfNR ::= OCTET STRING

UERadioCapabilityForPagingOfEUTRA ::= OCTET STRING

UERANPagingIdentity ::= CHOICE {
	i-RNTI-full			BIT STRING ( SIZE (40)),
	choice-extension	ProtocolIE-Single-Container { {UERANPagingIdentity-ExtIEs} }
}

UERANPagingIdentity-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


[bookmark: _Hlk515373258]UESecurityCapabilities ::= SEQUENCE {
	nr-EncyptionAlgorithms					BIT STRING {nea1-128(1),
														nea2-128(2),
														nea3-128(3)} (SIZE(16, ...)),
	nr-IntegrityProtectionAlgorithms		BIT STRING {nia1-128(1),
														nia2-128(2),
														nia3-128(3)} (SIZE(16, ...)),
	e-utra-EncyptionAlgorithms				BIT STRING {eea1-128(1),
														eea2-128(2),
														eea3-128(3)} (SIZE(16, ...)),
	e-utra-IntegrityProtectionAlgorithms	BIT STRING {eia1-128(1),
														eia2-128(2),
														eia3-128(3)} (SIZE(16, ...)),
	iE-Extension			ProtocolExtensionContainer { {UESecurityCapabilities-ExtIEs} } OPTIONAL,
	...
}

UESecurityCapabilities-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


ULConfiguration::= SEQUENCE {
	uL-PDCP							UL-UE-Configuration,
	iE-Extensions					ProtocolExtensionContainer { {ULConfiguration-ExtIEs} } OPTIONAL,
	...
}

ULConfiguration-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}

ULCountChoice ::= CHOICE {
	count12bits				UL-COUNT-PDCP-SN12,
	count18bits				UL-COUNT-PDCP-SN18,
	choice-extension		ProtocolIE-Single-Container { {ULCountChoice-ExtIEs} }
}

ULCountChoice-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}

UL-COUNT-PDCP-SN12 ::= SEQUENCE {
	receiveStatusofPDCPSDU	BIT STRING (SIZE(1..2048))	,
	iE-Extension			ProtocolExtensionContainer { {UL-COUNT-PDCP-SN12-ExtIEs} }	OPTIONAL,
	...
}

UL-COUNT-PDCP-SN12-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


UL-COUNT-PDCP-SN18 ::= SEQUENCE {
	receiveStatusofPDCPSDU	BIT STRING (SIZE(1..131072))，	,
	iE-Extension			ProtocolExtensionContainer { {UL-COUNT-PDCP-SN18-ExtIEs} }	OPTIONAL,
	...
}

UL-COUNT-PDCP-SN18-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


UL-UE-Configuration::= ENUMERATED {no-data, shared, only, ...}

ULForwarding	::= ENUMERATED {ul-forwarding-proposed, ...}

[bookmark: _Hlk513549783]UPTransportLayerInformation ::= CHOICE {
	gtpTunnel					GTPtunnelTransportLayerInformation,
	choice-extension			ProtocolIE-Single-Container { {UPTransportLayerInformation-ExtIEs} }
}

UPTransportLayerInformation-ExtIEs XNAP-PROTOCOL-IES ::= {
	...
}


UPTransportParameters ::= SEQUENCE (SIZE(1..maxnoofSCellGroupsplus1)) OF UPTransportParametersItem

UPTransportParametersItem ::= SEQUENCE {
	upTNLInfo		UPTransportLayerInformation,
	cellGroupID		CellGroupID,
	iE-Extension	ProtocolExtensionContainer { {UPTransportParametersItem-ExtIEs} } OPTIONAL,
	...
}

UPTransportParametersItem-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {
	...
}


UserPlaneTrafficActivityReport ::= ENUMERATED {inactive, re-activated, ...}


-- V

//////////////////////////////////////////////////////////////// End of Change /////////////////////////////////////////////////////////////////////
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