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<<<<<<<<<<<<<<<<<<<< Changes Begin >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc12623353]16.y	Public Network Integrated NPN
<Unchanged Text Omitted>
16.x	Stand-Alone NPN
16.x.x1	Self-Configuration of S-NPN functions
Self-configuration of NG interface builds on existing functionality including functions described in section 15. An NG-RAN node and an AMF exchange information to associate an NG interface instance with the appropriate S-NPN ID.

Self-configuration of Xn interface builds on existing functionality including functions described in section 15. NG-RAN nodes exchange information to associate an Xn interface instance with the appropriate S-NPN ID(s).


<Unchanged Text Omitted>
16.y	Public Network Integrated NPN
16.y.y1	Self-Configuration of PNI NPN functions
Self-configuration of NG interface builds on existing functionality including functions described in section 15.

Each NG-RAN node informs the connected AMF of the list of supported CAG ID(s) per cell in the appropriate NG interface management procedures.
Self-configuration of Xn interface builds on existing functionality including functions described in section 15.
Each NG-RAN node informs the connected neighbour NG-RAN nodes of the list of supported CAG ID(s) per cell in the appropriate Xn interface management procedures.
<<<<<<<<<<<<<<<<<<<< Changes End >>>>>>>>>>>>>>>>>>>>
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