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1. Introduction

This is the summary for the following discussion:

CB: # 100bis_BearerTypeCriticality

-  check against previous RAN3 discussions

- reject / ignore

(HW)

Summary of offline disc R3-201233
2. Discussion

About the Bearer Type in X2AP DC related messages, it was introduced in RAN3#105 meeting by:
· R3-194575 Non IP bearer support for Dual Connectivity, X2AP CR#1359r1, Huawei, Vodafone

	Reason for change:
	In order to enable the SeNB/en-gNB to not perform header compression for the “non IP” type bearer for which the PDCP is allocated at SN, it is needed to inform such bearer type for the corresponding E-RAB to the SeNB/en-gNB.

	
	

	Summary of change:
	Include Bearer Type IE in the E-RABs To Be Added Item IE X2AP: SENB ADDITION REQUEST and SENB MODIFICATION REQUEST messages, for SCG bearer.
Include Bearer Type IE in the E-RABs To Be Added Item IE X2AP: SGNB ADDITION REQUEST and SGNB MODIFICATION REQUEST messages, for the bearer whose PDCP present in SN.

	
	

	Consequences if not approved:
	Secondary RAN node may waste effort in attempting to perform inappropriate header compression for non-IP bearer


Based on the “Consequences if not approved:”, we can understand that in case the IE is not able to be comprehended, the procedure will not failed, the consequences is the waste of effort in attempting to perform inappropriate header compression for non-IP bearer by the SN.

Therefore the IE was intended to be introduced with  Assigned Criticality “ignore".

Note that before R3-194575, the Bearer Type was also included in RETRIEVE UE CONTEXT RESPONSE message as “ignore”.

	
	Since Rel-13
	Introduced by R3-194575

	X2AP messages
	HANDOVER REQUEST
	RETRIEVE UE CONTEXT RESPONSE
	SENB ADDITION REQUEST
	SENB MODIFICATION REQUEST
	SGNB ADDITION REQUEST
	SGNB MODIFICATION REQUEST

	Tabular
	reject
	ignore
	reject
	reject
	ignore
	ignore

	Asn.1
	reject
	ignore
	ignore
	ignore
	ignore
	ignore


The intention of the following CRs (R3-200236, 200171) submitted this meeting is to update the misalignment between the tabular and asn.1 part.

	R3-200236
	Correction on Assigned Criticality for Bearer Type (Huawei)
	CR1429r, TS 36.423 v15.8.0, Rel-15, Cat. F

	R3-200171
	Correction on Assigned Criticality for Bearer Type (Huawei)
	CR1426r, TS 36.423 v16.0.0, Rel-16, Cat. A


Please companies provide your view in the following tables.

Question 1: is it needed to update the misaligned criticality of the Bearer Type IE in the Tabular?
	Company
	Comment/Answer

	Huawei
	Yes, it is needed, 

	
	


Question 2: is there any further comments/questions?
	Company
	Comment/Answer

	Huawei
	No from our side.

	
	


3. Summary and conclusions 

Agree CR R3-200236 and R3-200171.
