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Beginning of Text Proposal for TS 38.473 
[bookmark: _Toc20955898][bookmark: _Toc29404237][bookmark: _Toc20955308][bookmark: _Toc29503579]9.2.4.6	PWS FAILURE INDICATION
This message is sent by the gNB-DU to inform the gNB-CU that ongoing PWS operation for one or more cells of the gNB-DU has failed.
Direction: gNB-DU  gNB-CU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	PWS failed NR CGI List
	
	0..1
	
	
	YES
	reject

	>PWS failed NR CGI Item IEs
	
	1..<maxCellingNBDU>
	
	
	EACH 
	reject

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Number of Broadcasts
	M
	
	INTEGER (0..65535)
	[bookmark: _GoBack]This IE is not used in the specification and is ignoredset to ‘0’ if valid results are not known or not available. It is set to 65535 if the counter results have overflowed.
	-
	



	Range bound
	Explanation

	maxCellingNBDU
	Maximum no. of cells that can be served by a gNB-DU. Value is 512.
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