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1. Introduction

This paper is to provide Text Proposals for the MDT BL CR for TS 38.423 for supporting streaming based MDT in RAN3.
Annex –Text Proposals for MDT BL CR for TS 38.413
9.2
Information Element definitions

9.2.3
General IE definitions

9.2.3.55
Trace Activation

This IE defines parameters related to a trace activation.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	NG-RAN Trace ID
	M
	
	9.2.3.97
	

	Interfaces To Trace
	M
	
	BIT STRING (SIZE(8))
	Each position in the bitmap represents an NG-RAN node interface:

first bit = NG-C,

second bit = Xn-C,
third bit = Uu,

fourth bit = F1-C,

fifth bit = E1:

other bits reserved for future use.

Value ‘1’ indicates ‘should be traced’.

Value ‘0’ indicates ‘should not be traced’.

	Trace Depth
	M
	
	ENUMERATED (minimum, medium, maximum, MinimumWithoutVendorSpecificExtension,

MediumWithoutVendorSpecificExtension,

MaximumWithoutVendorSpecificExtension, …)
	Defined in TS 32.422 [23].

	
	
	
	

	

	CHOICE Trace Collection Entity IP Address
	M
	 
	
	

	>File based reporting
	
	
	
	

	>> Transport Layer Address
	M
	
	Transport Layer Address

9.2.3.29
	Defined in TS 32.422 [11]

	>Streaming reporting
	
	
	
	

	>> URI of the Trace Reporting MnS consumer 
	M
	
	9.2.3.xx
	Defined in TS 29.501 [xx]

	MDT Configuration
	O
	
	9.3.1.xx1
	


9.2.3.29
Transport Layer Address

This IE is defined to contain an IP address.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Transport Layer Address
	M
	
	BIT STRING (1..160, ...)
	


9.2.3.xx URI of the Trace Reporting MnS consumer
This IE defines the URI of the Trace Reporting MnS consumer.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	URI of the Trace Reporting MnS consumer
	M
	
	OCTET STRING
	As defined in section 4.4 and ANNEX C of TS 29.501


9.3.5
Information Element Definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

TraceActivation ::= SEQUENCE {


nGRANTraceID





NGRANTraceID,


interfacesToTrace




InterfacesToTrace,
traceDepth






TraceDepth,

traceCollectionEntityIPAddress

CHOICE {FileBasedReporting, StreamingReporting},

iE-Extensions

ProtocolExtensionContainer { {TraceActivation-ExtIEs} }
OPTIONAL,


...

}

TraceActivation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}
FileBasedReporting
::=
TransportLayerAddress
StreamingReporting
::=
URITraceReportingMnSConsumer
