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1. Overall Description:
RAN3 would like to thank SA2 for the reply LS on assistance indication for WUS, and notes that SA2 has kindly revised the solution following RAN3’s concerns. 

SA2 also requests to confirm whether the eNB will be able to determine, while a UE is in connected mode, whether the UE supports WUS. RAN3’s understanding is that the UE’s WUS support is included in the UE-RadioPagingInfo and the UE-RadioPagingInfo-NB IE, which are both defined by RAN2. It is also RAN3’s understanding (subject to confirmation by RAN2) that these IEs are included in the RRC-defined capability containers which are sent towards the MME and then towards the eNB at context setup (i.e. UERadioAccessCapabilityInformation message as defined in 10.2.2 of TS 36.331, or the UERadioAccessCapabilityInformation-NB message as defined in 10.6.2 of TS 36.331), as they are referred to in S1AP specifications.

On the other hand, during mobility actions (e.g. inter-eNB handover or inter-eNB context retrieval), RAN3 understands that the above IEs are not passed to the mobility target as part of the capability information.

Therefore, the eNB has the UE’s WUS support information in all scenarios where there is no inter-eNB connected mode mobility, and also in the case of CP-CIoT inter-eNB re-establishment in NB-IOT (as the capabilities are also provided directly by the MME); and conversely it will not have this information in all other scenarios.

RAN3 also understands that even in the scenarios where the information is not available, it is still possible for the releasing eNB to restrict the scope of the actions to a subset of UEs, if desired (as WUS supporting UEs must support CE mode A, which is known to the eNB).

2. Actions:
To RAN WG2, SA WG2.
[bookmark: _GoBack]ACTION: 	RAN3 kindly asks RAN2 and SA2 to take the above information into account; RAN3 would also kindly request RAN2 to confirm the details of RAN2 specifications as quoted in this LS.

3. Date of Next RAN3 Meetings:
RAN3#109-e	TBD (August 2020)	Electronic meeting
