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Discussion and Proposal
At last RAN3 meeting we made a big reshuffling of the NPN support IE across all interfaces.

Due to the fact that the current NPN Support IE was at same level than the slice list, we decided to only include one NID.

Then, wherever a list of supported CAG IDs was to be introduced, we therefore added another Broadcast IE wherever this was needed. We have therefore currently the following situation:

1/ for NG, E1: NPN support contains only one NID. It could potentially contain a list of CAG IDs if introduced per TAI but so far no agreement.

2/ for Xn, F1: the NPN support will never be extended by list of CAGs due to the new broadcast IE per cell. Therefore, it will always only contain one NID. The choice structure and the additional IE is no longer needed. Somehow the choice structure has been “moved” or “inherited” by the Broadcast IE.
We therefore make the following proposal:

Proposal: agree the TP below for TS 38.423 to remove the NPN Support IE and replace it by a simple NID IE in service cell information. 
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Next change
9.2.3.20
TAI Support List

This IE indicates the list of TAIs supported by NG-RAN node and associated characteristics e.g. supported slices.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	TAI Support Item
	
	1..<maxnoofsupportedTACs>
	
	
	–
	

	>TAC
	M
	
	9.2.2.5
	Broadcast TAC
	–
	

	>Broadcast PLMNs
	
	1..<maxnoofsupportedPLMNs>
	
	
	–
	

	>>PLMN Identity
	M
	
	9.2.2.4
	Broadcast PLMN
	–
	

	>>TAI Slice Support List
	M
	
	Slice Support List
9.2.3.22
	Supported S-NSSAIs per TA
	–
	

	>>NID
	O
	
	9.2.2.x1
	
	YES
	reject


	Range bound
	Explanation

	maxnoofsupportedTACs
	Maximum no. of TACs supported by an NG-RAN node. Value is 256.

	maxnoofsupportedPLMNs
	Maximum no. of PLMNs supported by an NG-RAN node. Value is 12.


Next change
9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

XnAP-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-access (22) modules (3) xnap (2) version1 (1) xnap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

IMPORTS


id-CNTypeRestrictionsForEquivalent,


id-CNTypeRestrictionsForServing,


id-Additional-UL-NG-U-TNLatUPF-List,

id-DefaultDRB-Allowed,


id-EndpointIPAddressAndPort,


id-FiveGCMobilityRestrictionListContainer,

id-SecondarydataForwardingInfoFromTarget-List,

id-LastE-UTRANPLMNIdentity,


id-IntendedTDD-DL-ULConfiguration-NR,


id-MaxIPrate-DL,


id-SecurityResult,

id-OldQoSFlowMap-ULendmarkerexpected,


id-PDUSessionCommonNetworkInstance,


id-BPLMN-ID-Info-EUTRA,

id-BPLMN-ID-Info-NR,

id-DRBsNotAdmittedSetupModifyList,


id-Secondary-MN-Xn-U-TNLInfoatM,


id-ULForwardingProposal,


id-DRB-IDs-takenintouse,


id-SplitSessionIndicator,


id-NonGBRResources-Offered,


id-NPN-Broadcast-Information,


id-NPNPagingAssistanceInformation,


id-NPNMobilityInformation,

id-NID,


id-ExtendedRATRestrictionInformation, 


id-QoSMonitoringRequest,


maxEARFCN,
asn1 not modified
BroadcastPLMNinTAISupport-Item ::= SEQUENCE {


plmn-id






PLMN-Identity,


tAISliceSupport-List


SliceSupport-List,


iE-Extension




ProtocolExtensionContainer { {BroadcastPLMNinTAISupport-Item-ExtIEs} } OPTIONAL,


...

}

BroadcastPLMNinTAISupport-Item-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


{ID id-NID
CRITICALITY reject
EXTENSION NID

PRESENCE optional},


...

}

asn1 not modified














NRARFCN
::= INTEGER (0.. maxNRARFCN)

asn1 not modified
9.3.7
Constant definitions

-- ASN1START

-- **************************************************************

--

-- Constant definitions

--

-- **************************************************************

XnAP-Constants {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)

ngran-Access (22) modules (3) xnap (2) version1 (1) xnap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::=

BEGIN

asn1 not modified
id-RequestedFastMCGRecoveryViaSRB3
















ProtocolIE-ID ::= 148

id-AvailableFastMCGRecoveryViaSRB3
















ProtocolIE-ID ::= 149

id-RequestedFastMCGRecoveryViaSRB3Release














ProtocolIE-ID ::= 150

id-ReleaseFastMCGRecoveryViaSRB3














ProtocolIE-ID ::= 151

id-FastMCGRecoveryRRCTransfer-MN-to-SN















ProtocolIE-ID ::= 152

id-ExtendedRATRestrictionInformation















ProtocolIE-ID ::= 153

id-QoSMonitoringRequest


















ProtocolIE-ID ::= 154

id-FiveGCMobilityRestrictionListContainer














ProtocolIE-ID ::= 155

id-PartialListIndicator-EUTRA

















ProtocolIE-ID ::= 156

id-CellAndCapacityAssistanceInfo-EUTRA















ProtocolIE-ID ::= 157

id-NPN-Broadcast-Information

















ProtocolIE-ID ::= 999 -- To be assigned
id-NPNPagingAssistanceInformation
















ProtocolIE-ID ::= 998 -- To be assigned
id-NPNMobilityInformation


















ProtocolIE-ID ::= 997 -- To be assigned
id-NID





















ProtocolIE-ID ::= 996 -- To be assigned
END

-- ASN1STOP
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