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Summary of changes
This TP proposes to change following based on the discussion in [1] against BL CR [2]
-Align granularity of Number of Active UEs to RAN2 specification/agreement
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Annex TP against TS38.423 BL CR [2]
---------------------------------------------Unchanged sections are omitted---------------------------------------------
9.1.3.D
RESOURCE STATUS UPDATE

This message is sent by NG-RAN node2 to neighbouring NG-RAN node1 to report the results of the requested measurements.

Direction: NG-RAN node2 ( NG-RAN node1.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	NG-RAN node1 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node1
	YES
	reject

	NG-RAN node2 Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by NG-RAN node2
	YES
	reject

	Cell Measurement Result
	
	1
	
	
	
	

	>Cell Measurement Result Item
	
	1 .. < maxnoofCellsinNG-RANnode >
	
	
	
	

	>>Cell ID
	M
	
	9.2.3.25


	
	
	

	>>Radio Resource Status 
	O
	
	9.2.2.yy
	
	
	

	>>NG TNL Capacity Indicator [It is FFS if reported per cell]
	O
	
	9.2.2.xx
	
	
	

	>>Composite Available Capacity Group
	O
	
	9.2.2.zz
	
	
	

	>>Slice Available Capacity
	O
	
	9.2.2.jj
	
	
	

	>>Number of Active UEs
	O
	
	BIT STRING

(SIZE(24))
	As defined in TS 38.314 [ref1]This IE represents the number of Active UEs in decimal point, namely value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.


	
	

	>> RRC Connections
	O
	
	9.2.2.kk
	
	
	


	maxnoofCellsinNG-RANnode
	Maximum no. cells that can be served by a NG-RAN node. Value is 16384.


---------------------------------------------Unchanged sections are omitted---------------------------------------------

9.2.2.X3 Number of Active UEs
Editor’s Note: The definition of this IE is FFS
The Number of Active UEs IE indicates the number of active UEs.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Mean number of Active UEs per cell
	M
	
	BIT STRING

(SIZE(24))
	As defined in TS 38.314 [ref1] and where value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.

	Max number of Active UEs per cell
	M
	
	BIT STRING

(SIZE(24))
	As defined in TS 38.314 [ref1] and where value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.

	Number of Active UEs per DRB per cell List
	0..1
	
	
	

	> Number of Active UEs per DRB per cell Item IEs
	1…<maxnoofQCI>
	
	
	

	>>DRB characteristics ID
	M
	
	INTEGER (0..255)
	DRB characteristics Identifier defined in TS 38.314[XX].

	>> Mean number of Active UEs per DRB per cell
	O
	
	BIT STRING

(SIZE(24))
	As defined in TS 38.314 [ref1] and where value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.

	>> Max number of Active UEs per DRB per cell
	O
	
	BIT STRING

(SIZE(24))
	As defined in TS 38.314 [ref1] and where value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.

	>>Mean number of Active UEs in the DL per DRB per cell
	O
	
	BIT STRING

(SIZE(24))
	As defined in TS 38.314 [ref1] and where value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.

	>> Max number of Active UEs in the DL per DRB per cell
	O
	
	BIT STRING

(SIZE(24))
	As defined in TS 38.314 [ref1] and where value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.

	>>Mean number of Active UEs in the UL per DRB per cell
	O
	
	BIT STRING

(SIZE(24))
	As defined in TS 38.314 [ref1] and where value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.

	>> Max number of Active UEs in the UL per DRB per cell
	O
	
	BIT STRING

(SIZE(24))
	As defined in TS 38.314 [ref1] and where value "1" is equivalent to 0.1 Active  UEs, value "2" is equivalent to 0.2 Active UEs, value n is equivalent to n/10 Active UEs.


	Range bound
	Explanation

	maxnoofDRBcharacteristics
	Maximum no. of kind of DRBs, the maximum value is 256.


---------------------------------------------Unchanged sections are omitted---------------------------------------------

