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	Reason for change:
	If a NGAP message including a NAS PDU is received by the NG-RAN node, the UE is in RRC_INACTIVE state and the RAN paging fails, the NG-RAN may need to notify the AMF of the non delivered NAS PDU.
SA2 has confirmed that the non-PDU session related NAS PDU in Intial UE Context Setup, PDU Session Resource Setup procedure should also be delivered back. But in 38.413, the NAS NON Delivery Indication procedure is only used for those NAS PDUs which have been received via an NGAP DL NAS Transport message.  


	
	

	Summary of change:
	Correct the section 9.2.5.4 to remove the restriction of the use of the NAS NON Delivery Indication procedure only for Downlink NAS Transfer message. And interperise that this procedure could be used for all the non-delivered non-PDU session related NAS.
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This CR only has an impact on the NAS Non Delivery Indication procedure.
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	Erroneous restriction on usage of NAS Non Delivery Indication procedure.
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9.2.5.4
NAS NON DELIVERY INDICATION

This message is sent by the NG-RAN node and is used for reporting the non-delivery of a non-PDU session related NAS PDU previously received over the NG interface.
Direction: NG-RAN node ( AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	AMF UE NGAP ID
	M
	
	9.3.3.1
	
	YES
	reject

	RAN UE NGAP ID
	M
	
	9.3.3.2
	
	YES
	reject

	NAS-PDU
	M
	
	9.3.3.4
	
	YES
	ignore

	Cause
	M
	
	9.3.1.2
	
	YES
	ignore


