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1. Introduction

This TP is for NR_IIOT  BL CR for TS 38.413. The detailed analysis can be seen in R3-203578.

2. TP for TS 38.413

----------------------------------------------- Next change --------------------------------------------------------
9.3.1.x3
Redundant PDU Session Information
This IE defines Redundancy information to be applied to a PDU Session.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	RSN
	M
	
	ENUMERATED (0, 1, 2, …)
	“0” indicates no RSN configured


----------------------------------------------- Next change --------------------------------------------------------
9.4.5
Information Element Definitions

----------------------------------------------- Next change --------------------------------------------------------
-- R

RANNodeName ::= PrintableString (SIZE(1..150, ...))

RANPagingPriority ::= INTEGER (1..256)

RANStatusTransfer-TransparentContainer ::= SEQUENCE {


dRBsSubjectToStatusTransferList

DRBsSubjectToStatusTransferList,


iE-Extensions

ProtocolExtensionContainer { {RANStatusTransfer-TransparentContainer-ExtIEs} }
OPTIONAL,


...

}

RANStatusTransfer-TransparentContainer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RAN-UE-NGAP-ID ::= INTEGER (0..4294967295)

RAT-Information ::= ENUMERATED {


unlicensed,


...

}

RATRestrictions ::= SEQUENCE (SIZE(1..maxnoofEPLMNsPlusOne)) OF RATRestrictions-Item

RATRestrictions-Item ::= SEQUENCE {


pLMNIdentity




PLMNIdentity,


rATRestrictionInformation

RATRestrictionInformation,


iE-Extensions

ProtocolExtensionContainer { {RATRestrictions-Item-ExtIEs} }

OPTIONAL,


...

}

RATRestrictions-Item-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


{ID id-ExtendedRATRestrictionInformation

CRITICALITY ignore
EXTENSION ExtendedRATRestrictionInformation

PRESENCE optional},


...

}

RATRestrictionInformation ::= BIT STRING (SIZE(8, ...))

RecommendedCellsForPaging ::= SEQUENCE {


recommendedCellList


RecommendedCellList,


iE-Extensions

ProtocolExtensionContainer { {RecommendedCellsForPaging-ExtIEs} }
OPTIONAL,


...

}

RecommendedCellsForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RecommendedCellList ::= SEQUENCE (SIZE(1..maxnoofRecommendedCells)) OF RecommendedCellItem

RecommendedCellItem ::= SEQUENCE {


nGRAN-CGI



NGRAN-CGI,


timeStayedInCell

INTEGER (0..4095)

OPTIONAL,


iE-Extensions

ProtocolExtensionContainer { {RecommendedCellItem-ExtIEs} }
OPTIONAL,


...

}

RecommendedCellItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RecommendedRANNodesForPaging ::= SEQUENCE {


recommendedRANNodeList

RecommendedRANNodeList,


iE-Extensions

ProtocolExtensionContainer { {RecommendedRANNodesForPaging-ExtIEs} }
OPTIONAL,


...

}

RecommendedRANNodesForPaging-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RecommendedRANNodeList::= SEQUENCE (SIZE(1..maxnoofRecommendedRANNodes)) OF RecommendedRANNodeItem

RecommendedRANNodeItem ::= SEQUENCE {


aMFPagingTarget

AMFPagingTarget,


iE-Extensions

ProtocolExtensionContainer { {RecommendedRANNodeItem-ExtIEs} }
OPTIONAL,


...

}

RecommendedRANNodeItem-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RedirectionVoiceFallback ::= ENUMERATED {


possible,


not-possible,


...

}

RedundantPDUSessionInformation ::= SEQUENCE {


rSN




RSN,


iE-Extensions

ProtocolExtensionContainer { {RedundantPDUSessionInformation-ExtIEs} }
OPTIONAL,


...

}

RedundantPDUSessionInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RedundantQosFlowIndicator ::= ENUMERATED {true, false}

ReflectiveQosAttribute ::= ENUMERATED {


subject-to,


...

}

RelativeAMFCapacity ::= INTEGER (0..255)

ReportArea ::= ENUMERATED {


cell,


...

}

RepetitionPeriod ::= INTEGER (0..131071)

ResetAll ::= ENUMERATED {


reset-all,


...

}

ResetType ::= CHOICE {


nG-Interface


ResetAll,


partOfNG-Interface

UE-associatedLogicalNG-connectionList,


choice-Extensions

ProtocolIE-SingleContainer { {ResetType-ExtIEs} }

}

ResetType-ExtIEs NGAP-PROTOCOL-IES ::= {


...

}

RNC-ID ::= INTEGER (0..4095)

RoutingID ::= OCTET STRING

RRCContainer ::= OCTET STRING

RRCEstablishmentCause ::= ENUMERATED {


emergency,


highPriorityAccess,


mt-Access,


mo-Signalling,


mo-Data,


mo-VoiceCall,


mo-VideoCall,


mo-SMS,


mps-PriorityAccess,


mcs-PriorityAccess,


...,


notAvailable

}

RRCInactiveTransitionReportRequest ::= ENUMERATED {


subsequent-state-transition-report,


single-rrc-connected-state-report,


cancel-report,


...
}

RRCState ::= ENUMERATED {


inactive,


connected,


...
}

RSN ::= ENUMERATED {zero, one, two, ...}

RIMInformationTransfer ::= SEQUENCE {


targetRANNodeID



TargetRANNodeID,


sourceRANNodeID



SourceRANNodeID,


rIMInformation



RIMInformation,


iE-Extensions



ProtocolExtensionContainer { {RIMInformationTransfer-ExtIEs} }
OPTIONAL,


...

}

RIMInformationTransfer-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {


...

}

RIMInformation
::= SEQUENCE

{


targetgNBSetID


GNBSetID,


rIM-RSDetection


ENUMERATED
{rs-detected, rs-disappeared, ...},


...

}

GNBSetID
::= BIT STRING (SIZE(22))


