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1. Introduction
[bookmark: OLE_LINK2]During the previous RAN3 meeting, the UL NR E-CID was agreed to be supported. There are some remaining issues to be discussed [1]:
What new or existing NRPPa messages are used to support NR E-CID (FFS in TS 38.305 BL CR)?
What (if any) gNB measurements should be introduced for NR E-CID?
This paper discusses the issues of how to support NR E-CID. 
2. Discussion
[bookmark: _Toc25914616][bookmark: _Toc25914992][bookmark: _Toc31368105][bookmark: _Toc31368120]2.1 What new or existing NRPPa messages are used to support NR E-CID (FFS in TS 38.305 BL CR)?
During the last meeting, 4 options were listed: 
Option 1: Add UL NR E-CID support to the existing NRPPa Measurement procedure (see [3] or [4] section 2.3). 
Option 2: Add UL NR E-CID support to the existing E-CID Measurement Initiation procedure.
Option 3: Introduce new NRPPa procedures for NR E-CID that are analogous to the LTE ones.
Option 4: Introduce new NRPPa procedures for NR measurements that require UE-associated signalling over NGAP, while restricting the NRPPa Measurement procedure to NR measurements that require non-UE associated signalling over NGAP.
For Option 1: In the last meeting, a consensus has been achieved that the existing NRPPa Measurement procedure is non-UE-associated since the measurement request would be sent to multiple neighbouring cells. Since the E-CID measurement procedure need to be UE-associated, Option 1 does not work and should not be used. 
For Option 2-4, they seems all feasible. Option 2 is the simplest way to support UL NR E-CID, while Option 3/4 would need relatively larger revisions on NRPPa. Due to the tight time left for Release 16, it is proposed to select Option 2 to support UL NR E-CID.
Proposal 1: Select Option 2 to support UL NR E-CID: Add UL NR E-CID support to the existing E-CID Measurement Initiation procedure.

2.2 What (if any) gNB measurements should be introduced for NR E-CID?
In the last RAN3 meeting, it was agreed to support the following information to be transferred from gNB to LMF: NR CGI, Cell Portion ID, SS-RSRP, SS-RSRQ, CSI-RSRP, and CSI-RSRQ. Both cell-level and beam-level measurements for RSRP and RSRQ are supported.
It was also agreed whether to include additional gNB measurements, such as gNB Rx-Tx time difference and UL Angle of Arrival. 
The UL Angle of Arrival seems beneficial for the improvement of UE positioning. Thus, this IE can be included. For the gNB Rx-Tx time difference, the benefits may not clear as the UE Rx-Tx time difference is not supported via LPP. The gNB Rx-Tx time difference may not work without UE Rx-Tx time difference.
Proposal 2: Include the UL Angle of Arrival in the NR E-CID measurements.
Proposal 3: Agree the TP.
[bookmark: _Toc423019950][bookmark: _Toc423020279][bookmark: _Toc423020296]3. Conclusion
Based on the discussion in this paper, we propose the following:
Proposal 1: Select Option 2 to support UL NR E-CID: Add UL NR E-CID support to the existing E-CID Measurement Initiation procedure.
Proposal 2: Include the UL Angle of Arrival in the NR E-CID measurements.
Proposal 3: Agree the TP.
[bookmark: _GoBack]ASN.1 is “underworking”
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Annex – TP
Start of the first change
[bookmark: _Toc534903022][bookmark: _Toc534903068]2	References
[xx]	3GPP TS 38.104: "NR; Base Station (BS) radio transmission and reception".
Start of the second change
9.1.1.1	E-CID MEASUREMENT INITIATION REQUEST
This message is sent by LMF to initiate E-CID measurements.
Direction: LMF  NG-RAN node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	LMF UE Measurement ID
	M
	
	INTEGER (1..15,…, 65535)
	
	YES
	reject

	Report Characteristics
	M
	
	ENUMERATED (OnDemand, Periodic,…)
	
	YES
	reject

	Measurement Periodicity
	C-ifReportCharacteristicsPeriodic
	
	ENUMERATED (120ms, 240ms, 480ms, 640ms, 1024ms, 2048ms, 5120ms, 10240ms, 1min, 6min, 12min, 30min, 60min,…)
	
	YES
	reject

	Measurement Quantities
	
	1 .. <maxnoMeas>
	
	
	EACH
	reject

	>Measurement Quantities Item
	M
	
	ENUMERATED (Cell-ID, Angle of Arrival, Timing Advance Type 1, Timing Advance Type 2, RSRP, RSRQ,…NR SS-RSRP, NR SS-RSRQ, NR CSI-RSRP, NR CSI-RSRQ, NR Angle of Arrival)
	
	-
	-

	Other-RAT Measurement Quantities
	
	0 .. <maxnoMeas>
	
	
	EACH
	ignore

	>Other-RAT Measurement Quantities Item
	M
	
	ENUMERATED (GERAN, UTRAN ,…)
	
	
	

	WLAN Measurement Quantities
	
	0 .. <maxnoMeas>
	
	
	EACH
	ignore

	>WLAN Measurement Quantities Item
	M
	
	ENUMERATED (WLAN, ...)
	
	-
	



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 63.



	Condition
	Explanation

	ifReportCharacteristicsPeriodic
	This IE shall be present if the Report Characteristics IE is set to the value "Periodic".



Start of the third change
9.2.5	E-CID Measurement Result
The purpose of the E-CID Measurement Result information element is to provide the E-CID measurement result.
	IE/Group Name
	Presence
	Range
	IE Type and Reference
	Semantics Description

	Serving Cell ID
	M
	
	NG-RAN CGI
9.2.6
	NG-RAN Cell Identifier of the serving cell

	Serving Cell TAC
	M
	
	TAC
9.2.11
	Tracking Area Code of the serving cell

	NG-RAN Access Point Position
	O
	
	9.2.10
	The configured estimated geographical position of the antenna of the cell.

	Measured Results
	
	0 .. <maxnoMeas>
	
	

	>CHOICE Measured Results Value
	M
	
	
	

	>>Value Angle of Arrival EUTRA
	M
	
	INTEGER (0..719)
	According to mapping in TS 36.133 [9]

	>>Value Timing Advance Type 1 EUTRA
	M
	
	INTEGER (0..7690)
	According to mapping in TS 36.133 [9]

	>>Value Timing Advance Type 2 EUTRA
	M
	
	INTEGER (0..7690)
	According to mapping in TS 36.133 [9]

	>>Result RSRP EUTRA
	
	1 .. <maxCellReport>
	
	

	>>> PCI EUTRA
	M
	
	INTEGER (0..503)
	Physical Cell Identifier of the reported E-UTRA cell

	>>>EARFCN
	M
	
	INTEGER (0.. 262143, …).
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [7]

	>>> CGI EUTRA
	O
	
	9.2.6
	Cell Global Identifier of the reported E-UTRA cell

	>>>Value RSRP EUTRA
	M
	
	INTEGER (0..97, …)
	

	>>Result RSRQ EUTRA
	
	1 . <maxCellReport>
	
	

	>>> PCI EUTRA
	M
	
	9.2.7
	Physical Cell Identifier of the reported E-UTRA cell

	>>>EARFCN
	M
	
	INTEGER (0..262143, …).
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 36.104 [7]

	>>> CGI EUTRA
	O
	
	9.2.7
	Cell Global Identifier of the reported E-UTRA cell

	>>>Value RSRQ EUTRA
	M
	
	INTEGER (0..34, …)
	

	>> Value Angle of Arrival NR
	M
	
	9.2.z2
	

	>>Result NR SS-RSRP
	
	1 .. <maxCellReport>
	
	

	>>> NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell Identifier of the reported NR cell

	>>>NR ARFCN
	M
	
	INTEGER (0.. 3279165, …).
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 38.104 [xx]

	>>> CGI NR
	O
	
	9.2.6
	Cell Global Identifier of the reported NR cell

	>>>Value NR SS-RSRP
	M
	
	INTEGER (0..127, …)
	

	>>Result NR SS-RSRQ
	
	1 . <maxCellReport>
	
	

	>>> NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell Identifier of the reported NR cell

	>>>NR ARFCN
	M
	
	INTEGER (0.. 3279165, …).
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 38.104 [xx]

	>>> CGI NR
	O
	
	9.2.yy
	Cell Global Identifier of the reported NR cell

	>>>Value NR SS-RSRQ
	M
	
	INTEGER (0..127, …)
	

	>>Result NR CSI-RSRP
	
	1 .. <maxCellReport>
	
	

	>>> NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell Identifier of the reported NR cell

	>>>NR ARFCN
	M
	
	INTEGER (0.. 3279165, …).
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 38.104 [xx]

	>>> CGI NR
	O
	
	9.2.yy
	Cell Global Identifier of the reported NR cell

	>>>Value NR CSI-RSRP
	M
	
	INTEGER (0..127, …)
	

	>>Result NR CSI-RSRQ
	
	1 . <maxCellReport>
	
	

	>>> NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell Identifier of the reported NR cell

	>>>NR ARFCN
	M
	
	INTEGER (0.. 3279165, …).
	Corresponds to NDL for FDD and NDL/UL for TDD in ref. TS 38.104 [xx]

	>>> CGI NR
	O
	
	9.2.yy
	Cell Global Identifier of the reported NR cell

	>>>Value NR SS-RSRQ
	M
	
	INTEGER (0..127, …)
	



	Range bound
	Explanation

	maxnoMeas
	Maximum no. of measured quantities that can be configured and reported with one message. Value is 63.

	maxCellReport
	Maximum no. of cells that can be reported with one message. Value is 9.


End of the change



	

9.3.3	Elementary Procedure Definitions
[Editor’s Note: the asn.1 below is FFS, pending to the IE contents and RAN2 progress mentioned in the above editor’s notes]

-- ASN1START
-- **************************************************************
--
-- Elementary Procedure definitions
--
-- **************************************************************

NRPPA-PDU-Descriptions {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Descriptions (0) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Criticality,
	ProcedureCode,
	NRPPATransactionID

FROM NRPPA-CommonDataTypes


	ErrorIndication,
	PrivateMessage,
	E-CIDMeasurementInitiationRequest,
	E-CIDMeasurementInitiationResponse,
	E-CIDMeasurementInitiationFailure,
	E-CIDMeasurementFailureIndication,
	E-CIDMeasurementReport,
	E-CIDMeasurementTerminationCommand,
	OTDOAInformationRequest,
	OTDOAInformationResponse,
	OTDOAInformationFailure,
	AssistanceInformationControl,
	AssistanceInformationFeedback,
	PositioningInformationRequest,
	PositioningInformationResponse,
	PositioningInformationFailure,
	PositioningInformationUpdate,
	MeasurementRequest,
	MeasurementResponse,
	MeasurementFailure,
	MeasurementReport,
	MeasurementUpdate,
	MeasurementAbort,
	MeasurementFailureIndication,
	TRPInformationRequest,
	TRPInformationResponse,
	TRPInformationFailure



FROM NRPPA-PDU-Contents

	id-errorIndication,
	id-privateMessage,
	id-e-CIDMeasurementInitiation,
	id-e-CIDMeasurementFailureIndication,
	id-e-CIDMeasurementReport,
	id-e-CIDMeasurementTermination,
	id-oTDOAInformationExchange,
	id-assistanceInformationControl,
	id-assistanceInformationFeedback,
	id-positioningInformationExchange,
	id-positioningInformationUpdate,
	id-Measurement,
	id-MeasurementReport,
	id-MeasurementUpdate,
	id-MeasurementAbort,
	id-MeasurementFailureIndication,
	id-tRPInformationExchange



FROM NRPPA-Constants;

-- **************************************************************
--
-- Interface Elementary Procedure Class
--
-- **************************************************************

NRPPA-ELEMENTARY-PROCEDURE ::= CLASS {
	&InitiatingMessage				,
	&SuccessfulOutcome							OPTIONAL,
	&UnsuccessfulOutcome						OPTIONAL,
	&procedureCode				ProcedureCode	UNIQUE,
	&criticality				Criticality	DEFAULT ignore
}
WITH SYNTAX {
	INITIATING MESSAGE			&InitiatingMessage
	[SUCCESSFUL OUTCOME		&SuccessfulOutcome]
	[UNSUCCESSFUL OUTCOME		&UnsuccessfulOutcome]
	PROCEDURE CODE				&procedureCode
	[CRITICALITY				&criticality]
}

-- **************************************************************
--
-- Interface PDU Definition
--
-- **************************************************************

NRPPA-PDU ::= CHOICE {
	initiatingMessage		InitiatingMessage,
	successfulOutcome		SuccessfulOutcome,
	unsuccessfulOutcome	UnsuccessfulOutcome,
	...
}

InitiatingMessage ::= SEQUENCE {
	procedureCode			NRPPA-ELEMENTARY-PROCEDURE.&procedureCode		({NRPPA-ELEMENTARY-PROCEDURES}),
	criticality			NRPPA-ELEMENTARY-PROCEDURE.&criticality			({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode}),
	nrppatransactionID		NRPPATransactionID,
	value					NRPPA-ELEMENTARY-PROCEDURE.&InitiatingMessage	({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode})
}

SuccessfulOutcome ::= SEQUENCE {
	procedureCode			NRPPA-ELEMENTARY-PROCEDURE.&procedureCode		({NRPPA-ELEMENTARY-PROCEDURES}),
	criticality			NRPPA-ELEMENTARY-PROCEDURE.&criticality			({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode}),
	nrppatransactionID		NRPPATransactionID,
	value					NRPPA-ELEMENTARY-PROCEDURE.&SuccessfulOutcome	({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode})
}

UnsuccessfulOutcome ::= SEQUENCE {
	procedureCode			NRPPA-ELEMENTARY-PROCEDURE.&procedureCode		({NRPPA-ELEMENTARY-PROCEDURES}),
	criticality			NRPPA-ELEMENTARY-PROCEDURE.&criticality			({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode}),
	nrppatransactionID		NRPPATransactionID,
	value					NRPPA-ELEMENTARY-PROCEDURE.&UnsuccessfulOutcome	({NRPPA-ELEMENTARY-PROCEDURES}{@procedureCode})
}


-- **************************************************************
--
-- Interface Elementary Procedure List
--
-- **************************************************************

NRPPA-ELEMENTARY-PROCEDURES NRPPA-ELEMENTARY-PROCEDURE ::= {
	NRPPA-ELEMENTARY-PROCEDURES-CLASS-1			|
	NRPPA-ELEMENTARY-PROCEDURES-CLASS-2			,
	...
}

NRPPA-ELEMENTARY-PROCEDURES-CLASS-1 NRPPA-ELEMENTARY-PROCEDURE ::= {
	e-CIDMeasurementInitiation	|
	oTDOAInformationExchange		,|	
		positioningInformationExchange	|
	measurement						|
	tRPInformationExchange,
	...


}

NRPPA-ELEMENTARY-PROCEDURES-CLASS-2 NRPPA-ELEMENTARY-PROCEDURE ::= {
	e-CIDMeasurementFailureIndication		|
	e-CIDMeasurementReport					|
	e-CIDMeasurementTermination				|
	errorIndication						|
	privateMessage							,|	
		assistanceInformationControl			|
	assistanceInformationFeedback 			|
	positioningInformationUpdate			|
	measurementReport						|
	measurementUpdate						|
	measurementAbort						|
	measurementFailureIndication,
	...

}


-- **************************************************************
--
-- Interface Elementary Procedures
--
-- **************************************************************

e-CIDMeasurementInitiation NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementInitiationRequest
	SUCCESSFUL OUTCOME		E-CIDMeasurementInitiationResponse
	UNSUCCESSFUL OUTCOME	E-CIDMeasurementInitiationFailure
	PROCEDURE CODE			id-e-CIDMeasurementInitiation
	CRITICALITY				reject
}

e-CIDMeasurementFailureIndication NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementFailureIndication
	PROCEDURE CODE			id-e-CIDMeasurementFailureIndication
	CRITICALITY				ignore
}

e-CIDMeasurementReport NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementReport
	PROCEDURE CODE			id-e-CIDMeasurementReport
	CRITICALITY				ignore
}

e-CIDMeasurementTermination NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		E-CIDMeasurementTerminationCommand
	PROCEDURE CODE			id-e-CIDMeasurementTermination
	CRITICALITY				reject
}

oTDOAInformationExchange NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		OTDOAInformationRequest
	SUCCESSFUL OUTCOME		OTDOAInformationResponse
	UNSUCCESSFUL OUTCOME	OTDOAInformationFailure
	PROCEDURE CODE			id-oTDOAInformationExchange
	CRITICALITY				reject
}

assistanceInformationControl NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		AssistanceInformationControl
	PROCEDURE CODE			id-assistanceInformationControl
	CRITICALITY				reject
}

assistanceInformationFeedback NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		AssistanceInformationFeedback
	PROCEDURE CODE			id-assistanceInformationFeedback
	CRITICALITY				reject
}

errorIndication NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		ErrorIndication
	PROCEDURE CODE			id-errorIndication
	CRITICALITY			ignore
}


privateMessage			NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PrivateMessage
	PROCEDURE CODE			id-privateMessage
	CRITICALITY			ignore
}

positioningInformationExchange	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningInformationRequest
	SUCCESSFUL OUTCOME		PositioningInformationResponse
	UNSUCCESSFUL OUTCOME	PositioningInformationFailure
	PROCEDURE CODE			id-positioningInformationExchange
	CRITICALITY				reject
}

positioningInformationUpdate	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		PositioningInformationUpdate
	PROCEDURE CODE			id-positioningInformationUpdate
	CRITICALITY				ignore
}

measurement	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementRequest
	SUCCESSFUL OUTCOME		MeasurementResponse
	UNSUCCESSFUL OUTCOME	MeasurementFailure
	PROCEDURE CODE			id-Measurement
	CRITICALITY				reject
}

measurementReport	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementReport
	PROCEDURE CODE			id-MeasurementReport
	CRITICALITY				ignore
}

measurementUpdate	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementUpdate
	PROCEDURE CODE			id-MeasurementUpdate
	CRITICALITY				ignore
}

measurementAbort	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementAbort
	PROCEDURE CODE			id-MeasurementAbort
	CRITICALITY				ignore
}

measurementFailureIndication	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		MeasurementFailureIndication
	PROCEDURE CODE			id-MeasurementFailureIndication
	CRITICALITY				ignore
}

tRPInformationExchange	NRPPA-ELEMENTARY-PROCEDURE ::= {
	INITIATING MESSAGE		TRPInformationRequest
	SUCCESSFUL OUTCOME		TRPInformationResponse
	UNSUCCESSFUL OUTCOME	TRPInformationFailure
	PROCEDURE CODE			id-tRPInformationExchange
	CRITICALITY				reject
}



END
-- ASN1STOP

NEXT CHANGE
[bookmark: _Toc534903102][bookmark: _Hlk506316534]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NRPPa.
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	E-CID-MeasurementResult,
	OTDOACells,
	OTDOA-Information-Item,
	Measurement-ID,
	MeasurementPeriodicity,
	MeasurementQuantities,
	ReportCharacteristics,
	RequestedSRSTransmissionCharacteristics,
	Cell-Portion-ID,
	OtherRATMeasurementQuantities,
	OtherRATMeasurementResult,
	WLANMeasurementQuantities,
	WLANMeasurementResult,
	Assistance-Information,
	Broadcast,
	AssistanceInformationFailureList,
	SRSConfiguration,
	MeasurementQuantities,
	TRPMeasurementResult,
	TRP-ID,
	TRPInformationType,
	TRPInformationList


	
FROM NRPPA-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-Single-Container{},
	NRPPA-PRIVATE-IES,
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES
FROM NRPPA-Containers

	
	maxnoOTDOAtypes,
	id-Cause,
	id-CriticalityDiagnostics,
	id-LMF-UE-Measurement-ID,
	id-OTDOACells,
	id-OTDOA-Information-Type-Group,
	id-OTDOA-Information-Type-Item,
	id-ReportCharacteristics,
	id-MeasurementPeriodicity,
	id-MeasurementQuantities,
	id-RAN-UE-Measurement-ID,
	id-E-CID-MeasurementResult,
	id-RequestedSRSTransmissionCharacteristics,
	id-Cell-Portion-ID,
	id-OtherRATMeasurementQuantities,
	id-OtherRATMeasurementResult,
	id-WLANMeasurementQuantities,
	id-WLANMeasurementResult,
	id-Assistance-Information,
	id-Broadcast,
	id-AssistanceInformationFailureList,
	id-SRSConfiguration,
	id-MeasurementQuantities,
	id-MeasurementResult,
	id-TRP-ID,
	id-TRPInformationType,
	id-TRPInformationList


	
FROM NRPPA-Constants;

UNCHANGED PART OMITTED

-- **************************************************************
--
-- OTDOA INFORMATION FAILURE
--
-- **************************************************************

OTDOAInformationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{OTDOAInformationFailure-IEs}},
	...
}


OTDOAInformationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- ASSISTANCE INFORMATION CONTROL
--
-- **************************************************************

AssistanceInformationControl ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{AssistanceInformationControl-IEs}},
	...
}

AssistanceInformationControl-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Assistance-Information	CRITICALITY reject	TYPE Assistance-Information		PRESENCE optional}|
	{ ID id-Broadcast				CRITICALITY reject	TYPE Broadcast					PRESENCE optional},
	...
}

-- **************************************************************
--
-- ASSISTANCE INFORMATION FEEDBACK
--
-- **************************************************************

AssistanceInformationFeedback ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{AssistanceInformationFeedback-IEs}},
	...
}

AssistanceInformationFeedback-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-AssistanceInformationFailureList	CRITICALITY reject	TYPE AssistanceInformationFailureList	PRESENCE optional}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional},
	...
}

-- **************************************************************
--
-- ERROR INDICATION
--
-- **************************************************************

ErrorIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ErrorIndication-IEs}},
	...
}

ErrorIndication-IEs NRPPA-PROTOCOL-IES ::= {
	
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause						PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics	PRESENCE optional},
	...
}

-- **************************************************************
--
-- PRIVATE MESSAGE
--
-- **************************************************************

PrivateMessage ::= SEQUENCE {
	privateIEs		PrivateIE-Container	{{PrivateMessage-IEs}},
	...
}

PrivateMessage-IEs NRPPA-PRIVATE-IES ::= {
	...
}


	...-- **************************************************************
--
-- POSITIONING INFORMATION REQUEST
--
-- **************************************************************

PositioningInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationRequest-IEs}},
	...
}

PositioningInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-RequestedSRSTransmissionCharacteristics	CRITICALITY ignore	TYPE RequestedSRSTransmissionCharacteristics	PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION RESPONSE
--
-- **************************************************************

PositioningInformationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationResponse-IEs}},
	...
}

PositioningInformationResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION FAILURE
--
-- **************************************************************

PositioningInformationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{PositioningInformationFailure-IEs}},
	...
}

PositioningInformationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING INFORMATION UPDATE
--
-- **************************************************************

PositioningInformationUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{PositioningInformationUpdate-IEs}},
	...
}

PositioningInformationUpdate-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT REQUEST
--
-- **************************************************************

MeasurementRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementRequest-IEs}},
	...
}

MeasurementRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID			CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
--	{ ID id-TRP-MeasurementRequestList		CRITICALITY reject	TYPE TRP-MeasurementRequestList PRESENCE FFS}|
	{ ID id-ReportCharacteristics			CRITICALITY reject	TYPE ReportCharacteristics		PRESENCE mandatory}|
	{ ID id-MeasurementPeriodicity			CRITICALITY reject	TYPE MeasurementPeriodicity		PRESENCE conditional}|
-- The IE shall be present if the Report Characteritics IE is set to “periodic” –
	{ ID id-MeasurementQuantities			CRITICALITY reject	TYPE MeasurementQuantities		PRESENCE mandatory}|
	{ ID id-SRSConfiguration				CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT RESPONSE
--
-- **************************************************************

MeasurementResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementResponse-IEs}},
	...
}

MeasurementResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
--	{ ID id-TRP-MeasurementResponseList	CRITICALITY reject	TYPE TRP-MeasurementResponseList PRESENCE FFS}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT FAILURE
--
-- **************************************************************

MeasurementFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{MeasurementFailure-IEs}},
	...
}

MeasurementFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT REPORT
--
-- **************************************************************

MeasurementReport ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementReport-IEs}},
	...
}

MeasurementReport-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
--	{ ID id-TRP-ID						CRITICALITY reject	TYPE TRP-ID						PRESENCE FFS}|
	{ ID id-MeasurementResult			CRITICALITY reject	TYPE TRPMeasurementResult		PRESENCE optional},

	...
}

-- **************************************************************
--
-- MEASUREMENT UPDATE
--
-- **************************************************************

MeasurementUpdate ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementUpdate-IEs}},
	...
}

MeasurementUpdate-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
--	{ ID id-TRP-ID						CRITICALITY reject	TYPE TRP-ID						PRESENCE FFS}|
	{ ID id-SRSConfiguration			CRITICALITY ignore	TYPE SRSConfiguration			PRESENCE optional},
	...
}

-- **************************************************************
--
-- MEASUREMENT ABORT
--
-- **************************************************************

MeasurementAbort ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{MeasurementAbort-IEs}},
	...
}

MeasurementAbort-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory},

	...
}

-- **************************************************************
--
-- MEASUREMENT FAILURE INDICATION
--
-- **************************************************************

MeasurementFailureIndication ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{MeasurementFailureIndication-IEs}},
	...
}

MeasurementFailureIndication-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-LMF-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-RAN-UE-Measurement-ID		CRITICALITY reject	TYPE Measurement-ID				PRESENCE mandatory}|
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- TRP INFORMATION REQUEST
--
-- **************************************************************

TRPInformationRequest ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{TRPInformationRequest-IEs}},
	...
}

TRPInformationRequest-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-TRPInformationType		CRITICALITY reject	TYPE TRPInformationType		PRESENCE mandatory},
	...
}

-- **************************************************************
--
-- TRP INFORMATION RESPONSE
--
-- **************************************************************

TRPInformationResponse ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{TRPInformationResponse-IEs}},
	...
}

TRPInformationResponse-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-TRPInformationList				CRITICALITY ignore	TYPE TRPInformationList			PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- TRP INFORMATION FAILURE
--
-- **************************************************************

TRPInformationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{TRPInformationFailure-IEs}},
	...
}

TRPInformationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause						CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}



END
-- ASN1STOP

NEXT CHANGE
[bookmark: _Toc534903103]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NRPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-MeasurementQuantities-Item,
	maxCellinRANnode,
	maxCellReport,
	maxNrOfErrors,
	maxNoMeas,
	maxnoOTDOAtypes,
	maxServCell,
	id-OtherRATMeasurementQuantities-Item,
	id-WLANMeasurementQuantities-Item,
	maxGERANMeas,
	maxUTRANMeas,
	maxWLANchannels,
	maxnoFreqHoppingBandsMinusOne,
	id-TDD-Config-EUTRA-Item,
	maxNrOfPosSImessage,
	maxnoAssistInfoFailureListItems,
	maxNrOfSegments,
	maxNrOfPosSIBs,
	maxnoMeas,
	maxnoTRPs,
	maxnoTRPInfoTypes,
	maxNoOfMeasTRPs,
	maxNoPath




FROM NRPPA-Constants

	Criticality,
	NRPPATransactionID,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage

FROM NRPPA-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Single-Container{},
	
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES

FROM NRPPA-Containers;

-- A

-- Editor’s Note: Details of the following IEs are FFS pending RAN2 progress

AdditionalPathLoss ::= SEQUENCE (SIZE (1.. maxNoPath)) OF AdditionalPathLossItem


AdditionalPathLossItem ::= SEQUENCE {
	relativeTimeOfPath	FFS,
	pathQuality			FFS	OPTIONAL,
	...
}


Assistance-Information ::= SEQUENCE {
	systemInformation				SystemInformation,
	iE-Extensions					ProtocolExtensionContainer { { Assistance-Information-ExtIEs} } OPTIONAL,
	...
}

Assistance-Information-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

AssistanceInformationFailureList ::= SEQUENCE (SIZE (1..maxnoAssistInfoFailureListItems)) OF SEQUENCE {
	posSIB-Type						PosSIB-Type,
	outcome							Outcome,
	iE-Extensions					ProtocolExtensionContainer { {AssistanceInformationFailureList-ExtIEs} }	OPTIONAL,
	...
}

AssistanceInformationFailureList-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

AssistanceInformationMetaData ::= SEQUENCE {
	encrypted			ENUMERATED {true, ...}	OPTIONAL,
	gNSSID				ENUMERATED {gps, sbas, gzss, galileo, glonass, bds, ...}	OPTIONAL,
	sBASID				ENUMERATED {waas, egnos, msas, gagan, ...}					OPTIONAL,
	areaScope			ENUMERATED {true, ...}										OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { AssistanceInformationMetaData-ExtIEs} }	OPTIONAL,
	...
}

AssistanceInformationMetaData-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

-- B

BCCH ::= INTEGER (0..1023, ...)

Broadcast ::= ENUMERATED {
	start,
	stop,
	...
}

-- Editor’s Note: Details of this IE are FFS pending RAN2 progress
BroadcastPeriodicity ::= ENUMERATED {
	ms80,
	ms160,
	ms320,
	ms640,
	ms1280,
	ms2560,
	ms5120,
	...
}

BSSID ::= OCTET STRING (SIZE(6))

-- C

UNCHANGED PART OMITTED
-- M

Measurement-ID ::= INTEGER (1..15, ...)65535, ...) FFS

MeasurementPeriodicity ::= ENUMERATED {
	ms120,
	ms240,
	ms480,
	ms640,
	ms1024,
	ms2048,
	ms5120,
	ms10240,
	min1,
	min6,
	min12,
	min30,
	min60,
	...
}

MeasurementQuantities ::= SEQUENCE (SIZE (1.. maxNoMeas)) OF ProtocolIE-Single-Container { {MeasurementQuantities-ItemIEs} }

MeasurementQuantities-ItemIEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-MeasurementQuantities-Item	CRITICALITY reject	TYPE MeasurementQuantities-Item		PRESENCE mandatory}
}

MeasurementQuantities-Item ::= SEQUENCE {
	measurementQuantitiesValue					MeasurementQuantitiesValue,
	iE-Extensions								ProtocolExtensionContainer { { MeasurementQuantitiesValue-ExtIEs} } OPTIONAL,
	...
}

MeasurementQuantitiesValue-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

MeasurementQuantitiesValue ::= ENUMERATED {
	cell-ID,
	angleOfArrival,
	timingAdvanceType1,
	timingAdvanceType2,
	rSRP,
	rSRQ,
	...
}

MeasuredResults ::= SEQUENCE (SIZE (1.. maxNoMeas)) OF MeasuredResultsValue

MeasuredResultsValue ::= CHOICE { 
	valueAngleOfArrival-EUTRA				INTEGER (0..719),
	valueTimingAdvanceType1-EUTRA			INTEGER (0..7690),
	valueTimingAdvanceType2-EUTRA			INTEGER (0..7690),
	resultRSRP-EUTRA						ResultRSRP-EUTRA,
	resultRSRQ-EUTRA						ResultRSRQ-EUTRA,
	measuredResultsValue-Extension			ProtocolIE-Single-Container {{ MeasuredResultsValue-ExtensionIE }}
}

MeasuredResultsValue-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	...
}

TrpMeasurementQuantities ::= SEQUENCE (SIZE (1.. maxnoMeas)) OF TrpMeasurementQuantities-Item

TrpMeasurementQuantities-Item ::= SEQUENCE {
	measurementQuantitiesValue							TrpMeasurementQuantitiesValue,
	iE-Extensions										ProtocolExtensionContainer { { TrpMeasurementQuantitiesValue-ExtIEs} } OPTIONAL,
	...
}

TrpMeasurementQuantitiesValue-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TrpMeasurementQuantitiesValue ::= ENUMERATED {
	gNB-RxTxTimeDiff,
	ul-srs-rsrp,
	ul-aoa,
	ul-rtoa,
-- other items to be added here
	...
}

TrpMeasurementResult ::= SEQUENCE (SIZE (1.. maxnoMeas)) OF TrpMeasurementResultItem
TrpMeasurementResultItem ::= SEQUENCE {
	measuredResultsValue				TrpMeasuredResultsValue,
	timeStamp							TimeStamp								OPTIONAL,
	measurementQuality					TrpMeasurementQuality						OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer {{TrpMeasurementResultItem-ExtIEs}}		OPTIONAL,
	...
}

TrpMeasurementResultItem-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TrpMeasuredResultsValue ::= CHOICE {
	uL-AngleOfArrival	UL-AoA,
	uL-SRS-RSRP			UL-SRS-RSRP,
	uL-RTOA				UL-RTOAMeasurement,
	gNB-RxTxTimeDiff	GNB-RxTxTimeDiff,
	...
}

TrpMeasurementQuality ::= SEQUENCE {
-- IE contents are FFS pending RAN2
	...
}

UNCHANGED PART OMITTED
-- G

GeographicalCoordinates ::= SEQUENCE {
-- IE contents are FFS pending RAN2
	...
}

GNB-RxTxTimeDiff ::= SEQUENCE {
-- Further details are FFS pending RAN2
	rxTxTimeDiff		INTEGER (0..FFS),
	additionalPathLoss	AdditionalPathLoss	OPTIONAL,
	...
}

UNCHANGED PART OMITTED


OtherRATMeasurementResult ::= SEQUENCE (SIZE (1.. maxNoMeas)) OF OtherRATMeasuredResultsValue

OtherRATMeasuredResultsValue ::= CHOICE {
	resultGERAN									ResultGERAN,
	resultUTRAN									ResultUTRAN,
	otherRATMeasuredResultsValue-Extension		ProtocolIE-Single-Container {{ OtherRATMeasuredResultsValue-ExtensionIE }}
}


OtherRATMeasuredResultsValue-ExtensionIE NRPPA-PROTOCOL-IES ::= {
	...
}

Outcome ::= ENUMERATED {
		failed,
		...
}

-- P

PCI-EUTRA ::= INTEGER (0..503, ...)

PhysCellIDGERAN ::= INTEGER (0..63, ...)

PhysCellIDUTRA-FDD ::= INTEGER (0..511, ...)

PhysCellIDUTRA-TDD ::= INTEGER (0..127, ...)

PLMN-Identity ::= OCTET STRING (SIZE(3))

-- Editor’s Note: Details of the following IEs are FFS pending RAN2 progress
PosSIBs ::= SEQUENCE (SIZE (1.. maxNrOfPosSIBs)) OF SEQUENCE {
	posSIB-Type						PosSIB-Type,
	posSIB-Segments					PosSIB-Segments,
	assistanceInformationMetaData	AssistanceInformationMetaData	OPTIONAL,
	broadcastPriority				INTEGER (1..16,...)				OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { PosSIBs-ExtIEs} }	OPTIONAL,
	...
}

PosSIBs-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PosSIB-Segments ::= SEQUENCE (SIZE (1.. maxNrOfSegments)) OF SEQUENCE {
	assistanceDataSIBelement			OCTET STRING,
	iE-Extensions						ProtocolExtensionContainer { { PosSIB-Segments-ExtIEs} }	OPTIONAL,
	...
}

PosSIB-Segments-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

PosSIB-Type ::= ENUMERATED {
	posSibType1-1, 
	posSibType1-2, 
	posSibType1-3, 
	posSibType1-4, 
	posSibType1-5,
	posSibType1-6, 
	posSibType1-7, 
	posSibType2-1, 
	posSibType2-2, 
	posSibType2-3,
	posSibType2-4, 
	posSibType2-5, 
	posSibType2-6, 
	posSibType2-7, 
	posSibType2-8,
	posSibType2-9, 
	posSibType2-10, 
	posSibType2-11, 
	posSibType2-12, 
	posSibType2-13, 
	posSibType2-14, 
	posSibType2-15, 
	posSibType2-16,
	posSibType2-17, 
	posSibType2-18, 
	posSibType2-19, 
	posSibType2-20, 
	posSibType2-21, 
	posSibType2-22, 
	posSibType2-23, 
	posSibType3-1, 
	posSibType3-2, 
	posSibType3-3, 
	posSibType4-1,
	posSibType5-1, 
	...
}

PRS-Bandwidth-EUTRA ::= ENUMERATED {
		bw6,
		bw15,
		bw25,
		bw50,
		bw75,
		bw100,
		...
}

PRSConfiguration ::= SEQUENCE {
-- IE contents are FFS pending RAN2
	...
}


UNCHANGED PART OMITTED
-- Q

-- R

ReportCharacteristics ::= ENUMERATED {
	onDemand,
	periodic,
	...
}

[bookmark: _Hlk515361576]RequestedSRSTransmissionCharacteristics ::= SEQUENCE {
	numberOfTransmissions	INTEGER (0..500, ...),
	bandwidth				INTEGER (1..100, ...),
	iE-Extensions			ProtocolExtensionContainer { { RequestedSRSTransmissionCharacteristics-ExtIEs} } OPTIONAL,
	...
}

RequestedSRSTransmissionCharacteristics-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
-- IE contents are FFS pending RAN2
}

ResultRSRP-EUTRA ::= SEQUENCE (SIZE (1.. maxCellReport)) OF ResultRSRP-EUTRA-Item

ResultRSRP-EUTRA-Item ::= SEQUENCE {
	pCI-EUTRA			PCI-EUTRA,
	eARFCN				EARFCN,
	cGI-EUTRA			CGI-EUTRA OPTIONAL,
	valueRSRP-EUTRA		ValueRSRP-EUTRA,
	iE-Extensions		ProtocolExtensionContainer { { ResultRSRP-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

ResultRSRP-EUTRA-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultRSRQ-EUTRA ::= SEQUENCE (SIZE (1.. maxCellReport)) OF ResultRSRQ-EUTRA-Item

ResultRSRQ-EUTRA-Item ::= SEQUENCE {
	pCI-EUTRA			PCI-EUTRA,
	eARFCN				EARFCN,
	cGI-UTRA			CGI-EUTRA OPTIONAL,
	valueRSRQ-EUTRA		ValueRSRQ-EUTRA,
	iE-Extensions		ProtocolExtensionContainer { { ResultRSRQ-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

ResultRSRQ-EUTRA-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultGERAN ::= SEQUENCE (SIZE (1.. maxGERANMeas)) OF ResultGERAN-Item

ResultGERAN-Item ::= SEQUENCE {
	bCCH				BCCH,
	physCellIDGERAN		PhysCellIDGERAN,
	rSSI				RSSI,
	iE-Extensions		ProtocolExtensionContainer { { ResultGERAN-Item-ExtIEs} } OPTIONAL,
	...
}

ResultGERAN-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

ResultUTRAN ::= SEQUENCE (SIZE (1.. maxUTRANMeas)) OF ResultUTRAN-Item

ResultUTRAN-Item ::= SEQUENCE {
	uARFCN				UARFCN,
	physCellIDUTRAN		CHOICE {
		physCellIDUTRA-FDD		PhysCellIDUTRA-FDD,
		physCellIDUTRA-TDD		PhysCellIDUTRA-TDD
	},
	uTRA-RSCP			UTRA-RSCP OPTIONAL,
	uTRA-EcN0			UTRA-EcN0 OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { { ResultUTRAN-Item-ExtIEs} } OPTIONAL,
	...
}

ResultUTRAN-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

RSSI ::= INTEGER (0..63, ...)


-- S

SRSConfiguration ::= SEQUENCE {
-- IE contents are FFS pending RAN2
	...
}

SFNInitialisationTime-EUTRA ::= BIT STRING (SIZE (64))

SpatialDirectionInformation ::= SEQUENCE {
-- IE contents are FFS pending RAN2
	...
}


SSBConfiguration ::= SEQUENCE {
-- IE contents are FFS pending RAN2
	...
}


SSID ::= OCTET STRING (SIZE(1..32))

SystemInformation ::= SEQUENCE (SIZE (1.. maxNrOfPosSImessage)) OF SEQUENCE {
	broadcastPeriodicity				BroadcastPeriodicity,
	posSIBs								PosSIBs,
	iE-Extensions						ProtocolExtensionContainer { { SystemInformation-ExtIEs} }	OPTIONAL,
	...
}

SystemInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}


-- T

TAC ::= OCTET STRING (SIZE(3))

TDD-Config-EUTRA-Item ::= SEQUENCE {
	subframeAssignment			ENUMERATED { sa0, sa1, sa2, sa3, sa4, sa5, sa6, ... },
	iE-Extensions				ProtocolExtensionContainer { { TDD-Config-EUTRA-Item-Item-ExtIEs } } OPTIONAL,
	...
}

TDD-Config-EUTRA-Item-Item-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TimingInformation ::= SEQUENCE {
-- IE contents are FFS pending RAN2
	...
}


TimeStamp ::= SEQUENCE {
-- IE contents are FFS pending RAN2
	...
}


TP-ID-EUTRA ::= INTEGER (0..4095, ...)

TP-Type-EUTRA ::= ENUMERATED { prs-only-tp, ... }

TRP-MeasurementRequestList ::= SEQUENCE (SIZE (1..maxNoOfMeasTRPs)) OF TRP-MeasurementRequestItem

TRP-MeasurementRequestItem ::= SEQUENCE {
	tRP-ID							TRP-ID, 
	...
}

TRP-MeasurementResponseList ::= SEQUENCE (SIZE (1..maxNoOfMeasTRPs)) OF TRP-MeasurementResponseItem

TRP-MeasurementResponseItem ::= SEQUENCE {
	tRP-ID							TRP-ID, 
	measurementResult				TrpMeasurementResult	OPTIONAL,
	...
}

TRPInformationList ::= SEQUENCE (SIZE (1.. maxnoTRPs)) OF SEQUENCE {
	tRP-ID							TRP-ID,
	tRPInformation					TRPInformation,
	iE-Extensions					ProtocolExtensionContainer { {TRPInformation-ExtIEs} } OPTIONAL,
	...
}

TRPInformation-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

TRPInformation ::= SEQUENCE (SIZE (1..maxnoTRPInfoTypes)) OF TRPInformationItem

TRPInformationItem ::= CHOICE {
	prsid										INTEGER  (0..255),
	pCI-NR										INTEGER  (0..1007),
	nG-RAN-CGI									NG-RAN-CGI,
	aRFCN										INTEGER (0..3279165), 
	timingInformation							TimingInformation,
	pRSConfiguration							PRSConfiguration,
	sSBConfiguration							SSBConfiguration,
	sFNInitializationTime						BIT STRING (SIZE(64)),
	spatialDirectionInformation					SpatialDirectionInformation,
	geographicalCoordinates						GeographicalCoordinates,
	...
-- other IEs to be added later
}

TRPInformationType ::= SEQUENCE (SIZE(1.. maxnoTRPInfoTypes)) OF TRPInformationTypeItem

TRPInformationTypeItem ::= ENUMERATED {
		prsid,
		nrPCI,
		nG-RAN-CGI,
		arfcn, 
		timingInfo,
		pRSConfig,
		sSBConfig,
		sFNInitTime,
		spatialDirectInfo,
		geoCoord,
-- other items to be added here
		...
}

TRPList ::= SEQUENCE (SIZE(1.. maxnoTRPs)) OF TRPItem

TRPItem ::= SEQUENCE {
		tRP-ID		TRP-ID,
		...
}


TRP-ID ::= INTEGER (1.. maxnoTRPs, ...)

TypeOfError ::= ENUMERATED {
	not-understood,
	missing,
	...
}

-- U

UARFCN ::= INTEGER (0..16383, ...)

UTRA-EcN0 ::= INTEGER (0..49, ...)

UTRA-RSCP ::= INTEGER (-5..91, ...)



UL-AoA ::= SEQUENCE {
-- IE contents are FFS pending RAN2
	...
}


UL-RTOAMeasurement ::= SEQUENCE {
-- IE contents are FFS pending RAN2
		additionalPathLoss	AdditionalPathLoss	OPTIONAL,
	...
}


UL-SRS-RSRP::= INTEGER (0..127, ...)	Comment by Ericsson User: ADDED


UNCHANGED PART OMITTED
NEXT CHANGE
[bookmark: _Toc534903105][bookmark: _Hlk506316802]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NRPPA-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID
FROM NRPPA-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-errorIndication												ProcedureCode ::= 0
id-privateMessage												ProcedureCode ::= 1
id-e-CIDMeasurementInitiation									ProcedureCode ::= 2
id-e-CIDMeasurementFailureIndication							ProcedureCode ::= 3
id-e-CIDMeasurementReport										ProcedureCode ::= 4
id-e-CIDMeasurementTermination									ProcedureCode ::= 5
id-oTDOAInformationExchange										ProcedureCode ::= 6
id-assistanceInformationControl									ProcedureCode ::= a
id-assistanceInformationFeedback								ProcedureCode ::= b
id-positioningInformationExchange								ProcedureCode ::= c
id-positioningInformationUpdate									ProcedureCode ::= d
id-Measurement													ProcedureCode ::= e
id-MeasurementReport											ProcedureCode ::= f
id-MeasurementUpdate											ProcedureCode ::= g
id-MeasurementAbort												ProcedureCode ::= h
id-MeasurementFailureIndication									ProcedureCode ::= i 
id-tRPInformationExchange										ProcedureCode ::= j


-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNrOfErrors								INTEGER ::= 256
maxCellinRANnode							INTEGER ::= 3840
maxNoMeas									INTEGER ::= 63
maxNoPath									INTEGER ::= 2
maxCellReport								INTEGER ::= 9
maxnoOTDOAtypes								INTEGER ::= 63
maxServCell									INTEGER ::= 5
maxGERANMeas								INTEGER ::= 8
maxUTRANMeas								INTEGER ::= 8
maxWLANchannels								INTEGER ::= 16 
maxnoFreqHoppingBandsMinusOne				INTEGER ::= 7
maxNrOfPosSImessage							INTEGER ::= 32
maxnoAssistInfoFailureListItems				INTEGER ::= 32
maxNrOfSegments								INTEGER ::= 64
[bookmark: _Hlk515623150]maxNrOfPosSIBs								INTEGER ::= 32 
maxnoMeas									INTEGER ::= 999		-- dummy value, real value is FFS
maxNoOfMeasTRPs								INTEGER ::= 16
maxnoTRPs									INTEGER ::= 16384
maxnoTRPInfoTypes							INTEGER ::= 999		-- dummy value, real value is FFS


-- **************************************************************
--
-- IEs
--
-- **************************************************************

id-Cause														ProtocolIE-ID ::= 0
id-CriticalityDiagnostics										ProtocolIE-ID ::= 1
id-LMF-UE-Measurement-ID										ProtocolIE-ID ::= 2
id-ReportCharacteristics										ProtocolIE-ID ::= 3
id-MeasurementPeriodicity										ProtocolIE-ID ::= 4
id-MeasurementQuantities										ProtocolIE-ID ::= 5
id-RAN-UE-Measurement-ID										ProtocolIE-ID ::= 6
id-E-CID-MeasurementResult										ProtocolIE-ID ::= 7
id-OTDOACells													ProtocolIE-ID ::= 8
id-OTDOA-Information-Type-Group									ProtocolIE-ID ::= 9
id-OTDOA-Information-Type-Item									ProtocolIE-ID ::= 10
id-MeasurementQuantities-Item									ProtocolIE-ID ::= 11
id-RequestedSRSTransmissionCharacteristics						ProtocolIE-ID ::= 12
id-Cell-Portion-ID												ProtocolIE-ID ::= 14
id-OtherRATMeasurementQuantities								ProtocolIE-ID ::= 15
id-OtherRATMeasurementQuantities-Item							ProtocolIE-ID ::= 16
id-OtherRATMeasurementResult									ProtocolIE-ID ::= 17
id-WLANMeasurementQuantities									ProtocolIE-ID ::= 19
id-WLANMeasurementQuantities-Item								ProtocolIE-ID ::= 20
id-WLANMeasurementResult										ProtocolIE-ID ::= 21
id-TDD-Config-EUTRA-Item										ProtocolIE-ID ::= 22
id-Assistance-Information										ProtocolIE-ID ::= xx
id-Broadcast													ProtocolIE-ID ::= xy
[bookmark: _Hlk515611030]id-AssistanceInformationFailureList								ProtocolIE-ID ::= xz
id-SRSConfiguration												ProtocolIE-ID ::= yx
id-UL-RTOAMeasurement											ProtocolIE-ID ::= yy 
id-MeasurementResult											ProtocolIE-ID ::= z5
id-TRP-ID														ProtocolIE-ID ::= z1
id-TRPInformationType											ProtocolIE-ID ::= z2
id-TRPInformationList											ProtocolIE-ID ::= z3



END
-- ASN1STOP


