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[bookmark: _Toc5646123]Change Start
[bookmark: _Toc20955741][bookmark: _Toc20955742]8.2.3	F1 Setup 
8.2.3.1	General
The purpose of the F1 Setup procedure is to exchange application level data needed for the gNB-DU and the gNB-CU to correctly interoperate on the F1 interface. This procedure shall be the first F1AP procedure triggered for the F1-C interface instance after a TNL association has become operational.
NOTE:	If F1-C signalling transport is shared among multiple F1-C interface instances, one F1 Setup procedure is issued per F1-C interface instance to be setup, i.e. several F1 Setup procedures may be issued via the same TNL association after that TNL association has become operational.
The procedure uses non-UE associated signalling.
This procedure erases any existing application level configuration data in the two nodes and replaces it by the one received. This procedure also re-initialises the F1AP UE-related contexts (if any) and erases all related signalling connections in the two nodes like a Reset procedure would do. 
[bookmark: _Toc20955743]8.2.3.2	Successful Operation


Figure 8.2.3.2-1: F1 Setup procedure: Successful Operation
The gNB-DU initiates the procedure by sending a F1 SETUP REQUEST message including the appropriate data to the gNB-CU. The gNB-CU responds with a F1 SETUP RESPONSE message including the appropriate data.
The exchanged data shall be stored in respective node and used as long as there is an operational TNL association. When this procedure is finished, the F1 interface is operational and other F1 messages may be exchanged.
If the F1 SETUP REQUEST message contains the gNB-DU Name IE, the gNB-CU may use this IE as a human readable name of the gNB-DU.
If the F1 SETUP REQUEST message contains the gNB-DU Served Cells List IE, the gNB-CU shall take into account as specified in TS 38.401 [4].
For NG-RAN, the gNB-DU shall include the gNB-DU System Information IE and the TAI Slice Support List IE.
The gNB-CU may include the Cells to be Activated List IE in the F1 SETUP RESPONSE message. The Cells to be Activated List IE includes a list of cells that the gNB-CU requests the gNB-DU to activate. The gNB-DU shall activate the cells included in the Cells to be Activated List IE and reconfigure the physical cell identity for cells for which the NR PCI IE is included. 
For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the F1 SETUP RESPONSE message.
For NG-RAN, the gNB-DU may include the RAN Area Code IE in the F1 SETUP REQUEST message. The gNB-CU may use it according to TS 38.300 [6].
For NG-RAN, the gNB-CU may include Available PLMN List IE, and optionally also Extended Available PLMN List IE, if the available PLMN(s) are different from what gNB-DU has provided in F1 SETUP REQUEST message, gNB-DU shall take this into account and only broadcast the PLMN(s) included in the received Available PLMN list(s).
The Latest RRC Version Enhanced IE shall be included in the F1 SETUP REQUEST message and in the F1 SETUP RESPONSE message.
If in F1 SETUP REQUEST message, the Cell Direction IE is present, the gNB-CU should use it to understand whether the cell is for UL or DL only. If in F1 SETUP REQUEST message, the Cell Direction IE is omitted in the Served Cell Information IE it shall be interpreted as that the Cell Direction is Bi-directional.
If the Intended TDD DL-UL Configuration IE is present in the F1 SETUP REQUEST message, the receiving gNB-CU shall use the received information for Cross Link Interference management. The gNB-CU may merge the Intended TDD DL-UL Configuration information received from two or more gNB-DUs. The gNB-CU shall consider the received Neighbour Cell Information List IE content valid until reception of an update of the IE for the same cell(s).
If the Aggressor gNB Set ID IE is included in the Served Cell Information IE, the gNB-CU shall, if supported, take it into account.
If the Victim gNB Set ID IE is included in the Served Cell Information IE, the gNB-CU shall, if supported, take it into account.
If the F1 SETUP REQUEST message contains the Transport Layer Addresses Info IE, the gNB-CU shall, if supported, take into account for IPSec tunnel establishment.
If the F1 SETUP RESPONSE message contains the Transport Layer Addresses Info IE, the gNB-DU shall, if supported, take into account for IPSec tunnel establishment.
If the CLI SRS Resource Configuration NR IE is present in the F1 SETUP REQUEST message, the receiving gNB-CU shall use the received information for Cross Link Interference management. The gNB-CU may merge the CLI SRS Resource Configuration received from two or more gNB-DUs. The gNB-CU shall consider the received CLI SRS Resource Configuration NR IE content valid until reception of an update of the IE for the same cell(s).

[bookmark: _Toc20955744]8.2.3.3	Unsuccessful Operation


Figure 8.2.3.3-1: F1 Setup procedure: Unsuccessful Operation
If the gNB-CU cannot accept the setup, it should respond with a F1 SETUP FAILURE and appropriate cause value.
If the F1 SETUP FAILURE message includes the Time To Wait IE, the gNB-DU shall wait at least for the indicated time before reinitiating the F1 setup towards the same gNB-CU.
[bookmark: _Toc20955745]8.2.3.4	Abnormal Conditions
Not applicable.

[bookmark: _Toc20955746][bookmark: _Toc5646128]Next Change
[bookmark: _Toc29892840][bookmark: _Toc20955749]8.2.4	gNB-DU Configuration Update
[bookmark: _Toc29892841][bookmark: _Toc20955747]8.2.4.1	General
The purpose of the gNB-DU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and the gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
[bookmark: _Toc29892842][bookmark: _Toc20955748]8.2.4.2	Successful Operation
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Figure 8.2.4.2-1: gNB-DU Configuration Update procedure: Successful Operation
The gNB-DU initiates the procedure by sending a GNB-DU CONFIGURATION UPDATE message to the gNB-CU including an appropriate set of updated configuration data that it has just taken into operational use. The gNB-CU responds with GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall interpret that the corresponding configuration data is not changed and shall continue to operate the F1-C interface with the existing related configuration data.
The updated configuration data shall be stored in both nodes and used as long as there is an operational TNL association or until any further update is performed.
If gNB-DU ID IE is contained in the GNB-DU CONFIGURATION UPDATE message for a newly established SCTP association, the gNB-CU will associate this association with the related gNB-DU.
If Served Cells To Add Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall add cell information according to the information in the Served Cell Information IE. For NG-RAN, the gNB-DU shall include the gNB-DU System Information IE.
If Served Cells To Modify Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall modify information of cell indicated by Old NR CGI IE according to the information in the Served Cell Information IE and overwrite the served cell information for the affected served cell. Further, if the gNB-DU System Information IE is present the gNB-CU shall store and replace any previous information received.
If Served Cells To Delete Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall delete information of cell indicated by Old NR CGI IE.
If Cells Status Item IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall update the information about the cells, as described in TS 38.401 [4]. If if the Switching Off Ongoing IE is present in the Cells Status Item IE, contained in the GNB-DU CONFIGURATION UPDATE message, and the corresponding Service State IE is set to “Out-of-Service”, the gNB-CU shall ignore the Switching Off Ongoing IE.
If Cells to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall activate the cell indicated by NR CGI IE and reconfigure the physical cell identity for cells for which the NR PCI IE is included.
If Cells to be Activated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.
If Cells to be Deactivated List Item IE is contained in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall deactivate all the cells with NR CGI listed in the IE.
If Dedicated SI Delivery Needed UE List IE is contained in the GNB-DU CONFIGURATION UPDATE message, the gNB-CU should take it into account when informing the UE of the updated system information via the dedicated RRC message.
For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message. The SIB type to Be Updated List IE shall contain the full list of SIBs to be broadcast.
For NG-RAN, the gNB-DU may include the RAN Area Code IE in the GNB-DU CONFIGURATION UPDATE message. The gNB-CU shall store and replace any previously provided RAN Area Code IE by the received RAN Area Code IE.
If Available PLMN List IE, and optionally also Extended Available PLMN List IE, is contained in GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-DU shall overwrite the whole available PLMN list and update the corresponding system information.
If in GNB-DU CONFIGURATION UPDATE message, the Cell Direction IE is present, the gNB-CU should use it to understand whether the cell is for UL or DL only. If in GNB-DU CONFIGURATION UPDATE message, the Cell Direction IE is omitted in the Served Cell Information IE it shall be interpreted as that the Cell Direction is Bi-directional.
If the GNB-DU CONFIGURATION UPDATE message includes gNB-DU TNL Association To Remove List IE, and the Endpoint IP address IE and the Port Number IE for both TNL endpoints of the TNL association(s) are included in the gNB-DU TNL Association To Remove List IE, the gNB-CU shall, if supported, consider that the TNL association(s) indicated by both received TNL endpoints will be removed by the gNB-DU. If the Endpoint IP address IE, or the Endpoint IP address IE and the Port Number IE for one or both of the TNL endpoints is included in the gNB-DU TNL Association To Remove List IE in GNB-DU CONFIGURATION UPDATE message, the gNB-CU shall, if supported, consider that the TNL association(s) indicated by the received endpoint IP address(es) will be removed by the gNB-DU.
If the Neighbour Cell Information List IE is present in the GNB-DU CONFIGURATION UPDATE message, the receiving gNB-CU shall use the received information for Cross Link Interference management. The gNB-CU may merge the Intended TDD DL-UL Configuration information received from two or more gNB-DUs. The gNB-CU shall consider the received Neighbour Cell Information List IE content valid until reception of an update of the IE for the same cell(s).
If the Aggressor gNB Set ID IE is included in the Served Cell Information IE, the gNB-CU shall, if supported, take it into account.
If the Victim gNB Set ID IE is included in the Served Cell Information IE, the gNB-CU shall, if supported, take it into account.
If the GNB-DU CONFIGURATION UPDATE message includes Transport Layer Addresses Info IE, the gNB-CU shall, if supported, take into account for IPSec tunnel establishment.
If the GNB-DU CONFIGURATION UPDATE ACKNOWLEDGE message includes Transport Layer Addresses Info IE, the gNB-CU shall, if supported, take into account for IPSec tunnel establishment.
If the CLI SRS Resource Configuration NR IE is present in the GNB-DU CONFIGURATION UPDATE message, the receiving gNB-CU shall use the received information for Cross Link Interference management. The gNB-CU may merge the CLI SRS Resource Configuration information received from two or more gNB-DUs. The gNB-CU shall consider the received CLI SRS Resource Configuration NR IE content valid until reception of an update of the IE for the same cell(s).

8.2.4.3	Unsuccessful Operation
[image: ]
Figure 8.2.4.3-1: gNB-DU Configuration Update procedure: Unsuccessful Operation
If the gNB-CU cannot accept the update, it shall respond with a GNB-DU CONFIGURATION UPDATE FAILURE message and appropriate cause value. 
If the GNB-DU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-DU shall wait at least for the indicated time before reinitiating the GNB-DU CONFIGURATION UPDATE message towards the same gNB-CU.
[bookmark: _Toc20955750]8.2.4.4	Abnormal Conditions
 Not applicable.

[bookmark: _Toc20955751]Next Change
[bookmark: _Toc29892845]8.2.5	gNB-CU Configuration Update 
[bookmark: _Toc29892846][bookmark: _Toc20955752]8.2.5.1	General
The purpose of the gNB-CU Configuration Update procedure is to update application level configuration data needed for the gNB-DU and gNB-CU to interoperate correctly on the F1 interface. This procedure does not affect existing UE-related contexts, if any. The procedure uses non-UE associated signalling.
[bookmark: _Toc20955753][bookmark: _Toc29892847]8.2.5.2	Successful Operation
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Figure 8.2.5.2-1: gNB-CU Configuration Update procedure: Successful Operation
The gNB-CU initiates the procedure by sending a GNB-CU CONFIGURATION UPDATE message including the appropriate updated configuration data to the gNB-DU. The gNB-DU responds with a GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message to acknowledge that it successfully updated the configuration data. If an information element is not included in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall interpret that the corresponding configuration data is not changed and shall continue to operate the F1-C interface with the existing related configuration data.
The updated configuration data shall be stored in the respective node and used as long as there is an operational TNL association or until any further update is performed.
If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall activate the cell indicated by NR CGI IE and reconfigure the physical cell identity for which the NR PCI IE is included.
If Cells to be Deactivated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall deactivate the cell indicated by NR CGI IE.
If Cells to be Activated List Item IE is contained in the GNB-CU CONFIGURATION UPDATE message and the indicated cells are already activated, the gNB-DU shall update the cell information received in Cells to be Activated List Item IE.
If the gNB-CU System Information IE is contained in the gNB-CU CONFIGURATION UPDATE message, the gNB-DU shall include the Dedicated SI Delivery Needed UE List IE in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message for UEs that are unable to receive system information from broadcast.
If Dedicated SI Delivery Needed UE List IE is contained in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-CU should take it into account when informing the UE of the updated system information via the dedicated RRC message.
If the gNB-CU TNL Association To Add List IE is contained in the gNB-CU CONFIGURATION UPDATE message, the gNB-DU shall, if supported, use it to establish the TNL association(s) with the gNB-CU. The gNB-DU shall report to the gNB-CU, in the gNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the successful establishment of the TNL association(s) with the gNB-CU as follows:
-	A list of TNL address(es) with which the gNB-DU successfully established the TNL association shall be included in the gNB-CU TNL Association Setup List IE;
-	A list of TNL address(es) with which the gNB-DU failed to establish the TNL association shall be included in the gNB-CU TNL Association Failed To Setup List IE.
If the GNB-CU CONFIGURATION UPDATE message includes gNB-CU TNL Association To Remove List IE, and the Endpoint IP address IE and the Port Number IE for both TNL endpoints of the TNL association(s) are included in the gNB-CU TNL Association To Remove List IE, the gNB-DU shall, if supported, initiate removal of the TNL association(s) indicated by both received TNL endpoints towards the gNB-CU. If the Endpoint IP address IE, or the Endpoint IP address IE and the Port Number IE for one or both of the TNL endpoints is included in the gNB-CU TNL Association To Remove List IE, the gNB-DU shall, if supported, initiate removal of the TNL association(s) indicated by the received endpoint IP address(es).
If the gNB-CU TNL Association To Update List IE is contained in the gNB-CU CONFIGURATION UPDATE message the gNB-DU shall, if supported, overwrite the previously stored information for the related TNL Association(s). 
If the TNL Association usage IE is included in the gNB-CU TNL Association To Add List IE or the gNB-CU TNL Association To Update List IE, the gNB-DU node shall, if supported, use it as described in TS 38.472 [22].
For NG-RAN, the gNB-CU shall include the gNB-CU System Information IE in the GNB-CU CONFIGURATION UPDATE message. The SIB type to Be Updated List IE shall contain the full list of SIBs to be broadcast.
If Protected E-UTRA Resources List IE is contained in the GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall protect the corresponding resource of the cells indicated by E-UTRA Cells List IE for spectrum sharing between E-UTRA and NR.
If the GNB-CU CONFIGURATION UPDATE message contains the Protected E-UTRA Resource Indication IE, the receiving gNB-DU should forward it to lower layers and use it for cell-level resource coordination. The gNB-DU shall consider the received Protected E-UTRA Resource Indication IE when expressing its desired resource allocation during gNB-DU Resource Coordination procedure. The gNB-DU shall consider the received Protected E-UTRA Resource Indication IE content valid until reception of a new update of the IE for the same gNB-DU.
If Available PLMN List IE, and optionally also Extended Available PLMN List IE, is contained in GNB-CU CONFIGURATION UPDATE message, the gNB-DU shall overwrite the whole available PLMN list and update the corresponding system information.
If Cells Failed to be Activated Item IE is contained in the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message, the gNB-CU shall consider that the indicated cells are out-of-service as defined in TS 38.401 [4].
If the Neighbour Cell Information List IE is present in the GNB-CU CONFIGURATION UPDATE message, the receiving gNB-DU shall use the received information for Cross Link Interference management. The gNB-DU shall consider the received Neighbour Cell Information List IE content valid until reception of an update of the IE for the same cell(s). If the Intended TDD DL-UL Configuration NR IE is absent from the Neighbour Cell Information List IE, whereas the corresponding NR CGI IE is present, the receiving gNB-DU shall remove the previously stored Neighbour Cell Information IE corresponding to the NR CGI.
If the GNB-CU CONFIGURATION UPDATE message includes Transport Layer Addresses Info IE, the gNB-DU shall, if supported, take into account for IPSec tunnel establishment.
If the GNB-CU CONFIGURATION UPDATE ACKNOWLEDGE message includes Transport Layer Addresses Info IE, the gNB-DU shall, if supported, take into account for IPSec tunnel establishment.
If the Neighbour CLI SRS Configuration List IE is present in the GNB-CU CONFIGURATION UPDATE message, the receiving gNB-DU shall use the received information for Cross Link Interference management. The gNB-DU shall consider the received Neighbour CLI SRS Configuration List IE content valid until reception of an update of the IE for the same cell(s). If the CLI SRS Resource Configuration NR IE is absent from the Neighbour CLI SRS configuration List IE, whereas the corresponding NR CGI IE is present, the receiving gNB-DU shall remove the previously stored Neighbour CLI SRS Configuration IE corresponding to the NR CGI.
Neighbour CLI SRS configuration List

[bookmark: _Toc20955754]8.2.5.3	Unsuccessful Operation
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Figure 8.2.5.3-1: gNB-CU Configuration Update: Unsuccessful Operation
If the gNB-DU cannot accept the update, it shall respond with a GNB-CU CONFIGURATION UPDATE FAILURE message and appropriate cause value.
If the GNB-CU CONFIGURATION UPDATE FAILURE message includes the Time To Wait IE, the gNB-CU shall wait at least for the indicated time before reinitiating the GNB-CU CONFIGURATION UPDATE message towards the same gNB-DU.
[bookmark: _Toc20955755]8.2.5.4	Abnormal Conditions
Not applicable.

Next Change

[bookmark: _Toc20955862][bookmark: _Toc29892974]9.2.1.10	GNB-CU CONFIGURATION UPDATE
This message is sent by the gNB-CU to transfer updated information associated to an F1-C interface instance.
NOTE:	If F1-C signalling transport is shared among several F1-C interface instances, this message may transfer updated information associated to several F1-C interface instances.
Direction: gNB-CU  gNB-DU
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Cells to be Activated List
	
	0..1
	
	List of cells to be activated or modified
	YES
	reject

	>Cells to be Activated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> NR PCI 
	O
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	>> gNB-CU System Information
	O
	
	9.3.1.42
	RRC container with system information owned by gNB-CU
	YES
	reject

	>>Available PLMN List
	O
	
	9.3.1.65
	
	YES
	ignore

	>>Extended Available PLMN List
	O
	
	9.3.1.76
	This is included if Available PLMN List IE is included and if more than 6 Available PLMNs is to be signalled.
	YES
	ignore

	Cells to be Deactivated List
	
	0..1
	
	List of cells to be deactivated
	YES
	reject

	>Cells to be Deactivated List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	reject

	>> NR CGI
	M
	
	9.3.1.12
	
	-
	

	gNB-CU TNL Association To Add List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Add Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Information
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	M
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	gNB-CU TNL Association To Remove List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Remove Item IEs
	
	1..<maxnoofTNLAssociation>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Transport Layer Address gNB-DU
	O
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-DU.
	YES
	reject

	gNB-CU TNL Association To Update List 
	
	0..1
	
	
	YES
	ignore

	>gNB-CU TNL Association To Update Item IEs
	
	1..<maxnoofTNLAssociations>
	
	
	EACH
	ignore

	>>TNL Association Transport Layer Address
	M
	
	CP Transport Layer Address
9.3.2.4
	Transport Layer Address of the gNB-CU.
	-
	

	>>TNL Association Usage
	O
	
	ENUMERATED (ue, non-ue, both, ...)
	Indicates whether the TNL association is only used for UE-associated signalling, or non-UE-associated signalling, or both. For usage of this IE, refer to TS 38.472 [22].
	-
	

	Cells to be barred List
	
	0..1
	
	List of cells to be barred.

	YES
	ignore

	>Cells to be barred List Item
	
	1.. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>> Cell Barred
	M
	
	ENUMERATED (barred, not-barred, ...)
	
	-
	

	Protected E-UTRA Resources List
	
	0..1
	
	List of Protected E-UTRA Resources.
	YES
	reject

	>Protected E-UTRA Resources List Item
	
	1.. <maxCellineNB>
	
	
	EACH
	reject

	>>Spectrum Sharing Group ID
	M
	
	INTEGER (1.. maxCellineNB)
	Indicates the E-UTRA cells involved in resource coordination with the NR cells affiliated with the same Spectrum Sharing Group ID.
	-
	

	>> E-UTRA Cells List
	
	1
	
	List of applicable E-UTRA cells. 
	-
	

	>>> E-UTRA Cells List Item
	
	1 .. <maxCellineNB>
	
	
	-
	

	>>>>EUTRA Cell ID
	M
	
	BIT STRING (SIZE(28))
	Indicates the E-UTRAN Cell Global Identifier as defined in subclause 9.2.14 in TS 36.423 [9].
	-
	

	>>>>Served E-UTRA  Cell Information
	M
	
	9.3.1.64
	
	-
	

	Neighbour Cell Information List
	
	0..1
	
	
	YES
	ignore

	>Neighbour Cell Information List Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>Intended TDD DL-UL Configuration
	O
	
	9.3.1.89
	
	YES
	ignore

	Transport Layer Addresses Info
	O
	
	Transport Layer Addresses Info 9.3.2.5
	
	YES
	ignore

	Neighbour CLI SRS configuration List
	
	0..1
	
	
	YES
	ignore

	>Neighbour CLI SRS configuration List Item
	
	1 .. <maxCellingNBDU>
	
	
	EACH
	ignore

	>>NR CGI
	M
	
	9.3.1.12
	
	-
	

	>>CLI SRS Resource Configuration NR
	O
	
	OCTET STRING
	Contains the SRS-Config IE as defined in TS 38.331 [8].
	YES
	ignore



	Range bound
	Explanation

	maxCellingNBDU
	Maximum nunmerbs of cells that can be served by a gNB-DU. Value is 512.

	maxnoofTNLAssociations
	Maximum numbers of TNL Associations between the gNB-CU and the gNB-DU. Value is 32.

	maxCellineNB
	Maximum no. cells that can be served by an eNB. Value is 256.



Next Change

[bookmark: _Toc20955914][bookmark: _Toc29893032][bookmark: _Hlk516974468]9.3.1.10	Served Cell Information
This IE contains cell configuration information of a cell in the gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR CGI
	M
	
	9.3.1.12
	
	-
	

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	5GS TAC
	O
	
	9.3.1.29
	5GS Tracking Area Code
	-
	

	Configured EPS TAC
	O
	
	9.3.1.29a
	
	-
	

	Served PLMNs
	
	1..<maxnoofBPLMNs>
	
	Broadcast PLMNs
	-
	

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>TAI Slice Support List
	O
	
	Slice Support List
9.3.1.37
	Supported S-NSSAIs per TA. 
	YES
	ignore

	CHOICE NR-Mode-Info 
	M
	
	
	
	-
	

	>FDD
	
	
	
	
	-
	

	>>FDD Info
	
	1
	
	
	-
	

	>>>UL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>DL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>TDD
	
	
	
	
	-
	

	>>TDD Info
	
	1
	
	
	-
	

	>>> NR FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>> Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>Intended TDD DL-UL Configuration
	O
	
	9.3.1.89
	
	-
	

	>>>CLI SRS Resource Configuration NR
	O
	
	OCTET STRING
	Contains the SRS-Config IE as defined in TS 38.331 [8].
	-
	

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [8].
	-
	

	RANAC
	O
	
	RAN Area Code
9.3.1.57
	
	YES
	ignore

	Extended Served PLMNs List
	
	0..1
	
	This is included if more than 6 Served PLMNs is to be signalled.
	YES
	ignore

	>Extended Served PLMNs Item
	
	1 ..<maxnoofExtendedBPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>>TAI Slice Support List
	O
	
	Slice Support List
9.3.1.37
	Supported S-NSSAIs per TA. 
	-
	

	Cell Direction
	O
	
	9.3.1.78
	
	YES
	ignore

	Cell Type 
	O
	
	9.3.1.87
	
	YES
	ignore

	Broadcast PLMN Identity Info List
	
	0..<maxnoofBPLMNsNR-1>
	
	This IE corresponds to the PLMN-IdentityInfoList IE in SIB1 as specified in TS 38.331 [8]. The PLMN Identities and associated information contained in this IE is provided in the same order as broadcast in SIB1.
	YES
	ignore

	>PLMN Identity List
	M
	
	Available PLMN List
9.3.1.65
	
	-
	

	>Extended PLMN Identity List
	O
	
	Extended Available PLMN List
9.3.1.76
	
	-
	

	>5GS-TAC
	O
	
	OCTET STRING (3)
	
	-
	

	>NR Cell Identity
	M
	
	BIT STRING (36)
	
	-
	

	>RANAC
	O
	
	RAN Area Code
9.3.1.57
	
	-
	

	Aggressor gNB Set ID
	O
	
	9.3.1.93
	This IE indicates the associated aggressor gNB Set ID of the cell
	YES
	ignore

	Victim gNB Set ID
	O
	
	9.3.1.93
	This IE indicates the associated Victim gNB Set ID of the cell
	YES
	ignore



	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.

	maxnoofExtendedBPLMNs
	Maximum no. of Extended Broadcast PLMN Ids. Value is 6.

	maxnoofBPLMNsNR-1
	Maximum no. of PLMN Ids.broadcast in an NR cell minus 1. Value is 11.
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[bookmark: _Toc5646363]9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************
F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	Candidate-SpCell-Item,
	>>>>>>>>>>>>>>>>>>>>>> Skipped text <<<<<<<<<<<<<<<<<<<
	
	GNB-DU-TNL-Association-To-Remove-Item,
	NotificationInformation,
	TraceActivation,
	TraceID,
	Neighbour-Cell-Information-Item,
	SymbolAllocInSlot,
	Slot-Configuration-Item,
	NumDLULSymbols,
	AdditionalRRMPriorityIndex,
	DUCURadioInformationType,
	CUDURadioInformationType,
	Transport-Layer-Addresses-Infom,
     Neighbour-CLI-SRS-Resource-Configuration-Item
	



FROM F1AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-SingleContainer{},
	F1AP-PRIVATE-IES,
	F1AP-PROTOCOL-EXTENSION,
	F1AP-PROTOCOL-IES,

Next Change


FROM F1AP-Containers

	id-Candidate-SpCell-Item,
	id-Candidate-SpCell-List,

	>>>>>>>>>>>>>>>>>>>>>> Skipped text <<<<<<<<<<<<<<<<<<<
	id-GNB-DU-TNL-Association-To-Remove-Item,
	id-GNB-DU-TNL-Association-To-Remove-List,
     id-Neighbour-Cell-Information-List,
	id-Neighbour-Cell-Information-Item,
	id-Slot-Configuration-Item,
	id-SymbolAllocInSlot,
	id-NumDLULSymbols,
	id-AdditionalRRMPriorityIndex,
	id-DUCURadioInformationType,
	id-CUDURadioInformationType,
	id-LowerLayerPresenceStatusChange,
	id-Transport-Layer-Addresses-Info,
     id-Neighbour-CLI-SRS-Resource-Configuration-List,
	id-Neighbour-CLI-SRS-Resource-Configuration-Item,

	maxCellingNBDU,
	maxnoofCandidateSpCells,
	maxnoofDRBs,
	maxnoofErrors,
	maxnoofIndividualF1ConnectionsToReset,
	maxnoofPotentialSpCells,
	maxnoofSCells,
	maxnoofSRBs,
	maxnoofPagingCells,
	maxnoofTNLAssociations,
	maxCellineNB,
	maxnoofUEIDs,
	maxnoofslots



FROM F1AP-Constants;

>>>>>>>>>>>>>>>>>>>>>> Skipped text <<<<<<<<<<<<<<<<<<<
Next Change

-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE ELEMENTARY PROCEDURE
--
-- **************************************************************


-- **************************************************************
--
-- GNB-CU CONFIGURATION UPDATE
--
-- **************************************************************

GNBCUConfigurationUpdate ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       { { GNBCUConfigurationUpdateIEs} },
	...
}


GNBCUConfigurationUpdateIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID							PRESENCE mandatory}|
	{ ID id-Cells-to-be-Activated-List		CRITICALITY reject	TYPE	 Cells-to-be-Activated-List			PRESENCE optional	}|
	{ ID id-Cells-to-be-Deactivated-List		CRITICALITY reject	TYPE	 Cells-to-be-Deactivated-List	        PRESENCE optional}|
	{ ID id-GNB-CU-TNL-Association-To-Add-List	CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-To-Add-List	PRESENCE optional	}|
	{ ID id-GNB-CU-TNL-Association-To-Remove-List	CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-To-Remove-List	 PRESENCE optional}|
	{ ID id-GNB-CU-TNL-Association-To-Update-List	CRITICALITY ignore	TYPE	 GNB-CU-TNL-Association-To-Update-List	 PRESENCE optional}|
	{ ID id-Cells-to-be-Barred-List					CRITICALITY ignore	TYPE	 Cells-to-be-Barred-List			PRESENCE optional	}|
	{ ID id-Protected-EUTRA-Resources-List			CRITICALITY reject	TYPE	 Protected-EUTRA-Resources-List		PRESENCE optional	}|
	{ ID id-Neighbour-Cell-Information-List			CRITICALITY ignore	TYPE	 Neighbour-Cell-Information-List		PRESENCE optional	}|
	{ ID id-Transport-Layer-Addresses-Info			CRITICALITY ignore	TYPE	 Transport-Layer-Addresses-Info		PRESENCE optional	}|
{ ID id-Neighbour-CLI-SRS-Resource-Configuration-List CRITICALITY ignore	TYPE Neighbour-CLI-SRS-Resource-Configuration-List PRESENCE optional},
	...
} 

>>>>>>>>>>>>>>>>>>>>>> Skipped text <<<<<<<<<<<<<<<<<<<

NeighbourCLI-SRS-Resource-Configuration-List ::= SEQUENCE (SIZE(1.. maxCellingNBDU))	OF ProtocolIE-SingleContainer { { CLI-SRS-Resource-Configuration-ItemIEs } }
CLI-SRS-Resource-Configuration-ItemIEs F1AP-PROTOCOL-IES	::= {
	{ ID id-Neighbour-CLI-SRS-Resource-Configuration-Item 	CRITICALITY ignore 	TYPE Neighbour-CLI-SRS-Resource-Configuration-Item							PRESENCE mandatory},
	...
}


Next Change

[bookmark: _Toc5646364]9.4.5	Information Element Definitions
-- ASN1START 
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

F1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS
	id-gNB-CUSystemInformation,
	id-HandoverPreparationInformation,
	id-TAISliceSupportList,
	id-RANAC,
	id-BearerTypeChange,
	id-Cell-Direction,
	id-Cell-Type,
	id-CellGroupConfig,
	id-AvailablePLMNList,
	id-PDUSessionID,
	id-ULPDUSessionAggregateMaximumBitRate, 
	id-DC-Based-Duplication-Configured,
	id-DC-Based-Duplication-Activation,
	id-Duplication-Activation,
	id-DLPDCPSNLength,
	id-ULPDCPSNLength,
	id-RLC-Status,
	id-MeasurementTimingConfiguration,
	id-DRB-Information,
	id-QoSFlowMappingIndication,
	id-ServingCellMO,
	id-RLCMode,
	id-ExtendedServedPLMNs-List,
	id-ExtendedAvailablePLMN-List,
	id-DRX-LongCycleStartOffset,
	id-SelectedBandCombinationIndex,
	id-SelectedFeatureSetEntryIndex,
	id-Ph-InfoSCG,
	id-latest-RRC-Version-Enhanced,
	id-RequestedBandCombinationIndex,
	id-RequestedFeatureSetEntryIndex,
	id-RequestedP-MaxFR2,
	id-DRX-Config,
	id-UEAssistanceInformation,
	id-PDCCH-BlindDetectionSCG,
	id-Requested-PDCCH-BlindDetectionSCG,
	id-BPLMN-ID-Info-List,
	id-NotificationInformation,
	id-TNLAssociationTransportLayerAddressgNBDU,
	id-portNumber,
	id-AdditionalSIBMessageList,
	id-IgnorePRACHConfiguration,
	id-CG-Config,
	id-Ph-InfoMCG,
	id-AggressorgNBSetID,
	id-VictimgNBSetID,
	id-MeasGapSharingConfig,
	id-systemInformationAreaID,
	id-areaScope,
id-IntendedTDD-DL-ULConfig,
	id-QosMonitoringRequest,
id-CLISRSResourceConfiguration,
	maxNRARFCN,
	maxnoofErrors,
	maxnoofBPLMNs,
	maxnoofBPLMNsNRminus1,
	maxnoofDLUPTNLInformation,
	maxnoofNrCellBands,
	maxnoofULUPTNLInformation,
	maxnoofQoSFlows,
	maxnoofSliceItems,
	maxnoofSIBTypes,
	maxnoofSITypes,
	maxCellineNB,
	maxnoofExtendedBPLMNs,
	maxnoofAdditionalSIBs,
	maxnoofUACPLMNs,
	maxnoofUACperPLMN,
	maxCellingNBDU,
	maxnoofTLAs,
	maxnoofGTPTLAs
>>>>>>>>>>>>>>>>>>>>>> Skipped text <<<<<<<<<<<<<<<<<<<
-- C

CLISRSResourceConfiguration ::= OCTET STRING

-- N

NeedforGap::= ENUMERATED {true, ...}

Neighbour-CLI-SRS-Resource-Configuration-Item ::= SEQUENCE {
	nRCGI				NRCGI, 
	cLISRSResourceConfiguration		OCTET STRING  OPTIONAL,
	iE-Extensions	ProtocolExtensionContainer { { Neighbour-CLI-SRS-Resource-Configuration-ItemExtIEs } }	OPTIONAL
}

Neighbour-CLI-SRS-Resource-Configuration-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

>>>>>>>>>>>>>>>>>>>>>> Skipped text <<<<<<<<<<<<<<<<<<<
--T
TDD-Info ::= SEQUENCE {
	nRFreqInfo							NRFreqInfo,
	transmission-Bandwidth			Transmission-Bandwidth,
	iE-Extensions				ProtocolExtensionContainer { {TDD-Info-ExtIEs} } OPTIONAL,
	...
}

TDD-Info-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	{ID	id-IntendedTDD-DL-ULConfig	CRITICALITY ignore	EXTENSION	IntendedTDD-DL-ULConfig	PRESENCE optional},
{ID id-CLISRSResourceConfiguration	CRITICALITY ignore	EXTENSION CLISRSResourceConfiguration PRESENCE optional},
	...
}


>>>>>>>>>>>>>>>>>>>>>> Skipped text <<<<<<<<<<<<<<<<<<<

Next Change

[bookmark: _Toc5646366]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

>>>>>>>>>>>>>>>>>>>>>> Skipped text <<<<<<<<<<<<<<<<<<<

id-areaScope										ProtocolIE-ID ::= 240
id-RRCContainer-RRCSetupComplete					ProtocolIE-ID ::= 241
id-TraceActivation									ProtocolIE-ID ::= 242
id-TraceID											ProtocolIE-ID ::= 243
id-Neighbour-Cell-Information-List					ProtocolIE-ID ::= 244
id-Slot-Configuration-Item							ProtocolIE-ID ::= 245
id-SymbolAllocInSlot								ProtocolIE-ID ::= 246
id-NumDLULSymbols									ProtocolIE-ID ::= 247
id-AdditionalRRMPriorityIndex						ProtocolIE-ID ::= 248
id-DUCURadioInformationType							ProtocolIE-ID ::= 249
id-CUDURadioInformationType 						     ProtocolIE-ID ::= 250
id-AggressorgNBSetID								ProtocolIE-ID ::= 251
id-VictimgNBSetID									ProtocolIE-ID ::= 252
id-LowerLayerPresenceStatusChange					ProtocolIE-ID ::= 253
id-Transport-Layer-Addresses-Info					ProtocolIE-ID ::= 254
id-Neighbour-Cell-Information-Item					ProtocolIE-ID ::= 255
id-IntendedTDD-DL-ULConfig							ProtocolIE-ID ::= 256
id-QosMonitoringRequest								ProtocolIE-ID ::= 257
id-Neighbour-CLI-SRS-Resource-Configuration-List     ProtocolIE-ID ::= 2XX
id-Neighbour-CLI-SRS-Resource-Configuration-Item     ProtocolIE-ID ::= 2XY



END
-- ASN1STOP 


End of Change
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