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1	Introduction
[bookmark: _GoBack]A CR to TS 38.300 "Introduction of Inter-(en)gNB CSI-RS Based Mobility" was endorsed at RAN3#107bis-e in [1] and is planned sent to RAN2 for post-meeting e-mail agreement before upcoming TSG-RAN. In this paper we provide further elements that RAN3 might need to take into account before forwarding the CR to RAN2.
2	Discussion
On the need for the CR:
RAN3 has used the term “CSI-RS based inter-node handover” in LS exchange with RAN2 (first LS in R3-192100 “LS on CSI-RS configuration transfer over Xn”). But in TS 38.300 the expressions “CSI-RS based” vs. “SSB based” are used for measurements only, not for mobility, with one exception: “SSB-based Beam Level Mobility”. One can therefore understand that RAN2 has tried to avoid mixing “mobility” with the measurements triggering them, and it seems that the RAN3 endorsed CR doesn’t follow RAN2’s approach in this regard. Also, several kinds of measurements can be performed for mobility (including inter-(en-)gNB mobility) and the stage 2 shouldn’t isolate one in particular. 

The stage 2 CR may therefore not be needed, or it should address functions on the network interface.

Proposal 1: RAN3 to discuss whether stage 2 documentation is needed, and if so whether it should focus on network interface functionality. 

If the CR is confirmed by RAN3:
If so, we propose to update the CR as follows before it is sent to RAN2:

Inter-(en-)gNB CSI-RS based mobility is supported between two neighbour (en-)gNBs, e.g. handover and or SgNB change, and toby enablinge that neighbour (en-)gNBs NG-RAN nodes could exchange and forward (en-)gNBs’s local own CSI-RS configurations and their on/off status.
Proposal 2: If the CR is confirmed by RAN3, we propose to update it as described above.
3	Conclusion
Proposal 1: RAN3 to discuss whether stage 2 documentation is needed, and if so whether it should focus on network interface functionality. 

Proposal 2: If the CR is confirmed by RAN3, we propose to update it as described above.
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