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Introduction

The left issue for MDT in EN-DC scenario is :
M5-M7 measurements in EN-DC, MDT in EN-DC for SN-terminated SCG/split bearers and MN terminated SCG/split bearers, are not supported in Rel-16; No LS for RAN2 is needed.

Discussion on M4:  To be continued...

The contribution provides our proposal for this issue.
Discussion
Whether M4 measurement supported for EN-DC in Rel-16? 
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For signalling based MDT, the MDT configurations received from MME. There are two IE related to MDT in the message. One IE is “MDT configuration” IE for MN and the other one is “MDT Configuration NR” for SN. The which “MDT Configuration NR” IE should be transfer from  MN to SN. If MN need to enforce M4 measurement on SCG bearer or split bearer, it has to keep the “MDT Configuration NR” for SN which not supported yet.
	Running CR for TS 37.320
In signalling based immediate MDT, MME provides MDT configuration for both MN and SN towards MN including multi RAT MDTconfiguration, specifically E-UTRA and NR MDT configuration. MN then forwards the NR MDT configuration towards SN (EN-DC scenario, SN is always NR).


Observation: For signalling based MDT for EN-DC, the M4 measurement is not supported for MN terminated SCG/split bearer. .
For management based MDT triggered in MN, it is not applicable for MN node to provide NR MDT configuration. Therefore M4 can not apply to MN based SCG bearer and split bearer. If M4 not apply to MN, then M4 for SN is also not necessary to be supported in Rel-16.

Observation:  For management based MDT for EN-DC, M4 is not supported for MN terminated SCG/split bearer. 
Proposal 1:  M4 is not supported for MN terminated SCG/split bearer in Rel-16, provide LS to RAN2 in Annex.
3. Conclusion

In this contribution , the observation and proposals are:
Proposal 1:  M4 is not supported for MN terminated SCG/split bearer in Rel-16, provide LS to RAN2 in Annex.
4. References

R3-202640 Summary of email Discussion on SON-MDT_MDT_MRDC, ZTE
Annex LS for RAN2

1. Overall Description:

RAN3 thanks RA2 ‘s progress on NR MDT in EN-DC scenario.
From signalling coordinate point of view, M4 measurement is not supported for EN-DC SN terminated MCG/split bearer and MN terminated SCG/split bearer in Rel-16.

Take M4 of MN terminated SCG bearer for example, in case of management based MDT in MN, MN can not provide NR MDT configuration for the bearer(s).
2. Actions:

RAN3 kindly asks RAN2 to take above into account and feedback if needed.

3. Date of Next RAN3 Meetings:

RAN3#109e
17-28 Aug 2020
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