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1. Introduction
[bookmark: _GoBack]As for a Sequence type extendable IE, we should always use extension container, this paper provides the TP to update the asn.1 part of the sequence type extendable IE, in the NGAP BL CR#0153 “Common CP/UP aspects of CIoT UEs when connected to 5GC”.
Note that there are still change on change needs to be fixed in this BL CR.
3GPP
2. Text Proposal to 38.413 BL CR0153
9.4.5	Information Element Definitions
SKIPPED ASN.1 UNCHANGED 
-- P

PacketDelayBudget ::= INTEGER (0..1023, ...)

PacketErrorRate ::= SEQUENCE {
	pERScalar		INTEGER (0..9, ...),
	pERExponent		INTEGER (0..9, ...),
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PacketLossRate ::= INTEGER (0..1000, ...)

PagingAssisDataforCEcapabUE ::= SEQUENCE {
	eUTRA-CGI							EUTRA-CGI,
	coverageEnhancementLevel			CoverageEnhancementLevel,
	iE-Extensions						ProtocolExtensionContainer { { PagingAssisDataforCEcapabUE-ExtIEs} } OPTIONAL,
	...
}

PagingAssisDataforCEcapabUE-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

PagingAttemptInformation ::= SEQUENCE {
	pagingAttemptCount					PagingAttemptCount,
	intendedNumberOfPagingAttempts		IntendedNumberOfPagingAttempts,
	nextPagingAreaScope					NextPagingAreaScope									OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {PagingAttemptInformation-ExtIEs} }	OPTIONAL,
	...
}

PagingAttemptInformation-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	...
}

