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1. Introduction

In R3-203295 and the corresponding CRs, it is proposed to introduce Configured TAC Indication IE which is used to inform the peer node whether the cell only supports PSCell/SCell functionality. In this contribution, we provide our views on the open issue based on the contributions in this meeting.
2. Discussion
With the proposal in R3-203295, it seems not including TAC in SIB1 is the only way to enable a cell as SN-only. However, it is clearly specified in TS 37.340 that the SN may not broadcast any SIB1 as below:
	7.1
System information handling

In MR-DC, the SN is not required to broadcast system information other than for radio frame timing and SFN. System information for initial configuration is provided to the UE by dedicated RRC signalling via the MN. The UE acquires, at least, radio frame timing and SFN of SCG from the PSS/SSS and MIB (if the SN is an eNB) / NR-PSS/SSS and PBCH (if the SN is a gNB) of the PSCell. In EN-DC, SN may broadcast system information to allow only IAB-MT to access the SN.


During last RAN3 meeting, the above text has ever been discussed and there were different understandings in RAN3. Some companies thought the above text only applied to EN-DC, which implied modification on the spec was needed (Currently, it is described that it also applies to both cases that the eNB is SN-only and the gNB is SN-only). Some other companies thought it applied to all MR-DC cases based on the current spec. Since no conclusion was made, it was suggested to check with RAN2 internally.

Based on the contributions submitted this meeting, understandings on this part are still controversial even after further internal check with RAN2 colleagues. To avoid misalignment between RAN2 and RAN3, we propose to send a LS to RAN2 to formally ask the understanding of RAN2 on it.
Proposal: It is proposed to send a LS to RAN2 to ask whether the description in section 7.1 in 37.340 only applies to EN-DC or applies to all MR-DC scenarios.

3. Conclusion

Proposal: It is proposed to send a LS to RAN2 to ask whether the description in section 7.1 in 37.340 only applied to EN-DC or applied to all MR-DC scenario.
The LS is provided in [1]
4. Reference

[1] R3-203933 LS on SN mode only cell;
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