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[bookmark: _Ref349588338]1.	Introduction
This Text Proposal introduces an optional cell list for assistance broadcast, and deletes Area Scope from metadata. 
6.	Text Proposal for the baseline CR
[bookmark: _Toc534903059]8.x	Assistance Information Transfer Procedures
[bookmark: _Toc534903051][bookmark: _Toc534903061]8.x.1	Assistance Information Control
8.x.1.1	General
The purpose of the Assistance Information Control procedure is to allow the LMF to signal positioning assistance information to the NG-RAN Node for assistance information broadcasting.
[bookmark: _Toc534903062]8.x.1.2	Successful Operation


Figure 8.x.1.2-1: Assistance Information Control procedure
The LMF initiates the procedure by sending an ASSISTANCE INFORMATION CONTROL message.
If the Assistance Information IE is included in the ASSISTANCE INFORMATION CONTROL message, the NG-RAN Node shall replace any previously stored assistance information and use the received information to configure assistance information broadcasting.
If the Broadcast Priority IE is included in the Assistance Information IE, the NG-RAN Node may take it into account when configuring broadcasting for the relevant information. Assistance information having the same Broadcast Priority value should receive the same treatment (i.e. broadcast by the NG-RAN Node or not broadcast).
If the Broadcast IE is included in the ASSISTANCE INFORMATION CONTROL message and set to "start", the NG-RAN Node may start broadcasting the assistance information. If the Broadcast IE is included in the ASSISTANCE INFORMATION CONTROL message and set to "stop", the NG-RAN Node may stop broadcasting the assistance information.
If the Positioning Broadcast Cells IE is included in the ASSISTANCE INFORMATION CONTROL message, the NG-RAN shall, if supported, consider that the received assistance information is applicable to the cells in this IE.
[bookmark: _Toc534903063]8.x.1.3	Abnormal Conditions 
If the Broadcast IE is included in the ASSISTANCE INFORMATION CONTROL message and set to "start", and no assistance information is available, the NG-RAN Node shall consider the procedure as failed.
If neither the Assistance Information IE nor the Broadcast IE are included in the ASSISTANCE INFORMATION CONTROL message, the NG-RAN Node shall consider the procedure as failed.
[bookmark: _Toc534730118]8.x.2	Assistance Information Feedback
[bookmark: _Toc534730119]8.x.2.1	General
The purpose of the Assistance Information Feedback procedure is to allow the NG-RAN Node to give feedback to the LMF on assistance information broadcasting.
[bookmark: _Toc534730120]8.x.2.2	Successful Operation


Figure 8.x.2.2-1: Assistance Information Feedback procedure
If the Assistance Information Failure List IE is included in the ASSISTANCE INFORMATION FEEDBACK message, the LMF shall consider that assistance information broadcasting could not be configured for the relevant information.
[bookmark: _GoBack]If the Positioning Broadcast Cells IE is included in the ASSISTANCE INFORMATION FEEDBACK message, the LMF shall, if supported, consider that the feedback provided is applicable to the cells in this IE.

[bookmark: _Toc534730121]8.x.2.3	Abnormal Conditions
Void.
NEXT CHANGE

9.1.a	Messages for Assistance Information Transfer Procedures
[bookmark: _Toc534730142]9.1.a.1	ASSISTANCE INFORMATION CONTROL
This message is sent by the LMF to transfer assistance information.
Direction: LMF  NG-RAN Node.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Assistance Information
	O
	
	9.2.a
	
	YES
	reject

	Broadcast 
	O
	
	ENUMERATED (start, stop, ...)
	
	YES
	reject

	Positioning Broadcast Cells
	O
	
	9.2.XX
	The cell(s) that are requested to broadcast posSIB(s) according to the Assistance Information IE
	YES
	reject



[bookmark: _Toc534730143]9.1.a.2	ASSISTANCE INFORMATION FEEDBACK
This message is sent by the NG-RAN Node to give feedback on assistance information broadcasting.
Direction: NG-RAN Node  LMF.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3
	
	YES
	reject

	NRPPa Transaction ID
	M
	
	9.2.4
	
	-
	

	Assistance Information Failure List
	O
	
	9.2.e
	
	YES
	reject

	Positioning Broadcast Cells
	O
	
	9.2.XX
	The cells associated to the feedback provided in the Assistance Information Failure List IE.
	YES
	reject

	Criticality Diagnostics
	O
	
	9.2.2
	
	YES
	ignore



NEXT CHANGE
NEXT CHANGE
[bookmark: _Toc534730166]9.2.c	Assistance Information Meta Data
This parameter contains meta data for an assistance information element.
Editor’s Note: Details are FFS pending RAN2 progress.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Encrypted
	O
	
	ENUMERATED (true, …)
	TS 38.331 [x]

	GNSS ID
	O
	
	ENUMERATED (gps, sbas, qzss, galileo, glonass, bds, ...) 
	TS 38.331 [x]

	SBAS ID
	O
	
	ENUMERATED (waas, egnos, msas, gagan, ...) 
	TS 38.331 [x]

	
	
	
	
	



NEXT CHANGE

9.2.XX	Positioning Broadcast Cells
This IE is used to indicate the cells that are requested to broadcast, or failed to broadcast, the associated posSIB(s).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning Broadcast Cells
	
	1 .. <maxnoBcastCell>
	
	

	>NG-RAN-CGI
	M
	
	9.2.6
	



	Range bound
	Explanation

	maxnoBcastCells
	Maximum no. of cells broadcasting a posSIB in a NG-RAN node. Value is 16384.



NEXT CHANGE

[bookmark: _Toc534903102][bookmark: _Hlk506316534]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for NRPPa.
--
-- **************************************************************

NRPPA-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	
	Cause,
	CriticalityDiagnostics,
	E-CID-MeasurementResult,
	OTDOACells,
	OTDOA-Information-Item,
	Measurement-ID,
	MeasurementPeriodicity,
	MeasurementQuantities,
	ReportCharacteristics,
	RequestedSRSTransmissionCharacteristics,
	Cell-Portion-ID,
	OtherRATMeasurementQuantities,
	OtherRATMeasurementResult,
	WLANMeasurementQuantities,
	WLANMeasurementResult,
	Assistance-Information,
	Broadcast,
	AssistanceInformationFailureList,
	SRSConfiguration,
	MeasurementQuantities,
	MeasurementResults,
	TRP-ID,
	TRPInformationType,
	TRPInformationList,
	PositioningBroadcastCells
	
FROM NRPPA-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-Single-Container{},
	NRPPA-PRIVATE-IES,
	NRPPA-PROTOCOL-EXTENSION,
	NRPPA-PROTOCOL-IES
FROM NRPPA-Containers

	
	maxnoOTDOAtypes,
	id-Cause,
	id-CriticalityDiagnostics,
	id-LMF-UE-Measurement-ID,
	id-OTDOACells,
	id-OTDOA-Information-Type-Group,
	id-OTDOA-Information-Type-Item,
	id-ReportCharacteristics,
	id-MeasurementPeriodicity,
	id-MeasurementQuantities,
	id-RAN-UE-Measurement-ID,
	id-E-CID-MeasurementResult,
	id-RequestedSRSTransmissionCharacteristics,
	id-Cell-Portion-ID,
	id-OtherRATMeasurementQuantities,
	id-OtherRATMeasurementResult,
	id-WLANMeasurementQuantities,
	id-WLANMeasurementResult,
	id-Assistance-Information,
	id-Broadcast,
	id-AssistanceInformationFailureList,
	id-SRSConfiguration,
	id-MeasurementQuantities,
	id-MeasurementResult,
	id-TRP-ID,
	id-TRPInformationType,
	id-TRPInformationList,
	id-PositioningBroadcastCells
	
FROM NRPPA-Constants;

UNCHANGED PART OMITTED

-- **************************************************************
--
-- OTDOA INFORMATION FAILURE
--
-- **************************************************************

OTDOAInformationFailure ::= SEQUENCE {
	protocolIEs						ProtocolIE-Container		{{OTDOAInformationFailure-IEs}},
	...
}


OTDOAInformationFailure-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause						PRESENCE mandatory}|
	{ ID id-CriticalityDiagnostics			CRITICALITY ignore	TYPE CriticalityDiagnostics		PRESENCE optional},
	...
}

-- **************************************************************
--
-- ASSISTANCE INFORMATION CONTROL
--
-- **************************************************************

AssistanceInformationControl ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{AssistanceInformationControl-IEs}},
	...
}

AssistanceInformationControl-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-Assistance-Information	CRITICALITY reject	TYPE Assistance-Information		PRESENCE optional}|
	{ ID id-Broadcast				CRITICALITY reject	TYPE Broadcast					PRESENCE optional}|
	{ ID id-PositioningBroadcastCells				CRITICALITY reject	TYPE PositioningBroadcastCells					PRESENCE optional},
	...
}

-- **************************************************************
--
-- ASSISTANCE INFORMATION FEEDBACK
--
-- **************************************************************

AssistanceInformationFeedback ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{AssistanceInformationFeedback-IEs}},
	...
}

AssistanceInformationFeedback-IEs NRPPA-PROTOCOL-IES ::= {
	{ ID id-AssistanceInformationFailureList	CRITICALITY reject	TYPE AssistanceInformationFailureList	PRESENCE optional}|
	{ ID id-PositioningBroadcastCells				CRITICALITY reject	TYPE PositioningBroadcastCells					PRESENCE optional}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics					PRESENCE optional},
	...
}

-- **************************************************************
--
-- ERROR INDICATION
--
-- **************************************************************

ErrorIndication ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container	{{ErrorIndication-IEs}},
	...
}

ErrorIndication-IEs NRPPA-PROTOCOL-IES ::= {
	
	{ ID id-Cause							CRITICALITY ignore	TYPE Cause						PRESENCE optional}|
	{ ID id-CriticalityDiagnostics		CRITICALITY ignore	TYPE CriticalityDiagnostics	PRESENCE optional},
	...
}



NEXT CHANGE
[bookmark: _Toc534903103]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NRPPA-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-MeasurementQuantities-Item,
	maxCellinRANnode,
	maxCellReport,
	maxNrOfErrors,
	maxNoMeas,
	maxnoOTDOAtypes,
	maxServCell,
	id-OtherRATMeasurementQuantities-Item,
	id-WLANMeasurementQuantities-Item,
	maxGERANMeas,
	maxUTRANMeas,
	maxWLANchannels,
	maxnoFreqHoppingBandsMinusOne,
	id-TDD-Config-EUTRA-Item,
	maxNrOfPosSImessage,
	maxnoAssistInfoFailureListItems,
	maxNrOfSegments,
	maxNrOfPosSIBs,
	maxnoMeas,
	maxnoTRPs,
	maxnoTRPInfoTypes,
	maxNoOfMeasTRPs,
	maxNoPath,
	maxnoBcastCell


FROM NRPPA-Constants

	Criticality,
	NRPPATransactionID,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage



**skip unchanged ASN**
AssistanceInformationMetaData ::= SEQUENCE {
	encrypted			ENUMERATED {true, ...}	OPTIONAL,
	gNSSID				ENUMERATED {gps, sbas, gzss, galileo, glonass, bds, ...}	OPTIONAL,
	sBASID				ENUMERATED {waas, egnos, msas, gagan, ...}					OPTIONAL,

	iE-Extensions		ProtocolExtensionContainer { { AssistanceInformationMetaData-ExtIEs} }	OPTIONAL,
	...
}

AssistanceInformationMetaData-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {
	...
}

**skip unchanged ASN**

-- B

BCCH ::= INTEGER (0..1023, ...)

Broadcast ::= ENUMERATED {
	start,
	stop,
	...
}


-- Editor’s Note: Details of this IE are FFS pending RAN2 progress
BroadcastPeriodicity ::= ENUMERATED {
	ms80,
	ms160,
	ms320,
	ms640,
	ms1280,
	ms2560,
	ms5120,
	...
}


PositioningBroadcastCells ::= SEQUENCE (SIZE (1..maxnoBcastCell)) OF NG-RAN-CGI 



BSSID ::= OCTET STRING (SIZE(6))

NEXT CHANGE

[bookmark: _Toc534903105]9.3.7	Constant definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

UNCHANGED PART OMITTED
-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNrOfErrors								INTEGER ::= 256
maxCellinRANnode							INTEGER ::= 3840
maxNoMeas									INTEGER ::= 63
maxNoPath									INTEGER ::= 2
maxCellReport								INTEGER ::= 9
maxnoOTDOAtypes								INTEGER ::= 63
maxServCell									INTEGER ::= 5
maxGERANMeas								INTEGER ::= 8
maxUTRANMeas								INTEGER ::= 8
maxWLANchannels								INTEGER ::= 16 
maxnoFreqHoppingBandsMinusOne				INTEGER ::= 7
maxNrOfPosSImessage							INTEGER ::= 32
maxnoAssistInfoFailureListItems				INTEGER ::= 32
maxNrOfSegments								INTEGER ::= 64
[bookmark: _Hlk515623150]maxNrOfPosSIBs								INTEGER ::= 32 
maxnoMeas									INTEGER ::= 999		-- dummy value, real value is FFS
maxNoOfMeasTRPs								INTEGER ::= 16
maxnoTRPs									INTEGER ::= 16384
maxnoTRPInfoTypes							INTEGER ::= 999		-- dummy value, real value is FFS
maxnoBcastCell								INTEGER ::= 16384


UNCHANGED PART OMITTED


id-OtherRATMeasurementQuantities								ProtocolIE-ID ::= 15
id-OtherRATMeasurementQuantities-Item							ProtocolIE-ID ::= 16
id-OtherRATMeasurementResult									ProtocolIE-ID ::= 17
id-WLANMeasurementQuantities									ProtocolIE-ID ::= 19
id-WLANMeasurementQuantities-Item								ProtocolIE-ID ::= 20
id-WLANMeasurementResult										ProtocolIE-ID ::= 21
id-TDD-Config-EUTRA-Item										ProtocolIE-ID ::= 22
[bookmark: _Hlk36817993]id-Assistance-Information										ProtocolIE-ID ::= xx
id-Broadcast													ProtocolIE-ID ::= xy
id-AssistanceInformationFailureList								ProtocolIE-ID ::= xz
id-SRSConfiguration												ProtocolIE-ID ::= yx
id-UL-RTOAMeasurement											ProtocolIE-ID ::= yy 
id-MeasurementQuantities										ProtocolIE-ID ::= z4
id-MeasurementResult											ProtocolIE-ID ::= z5
id-TRP-ID														ProtocolIE-ID ::= z1
id-TRPInformationType											ProtocolIE-ID ::= z2
id-TRPInformationList											ProtocolIE-ID ::= z3
id-PositioningBroadcastCells									ProtocolIE-ID ::= AA
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