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>>>> START OF CHANGES <<<<

[bookmark: _Toc534730141][bookmark: _Hlk23437222]9.2.x	Messages for Positioning Procedures
[bookmark: _Toc534730142][bookmark: _Hlk32337137]9.2.x.1	POSITIONING ASSISTANCE INFORMATION CONTROL
This message is sent by the gNB-CU to transfer positioning assistance information.
Direction: gNB-CU  gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Positioning Assistance Information
	O
	
	OCTET STRING
	Contains the Assistance Information IE as defined in TS 38.455 [xx].
	YES
	reject

	Broadcast 
	O
	
	ENUMERATED (start, stop, ...)
	
	YES
	reject

	Positioning Broadcast Cells
	O
	
	9.3.1.X

	[bookmark: _GoBack]The cell(s) that are requested to broadcast posSIB(s) according to the Positioning Assistance Information IE. 
	YES
	reject

	Routing ID (FFS)
	O
	
	OCTET STRING
	
	YES
	reject



[bookmark: _Toc534730143]9.2.x.2	POSITIONING ASSISTANCE INFORMATION FEEDBACK
This message is sent by the gNB-DU to give feedback on positioning assistance information broadcasting.
Direction: gNB-DU  gNB-CU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	ignore

	Transaction ID
	M
	
	9.3.1.23
	
	YES
	reject

	Positioning Assistance Information Failure List
	O
	
	OCTET STRING
	Contains the Assistance Information IE as defined in TS 38.455 [xx].
	YES
	reject

	Positioning Broadcast Cells
	O
	
	9.3.1.X

	The cells associated to the feedback provided in the Positioning Assistance Information Failure List IE. 

	YES
	reject

	Routing ID (FFS)
	O
	
	OCTET STRING
	
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore




>>>> NEXT CHANGE <<<<
9.3.1.X	Positioning Broadcast Cells
This IE is used to indicate the cells that are requested to broadcast, or failed to broadcast, the associated posSIB(s).
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Positioning Broadcast Cells
	
	1 .. <maxnoBcastCell>
	
	

	>NG-RAN-CGI
	M
	
	9.3.1.12
	



	Range bound
	Explanation

	maxnoBcastCells
	Maximum no. of cells broadcasting a posSIB in a NG-RAN node. Value is 16384.



[bookmark: _Toc20956002][bookmark: _Toc29893128]>>>> NEXT CHANGE <<<<

9.4.4	PDU Definitions
-- ASN1START 
-- **************************************************************
--
-- PDU definitions for F1AP.
--
-- **************************************************************

F1AP-PDU-Contents { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

Asn.1 unchanged part skipped

	SymbolAllocInSlot,
	NumDLULSymbols,
	AdditionalRRMPriorityIndex,
	DUCURadioInformationType,
	CUDURadioInformationType,
	Transport-Layer-Address-Info,
	PosAssistance-Information,
	PosBroadcast,
	PositioningBroadcastCells,
	RoutingID,
	PosAssistanceInformationFailureList,
	PosMeasurementQuantities,
	PosMeasurementResultList,
	PosMeasurementFailureList,
	PosMeasurementList,
	PosMeasurementstoModify,
	TRPInformationTypeItem,
	TRPInformationItem,
	LMF-UE-MeasurementID
	

Asn.1 unchanged part skipped


	id-AdditionalRRMPriorityIndex,
	id-DUCURadioInformationType,
	id-CUDURadioInformationType,
	id-LowerLayerPresenceStatusChange,
	id-Transport-Layer-Address-Info,
	id-PosAssistance-Information,
	id-PosBroadcast,
	id-PositioningBroadcastCells,
	id-RoutingID,
	id-PosAssistanceInformationFailureList,
	id-PosMeasurementQuantities,
	id-PosMeasurementResultList,
	id-PosMeasurementFailureList,
	id-PosMeasurementList,
	id-PosMeasurementstoModify, 
	id-TRPInformationTypeListTRPReq,
	id-TRPInformationTypeItem,
	id-TRPInformationListTRPResp,
	id-TRPInformationItem, 
	id-LMF-UE-MeasurementID,
	maxCellingNBDU,
	maxnoofCandidateSpCells,
	maxnoofDRBs,
	maxnoofErrors,
	maxnoofIndividualF1ConnectionsToReset,
	maxnoofPotentialSpCells,
	maxnoofSCells,
	maxnoofSRBs,
	maxnoofPagingCells,
	maxnoofTNLAssociations,
	maxCellineNB,
	maxnoofUEIDs,
	maxnoofTRPInfoTypes,
	maxnoofTRPs,
	maxnoBcastCell



Next asn.1 change

-- **************************************************************
--
-- POSITIONING ASSISTANCE INFORMATION CONTROL ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Assistance Information Control
--
-- **************************************************************

PositioningAssistanceInformationControl ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PositioningAssistanceInformationControlIEs}},
	...
}

PositioningAssistanceInformationControlIEs F1AP-PROTOCOL-IES ::= {
		{ ID id-TransactionID					CRITICALITY reject	TYPE TransactionID				PRESENCE mandatory	}|
		{ ID id-PosAssistance-Information		CRITICALITY reject	TYPE PosAssistance-Information		PRESENCE optional}|
		{ ID id-PosBroadcast					CRITICALITY reject	TYPE PosBroadcast				PRESENCE optional}|
		{ ID id-PositioningBroadcastCells				CRITICALITY reject	TYPE PositioningBroadcastCells					PRESENCE optional},
		{ ID id-RoutingID						CRITICALITY reject	TYPE RoutingID				PRESENCE optional},
	...
}

-- **************************************************************
--
-- POSITIONING ASSISTANCE INFORMATION FEEDBACK ELEMENTARY PROCEDURE
--
-- **************************************************************

-- **************************************************************
--
-- Positioning Assistance Information Feedback
--
-- **************************************************************

PositioningAssistanceInformationFeedback ::= SEQUENCE {
	protocolIEs			ProtocolIE-Container       {{ PositioningAssistanceInformationFeedbackIEs}},
	...
}

PositioningAssistanceInformationFeedbackIEs F1AP-PROTOCOL-IES ::= {
	{ ID id-TransactionID							CRITICALITY reject	TYPE TransactionID							PRESENCE mandatory	}|
	{ ID id-PosAssistanceInformationFailureList	CRITICALITY reject	TYPE PosAssistanceInformationFailureList	PRESENCE optional}|
	{ ID id-PositioningBroadcastCells				CRITICALITY reject	TYPE PositioningBroadcastCells					PRESENCE optional},|
	{ ID id-RoutingID								CRITICALITY reject	TYPE RoutingID									PRESENCE optional}|
	{ ID id-CriticalityDiagnostics				CRITICALITY ignore	TYPE CriticalityDiagnostics						PRESENCE optional},
	...
}

>>>> NEXT CHANGE <<<<

Asn.1 unchanged part skipped


-- P

PacketDelayBudget ::= INTEGER (0..1023, ...) 

PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PER-Scalar ::= INTEGER (0..9, ...)
PER-Exponent ::= INTEGER (0..9, ...)

PagingCell-Item ::= SEQUENCE {
	nRCGI		NRCGI	,
	iE-Extensions	ProtocolExtensionContainer { { PagingCell-ItemExtIEs } }	OPTIONAL
}

PagingCell-ItemExtIEs 	F1AP-PROTOCOL-EXTENSION ::= {
	...
}

PagingDRX ::= ENUMERATED {
	v32,
	v64,
	v128,
	v256,
	...
}

PagingIdentity ::=	CHOICE {
	rANUEPagingIdentity	RANUEPagingIdentity,
	cNUEPagingIdentity	CNUEPagingIdentity, 
	choice-extension			ProtocolIE-SingleContainer { { PagingIdentity-ExtIEs } }
}

PagingIdentity-ExtIEs F1AP-PROTOCOL-IES::= {
	...
}

PagingOrigin ::= ENUMERATED { non-3gpp,	...}

PagingPriority ::= ENUMERATED { priolevel1, priolevel2, priolevel3, priolevel4, priolevel5, priolevel6, priolevel7, priolevel8,...} 

PDCCH-BlindDetectionSCG ::= OCTET STRING

PDCP-SN ::= INTEGER (0..4095)

PDCPSNLength	::= ENUMERATED { twelve-bits,eighteen-bits,...}

PDUSessionID ::= INTEGER (0..255)

Ph-InfoMCG  ::= OCTET STRING

Ph-InfoSCG  ::= OCTET STRING

PLMN-Identity ::= OCTET STRING (SIZE(3))

PortNumber ::= BIT STRING (SIZE (16))

[bookmark: _Hlk42597316][bookmark: _Hlk32345822]PosAssistance-Information ::= OCTET STRING

PosAssistanceInformationFailureList ::= OCTET STRING



PosBroadcast ::= ENUMERATED {
	start,
	stop,
	...
}

PositioningBroadcastCells ::= SEQUENCE (SIZE (1..maxnoBcastCell)) OF NG-RAN-CGI






Asn.1 unchanged part skipped



[bookmark: _Toc20956005][bookmark: _Toc29893131]9.4.7	Constant Definitions
-- ASN1START 
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

F1AP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-access (22) modules (3) f1ap (3) version1 (1) f1ap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ProcedureCode,
	ProtocolIE-ID

FROM F1AP-CommonDataTypes;


Asn.1 unchanged part skipped

-- **************************************************************
--
-- Lists
--
-- **************************************************************

maxNRARFCN								INTEGER ::= 3279165
maxnoofErrors							INTEGER ::= 256
maxnoofIndividualF1ConnectionsToReset	INTEGER ::= 65536
maxCellingNBDU							INTEGER ::= 512
maxnoofSCells							INTEGER ::= 32
maxnoofSRBs								INTEGER ::= 8
maxnoofDRBs								INTEGER ::= 64
maxnoofULUPTNLInformation				INTEGER ::= 2
maxnoofDLUPTNLInformation				INTEGER ::= 2
maxnoofBPLMNs							INTEGER ::= 6
maxnoofCandidateSpCells					INTEGER ::= 64
maxnoofPotentialSpCells					INTEGER ::= 64
maxnoofNrCellBands						INTEGER ::= 32
maxnoofSIBTypes							INTEGER ::= 32
maxnoofSITypes							INTEGER ::= 32
maxnoofPagingCells						INTEGER ::= 512
maxnoofTNLAssociations					INTEGER ::= 32
maxnoofQoSFlows							INTEGER ::= 64
maxnoofSliceItems						INTEGER ::= 1024
maxCellineNB							INTEGER ::= 256
maxnoofExtendedBPLMNs					INTEGER ::= 6
maxnoofUEIDs							INTEGER ::= 65536
maxnoofBPLMNsNRminus1					INTEGER ::= 11
maxnoofUACPLMNs							INTEGER ::= 12
maxnoofUACperPLMN						INTEGER ::= 64
maxnoofAdditionalSIBs					INTEGER ::= 63
maxnoofslots							INTEGER ::= 320
maxnoofTLAs								INTEGER ::=	16
maxnoofGTPTLAs							INTEGER ::=	16
maxnoMeas								INTEGER ::=	64
maxnoofTRPInfoTypes						INTEGER ::=	64 

maxnoofTRPs								INTEGER ::=	16384
maxnoBcastCell							INTEGER ::= 16384

-- **************************************************************
--
-- IEs
--
-- **************************************************************

Asn.1 unchanged part skipped
id-Transport-Layer-Address-Info						ProtocolIE-ID ::= 254
id-Neighbour-Cell-Information-Item					ProtocolIE-ID ::= 255
id-IntendedTDD-DL-ULConfig							ProtocolIE-ID ::= 256
id-QosMonitoringRequest								ProtocolIE-ID ::= 257
id-RequestedSRSTransmissionCharacteristics			ProtocolIE-ID ::= 300
id-PosAssistance-Information						ProtocolIE-ID ::= 301
id-PosBroadcast										ProtocolIE-ID ::= 302
id-PosBroadcastTargetCell							ProtocolIE-ID ::= 303
id-RoutingID										ProtocolIE-ID ::= 304
id-PosAssistanceInformationFailureList				ProtocolIE-ID ::= 305
id-PosMeasurementQuantities							ProtocolIE-ID ::= 306
id-PosMeasurementResultList							ProtocolIE-ID ::= 307
id-PosMeasurementFailureList						ProtocolIE-ID ::= 308
id-PosMeasurementList								ProtocolIE-ID ::= 309
id-PosMeasurementstoModify							ProtocolIE-ID ::= 310
id-TRPInformationTypeListTRPReq						ProtocolIE-ID ::= 311
id-TRPInformationTypeItem							ProtocolIE-ID ::= 312
id-TRPInformationListTRPResp						ProtocolIE-ID ::= 311
id-TRPInformationItem								ProtocolIE-ID ::= 312
id-LMF-UE-MeasurementID								ProtocolIE-ID ::= 313
id-PositioningBroadcastCells						ProtocolIE-ID ::= 314


-- ASN1STOP 
