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Introduction

This document lists all the e-mail discussions set up in the Chairman’s Notes, for the delegates’ convenience. In case of discrepancy, the Chairman’s Notes are to be taken as reference.

List of E-mail Discussions

AI 14.1:

	CB: # NBIOT/MTC1-MTC_NB-IoT_BLs

- check details; revise if needed and endorse all BLs
- endorse TPs in R3-203909 and R3-203910, if agreeable
- check whether to merge mergeable BL CRs for RAN submission? If yes, how?
(E/// - moderator)

Summary of offline disc


AI 14.3.2.3&14.3.2.4:

	CB: # NBIOT/MTC2-CE and CEI
- stage3 correction on the location of the Paging Assistance Data for CE capable UE IE in R3-203446? (NN)
- stage2 update on  the Connection Establishment Indication procedure in R3-203542（HW）

- revs if needed, check details

(Nok - moderator)

Summary of offline disc


AI 14.3.2.5:
	CB: # NBIOT/MTC3-Immediate_Transition_to_Suspension
-  Correction of Immediate Suspension (Qualcomm, LG, NN)
-  revs if needed

(LG - moderator)

Summary of offline disc


AI 14.3.2.6:

	CB: # NBIOT/MTC4-Pendingdata_UEdiffer
- add the Pending Data Indication IE in the BL CR#0188 which introduces the new suspend-resume procedures ? (NN)
- add the UE differentiation Information IE and  the Pending Data Indication IE to NGAP in the BL CR# 0153?  (E///)

- liaise SA2 on the need of adding Pending Data Indication to 5GS?

- rev if needed; check details

(E///- moderator)

Summary of offline disc


AI 14.3.2.9:

	CB: # NBIOT/MTC5-Early_UE_Capability_Retrieval
- the EPS functionality requires no new signalling and could be implemented by (1) modifying the current restriction, and (2) clarifying which information elements are specific to NB-IOT only, SA2 needs to be involved? (Qualcomm, ZTE)
- the (ng-)eNB may need to trigger the UE capability retrieval related procedures for all eMTC UEs, irrespective of LTE-M or not, irrespective of the UE using the CP solution or UP solution or normal UP data transfer, it is costly (latency and signalling) and probably useless in most cases and it is out of Rel-16 eMTC WID scope? (HW)

- reply LS to RAN2, SA2, CT1, cc SA3, if agreeable?
- rev and merge if needed; check details

(Qualcomm - moderator)

Summary of offline disc

CB: # NBIOT/MTC6-others
- Criticality updates, e.g., the RETRIEVE UE INFORMATION, UE INFORMATION TRANSFER, RAN CP RELOCATION INDICATION,  AMF CP RELOCATION INDICATION? (HW)
- introduce RRC Resume Cause IE in the UE CONTEXT RESUME REQUEST message and the PATH SWITCH REQUEST message? (HW)

- remove the Suspend Resume procedure from BL CR153 and agree to add the Extended Connected Time IE instead in BL CR188? (NN)
- rev if needed; check details

(HW - moderator)

Summary of offline disc




AI 14.5.1:

	CB: # NBIOT/MTC7-Group_WUS
- FFS and Editor note Removal? (ZTE, HW, Vodafone)

- introduce WUS Assistance Information IE in NGAP, and how, e.g.,  include the WUS Assistance Information IE into the Assistance Data for Paging IE  or WUS Assistance Information IE contains sub IE Paging Probability Information? (HW, NN)
- update the WUS Assistance Information value range? (E///)
- rev and merge if needed; check details

(ZTE - moderator)

Summary of offline disc


AI 17.1:

	CB: # NRIIOT1-NRIIOT_BLs

- check details; revise if needed, endorse all BL CRs
- check TP in R3-203718, revise if needed
(Nok - moderator)

Summary of offline disc


AI 17.2.2:

	CB: #  NRIIOT2-NRIIoT_ULPDCPdup_ctrl

-  UL transmission for multiplication over up to 4 RLCs:

MAC entity controls its own part seems agreeable, assistance information exchange needs to be supported or not? (ZTE, HW, CATT, CMCC, NN)

What kind of assistance information needs to be exchanged between the assisting nodes, e.g., UL Radio quality index, RLC activation status, radio quality assistance information? Report granularity, e.g., per RLC? (ZTE, HW, CATT, CMCC)
 Which node configures the initial UL duplication configuration, e.g., the assisting node feedback the initial RLC activation status to hosting node in the DRB setup response message or the hosting node signalling the initial UL duplication to the assisting node in the DRB setup request message? (ZTE, HW, CATT, CMCC)

The hosting node provides the primary path indication to the assisting node?(ZTE, HW) 

The hosting node provides the number of secondary RLCs of DRB IE to the assisting node? (ZTE)

The hosting node to decide about the split of RLCs in the UE between the MN and the SN?(NN)

Add Additional PDCP duplication Information for SRB duplication over F1? (HW)

-  DL transmission for multiplication over up to 4 RLCs:
The DL activation suggestion(Per DRB or RLC):per RLC, one RLC report in one frame or per RLC, all RLC reports in one frame? (ZTE, CMCC, CATT)

How to implement the agreement Introduce the DL radio quality assistance information( with clarification text or the Assistance Information is extended to carry an ID of the RLC entity )? (ZTE, CATT, HW, E///, NN, CMCC)
 the number of tunnels in UL and DL may be different, the hosting node must indicate to the assisting node how many addresses to open for DL multiplication? (NN) 
- reply LS to RAN2 on Network Coordination for UL PDCP Duplication, if agreeable? (HW, NN)
- attempt to converge on minimum agreeable set in R16; if so, revise/merge as needed, split work
(CATT - moderator)

Summary of offline disc


AI 17.2.3:

	CB: #  NRIIOT3-NRIIoT_PDCPdup_enh

- Add “if any” to the polling descriptions to trigger the NR PDCP PDU sequence number successfully delivered out of sequence report? 

- revise if agreeable
(HW - moderator)

Summary of offline disc


AI 17.2.4.2:

	CB: # NRIIOT4_EmailXXX-NRIIoT_HLmulticonn_sol1

- Whether to introduce redundant setup result in Bearer Context Setup response message ? (Yes: ZTE, E///, CATT, HW, LG  No: Samsung)

- Whether to introduce RSN in Bearer Context modification request message?  (Yes: CATT, LG  No: ZTE, E///, Samsung, HW)
- Whether to introduce redundant setup result in Bearer Context modification response message?  (Yes: CATT, LG  No: ZTE, E///, Samsung, HW)

-  Inform the identity of the secondary RAN node to SMF? (Yes:ZTE, NN, E///(except PDU Session Resource Modify Indication Transfer), Samsung, LG No:HW)

- Whether to introduce the Used RSN Information in Path Switch Request? Yes: E///, NN, LG

- Whether to refine the RSN definition or keep it as it is, e.g., ENUMERATED (v1, v2, …), introduce one new RSN value which stands for no RSN configured path, the value “Disjoint UP not fulfilled” is defined for the Used RSN? (E///, NN, CATT, Samsung)
- attempt to close this topic, rev and merge if needed; split work

(ZTE - moderator)

Summary of offline disc


AI 17.4:

	CB: # NRIIOT5-Ethernet_Type_Bearer_Signaling
-  check BL CRs from last meeting

-  update the EHC parameters in order to align with RAN2 in R3-203421? (E///)
-  move the ethernet compression to fully optional for the receiver CU UP to perform and CU UP indicates when it decides to not run compression to the CU CP? (NN)
- revise/merge if needed
(E/// - moderator)

Summary of offline disc


