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Introduction
To wrap up the WID and conclude the Rel-16 DAPS and Conditional Mobility in MR-DC Scenarios, it is better and necessary to capture all relevant conclusions in TS37.340 explicitly, so it is clear which combined usages can be supported or not, and misconfiguration can be prevented.

RAN2 has agreed that UE with MR-DC configuration is allowed to perform CHO against candidate Pcell(s). (this has been taken into account at RAN3#107bis-e, but not fully captured in stage2 sense!)
RAN2 also agreed that UE with MR-DC configuration is not allowed to perform DAPS against any target Pcell or PScell. (@RAN2#107bis, During Rel-16 RUDI handover, the UE only supports two links (i.e. the source MCG link and the target MCG link).) Without explicit stage2 descriptions, people cannot know whether DAPS is applicable in MR-DC scenarios. 
Annex // TP
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10.1
General

Similar procedures as defined under clause 10.1.2.8 (Dual Connectivity operation) in TS 36.300 [2] apply for MR-DC.

Similar CHO principles as defined in TS 36.300 [2] and TS 38.300 [3] apply for the Conditional PSCell Change in MR-DC.
Simultaneous CHO and CPC operation is not supported in this release.
UE with MR-DC configuration is allowed to perform CHO towards candidate Pcell(s).

UE with MR-DC configuration is not allowed to perform DAPS towards any target Pcell or PScell in this release.

