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	Reason for change:
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- (NG)EN-DC to NR;
- NR-DC to LTE/EPC;
- NR-DC to LTE/5GC;
- EN-DC to GERAN/UTRAN;
- NR-DC to UTRAN-FDD (i.e. SRVCC from 5G to 3G)
So it is needed to introduce the necessary signalling for supporting the sending of MobilityfromEutraCommand or MobilityfromNRCommand via SRB3 for fast MCG recovery.
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	Consequences if not approved:
	Inter-RAN handover cannot be supported via SRB3 for fast MCG recovery

	
	

	Clauses affected:
	9.1.2.20

	
	

	
	Y
	N
	
	

	Other specs
	
	X
	 Other core specifications

	TS/TR ... CR ... 

	affected:
	
	X
	 Test specifications
	TS/TR ... CR ... 

	(show related CRs)
	
	X
	 O&M Specifications
	TS/TR ... CR ... 

	
	

	Other comments:
	

	
	

	This CR's revision history:
	


	Start of change


9.1.2.20
RRC TRANSFER

This message is sent by the M-NG-RAN-NODE to the S-NG-RAN-NODE to transfer an RRC message or from the S-NG-RAN-NODE to the M-NG-RAN-NODE to report the DL RRC message delivery status.

Direction: M-NG-RAN node ( S-NG-RAN node or S-NG-RAN node ( M-NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	M-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the M-NG-RAN node
	YES
	reject

	S-NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID

9.2.3.16
	Allocated at the S-NG-RAN node
	YES
	reject

	Split SRB
	
	0..1
	
	
	YES
	reject

	>RRC Container
	O
	
	OCTET STRING
	Contains a PDCP-C PDU encapsulating an RRC message as defined in subclause 6.2.1 of TS 38.331 [10] or TS 36.331 [14] and ciphered with the key of the M-NG-RAN node
	–
	

	>SRB Type
	M
	
	ENUMERATED (srb1, srb2, ...)
	The SRB type to be used
	–
	

	>Delivery Status
	O
	
	9.2.3.45
	DL RRC delivery status of split SRB
	–
	

	UE Report
	
	0..1
	
	
	YES
	reject

	>RRC Container
	M
	
	OCTET STRING
	For NGEN-DC and NR-DC, includes the UL-DCCH-Message as defined  in subclause 6.2.1 of TS 38.331 [10] containing the MeasurementReport message or the FailureInformation message. 
For NE-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [14] containing the MeasurementReport message.
	–
	

	Fast MCG Recovery via SRB3 from SN to MN
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	O
	
	OCTET STRING
	For NR-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the MCGFailureInformation, message.

For NGEN-DC, includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [14] containing the MCGFailureInformation message.
	–
	

	Fast MCG Recovery via SRB3 from MN to SN
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	O
	
	OCTET STRING
	For NR-DC, includes the DL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [10] containing the RRCReconfiguration or RRCRelease or MobilityfromNRCommand message.

For NGEN-DC, includes the DL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [14] containing the RRCConnectionReconfiguration or RRCConnectionRelease or MobilityfromEutraCommand message.
	–
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