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[bookmark: _Toc367182965]<<<<<<<<<<<<<<<<<<<< First Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc29504213][bookmark: _Toc29504797][bookmark: _Toc36553243][bookmark: _Toc36554970][bookmark: _Toc20955180][bookmark: _Toc29503451][bookmark: _Toc36552663][bookmark: _Toc36553822][bookmark: _Toc36554390]9.3.1.16	User Location Information
This IE is used to provide location information of the UE.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	CHOICE User Location Information
	M
	
	
	
	-
	

	>E-UTRA user location information
	
	
	
	
	
	

	>>E-UTRA CGI
	M
	
	9.3.1.9
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	>>Age of Location
	O
	
	Time Stamp
9.3.1.75
	Indicates the UTC time when the location information was generated.
	-
	

	>>PSCell Information
	O
	
	NG-RAN CGI
9.3.1.73
	
	YES
	ignore

	>NR user location information
	
	
	
	
	
	

	>>NR CGI
	M
	
	9.3.1.7
	
	-
	

	>>TAI
	M
	
	9.3.3.11
	
	-
	

	>>Age of Location
	O
	
	Time Stamp
9.3.1.75
	Indicates the UTC time when the location information was generated.
	-
	

	>>PSCell Information
	O
	
	NG-RAN CGI
9.3.1.73
	
	YES
	ignore

	>N3IWF user location information
	
	
	
	
	
	

	>>IP Address
	M
	
	Transport Layer Address 
9.3.2.4
	UE's local IP address used to reach the N3IWF
	-
	

	>>Port Number
	O
	
	OCTET STRING
(SIZE(2))
	UDP or TCP source port number if NAT is detected.
	-
	

	>>Selected PLMN ID
	M
	
	PLMN Identity
9.3.5
	
	YES
	ignore





	
<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>

[bookmark: _Toc29503809][bookmark: _Toc29504393][bookmark: _Toc29504977][bookmark: _Toc36553430][bookmark: _Toc36555157][bookmark: _Toc20955356][bookmark: _Toc29503627][bookmark: _Toc36552839][bookmark: _Toc36553998][bookmark: _Toc36554566][bookmark: _Toc407158117]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

NGAP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

[bookmark: _Hlk512952190]	id-AdditionalDLForwardingUPTNLInformation,
	id-AdditionalULForwardingUPTNLInformation,
	id-AdditionalDLQosFlowPerTNLInformation,
	id-AdditionalDLUPTNLInformationForHOList,
	id-AdditionalNGU-UP-TNLInformation,
	id-AdditionalUL-NGU-UP-TNLInformation,
	id-Cause,
	id-CNTypeRestrictionsForEquivalent,
	id-CNTypeRestrictionsForServing,
	id-CommonNetworkInstance,
	id-DataForwardingNotPossible,
	id-DL-NGU-UP-TNLInformation,
	id-EndpointIPAddressAndPort,
	id-LastEUTRAN-PLMNIdentity,
	id-LocationReportingAdditionalInfo,
	id-MaximumIntegrityProtectedDataRate-DL,
	id-NetworkInstance,
	id-OldAssociatedQosFlowList-ULendmarkerexpected,
	id-PDUSessionAggregateMaximumBitRate,
	id-PDUSessionResourceFailedToSetupListCxtFail,
	id-PDUSessionResourceReleaseResponseTransfer,
	id-PDUSessionType,
	id-PSCellInformation,
	id-QosFlowAddOrModifyRequestList,
	id-QosFlowSetupRequestList,
	id-QosFlowToReleaseList,
	id-SCTP-TLAs,
	id-SecondaryRATUsageInformation,
	id-SecurityIndication,
	id-SecurityResult,
	id-SelectedPLMNID,
	id-S-NSSAI,
	id-TNLAssociationTransportLayerAddressNGRAN,
	id-UL-NGU-UP-TNLInformation,
	id-UL-NGU-UP-TNLModifyList,
	id-ULForwarding,
	id-ULForwardingUP-TNLInformation,
	maxnoofAllowedAreas,
	maxnoofAllowedS-NSSAIs,
	maxnoofBPLMNs,
	maxnoofCellIDforWarning,
	maxnoofCellinAoI,
	maxnoofCellinEAI,
	maxnoofCellsingNB,
	maxnoofCellsinngeNB,
	maxnoofCellinTAI,
	maxnoofCellsinUEHistoryInfo,
	maxnoofCellsUEMovingTrajectory,
	maxnoofDRBs,
	maxnoofEmergencyAreaID,
	maxnoofEAIforRestart,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofE-RABs,
	maxnoofErrors,
	maxnoofForbTACs,
	maxnoofMultiConnectivity,
	maxnoofMultiConnectivityMinusOne,
	maxnoofNGConnectionsToReset,
	maxnoofPDUSessions,
	maxnoofPLMNs,
	maxnoofQosFlows,
	maxnoofRANNodeinAoI,
	maxnoofRecommendedCells,
	maxnoofRecommendedRANNodes,
	maxnoofAoI,
	maxnoofServedGUAMIs,
	maxnoofSliceItems,
	maxnoofTACs,
	maxnoofTAIforInactive,
	maxnoofTAIforPaging,
	maxnoofTAIforRestart,
	maxnoofTAIforWarning,
	maxnoofTAIinAoI,
	maxnoofTimePeriods,
	maxnoofTNLAssociations,
	maxnoofXnExtTLAs,
	maxnoofXnGTP-TLAs,
	maxnoofXnTLAs

FROM NGAP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage
FROM NGAP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	NGAP-PROTOCOL-EXTENSION,
	ProtocolIE-SingleContainer{},
	NGAP-PROTOCOL-IES
FROM NGAP-Containers;

-- A
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
UserLocationInformation ::= CHOICE {
	userLocationInformationEUTRA	UserLocationInformationEUTRA,
	userLocationInformationNR		UserLocationInformationNR,
	userLocationInformationN3IWF	UserLocationInformationN3IWF,
	choice-Extensions		ProtocolIE-SingleContainer { {UserLocationInformation-ExtIEs} }
}

UserLocationInformation-ExtIEs NGAP-PROTOCOL-IES ::= {
	...
}

UserLocationInformationEUTRA ::= SEQUENCE {
	eUTRA-CGI			EUTRA-CGI,
	tAI					TAI,
	timeStamp			TimeStamp																OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationEUTRA-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationEUTRA-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PSCellInformation	CRITICALITY ignore	EXTENSION NGRAN-CGI				PRESENCE optional},
	...
}

UserLocationInformationN3IWF ::= SEQUENCE {
	iPAddress			TransportLayerAddress,
	portNumber			PortNumber,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationN3IWF-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationN3IWF-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-SelectedPLMNID	CRITICALITY ignore	EXTENSION PLMNIdentity			PRESENCE mandatory},
	...
}

UserLocationInformationNR ::= SEQUENCE {
	nR-CGI				NR-CGI,
	tAI					TAI,
	timeStamp			TimeStamp															OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {UserLocationInformationNR-ExtIEs} }	OPTIONAL,
	...
}

UserLocationInformationNR-ExtIEs NGAP-PROTOCOL-EXTENSION ::= {
	{ ID id-PSCellInformation	CRITICALITY ignore	EXTENSION NGRAN-CGI				PRESENCE optional},
	...
}

<<<<<<<<<<<<<<<<<<<< Next Change >>>>>>>>>>>>>>>>>>>>
[bookmark: _Toc20955358][bookmark: _Toc29503629][bookmark: _Toc36552841][bookmark: _Toc36554000][bookmark: _Toc36554568]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************

NGAP-Constants { 
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
ngran-Access (22) modules (3) ngap (1) version1 (1) ngap-Constants (4) } 

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN
<<<<<<<<<<<<<<<<<<<< Unmodified Text omitted >>>>>>>>>>>>>>>>>>>>
	id-NewGUAMI												ProtocolIE-ID ::= 162
	id-ULForwarding											ProtocolIE-ID ::= 163
	id-ULForwardingUP-TNLInformation						ProtocolIE-ID ::= 164
	id-CNAssistedRANTuning									ProtocolIE-ID ::= 165
	id-CommonNetworkInstance								ProtocolIE-ID ::= 166
	id-NGRAN-TNLAssociationToRemoveList						ProtocolIE-ID ::= 167
	id-TNLAssociationTransportLayerAddressNGRAN				ProtocolIE-ID ::= 168
	id-EndpointIPAddressAndPort								ProtocolIE-ID ::= 169
	id-LocationReportingAdditionalInfo						ProtocolIE-ID ::= 170
	id-SourceToTarget-AMFInformationReroute					ProtocolIE-ID ::= 171
	id-AdditionalULForwardingUPTNLInformation				ProtocolIE-ID ::= 172
	id-SCTP-TLAs											ProtocolIE-ID ::= 173
	id-SelectedPLMNID										ProtocolIE-ID ::= 999 -- to be assigned


END
-- ASN1STOP
<<<<<<<<<<<<<<<<<<<< End of Changes >>>>>>>>>>>>>>>>>>>>


3GPP TSG


-


RAN 


WG3 Meeting #10


8


-


e


 


R3


-


20


3302


 


Online, 


1


st


 


–


 


11


t


h


 


J


une 2020


 


was R3


-


202


628


 


CR


-


Form


-


v


12.0


 


CHANGE REQUEST


 


 


 


38.413


 


CR


 


0384


 


rev


 


1


 


Current version:


 


1


5


.


7


.0


 


 


 


For 


HELP


 


on using this form


: c


omprehensive instructions can be found at 


 


http://www.3gpp.org/Change


-


Requests


.


 


 


 


Proposed change


 


affects:


 


UICC apps


 


 


ME


 


 


Radio Access Network


 


X


 


Core Network


 


X


 


 


 


Title:


 


 


Selected PLMN ID in INITIAL UE MESSAGE for untrusted non


-


3GPP access


 


 


 


Source to WG:


 


Ericsson


 


Source to TSG:


 


R3


 


 


 


Work item code


:


 


NR_newRAT


-


Core


 


 


Date:


 


20


20


-


0


4


-


09


 


 


 


 


 


 


Category:


 


F


 


 


Release:


 


Rel


-


1


5


 


 


Use 


one


 


of the following categories:


 


F


  


(correction)


 


A


  


(


mirror 


correspond


ing 


to a 


change 


in an earlier 


release)


 


B


  


(addition of feature), 


 


C


  


(functional modification of feature)


 


D


  


(editorial modification)


 


Detailed explanations of the above categories can


 


be found in 3GPP 


TR 21.900


.


 


Use 


one


 


of the following releases:


 


Rel


-


8


 


(Release 8)


 


Rel


-


9


 


(Release 9)


 


Rel


-


10


 


(Releas


e 10)


 


Rel


-


11


 


(Release 11)


 


Rel


-


12


 


(Release 12)


 


Rel


-


13


 


(Release 13)


 


Rel


-


14


 


(Release 14)


 


Rel


-


15


 


(Release 15)


 


Rel


-


16


 


(Release 16)


 


 


 


Reason for change:


 


TS 23.50


2


 


specifies in §4.12.2.2 in step 6 that the Selected PLMN ID shall 


be included.


 


The INITIAL UE MESSAGE does not contain a 


PLMN ID


 


IE in the 


User 


Location Information


 


IE for N3IWF.


 


According to TS 33.501 §6.1.2, t


he 


Selected 


PLMN ID is used in both, 


3GPP and non


-


3GPP access as input to authentication procedures to 


construct the “Serving Network Name”.


 


 


 


Summary of change


:


 


In order t


o retain a common design for 


3GPP and 


non


-


3GPP access in 


NGAP, t


he 


Selected 


PLMN ID


 


IE is included in the 


N3IWF user location 


information


 


IE in the in the 


User Location Information


 


IE.


 


Rev1:


 


update o


f


 


cover page


 


Rev 2


: re


-


submission to RAN3#108


-


e, further update of coverpage


 


 


Impact Analysis:


 


Impact assessment towards the previous version of the specification (same 


release): 


 


This CR has isolated impact with the previous version of the specification 


(same release) because it corrects the 


Initial UE Message 


function


 


only


.


 


The CR introduces the new IE in a backwards compatible way.


 


 


 


Consequences if not 


approved:


 


The 


Selected PLMN ID cannot be signalled as required in TS 23.502.


 


 


 


Clauses affected:


 


9.3.1.16, 9.4.5, 9.4.7


 


 


 


 


Y


 


N


 


 


 


Other specs


 


X


 


 


 


Other core specifications


 


 


TS


 


38.413 CR 


0385


 


Rel


-


1


6


 


affected:


 


 


X


 


 


Test specifications


 


 


(show 


related 


CR


s


)


 


 


X


 


 


O&M Specifications


 


 


 


 


Other comments:


 


 


 


 


This CR's revision history:


 


 


 




3GPP TSG - RAN  WG3 Meeting #10 8 - e   R3 - 20 3302   Online,  1 st   –   11 t h   J une 2020   was R3 - 202 628  

CR - Form - v 12.0  

CHANGE REQUEST  

 

 38.413  CR  0384  rev  1  Current version:  1 5 . 7 .0   

 

For  HELP   on using this form : c omprehensive instructions can be found at    http://www.3gpp.org/Change - Requests .  

 

 

Proposed change   affects:  UICC apps   ME   Radio Access Network  X  Core Network  X  

 

 

Title:    Selected PLMN ID in INITIAL UE MESSAGE for untrusted non - 3GPP access  

  

Source to WG:  Ericsson  

Source to TSG:  R3  

  

Work item code :  NR_newRAT - Core   Date:  20 20 - 0 4 - 09  

     

Category:  F   Release:  Rel - 1 5  

 Use  one   of the following categories:   F    (correction)   A    ( mirror  correspond ing  to a  change  in an earlier  release)   B    (addition of feature),    C    (functional modification of feature)   D    (editorial modification)   Detailed explanations of the above categories can   be found in 3GPP  TR 21.900 .  Use  one   of the following releases:   Rel - 8   (Release 8)   Rel - 9   (Release 9)   Rel - 10   (Releas e 10)   Rel - 11   (Release 11)   Rel - 12   (Release 12)   Rel - 13   (Release 13)   Rel - 14   (Release 14)   Rel - 15   (Release 15)   Rel - 16   (Release 16)  

  

Reason for change:  TS 23.50 2   specifies in §4.12.2.2 in step 6 that the Selected PLMN ID shall  be included.   The INITIAL UE MESSAGE does not contain a  PLMN ID   IE in the  User  Location Information   IE for N3IWF.   According to TS 33.501 §6.1.2, t he  Selected  PLMN ID is used in both,  3GPP and non - 3GPP access as input to authentication procedures to  construct the “Serving Network Name”.  

  

Summary of change :  In order t o retain a common design for  3GPP and  non - 3GPP access in  NGAP, t he  Selected  PLMN ID   IE is included in the  N3IWF user location  information   IE in the in the  User Location Information   IE.   Rev1:   update o f   cover page   Rev 2 : re - submission to RAN3#108 - e, further update of coverpage     Impact Analysis:   Impact assessment towards the previous version of the specification (same  release):    This CR has isolated impact with the previous version of the specification  (same release) because it corrects the  Initial UE Message  function   only .   The CR introduces the new IE in a backwards compatible way.  

  

Consequences if not  approved:  The  Selected PLMN ID cannot be signalled as required in TS 23.502.  

  

Clauses affected:  9.3.1.16, 9.4.5, 9.4.7  

  

 Y  N    

Other specs  X     Other core specifications    TS   38.413 CR  0385   Rel - 1 6  

affected:   X    Test specifications   

(show  related  CR s )   X    O&M Specifications   

  

Other comments:   

  

This CR's revision history:   

 

