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[bookmark: _Toc20953398][bookmark: _Toc29390575][bookmark: _Toc36551312]8.3.10	Retrieve UE Information 
[bookmark: _Toc20953399][bookmark: _Toc29390576][bookmark: _Toc36551313]8.3.10.1	General
The purpose of the Retrieve UE information procedure is for the eNB to request the UE information including QoS Parameters and UE Radio capability from MME. TS 36.300 [14] specifies which UEs the procedure may be applied to, for a NB-IoT UE using Control Plane CIoT EPS Optimisation.
[bookmark: _Toc20953400][bookmark: _Toc29390577][bookmark: _Toc36551314]8.3.10.2	Successful Operation 



Figure 8.3.10.1: Retrieve UE Information Procedure. Successful operation.
The eNB initiates the procedure by sending the RETRIEVE UE INFORMATION message to the MME.
[bookmark: _Toc20953401][bookmark: _Toc29390578][bookmark: _Toc36551315]8.3.10.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc20953402][bookmark: _Toc29390579][bookmark: _Toc36551316]8.3.10.4	Abnormal Conditions
Not applicable.
[bookmark: _Toc20953403][bookmark: _Toc29390580][bookmark: _Toc36551317]8.3.11	UE Information Transfer
[bookmark: _Toc20953404][bookmark: _Toc29390581][bookmark: _Toc36551318]8.3.11.1	General
The purpose of the UE information transfer procedure is for the MME to send the UE information including QoS Parameters and UE Radio capability to the eNB. TS 36.300 [14] specifies which UEs the procedure may be applied to, for a NB-IoT UE using Control Plane CIoT EPS Optimisation.

>>> NEXT CHANGE <<<

[bookmark: _Toc20953630][bookmark: _Toc29390807][bookmark: _Toc36551544]9.1.4.22	UE INFORMATION TRANSFER
The message is sent by the MME to transfer UE information over the S1 interface.
Direction: MME  eNB
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.1.1
	
	YES
	reject

	S-TMSI
	M
	
	9.2.3.6
	
	YES
	reject

	UE Level QoS Parameters
	O
	
	E-RAB Level QoS Parameters 9.2.1.15
	Includes QoS parameters. 
Applicable to NB-IOT only.
	YES
	ignore

	UE Radio Capability
	O
	
	9.2.1.27
	
	YES
	ignore

	Subscription Based UE Differentiation Information
	O
	
	9.2.1.140
	Applicable to NB-IOT only.
	YES
	ignore

	Pending Data Indication
	O
	
	9.2.3.55
	
	YES
	ignore




>>> END OF CHANGES <<<
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