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[bookmark: _Toc20955822][bookmark: _Toc29892916][bookmark: _Toc36556853][bookmark: _Toc20955895]8.5.1	Write-Replace Warning
[bookmark: _Toc20955823][bookmark: _Toc29892917][bookmark: _Toc36556854]8.5.1.1	General
The purpose of Write-Replace Warning procedure is to start or overwrite the broadcasting of warning messages. The procedure uses non UE-associated signalling.
[bookmark: _Toc20955824][bookmark: _Toc29892918][bookmark: _Toc36556855]8.5.1.2	Successful Operation

Figure 8.5.1.2-1: Write-Replace Warning procedure: successful operation
The gNB-CU initiates the procedure by sending a WRITE-REPLACE WARNING REQUEST message to the gNB-DU.
Upon receipt of the WRITE-REPLACE WARNING REQUEST message, the gNB-DU shall prioritise its resources to process the warning message.
The gNB-DU acknowledges the WRITE-REPLACE WARNING REQUEST message by sending a WRITE-REPLACE WARNING RESPONSE message to the gNB-CU.
Upon receipt of the WRITE-REPLACE WARNING REQUEST message, the gNB-DU shall include the Dedicated SI Delivery Needed UE List IE in the WRITE-REPLACE WARNING RESPONSE message for UEs that are unable to receive system information from broadcast.
If Dedicated SI Delivery Needed UE List IE is contained in the WRITE-REPLACE WARNING RESPONSE message, the gNB-CU should take it into account when informing the UE of the updated system information via the dedicated RRC message.
If the Notification Information IE is included in the PWS System Information IE in the WRITE-REPLACE WARNING REQUEST message, the gNB-DU shall use this information to avoid that duplications trigger new broadcast or replace existing broadcast.
If Additional SIB Message List IE is included in PWS System Information IE, the gNB-DU shall store all SIB message(s) in PWS System Information IE, and consider that the first segment of public warning message is included in SIB message IE, and the remaining segments are listed in Additional SIB Message List IE in segmentation sequence order.
If the Notification Information IE is included in the PWS System Information IE in the WRITE-REPLACE WARNING REQUEST message, and if Message Identifier IE and/or Serial Number IE are different from those of ongoing messages, and if the SIB Type IE is set to “8”,  the gNB-DU shall send the warning message concurrently with other ongoing messages.

[bookmark: _Toc20955825]8.5.1.3	Unsuccessful Operation
Not applicable.
[bookmark: _Toc20955826]8.5.1.4	Abnormal Conditions
Not applicable.
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