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Introduction
In this document we introduce a new Xn message, the new introduced Early Forwarding Transfer Request message is used for the target node to ask for a new Early Forwarding Transfer message from source node. 
Text Proposal
Following changes depend on the BL CR [R3-203080]:
////////////////////////////////////////////////////////////change begin////////////////////////////////////////////////////////////////////////////
8.1
Elementary procedures

In the following tables, all EPs are divided into Class 1 and Class 2 EPs.

Table 8.1-1: Class 1 Elementary Procedures

	Elementary Procedure
	Initiating Message
	Successful Outcome
	Unsuccessful Outcome

	
	
	Response message
	Response message

	Handover Preparation
	HANDOVER REQUEST
	HANDOVER REQUEST ACKNOWLEDGE
	HANDOVER PREPARATION FAILURE

	Retrieve UE Context
	RETRIEVE UE CONTEXT REQUEST
	RETRIEVE UE CONTEXT RESPONSE
	RETRIEVE UE CONTEXT FAILURE

	S-NG-RAN node Addition Preparation
	S-NODE ADDITION REQUEST
	S-NODE ADDITION REQUEST ACKNOWLEDGE
	S-NODE ADDITION REQUEST REJECT

	M-NG-RAN node initiated S-NG-RAN node Modification Preparation
	S-NODE MODIFICATION REQUEST
	S-NODE MODIFICATION REQUEST ACKNOWLEDGE
	S-NODE MODIFICATION REQUEST REJECT

	S-NG-RAN node initiated S-NG-RAN node Modification
	S-NODE MODIFICATION REQUIRED
	S-NODE MODIFICATION CONFIRM
	S-NODE MODIFICATION REFUSE

	S-NG-RAN node initiated S-NG-RAN node CHANGE
	S-NODE CHANGE REQUIRED
	S-NODE CHANGE CONFIRM
	S-NODE CHANGE REFUSE

	M-NG-RAN node initiated S-NG-RAN node Release
	S-NODE RELEASE REQUEST
	S-NODE RELEASE REQUEST ACKNOWLEDGE
	S-NODE RELEASE REJECT

	S-NG-RAN node initiated S-NG-RAN node Release
	S-NODE RELEASE REQUIRED
	S-NODE RELEASE CONFIRM
	

	Xn Setup 
	XN SETUP REQUEST
	XN SETUP RESPONSE
	XN SETUP FAILURE

	NG-RAN node Configuration Update
	NG-RAN NODE CONFIGURATION UPDATE
	NG-RAN NODE CONFIGURATION UPDATE ACKNOWLEDGE
	NG-RAN NODE CONFIGURATION UPDATE FAILURE

	Cell Activation
	CELL ACTIVATION REQUEST
	CELL ACTIVATION RESPONSE
	CELL ACTIVATION FAILURE

	Reset
	RESET REQUEST
	RESET RESPONSE
	

	Xn Removal
	Xn REMOVAL REQUEST
	Xn REMOVAL RESPONSE
	Xn REMOVAL FAILURE

	E-UTRA - NR Cell Resource Coordination
	E-UTRA - NR CELL RESOURCE COORDINATION REQUEST
	E-UTRA - NR CELL RESOURCE COORDINATION RESPONSE
	


Table 8.1-2: Class 2 Elementary Procedures

	Elementary Procedure
	Initiating Message

	Handover Cancel
	HANDOVER CANCEL

	SN Status Transfer
	SN STATUS TRANSFER

	RAN Paging
	RAN PAGING

	Xn-U Address Indication
	XN-U ADDRESS INDICATION

	S-NG-RAN node Reconfiguration Completion
	S-NODE RECONFIGURATION COMPLETE

	S-NG-RAN node Counter Check
	S-NODE COUNTER CHECK REQUEST

	UE Context Release
	UE CONTEXT RELEASE

	RRC Transfer
	RRC TRANSFER

	Error Indication
	ERROR INDICATION

	Notification Control Indication
	NOTIFICATION CONTROL INDICATION

	Activity Notification
	ACTIVITY NOTIFICATION

	Secondary RAT Data Usage Report
	SECONDARY RAT DATA USAGE REPORT

	Trace Start
	TRACE START

	Deactivate Trace
	DEACTIVATE TRACE

	Handover Success
	HANDOVER SUCCESS

	Conditional Handover Cancel
	CONDITIONAL HANDOVER CANCEL

	Early Forwarding Transfer Request
	EARLY FORWARDING TRANSFER REQUEST


///////////////////////////////////////////////////// irrelevant operations skipped /////////////////////////////////////////////////////////////////
8.2.D
Early Forwarding Transfer Request
8.2.D.1
General

The Early Forwarding Transfer Request procedure is used to enable the targer to request a Early Forwarding Tranfer procedure from the souce during DAPS Handover or Conditional Handover.
The procedure uses UE-associated signalling.
8.2.D.2
Successful Operation
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Figure 8.2.D.2-1: EARLY FORWARDING TRANSFER REQUEST, successful operation

The target NG-RAN node initiates the procedure by sending the EARLY FORWARDING TRANSFER REQUEST message to the source NG-RAN node.

If early data forwarding was configured for this UE, the target NG-RAN node may send the Early Forwarding Transfer Request message to the source NG-RAN node.

When the source NG-RAN node receives the EARLY FORWARDING TRANSFER REQUEST message, it shall initiate Early Forwarding Tranfer procedure towards the candidate target NG-RAN nodes for this UE.

8.2.D.3
Unsuccessful Operation

Not applicable.

8.2.D.4
Abnormal Conditions

Should the EARLY FORWARDING TRANSFER REQUEST message refer to a context that does not exist, the source NG-RAN node shall ignore the message.
///////////////////////////////////////////////////// irrelevant operations skipped /////////////////////////////////////////////////////////////////
9.1.1.A
Early Forwarding Transfer Request
This message is sent by the target NG-RAN node to the source NG-RAN node to request a Early Forwarding Tranfer procedure from the souce during DAPS Handover or Conditional Handover.

Direction: target NG-RAN node ( source NG-RAN node.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	Source NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the source NG-RAN node.
	YES
	reject

	Target NG-RAN node UE XnAP ID
	M
	
	NG-RAN node UE XnAP ID
9.2.3.16
	Allocated at the target NG-RAN node.
	YES
	reject

	Early Forwarding Transfer Request Indicator
	M
	
	ENUMERATED( true,…)
	
	YES
	reject


///////////////////////////////////////////////////////////////change end//////////////////////////////////////////////////////////////////////////////////
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