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1	Introduction
[bookmark: OLE_LINK17][bookmark: _Toc474247438][bookmark: _GoBack]As discussed in R3-203566, it is proposed to update BLCR for TS 36.423 to solve remaining issue for DAPS HO per DRB indicator over X2 interface.
In the following text proposals, the existing Handover Acknowledge message and DAPS Response Information IE were modified.
2 	TP for stage3 TS 36.423
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////////////////////////////////////////////////////////////// Start of Change  /////////////////////////////////////////////////////////////////////
9.1.1.2	HANDOVER REQUEST ACKNOWLEDGE
This message is sent by the target eNB to inform the source eNB about the prepared resources at the target.
Direction: target eNB  source eNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	Old eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the source eNB
	YES
	ignore

	New eNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the target eNB
	YES
	ignore

	E-RABs Admitted List
	
	1
	
	
	YES
	ignore

	>E-RABs Admitted Item
	
	1 .. <maxnoofBearers>
	
	
	EACH
	ignore

	>>E-RAB ID
	M
	
	9.2.23
	
	–
	

	>>UL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer used for forwarding of UL PDUs
	–
	

	>>DL GTP Tunnel Endpoint
	O
	
	GTP Tunnel Endpoint 9.2.1
	Identifies the X2 transport bearer. used for forwarding of DL PDUs
	–
	

	E-RABs Not Admitted List
	O
	
	E-RAB List
9.2.28
	A value for E-RAB ID shall only be present once in E-RABs Admitted List IE and in E-RABs Not Admitted List IE.
	YES
	ignore

	Target eNB To Source eNB Transparent Container
	M
	
	OCTET STRING
	Includes the RRC E-UTRA Handover Command message as defined in subclause 10.2.2 in TS 36.331 [9]
	YES
	ignore

	Criticality Diagnostics
	O
	
	9.2.7
	
	YES
	ignore

	UE Context Kept Indicator
	O
	
	9.2.85
	
	YES
	ignore

	Old eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the source eNB
	YES
	ignore

	New eNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the target eNB
	YES
	reject

	WT UE Context Kept Indicator
	O
	
	UE Context Kept Indicator
9.2.85
	Indicates that the WT has acknowledged to keep the UE context
	YES
	ignore

	Requested Target Cell ID
	O
	
	ECGI
9.2.14
	Target cell indicated in the corresponding HANDOVER REQUEST message
	YES
	reject

	DAPS Reponse Information 
	O
	
	9.2.y
	
	YES
	Reject




	Range bound
	Explanation

	maxnoofBearers
	Maximum no. of E-RABs. Value is 256



//////////////////////////////////////////////////////////////irrelevant operations skipped/////////////////////////////////////////////////////////////////////


9.2.y	DAPS Response Information
The DAPS Response Indicator IE indicates that the response to a requested DAPS Handover.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	DAPS Response Indicator
	M
	
	ENUMERATED (DAPS HO accepted, , …)
	Indicates if the DAPS Handover is accepted







	

///////////////////////////////////////////////////////////////////////1st Change/////////////////////////////////////////////////////////////////////
-- D


DataTrafficResources ::= BIT STRING (SIZE(6..17600))

DataTrafficResourceIndication ::= SEQUENCE {
	activationSFN					INTEGER (0..1023),
	sharedResourceType				SharedResourceType,
	reservedSubframePattern 		ReservedSubframePattern OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {DataTrafficResourceIndication-ExtIEs} } OPTIONAL,
...
}

DataTrafficResourceIndication-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

DAPSInfo ::= SEQUENCE {
	DAPSIndicator				ENUMERATED {DAPS-required, ...},
	iE-Extensions				ProtocolExtensionContainer { {DAPSInfo-ExtIEs} } OPTIONAL,
	...
}

EnhMBBDAPSInfo-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}


DAPSResponseInfo ::= SEQUENCE {
	dapsresponseindicator					ENUMERATED {dapshoaccepted,...},
	iE-Extensions				ProtocolExtensionContainer { { DAPSResponseInfo-ExtIEs} } OPTIONAL,
	...
}

DAPSResponseInfo-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}


DeactivationIndication::= ENUMERATED { 
	deactivated,
	...
}

DeliveryStatus ::= SEQUENCE {
	highestSuccessDeliveredPDCPSN		INTEGER (0..4095),
	iE-Extensions		ProtocolExtensionContainer { {DeliveryStatus-ExtIEs} } OPTIONAL,
	...
}

DeliveryStatus-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

DesiredActNotificationLevel	::= ENUMERATED {none, e-rab, ue-level, ...}

DL-ABS-status::= INTEGER (0..100)

DL-Forwarding ::= ENUMERATED {
	dL-forwardingProposed,
	...
}

DL-GBR-PRB-usage::= INTEGER (0..100)

DL-non-GBR-PRB-usage::= INTEGER (0..100)

DLResourceBitmapULandDLSharing ::= DataTrafficResources

DLResourcesULandDLSharing ::= CHOICE {
unchanged			NULL,
	changed				DLResourceBitmapULandDLSharing,
	...
}

DL-scheduling-PDCCH-CCE-usage::= INTEGER (0..100)

DL-Total-PRB-usage::= INTEGER (0..100) 

DRB-ID ::= INTEGER (1..32)

DuplicationActivation::= ENUMERATED {active, inactive, ...}

DynamicDLTransmissionInformation ::= CHOICE {
	naics-active			DynamicNAICSInformation,
	naics-inactive			NULL,
	...
}

DynamicNAICSInformation ::= SEQUENCE {
	transmissionModes					BIT STRING (SIZE(8))												OPTIONAL,
	pB-information						INTEGER(0..3)														OPTIONAL,
	pA-list								SEQUENCE (SIZE(0..maxnoofPA)) OF PA-Values,
	iE-Extensions						ProtocolExtensionContainer { {DynamicNAICSInformation-ExtIEs} } OPTIONAL,
	...
}

DynamicNAICSInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

-- E

//////////////////////////////////////////////////////////////// End of Change /////////////////////////////////////////////////////////////////////
