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1. Introduction

This is an update of the BL CR for 36.423. i.e. add S1-U TNL Capacity Indicator and F1-U TNL Capacity Indicator in EN-DC RESOURCE STATUS UPDATE message.
Annex – TP

-------------------------------------------------Start of the first change-------------------------------------------------------------------
9.1.2.x1
EN-DC RESOURCE STATUS REQUEST
This message is sent by an eNB to neighbouring en-gNB to initiate the requested measurement according to the parameters given in the message.

Direction: eNB ( en-gNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	reject

	MeNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by MeNB
	YES
	reject

	en-gNB Measurement ID
	C-ifRegistrationRequestStoporAdd
	
	INTEGER (1..4095,...)
	Allocated by en-gNB
	YES
	ignore

	Registration Request
	M
	
	ENUMERATED (start, stop, add
…,)
	Type of request for which the resource status is required.
	YES
	reject

	Reporting Periodicity
	O
	
	ENUMERATED (500ms, 1000ms, 2000ms, 5000ms,10000ms, …)
	Periodicity that can be used for reporting of PRB Periodic, TNL Capacity Ind Periodic, Composite Available Capacity Periodic. 

Also used as the averaging window length for all measurement object if supported.
	YES
	ignore

	Report Characteristics
	C-ifRegistrationRequestStart
	
	BITSTRING

(SIZE(32))
	Each position in the bitmap indicates measurement object the en-gNB is requested to report.

First Bit = PRB Periodic,

Second Bit = TNL Capacity Ind Periodic,

Third Bit = 

Composite Available Capacity Periodic, Fourth Bit = Number of Active UEs [FFS], Fifth Bit = Number of connected UEs [FFS], this bit should be set to 1 if at least one of the First, Second or Third bits is set to 1.
Other bits shall be ignored by the en-gNB.
	YES
	ignore

	Cell To Report List
	
	0..1
	
	Cell ID list to which the request applies.
	YES
	ignore

	>Cell To Report Item
	
	1 .. <maxCellinengNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI 9.2.111
	
	–
	–

	>>SSB To Report List
	
	0..1
	
	SSB list to which the request applies.
	YES
	ignore

	>>>SSB To Report Item
	
	1 .. <maxnoofSSBAreas>
	
	
	EACH
	ignore

	>>>>SSB Index
	M
	
	9.2.o
	
	–
	–


	Condition
	Explanation

	ifRegistrationRequestStoporAdd
	This IE shall be present if the Registration Request IE is set to the value "stop", or "add".

	ifRegistrationRequestStart
	This IE shall be present if the Registration Request IE is set to the value "start".


	Range bound
	Explanation

	maxCellinengNB
	Maximum no. cells that can be served by an en-gNB. Value is 16384.

	maxnoofSSBAreas
	Maximum no. SSB Areas that can be served by a NG-RAN node cell. Value is 64.


-------------------------------------------------End of the first change-------------------------------------------------------------------

-----------------------------------------------Start of the second change-----------------------------------------------------------------

9.1.2.x4
EN-DC RESOURCE STATUS UPDATE
This message is sent by en-gNB to neighbouring MeNB to report the results of the requested measurements.

Direction: en-gNB ( eNB.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.3.1
	
	YES
	ignore

	MeNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by MeNB
	YES
	reject

	en-gNB Measurement ID
	M
	
	INTEGER (1..4095,...)
	Allocated by en-gNB
	YES
	reject

	Cell Measurement Result
	
	0..1
	
	
	YES
	ignore

	>Cell Measurement Result Item
	
	1 .. <maxCellinengNB>
	
	
	EACH
	ignore

	>>Cell ID
	M
	
	NR CGI 9.2.111
	
	
	

	>>Radio Resource Status
	O
	
	NR Radio Resource Status 9.2.yy
	
	
	

	>>NG-U TNL Capacity Indicator
	O
	
	TNL Capacity Indicator 9.2.xx
	
	
	

	>>F1-U TNL Capacity Indicator
	O
	
	TNL Capacity Indicator 9.2.xx
	
	
	

	>>Composite Available Capacity Group
	O
	
	NR Composite Available Capacity Group 9.2.zz
	
	
	

	>>Number of Active UEs [FFS],
	O
	
	INTEGER (1..65536,...)
	
	
	

	>>RRC Connections[FFS]
	O
	
	9.2.kk
	
	
	


	Range bound
	Explanation

	maxCellinengNB
	Maximum no. cells that can be served by an en-gNB. Value is 16384.


-------------------------------------------------End of the second change----------------------------------------------------------------

-------------------------------------------Start of the first change of ASN.1-------------------------------------------------------------

9.3.4
PDU Definitions

-- ASN1START

-- ASN1START

-- **************************************************************

--

-- PDU definitions for X2AP.

--

-- **************************************************************

X2AP-PDU-Contents {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************

--

-- IE parameter types from other modules.

--

-- **************************************************************

IMPORTS


ABSInformation,


ABS-Status,


AS-SecurityInformation,


BearerType,


Cause,


CompositeAvailableCapacityGroup,


Correlation-ID,


COUNTvalue,


CellReportingIndicator,


AerialUEsubscriptionInformation,


CriticalityDiagnostics,


CRNTI,

CSGMembershipStatus,


CSG-Id,


DeactivationIndication,


DL-Forwarding,


DynamicDLTransmissionInformation,


ECGI,


E-RAB-ID,


E-RAB-Level-QoS-Parameters,


E-RAB-List,


EUTRANTraceID,


GlobalENB-ID,


GTPtunnelEndpoint,

GUGroupIDList,


GUMMEI,


HandoverReportType,


HandoverRestrictionList,


Masked-IMEISV,


InvokeIndication,


LocationReportingInformation,


LowerLayerPresenceStatusChange,

MDT-Configuration,


ManagementBasedMDTallowed,


MDTPLMNList,


Neighbour-Information,


PCI,

PDCP-SN,


PLMN-Identity,


ReceiveStatusofULPDCPSDUs,


Registration-Request,


RelativeNarrowbandTxPower,


RadioResourceStatus,


RLC-Status,


RRCConnReestabIndicator,


RRCConnSetupIndicator,


UE-RLF-Report-Container,


UEAppLayerMeasConfig,


RRC-Context,

ServedCell-Information,


ServedCells,


ShortMAC-I,


SRVCCOperationPossible,


SubscriberProfileIDforRFP,


TargetCellInUTRAN,


TargeteNBtoSource-eNBTransparentContainer,


TimeToWait,


TraceActivation,


TraceDepth,


TransportLayerAddress,


UEAggregateMaximumBitRate,

UE-HistoryInformation,


UE-HistoryInformationFromTheUE,


UE-S1AP-ID,


UESecurityCapabilities,

UEsToBeResetList,


UE-X2AP-ID,

UL-HighInterferenceIndicationInfo,


UL-InterferenceOverloadIndication,


HWLoadIndicator,


S1TNLLoadIndicator,


Measurement-ID,


ReportCharacteristics,


MobilityParametersInformation,


MobilityParametersModificationRange,


ReceiveStatusOfULPDCPSDUsExtended,


COUNTValueExtended,


SubframeAssignment,


ExtendedULInterferenceOverloadInfo,


ExpectedUEBehaviour,


SeNBSecurityKey,


MeNBtoSeNBContainer,


SeNBtoMeNBContainer,


SCGChangeIndication,


CoMPInformation,


ReportingPeriodicityRSRPMR,


RSRPMRList,


UE-RLF-Report-Container-for-extended-bands,


ProSeAuthorized,


CoverageModificationList,


ReportingPeriodicityCSIR,


CSIReportList,


ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,


COUNTvaluePDCP-SNlength18,


LHN-ID,


UE-ContextKeptIndicator,


UE-X2AP-ID-Extension,


SIPTOBearerDeactivationIndication,


TunnelInformation,


V2XServicesAuthorized,


X2BenefitValue,


ResumeID,


EUTRANCellIdentifier,

MakeBeforeBreakIndicator,


WTID,


WT-UE-XwAP-ID,


UESidelinkAggregateMaximumBitRate,

SgNBSecurityKey,


MeNBtoSgNBContainer,


SgNBtoMeNBContainer,


SplitSRBs,


RRCContainer,


SRBType,


GlobalGNB-ID,


GNB-ID,


SCGConfigurationQuery,


SplitSRB,


NRUeReport,


EN-DC-ResourceConfiguration,


TAC,


NRFreqInfo,


NRCGI,


NRPCI,


NRUESecurityCapabilities,


PDCPChangeIndication,


ULConfiguration,


SgNB-UE-X2AP-ID,


SecondaryRATUsageReportList,


ActivationID,


MeNBResourceCoordinationInformation,


SgNBResourceCoordinationInformation,


NR-TxBW,


BroadcastPLMNs-Item,


AdditionalPLMNs-Item,


RLCMode,


GBR-QosInformation,


DRB-ID,


FiveGS-TAC,


SULInformation,


Packet-LossRate,


ResourceType,


DataTrafficResourceIndication,


SpectrumSharingGroupID,


RRC-Config-Ind,


SGNB-Addition-Trigger-Ind,


UserPlaneTrafficActivityReport,


ERABActivityNotifyItemList,


PDCPSnLength,


Subscription-Based-UE-DifferentiationInfo,


LCID,


DuplicationActivation,


GNBOverloadInformation,


NewDRBIDrequest,


DesiredActNotificationLevel,


LocationInformationSgNB,


LocationInformationSgNBReporting,


EndcSONConfigurationTransfer,


NRNeighbour-Information,


InterfaceInstanceIndication,


BPLMN-ID-Info-NR,


AdditionalRRMPriorityIndex,


RequestedFastMCGRecoveryViaSRB3,


AdmittedFastMCGRecoveryViaSRB3,


RequestedFastMCGRecoveryViaSRB3Release,


AdmittedFastMCGRecoveryViaSRB3Release,


FastMCGRecovery,


PartialListIndicator,


MaximumCellListSize,


MessageOversizeNotification,


TNLConfigurationInfo,


Registration-Request-ENDC,


ReportCharacteristics-ENDC,


NRRadioResourceStatus,


S1-UTNLCapacityIndicator,
    F1-UTNLCapacityIndicator,

NRCompositeAvailableCapacityGroup,


RRCConnections
----------------------------------------------End of the first change of ASN.1-----------------------------------------------------------

-------------------------------------------Start of the second change of ASN.1---------------------------------------------------------

-- **************************************************************

--

-- EN-DC RESOURCE STATUS UPDATE

--

-- **************************************************************

ResourceStatusUpdate ::= SEQUENCE {


protocolIEs

ProtocolIE-Container
{{ResourceStatusUpdate-IEs}},


...

}

ResourceStatusUpdate-IEs X2AP-PROTOCOL-IES ::= {


{ ID id-MeNB-Measurement-ID


CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-engNB-Measurement-ID

CRITICALITY reject
TYPE Measurement-ID-ENDC

PRESENCE mandatory}|


{ ID id-CellMeasurementResult

CRITICALITY ignore
TYPE CellMeasurementResult-ENDC-List
PRESENCE optional },


...

}

CellMeasurementResult-ENDC-List ::= SEQUENCE (SIZE (1..maxCellinengNB)) OF ProtocolIE-Single-Container { {CellMeasurementResult-ENDC-ItemIEs} }

CellMeasurementResult-ENDC-ItemIEs X2AP-PROTOCOL-IES ::= {


{ ID id-CellMeasurementResult-ENDC-Item
CRITICALITY ignore
TYPE CellMeasurementResult-ENDC-Item
PRESENCE mandatory}

}

CellMeasurementResult-ENDC-Item ::= SEQUENCE {


cell-ID







NRCGI,


radioResourceStatus




NRRadioResourceStatus







OPTIONAL,


s1-UTNLCapacityIndicator


TNLCapacityIndicator






    OPTIONAL,
    f1-UTNLCapacityIndicator            TNLCapacityIndicator                                OPTIONAL,

compositeAvailableCapacityGroup

NRCompositeAvailableCapacityGroup




OPTIONAL,

numberofActiveUEs




INTEGER (1..65536, ...)







OPTIONAL,

rrcConnections





RRCConnections









OPTIONAL,

iE-Extensions





ProtocolExtensionContainer { {CellMeasurementResult-Item-ExtIEs} }
OPTIONAL,


...

}

CellMeasurementResult-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {


...

}

}

--------------------------------------------End of the second change of ASN.1---------------------------------------------------------

