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1. Introduction

This TP is for Positioning SI Area ID for TS 38.455. The detailed analysis can be seen in R3-203896.

2. TP for TS 38.455
9.2.a
Assistance Information

This IE contains the assistance information.

Editor’s Note: Details are FFS pending RAN2 progress.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Assistance Information
	M
	
	
	

	>Pos System Information Area ID
	O
	
	BIT STRING (SIZE (24))
	Area scope identity for the posSI.

	>System Information
	
	1..<maxNrOfPosSImessage>
	
	Corresponds to the number of SI messages with posSIBs to be scheduled

	>>Broadcast Periodicity
	M
	
	ENUMERATED (ms80, ms160, ms320, ms640, ms1280, ms2560, ms5120, ...) 
	Broadcast Periodicity for the Pos SIBs, see TS 38.331 [x]

	>>Pos SIBs
	
	1..<maxNrOfPosSIBs>
	
	Number of posSIBs in the System Information.

	>>>PosSIB-Type
	M
	
	9.2.d
	

	>>>PosSIB Segments
	M
	
	9.2.b
	

	>>>Assistance Information Meta Data
	O
	
	9.2.c
	

	>>>Broadcast Priority
	O
	
	INTEGER (1..16, ...)
	The priority of the assistance Information where 1 represents the highest priority and 16 the lowest priority 


	Range bound
	Explanation

	maxNrOfPosSImessage
	Maximum number of positioning system information messages. Value is 32.

	maxNrOfPosSIBs
	Maximum number of positioning system information blocks included in the message. Value is 32.


9.2.c
Assistance Information Meta Data

This parameter contains meta data for an assistance information element.

Editor’s Note: Details are FFS pending RAN2 progress.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Encrypted
	O
	
	ENUMERATED (true, …)
	TS 38.331 [x]

	GNSS ID
	O
	
	ENUMERATED (gps, sbas, qzss, galileo, glonass, bds, ...) 
	TS 38.331 [x]

	SBAS ID
	O
	
	ENUMERATED (waas, egnos, msas, gagan, ...) 
	TS 38.331 [x]

	Area Scope 
	O
	
	ENUMERATED (true, …)
	TS 38.331 [x]


9.3.5
Information Element definitions

-- ASN1START

-- **************************************************************

--

-- Information Element Definitions

--

-- **************************************************************

NRPPA-IEs {

itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 

ngran-access (22) modules (3) nrppa (4) version1 (1) nrppa-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS


id-MeasurementQuantities-Item,

maxCellinRANnode,


maxCellReport,


maxNrOfErrors,


maxNoMeas,


maxnoOTDOAtypes,


maxServCell,


id-OtherRATMeasurementQuantities-Item,


id-WLANMeasurementQuantities-Item,


maxGERANMeas,


maxUTRANMeas,


maxWLANchannels,


maxnoFreqHoppingBandsMinusOne,


id-TDD-Config-EUTRA-Item,

maxNrOfPosSImessage,


maxnoAssistInfoFailureListItems,


maxNrOfSegments,


maxNrOfPosSIBs
FROM NRPPA-Constants


Criticality,


NRPPATransactionID,


ProcedureCode,


ProtocolIE-ID,


TriggeringMessage

FROM NRPPA-CommonDataTypes


ProtocolExtensionContainer{},


ProtocolIE-Single-Container{},


NRPPA-PROTOCOL-EXTENSION,


NRPPA-PROTOCOL-IES

FROM NRPPA-Containers;

-- A
-- Editor’s Note: Details of the following IEs are FFS pending RAN2 progress
Assistance-Information ::= SEQUENCE {


posSystemInformationAreaID

PosSystemInformationAreaID
 OPTIONAL,


systemInformation



SystemInformation,


iE-Extensions




ProtocolExtensionContainer { { Assistance-Information-ExtIEs} } OPTIONAL,


...

}

Assistance-Information-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {


...

}

AssistanceInformationFailureList ::= SEQUENCE (SIZE (1..maxnoAssistInfoFailureListItems)) OF SEQUENCE {


posSIB-Type





PosSIB-Type,


outcome






Outcome,


iE-Extensions




ProtocolExtensionContainer { {AssistanceInformationFailureList-ExtIEs} }
OPTIONAL,


...

}

AssistanceInformationFailureList-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {


...

}

AssistanceInformationMetaData ::= SEQUENCE {


encrypted


ENUMERATED {true, ...}
OPTIONAL,


gNSSID



ENUMERATED {gps, sbas, gzss, galileo, glonass, bds, ...}
OPTIONAL,


sBASID



ENUMERATED {waas, egnos, msas, gagan, ...}




OPTIONAL,


areaScope


ENUMERATED {true, ...}









OPTIONAL,

iE-Extensions

ProtocolExtensionContainer { { AssistanceInformationMetaData-ExtIEs} }
OPTIONAL,


...

}

AssistanceInformationMetaData-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {


...

}
-- P

PCI-EUTRA ::= INTEGER (0..503, ...)

PhysCellIDGERAN ::= INTEGER (0..63, ...)

PhysCellIDUTRA-FDD ::= INTEGER (0..511, ...)

PhysCellIDUTRA-TDD ::= INTEGER (0..127, ...)

PLMN-Identity ::= OCTET STRING (SIZE(3))

-- Editor’s Note: Details of the following IEs are FFS pending RAN2 progress
PosSIBs ::= SEQUENCE (SIZE (1.. maxNrOfPosSIBs)) OF SEQUENCE {


posSIB-Type





PosSIB-Type,


posSIB-Segments




PosSIB-Segments,


assistanceInformationMetaData
AssistanceInformationMetaData
OPTIONAL,


broadcastPriority



INTEGER (1..16,...)



OPTIONAL,

iE-Extensions




ProtocolExtensionContainer { { PosSIBs-ExtIEs} }
OPTIONAL,


...

}

PosSIBs-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {


...

}

PosSIB-Segments ::= SEQUENCE (SIZE (1.. maxNrOfSegments)) OF SEQUENCE {


assistanceDataSIBelement


OCTET STRING,


iE-Extensions





ProtocolExtensionContainer { { PosSIB-Segments-ExtIEs} }
OPTIONAL,


...

}

PosSIB-Segments-ExtIEs NRPPA-PROTOCOL-EXTENSION ::= {


...

}

PosSIB-Type ::= ENUMERATED {


posSibType1-1, 


posSibType1-2, 


posSibType1-3, 


posSibType1-4, 


posSibType1-5,


posSibType1-6, 


posSibType1-7, 


posSibType2-1, 


posSibType2-2, 


posSibType2-3,


posSibType2-4, 


posSibType2-5, 


posSibType2-6, 


posSibType2-7, 


posSibType2-8,


posSibType2-9, 


posSibType2-10, 


posSibType2-11, 


posSibType2-12, 


posSibType2-13, 


posSibType2-14, 


posSibType2-15, 


posSibType2-16,


posSibType2-17, 


posSibType2-18, 


posSibType2-19, 


posSibType2-20, 


posSibType2-21, 


posSibType2-22, 


posSibType2-23, 


posSibType3-1, 


posSibType3-2, 


posSibType3-3, 


...

}
PosSystemInformationAreaID ::= BIT STRING (SIZE (24))
PRS-Bandwidth-EUTRA ::= ENUMERATED {



bw6,



bw15,



bw25,



bw50,



bw75,



bw100,



...

}

