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1	Introduction
This paper provides summary of discussions at RAN#108-e on:
CB: # 77_CSI-RS_st2_check
-  revise 2691
- check details
(Nok - moderator)
2691 rev in R3-204040 (ZTE)
Summary of offline disc R3-204041


2	For the Chairman’s Notes 
[bookmark: _GoBack]draftCR to TS 38.300: R3-202691 rev in R3-204040 (ZTE) Agreed

3	Discussion
In 3812, the following was proposed for revision of 2691 [1]:
Inter-(en-)gNB CSI-RS based mobility is supported between two neighbour (en-)gNBs, e.g. handover and or SgNB change, and toby enablinge that neighbour (en-)gNBs NG-RAN nodes could exchange and forward (en-)gNBs’s local own CSI-RS configurations and their on/off status.

Some further clarifications seem possible:
· replace "(en-)gNB" by "en-gNB or gNB"
· replace "e.g." by "i.e.", and move the corresponding "handover or SgNB change". 

The update would then become:
Inter-(en-)gNB or inter-gNB CSI-RS based mobility, i.e. handover or SgNB change, is supported between two neighbour en-gNBs or two neighbour gNBs, e.g. handover and SgNB change, and toby enablinge that neighbour en-gNBs or neighbor gNBs NG-RAN nodes could exchange and forward the en-gNBs' or the gNBs'’s local own CSI-RS configurations and their on/off status.
Clean version:
Inter-en-gNB or inter-gNB CSI-RS based mobility, i.e. handover or SgNB change, is supported between two neighbour en-gNBs or two neighbour gNBs by enabling that neighbour en-gNBs or neighbor gNBs could exchange and forward the en-gNBs' or the gNBs' own CSI-RS configurations and their on/off status.
4	Conclusion, Recommendations [if needed]
If needed
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