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[bookmark: _Toc20955619][bookmark: _Toc29460951]////////////////////////////////////////////////////////////////////////Start of Change///////////////////////////////////////////////////////////////////////////
9.3.1.38	PDCP Configuration 
This IE carries the PDCP configuration.
	IE/Group Name

	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	PDCP SN UL Size
	M
	
	PDCP SN Size
9.3.1.61
	Indicates the PDCP SN UL size in bits. For more information see PDCP-Config IE in TS 38.331 [10]. 
Is ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.
	-
	-

	PDCP SN DL Size
	M
	
	PDCP SN Size
9.3.1.61
	Indicates the PDCP SN DL size in bits. For more information see PDCP-Config IE in TS 38.331 [10]. 
Is ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.
	-
	-

	RLC mode
	M
	
	ENUMERATED (RLC-TM, RLC-AM, RLC-UM-Bidirectional, RLC-UM-Unidirectional-UL, RLC-UM-Unidirectional-DL, …)
	Indicates the RLC mode for the DRB. For more information see PDCP-Config IE in TS 38.331 [10]. 
Is ignored if received through DRB To Modify List IE in the BEARER CONTEXT MODIFICATION REQUEST message.
	-
	-

	ROHC Parameters
	O
	
	9.3.1.40
	
	-
	-

	T-Reordering Timer
	O
	
	9.3.1.41
	
	-
	-

	Discard Timer
	O
	
	9.3.1.42
	
	-
	-

	UL Data Split Threshold
	O
	
	9.3.1.43
	
	-
	-

	PDCP Duplication 
	O
	
	ENUMERATED (True, …)
	Indicates whether PDCP duplication is to be configured for the DRB.
	-
	-

	PDCP Re-establishment
	O
	
	ENUMERATED (true,…)
	Indicates PDCP entity re-establishment to be triggered as defined in TS 38.323 [17]
	-
	-

	PDCP Data Recovery
	O
	
	ENUMERATED (true,…)
	Indicates PDCP data recovery to be triggered as defined in TS 38.323 [17]
	-
	-

	Duplication Activation
	O
	
	ENUMERATED (
Active, Inactive, …) 
	Information on the initial state of  DL PDCP duplication
	-
	-

	Out Of Order Delivery
	O
	
	ENUMERATED (true,…)
	Indicates whether or not outOfOrderDelivery specified in TS 38.323 [17] is configured. Out of order delivery is configured only when the radio bearer is established.
	-
	-

	PDCP Status Report Indication
	O
	
	ENUMERATED (downlink, uplink, both, …)
	For AM DRBs, “downlink” indlicates that the DRB is configured to send PDCP status report in downlink direction”, uplink” indicates that the DRB is configured to receive the PDCP status report, and “both” indicates that the DRB is configured to receive the status report in uplink direction and send PDCP status report in downlink direction, as specified in TS 38.323 [17].
	YES
	ignore





	
////////////////////////////////////////////////////////////////////////Start of Next Chnage/////////////////////////////////////////////////////////////////////
[bookmark: _Toc20955684][bookmark: _Toc29461127][bookmark: _Toc29505859][bookmark: _Toc36556384]9.4.5	Information Element Definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

E1AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS	
	
	id-CommonNetworkInstance,
	id-SNSSAI,
	id-OldQoSFlowMap-ULendmarkerexpected,
	id-DRB-QoS,
	id-endpoint-IP-Address-and-Port,
	id-NetworkInstance,
	id-QoSFlowMappingIndication,
	id-TNLAssociationTransportLayerAddressgNBCUUP,
	id-Cause,
	id-QoSMonitoringRequest,
	id-PDCP-StatusReportIndication,
	maxnoofErrors,
	maxnoofSliceItems,
	maxnoofEUTRANQOSParameters,
	maxnoofNGRANQOSParameters,
	maxnoofDRBs,
	maxnoofPDUSessionResource,
	maxnoofQoSFlows,
	maxnoofUPParameters,
	maxnoofCellGroups,
	maxnooftimeperiods,
	maxnoofNRCGI,
	maxnoofTLAs,
	maxnoofGTPTLAs

FROM E1AP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage

FROM E1AP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-SingleContainer{},	
	E1AP-PROTOCOL-EXTENSION,
	E1AP-PROTOCOL-IES


FROM E1AP-Containers;

-- A
//skip the unchanged part
-- P

PacketDelayBudget ::= INTEGER (0..1023, ...) 

PacketErrorRate ::= SEQUENCE {
	pER-Scalar			PER-Scalar,
	pER-Exponent		PER-Exponent,
	iE-Extensions		ProtocolExtensionContainer { {PacketErrorRate-ExtIEs} }	OPTIONAL,
	...
}

PacketErrorRate-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

PER-Scalar ::= INTEGER (0..9, ...)
PER-Exponent ::= INTEGER (0..9, ...)

PDCP-Configuration	::=	SEQUENCE {
	
	pDCP-SN-Size-UL							PDCP-SN-Size,
	pDCP-SN-Size-DL							PDCP-SN-Size,
	rLC-Mode								RLC-Mode,
	rOHC-Parameters							ROHC-Parameters			OPTIONAL,
	t-ReorderingTimer						T-ReorderingTimer		OPTIONAL,
	discardTimer							DiscardTimer			OPTIONAL,
	uLDataSplitThreshold					ULDataSplitThreshold	OPTIONAL,
	pDCP-Duplication						PDCP-Duplication		OPTIONAL,
	pDCP-Reestablishment					PDCP-Reestablishment	OPTIONAL,
	pDCP-DataRecovery						PDCP-DataRecovery		OPTIONAL,
	duplication-Activation				Duplication-Activation		OPTIONAL,
	outOfOrderDelivery						OutOfOrderDelivery		OPTIONAL,
	iE-Extensions							ProtocolExtensionContainer	{ { PDCP-Configuration-ExtIEs } }	OPTIONAL,
	...
}

PDCP-Configuration-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	{ID id-PDCP-StatusReportIndication		CRITICALITY ignore	EXTENSION PDCP-StatusReportIndication		PRESENCE	optional},
	...
}

PDCP-Count	::=	SEQUENCE {
	pDCP-SN				PDCP-SN,
	hFN					HFN,
	iE-Extensions							ProtocolExtensionContainer	{ { PDCP-Count-ExtIEs } }	OPTIONAL,
	...
}

PDCP-Count-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	...
}	
	
PDCP-SN-Status-Request	::=		ENUMERATED {
	requested,
	...
}

PDCP-DataRecovery	::=	ENUMERATED	{
	true,
	...
}

PDCP-Duplication	::=	ENUMERATED	{
	true,
	...
}

PDCP-Reestablishment	::=	ENUMERATED	{
	true,
	...
}

PDU-Session-Resource-Data-Usage-List	::= SEQUENCE (SIZE(1.. maxnoofPDUSessionResource)) OF PDU-Session-Resource-Data-Usage-Item

PDU-Session-Resource-Data-Usage-Item	::= SEQUENCE {
	pDU-Session-ID							PDU-Session-ID,
	mRDC-Usage-Information						MRDC-Usage-Information,
	iE-Extensions							ProtocolExtensionContainer	{ { PDU-Session-Resource-Data-Usage-Item-ExtIEs } }	OPTIONAL,
	...
}

PDU-Session-Resource-Data-Usage-Item-ExtIEs		E1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDCP-SN		::=		INTEGER	(0..262143)

PDCP-SN-Size	::=	ENUMERATED	{
	s-12,
	s-18,
	...
}

PDCP-SN-Status-Information ::= SEQUENCE {
	pdcpStatusTransfer-UL	DRBBStatusTransfer,
	pdcpStatusTransfer-DL	PDCP-Count,
	iE-Extension		ProtocolExtensionContainer { {DRBsSubjectToStatusTransfer-Item-ExtIEs} }	OPTIONAL,
	...
}

PDCP-StatusReportIndication	::=	ENUMERATED	{
	downlink,
	uplink,
	both,
	...
}

DRBsSubjectToStatusTransfer-Item-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

DRBBStatusTransfer ::= SEQUENCE {
	receiveStatusofPDCPSDU	BIT STRING (SIZE(1..131072))										OPTIONAL,
	countValue				PDCP-Count,
	iE-Extension			ProtocolExtensionContainer { {DRBBStatusTransfer-ExtIEs} }	OPTIONAL,
	...
}

DRBBStatusTransfer-ExtIEs E1AP-PROTOCOL-EXTENSION ::= {
	...
}

PDU-Session-ID	::=	INTEGER (0..255)
////////////////////////////////////////////////////////////////////////Start of Next Change///////////////////////////////////////////////////////////////////////////
[bookmark: _Toc20955686][bookmark: _Toc29461129][bookmark: _Toc29505861][bookmark: _Toc36556386]9.4.7	Constant Definitions
-- ASN1START
-- **************************************************************
--
-- Constant definitions
--
-- **************************************************************


E1AP-Constants {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0)
ngran-access (22) modules (3) e1ap (5) version1 (1) e1ap-Constants (4) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	ProcedureCode,
	ProtocolIE-ID

FROM E1AP-CommonDataTypes;

-- **************************************************************
--
-- Elementary Procedures
--
-- **************************************************************

id-reset														ProcedureCode ::= 0
id-errorIndication												ProcedureCode ::= 1
id-privateMessage												ProcedureCode ::= 2
//skip the unchanged part
id-NetworkInstance												ProtocolIE-ID ::= 79
id-QoSFlowMappingIndication										ProtocolIE-ID ::= 80
id-TraceActivation												ProtocolIE-ID ::= 81
id-TraceID														ProtocolIE-ID ::= 82
id-SubscriberProfileIDforRFP									ProtocolIE-ID ::= 83
id-AdditionalRRMPriorityIndex									ProtocolIE-ID ::= 84
id-RetainabilityMeasurementsInfo								ProtocolIE-ID ::= 85
id-Transport-Layer-Address-Info								ProtocolIE-ID ::= 86
id-QoSMonitoringRequest										ProtocolIE-ID ::= 87
id-PDCP-StatusReportIndication								ProtocolIE-ID ::= aa


END
-- ASN1STOP
////////////////////////////////////////////////////////////////////////End of the Changes///////////////////////////////////////////////////////////////////////////


