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1
Introduction and discussion
Per the discussion in R3-203619, this contribution provided the TP for TS38.413.
2
TP to TS 38.413
Start of the first change
9.3.3.Y4
HO Report 

This IE contains the HO report to be transferred.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	Handover Report Type
	M
	
	ENUMERATED (HO too early, HO to wrong cell, Inter-system ping-pong, …)
	

	Handover Cause
	M
	
	Cause

9.2.3.1
	Indicates handover cause employed for handover from source cell

	Source cell CGI
	M
	
	NG-RAN CGI

9.3.1.73
	NG-RAN CGI of the source cell for handover procedure

	Target cell CGI
	M
	
	NG-RAN CGI 9.3.1.73
	NG-RAN CGI of the target cell for handover procedure. 

If the Handover Report Type is set to “Inter-system ping-pong”, it contains the target cell of the inter system handover from the other system to NG-RAN node cell

	Re-establishment Cell CGI
	C-

ifHandoverReportType HoToWrongCell
	
	NG-RAN CGI 9.3.1.73
	NG-RAN CGI of the cell where UE attempted re-establishment or where UE successfully re-connected after the failure

	Source Cell C-RNTI
	O
	
	BIT STRING (SIZE (16))
	C-RNTI allocated at the source NG-RAN node

	Target Cell in E-UTRAN
	C-

ifHandoverReportType Intersystempingpong
	
	E-UTRA CGI

9.3.1.9
	E-UTRA CGI of the E-UTRAN target cell for handover procedure

	Mobility Information
	O
	
	BIT STRING (SIZE (32))
	Information provided in the HANDOVER REQUEST message from the source NG-RAN node

	UE RLF Report Container
	O
	
	9.3.3.Z1
	The UE RLF Report Container IE received in the FAILURE INDICATION message.


	Condition
	Explanation

	ifHandoverReportTypeHoToWrongCell
	This IE shall be present if the Handover Report Type IE is set to the value "HO to wrong cell"

	ifHandoverReportTypeIntersystempingpong
	This IE shall be present if the Handover Report Type IE is set to the value "Inter-system ping-pong"


End of change
3GPP


