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1. Overall Description:
RAN3 thanks SA5 for the Reply LS on energy efficiency.
To calculate EE per site, RAN3 thinks that the following measurements defined in TS 28.552 could be used.
· 5.1.3.6.2.1	DL PDCP SDU Data Volume
· 5.1.3.6.1.2	UL PDCP SDU Data Volume
· [bookmark: OLE_LINK59]5.1.3.6.2.3	DL PDCP SDU Data Volume per interface
· 5.1.3.6.2.4	UL PDCP SDU Data Volume per interface
[bookmark: OLE_LINK38][bookmark: _GoBack]If the DL/UL PDCP SDU Data Volume per interface measurements in TS 28.552 support DV calculation per F1 interface to different gNB-DU, RAN3 thinks that the RLC Data Volumes for each gNB-DU of a given gNB in TR 37.816 is not needed.
RAN3 agrees that the results of those two EE KPI calculation methods in S5-203016 should be the same at gNB level. RAN3 also thinks that there is no need to define a new EE KPI.

2. Actions:
To SA5 group.
ACTION: 	RAN3 kindly requests SA5 to take the above information into account.

3. Date of Next RAN3 Meetings:
RAN3 #110-e	2-12 Nov 2020	Electronic Meeting
RAN3 #110bis	18-22 Jan 2021	Sapporo
