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[bookmark: _Toc20955914][bookmark: _Toc29404253][bookmark: _Toc36556649][bookmark: _Toc45832793]9.3.1.10	Served Cell Information
This IE contains cell configuration information and broadcast PLMN information of a cell in the gNB-DU.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	NR CGI
	M
	
	9.3.1.12
	
	-
	

	NR PCI
	M
	
	INTEGER (0..1007)
	Physical Cell ID
	-
	

	5GS TAC
	O
	
	9.3.1.29
	5GS Tracking Area Code
	-
	

	Configured EPS TAC
	O
	
	9.3.1.29a
	
	-
	

	Served PLMNs
	
	1..<maxnoofBPLMNs>
	
	[bookmark: OLE_LINK166]Broadcast Configured PLMNs in SIB1 associated to the NR Cell Identity in the NR CGI IE.
	-
	

	>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>TAI Slice Support List
	O
	
	Slice Support List
9.3.1.37
	Supported S-NSSAIs per TA. 
	YES
	ignore

	CHOICE NR-Mode-Info 
	M
	
	
	
	-
	

	>FDD
	
	
	
	
	-
	

	>>FDD Info
	
	1
	
	
	-
	

	>>>UL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>DL FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>>UL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>>>DL Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	>TDD
	
	
	
	
	-
	

	>>TDD Info
	
	1
	
	
	-
	

	>>> NR FreqInfo
	M
	
	NR Frequency Info
9.3.1.17
	
	-
	

	>>> Transmission Bandwidth
	M
	
	Transmission Bandwidth
9.3.1.15
	
	-
	

	Measurement Timing Configuration
	M
	
	OCTET STRING
	Contains the MeasurementTimingConfiguration inter-node message defined in TS 38.331 [8].
	-
	

	RANAC
	O
	
	RAN Area Code
9.3.1.57
	
	YES
	ignore

	Extended Served PLMNs List
	
	0..1
	
	This is included if more than 6 Served PLMNs is to be signalled.
	YES
	ignore

	>Extended Served PLMNs Item
	
	1 ..<maxnoofExtendedBPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.1.14
	
	-
	

	>>TAI Slice Support List
	O
	
	Slice Support List
9.3.1.37
	Supported S-NSSAIs per TA. 
	-
	

	Cell Direction
	O
	
	9.3.1.78
	
	YES
	ignore

	Cell Type 
	O
	
	9.3.1.87
	
	YES
	ignore

	Broadcast PLMN Identity Info List
	
	0..<maxnoofBPLMNsNR>
	
	This IE corresponds to the PLMN-IdentityInfoList IE in SIB1 as specified in TS 38.331 [8]. All PLMN Identities and associated information contained in the PLMN-IdentityInfoList IE are included and provided in the same order as broadcast in SIB1.
	YES
	ignore

	>PLMN Identity List
	M
	
	Available PLMN List
9.3.1.65
	Broadcast PLMN IDs in SIB1 associated to the NR Cell Identity IE
	-
	

	>Extended PLMN Identity List
	O
	
	Extended Available PLMN List
9.3.1.76
	
	-
	

	>5GS-TAC
	O
	
	OCTET STRING (3)
	
	-
	

	>NR Cell Identity
	M
	
	BIT STRING (36)
	
	-
	

	>RANAC
	O
	
	RAN Area Code
9.3.1.57
	
	-
	



	Range bound
	Explanation

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMN Ids. Value is 6.

	maxnoofExtendedBPLMNs
	Maximum no. of Extended Broadcast PLMN Ids. Value is 6.

	maxnoofBPLMNsNR
	Maximum no. of PLMN Ids.broadcast in an NR cell. Value is 12.




