
3GPP TSG-RAN WG3#109 
R3-204866
E-Meeting,  17 – 27 August 2020
	CR-Form-v12.0

	CHANGE REQUEST

	

	
	38.415
	CR
	0015
	rev
	
	Current version:
	16.1.0
	

	

	For HELP on using this form: comprehensive instructions can be found at 
http://www.3gpp.org/Change-Requests.

	


	Proposed change affects:
	UICC apps
	
	ME
	
	Radio Access Network
	X
	Core Network
	X


	

	Title:

	 Rapporteur Correction of QoS Flow Redundancy 

	
	

	Source to WG:
	 Nokia, Nokia Shanghai Bell

	Source to TSG:
	 R3

	
	

	Work item code:
	NR_IIoT-Core
	
	Date:
	2020.08.17

	
	
	
	
	

	Category:
	 F
	
	Release:
	Rel-16

	
	Use one of the following categories:
F  (correction)
A  (mirror corresponding to a change in an earlier release)
B  (addition of feature), 
C  (functional modification of feature)
D  (editorial modification)

Detailed explanations of the above categories can
be found in 3GPP TR 21.900.
	Use one of the following releases:
Rel-8
(Release 8)
Rel-9
(Release 9)
Rel-10
(Release 10)
Rel-11
(Release 11)
Rel-12
(Release 12)
Rel-13
(Release 13)
Rel-14
(Release 14)
Rel-15
(Release 15)
Rel-16
(Release 16)

	
	

	Reason for change:
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5.5.3.18
DL QFI Sequence Number

Description: This parameter indicates the sequence number as assigned by the UPF associated with a given QoS Flow.
Value range: {0..224-1}.

Field length: 3 octets.

