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This message is sent by the NG-RAN node to transfer application layer information for an NG-C interface instance.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	Global RAN Node ID
	M
	
	9.3.1.5
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString
(SIZE(1..150, …))
	
	YES
	ignore

	Supported TA List
	
	1
	
	Supported TAs in the NG-RAN node.
	YES
	reject

	>Supported TA Item
	
	1..<maxnoofTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	Broadcast TAC
	-
	

	>>Broadcast PLMN List
	
	1
	
	
	-
	

	>>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	
	-
	

	>>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN
	-
	

	>>>>TAI Slice Support List
	M
	
	Slice Support List
9.3.1.17
	Supported S-NSSAIs for the per TAC per PLMN or per SNPN.
	-
	

	[bookmark: _Hlk25105837]>>>>NPN Support
	O
	
	9.3.3.44
	[bookmark: _Hlk43394671]If the NID IE is included, it identifies a SNPN together with the PLMN Identity IE.
	YES
	reject

	>>>>Extended TAI Slice Support List
	O
	
	Extended Slice Support List
9.3.1.191
	Additional Supported S-NSSAIs for the per TAC per PLMN or per SNPN. per TA.
	YES
	reject

	>>RAT Information
	O
	
	9.3.1.125
	RAT information associated with the TAC of the indicated PLMN(s).
	YES
	reject

	Default Paging DRX
	M
	
	Paging DRX
9.3.1.90
	
	YES
	ignore

	UE Retention Information
	O
	
	9.3.1.117
	
	YES
	ignore

	NB-IoT Default Paging DRX
	O
	
	9.3.1.137
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.



[bookmark: _Toc20955117][bookmark: _Toc29503563][bookmark: _Toc29504147][bookmark: _Toc29504731][bookmark: _Toc36553177][bookmark: _Toc36554904][bookmark: _Toc45652213][bookmark: _Toc45658645][bookmark: _Toc45720465][bookmark: _Toc45798345][bookmark: _Toc45897734]9.2.6.2	NG SETUP RESPONSE
This message is sent by the AMF to transfer application layer information for an NG-C interface instance.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF Name
	M
	
	9.3.3.21 
	
	YES
	reject

	Served GUAMI List
	
	1
	
	
	YES
	reject

	>Served GUAMI Item
	
	1..<maxnoofServedGUAMIs>
	
	
	-
	

	>>GUAMI
	M
	
	9.3.3.3
	
	-
	

	>>Backup AMF Name
	O
	
	AMF Name
9.3.3.21
	
	-
	

	>>GUAMI Type
	O
	
	ENUMERATED (native, mapped, …)
	
	YES
	ignore

	Relative AMF Capacity
	M
	
	9.3.1.32
	
	YES
	ignore

	PLMN Support List
	
	1
	
	
	YES
	reject

	>PLMN Support Item
	
	1..<maxnoofPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Slice Support List
	M
	
	9.3.1.17
	Supported S-NSSAIs per PLMN or per SNPN.
	-
	

	>>NPN Support
	O
	
	[bookmark: _Hlk44344737]9.3.3.44
	If NID IE is included, it identifies a SNPN together with the PLMN Identity IE.
	YES
	reject

	>>Extended Slice Support List
	M
	
	9.3.1.191
	Additional Supported S-NSSAIs per PLMN or per SNPN.
	YES
	reject

	Criticality Diagnostics
	O
	
	9.3.1.3
	
	YES
	ignore

	UE Retention Information
	O
	
	9.3.1.117
	
	YES
	ignore

	IAB Supported
	O
	
	ENUMERATED (true, ...)
	Indication of support for IAB.
	YES
	ignore



	Range bound
	Explanation

	maxnoofServedGUAMIs
	Maximum no. of GUAMIs served by an AMF. Value is 256.

	maxnoofPLMNs
	Maximum no. of PLMNs per message. Value is 12.



IRRELEVANT SKIPPED 
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This message is sent by the NG-RAN node to transfer updated application layer information for an NG-C interface instance.
Direction: NG-RAN node  AMF
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	RAN Node Name
	O
	
	PrintableString
(SIZE(1..150, …))
	
	YES
	ignore

	Supported TA List
	
	0..1
	
	Supported TAs in the NG-RAN node.
	YES
	reject

	>Supported TA Item
	
	1..<maxnoofTACs>
	
	
	-
	

	>>TAC
	M
	
	9.3.3.10
	Broadcast TAC
	-
	

	>>Broadcast PLMN List
	
	1
	
	
	-
	

	>>>Broadcast PLMN Item
	
	1..<maxnoofBPLMNs>
	
	
	-
	

	>>>>PLMN Identity
	M
	
	9.3.3.5
	Broadcast PLMN
	-
	

	>>>>TAI Slice Support List
	M
	
	Slice Support List
9.3.1.17
	Supported S-NSSAIs for the per TAC per PLMN or per SNPN.
	-
	

	>>>>NPN Support
	O
	
	9.3.3.44
	If the NID IE is included, it identifies a SNPN together with the PLMN Identity IE.
	YES
	reject

	>>>>Extended TAI Slice Support List
	O
	
	Extended Slice Support List
9.3.1.191
	Additional Supported S-NSSAIs for the per TAC per PLMN or per SNPN.per TA.
	YES
	reject

	>>RAT Information
	O
	
	9.3.1.125
	RAT information associated with the TAC of the indicated PLMN(s).
	YES
	reject

	Default Paging DRX
	O
	
	Paging DRX
9.3.1.90
	
	YES
	ignore

	Global RAN Node ID
	O
	
	9.3.1.5
	
	YES
	ignore

	NG-RAN TNL Association to Remove List 
	
	0..1
	
	
	YES
	reject

	>NG-RAN TNL Association to Remove Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>TNL Association Transport Layer Address 
	M
	
	CP Transport Layer Information
9.3.2.6
	Transport layer address of the NG-RAN node.
	-
	

	>>TNL Association Transport Layer Address at AMF
	O
	
	CP Transport Layer Information
9.3.2.6
	Transport layer address of the AMF.
	-
	

	NB-IoT Default Paging DRX
	O
	
	9.3.1.137
	
	YES
	ignore



	Range bound
	Explanation

	maxnoofTACs
	Maximum no. of TACs. Value is 256.

	maxnoofBPLMNs
	Maximum no. of Broadcast PLMNs. Value is 12.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 32.
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IRRELEVANT SKIPPED 

9.2.6.7	AMF CONFIGURATION UPDATE
[bookmark: _GoBack]This message is sent by the AMF to transfer updated information for an NG-C interface instance.
Direction: AMF  NG-RAN node
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.3.1.1
	
	YES
	reject

	AMF Name
	O
	
	9.3.3.21
	
	YES
	reject

	Served GUAMI List
	
	0..1
	
	
	YES
	reject

	>Served GUAMI Item
	
	1..<maxnoofServedGUAMIs>
	
	
	-
	

	>>GUAMI
	M
	
	9.3.3.3
	
	-
	

	>>Backup AMF Name
	O
	
	AMF Name
9.3.3.21
	
	-
	

	>>GUAMI Type
	O
	
	ENUMERATED (native, mapped, …)
	
	YES
	ignore

	Relative AMF Capacity
	O
	
	9.3.1.32
	
	YES
	ignore

	PLMN Support List
	
	0..1
	
	
	YES
	reject

	>PLMN Support Item
	
	1..<maxnoofPLMNs>
	
	
	-
	

	>>PLMN Identity
	M
	
	9.3.3.5
	
	-
	

	>>Slice Support List
	M
	
	9.3.1.17
	Supported S-NSSAIs per PLMN or per SNPN.
	-
	

	>>NPN Support
	O
	
	9.3.3.44
	If the NID IE is included, it identifies a SNPN together with the PLMN Identity IE.
	YES
	reject

	>>Extended Slice Support List
	O
	
	9.3.1.191
	Additional Supported S-NSSAIs per PLMN or per SNPN.
	YES
	reject

	AMF TNL Association to Add List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Add Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information
9.3.2.6
	AMF Transport Layer information used to set up the new TNL association.
	-
	

	>>TNL Association Usage
	O
	
	9.3.2.9
	
	-
	

	>>TNL Address Weight Factor
	M
	
	9.3.2.10
	
	-
	

	AMF TNL Association to Remove List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Remove Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information
9.3.2.6
	Transport Layer Address of the AMF.
	-
	

	>>TNL Association Transport Layer Address NG-RAN
	O
	
	CP Transport Layer Address
9.3.2.6
	Transport Layer Address of the NG-RAN node.
	YES
	reject

	AMF TNL Association to Update List 
	
	0..1
	
	
	YES
	ignore

	>AMF TNL Association to Update Item
	
	1..<maxnoofTNLAssociations>
	
	
	-
	

	>>AMF TNL Association Address
	M
	
	CP Transport Layer Information
9.3.2.6
	AMF Transport Layer information used to identify the TNL association to be updated.
	-
	

	>>TNL Association Usage
	O
	
	9.3.2.9
	
	-
	

	>>TNL Address Weight Factor
	O
	
	9.3.2.10
	
	-
	


[bookmark: _Hlk513788894]
	Range bound
	Explanation

	maxnoofServedGUAMIs
	Maximum no. of GUAMIs served by an AMF. Value is 256.

	maxnoofPLMNs
	Maximum no. of PLMNs per message. Value is 12.

	maxnoofTNLAssociations
	Maximum no. of TNL Associations between the NG-RAN node and the AMF. Value is 32.
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