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START OF CHANGES
[bookmark: _Toc20954325][bookmark: _Toc29902329][bookmark: _Toc29906333][bookmark: _Toc36550323][bookmark: _Toc45104051][bookmark: _Toc45227547][bookmark: _Toc45891361]8.7.12	RRC Transfer
[bookmark: _Toc20954326][bookmark: _Toc29902330][bookmark: _Toc29906334][bookmark: _Toc36550324][bookmark: _Toc45104052][bookmark: _Toc45227548][bookmark: _Toc45891362]8.7.12.1	General
[bookmark: _Hlk491338272][bookmark: _Hlk491413263]The purpose of the RRC Transfer procedure is to deliver a PDCP-C PDU encapsulating an LTE RRC message to the en-gNB so that it may then be forwarded to the UE, or from the en-gNB, if it was received from the UE. Delivery status may also be provided from the en-gNB to the MeNB using the RRC Transfer.
The procedure is also to enable transfer of the NR RRC message container with the NR measurements from the MeNB to the en-gNB, when received from the UE.
The procedure is also to enable transfer of the NR RRC message container with the NR failure information from the MeNB to the en-gNB, when received from the UE.
The procedure is also used to enable transfer of the NR RRC message container with an IAB IP address request or IP address indication from the MeNB to the en-gNB, when received from the IAB-MT.
The procedure is also to enable transfer of the NR RRC message container with the RRCReconfigurationComplete message from the MeNB to the en-gNB, when received from the UE.
The procedure uses UE-associated signalling.
[bookmark: _Toc20954327][bookmark: _Toc29902331][bookmark: _Toc29906335][bookmark: _Toc36550325][bookmark: _Toc45104053][bookmark: _Toc45227549][bookmark: _Toc45891363]8.7.12.2	Successful Operation


Figure 8.7.12.2-1: RRC Transfer procedure, successful operation.
Either the MeNB initiates the procedure by sending the RRC TRANSFER message to the en-gNB or the en-gNB initiates the procedure by sending the RRC TRANSFER message to the MeNB.
If the en-gNB receives an RRC TRANSFER message which does not include the RRC Container IE in the Split SRB IE, or the RRC container IE in NR UE Report IE, or the RRC Container IE in the Fast MCG Recovery via SRB3 from MN to SN IE, or the RRC Container IE in the Fast MCG Recovery via SRB3 from SN to MN IE, or the RRC Container IE in the IAB Information IE, or the RRC Container IE in the CPC Execution Completion IE, it shall ignore the message. If the en-gNB receives an RRC TRANSFER message with the Delivery Status IE, it shall ignore the message. If the en-gNB receives the RRC Container IE in the Split SRB IE, it shall deliver the contained PDCP-C PDU encapsulating an RRC message to the UE. If the en-gNB receives the RRC Container IE in the Fast MCG Recovery from MeNB to SgNB IE, the en-gNB shall, if supported, deliver the contained RRC Container encapsulating an RRC message to the UE. If the en-gNB receives the RRC Container IE in the IAB Information IE, the en-gNB shall, if supported, take it into consideration when performing IP address allocation to IAB-node or store the received IP address information.
If the MeNB receives the Delivery Status IE in the split SRB IE the MeNB shall consider RRC messages up to the indicated NR PDCP SN as having been successfully delivered (as defined in TS 36.322 [40]) to the UE by the en-gNB. If the MeNB receives the RRC Container IE in the Fast MCG Recovery from SgNB to MeNB IE, the MeNB shall, if supported, consider MCG link failure detected at the UE as specified in TS 37.340 [32]. 
If the en-gNB receives an RRC TRANSFER message with the CPC Execution Completion IE, it shall act as specified in TS 37.340 [32].

[bookmark: _Toc20954328][bookmark: _Toc29902332][bookmark: _Toc29906336][bookmark: _Toc36550326][bookmark: _Toc45104054][bookmark: _Toc45227550][bookmark: _Toc45891364][bookmark: _GoBack]8.7.12.3	Abnormal Conditions
In case of the split SRBs, the receiving node may ignore the message, if the MeNB has not indicated possibility of RRC transfer at the bearer setup.

[bookmark: _Toc20955872][bookmark: _Toc29892984][bookmark: _Toc36556921][bookmark: _Toc45832352]NEXT CHANGE
[bookmark: _Toc20954453][bookmark: _Toc29902457][bookmark: _Toc29906461][bookmark: _Toc36550451][bookmark: _Toc45104206][bookmark: _Toc45227702][bookmark: _Toc45891516][bookmark: _Toc20955211][bookmark: _Toc29991406][bookmark: _Toc36555806][bookmark: _Toc44497516][bookmark: _Toc45107904][bookmark: _Toc45901524]9.1.4.21	RRC TRANSFER
[bookmark: _Hlk491338310]This message is sent by the MeNB to the en-gNB or by the en-gNB to the MeNB to transfer an RRC message.
Direction: MeNB  en-gNB or en-gNB  MeNB.
	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description
	Criticality
	Assigned Criticality

	Message Type
	M
	
	9.2.13
	
	YES
	reject

	MeNB UE X2AP ID
	M
	
	eNB UE X2AP ID
9.2.24
	Allocated at the MeNB.
	YES
	reject

	SgNB UE X2AP ID
	M
	
	en-gNB UE X2AP ID
9.2.100
	Allocated at the en-gNB.
	YES
	reject

	Split SRB
	
	0..1
	
	
	YES
	reject

	>RRC Container
	O
	
	OCTET STRING
	Contains a PDCP-C PDU encapsulating an RRC message as defined in subclause 6.2.1 of TS 36.331 [9] and ciphered with the key of the MeNB
	–
	

	>SRB Type
	M
	
	ENUMERATED (srb1, srb2, ...)
	The SRB type
	–
	

	>Delivery Status
	O
	
	9.2.104
	DL RRC delivery status of split SRB
	–
	

	NR UE Report
	
	0..1
	
	
	YES
	reject

	>RRC Container
	M
	
	OCTET STRING
	Includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [31] containing the MeasurementReport message or FailureInformation message.
	–
	

	MeNB UE X2AP ID Extension
	O
	
	Extended eNB UE X2AP ID
9.2.86
	Allocated at the MeNB.
	YES
	reject

	Fast MCG Recovery via SRB3 from SgNB to MeNB
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	O
	
	OCTET STRING
	Includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [9] containing MCGFailureInformation message.
	–
	

	Fast MCG Recovery via SRB3 from MeNB to SgNB
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	O
	
	OCTET STRING
	Includes the DL-DCCH-Message as defined in subclause 6.2.1 of TS 36.331 [9] containing the RRCConnectionReconfiguration  message,or the RRCConnectionRelease message, or the MobilityfromEUTRACommand message.
	–
	

	IAB Information
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	O
	
	OCTET STRING



	Includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [31] containing the IABOtherInformation message.
	-
	

	CPC Execution Completion
	
	0..1
	
	
	YES
	ignore

	>RRC Container
	M
	
	OCTET STRING
	Includes the UL-DCCH-Message as defined in subclause 6.2.1 of TS 38.331 [31] containing the RRCReconfigurationComplete message.
	–
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[bookmark: _Toc20954612][bookmark: _Toc29902622][bookmark: _Toc29906626][bookmark: _Toc36550620][bookmark: _Toc45104396][bookmark: _Toc45227892][bookmark: _Toc45891706][bookmark: _Hlk44084407]9.3.4	PDU Definitions
-- ASN1START
-- **************************************************************
--
-- PDU definitions for X2AP.
--
-- **************************************************************

X2AP-PDU-Contents {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-PDU-Contents (1) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

-- **************************************************************
--
-- IE parameter types from other modules.
--
-- **************************************************************

IMPORTS
	ABSInformation,
	ABS-Status,
	AS-SecurityInformation,
	BearerType,
	Cause,
	CompositeAvailableCapacityGroup,
	Correlation-ID,
	COUNTvalue,
	CellReportingIndicator,
	AerialUEsubscriptionInformation,
	CriticalityDiagnostics,
	CRNTI,
	CSGMembershipStatus,
	CSG-Id,
	DeactivationIndication,
	DL-Forwarding,
	DynamicDLTransmissionInformation, 
	E-RABsSubjectToDLDiscarding-List,
	E-RABsSubjectToEarlyStatusTransfer-List,
	ECGI,
	E-RAB-ID,
	E-RAB-Level-QoS-Parameters,
	E-RAB-List,
	EUTRANTraceID,
	GlobalENB-ID,
	GTPtunnelEndpoint,
	GUGroupIDList,
	GUMMEI,
	HandoverReportType,
	HandoverRestrictionList,
	Masked-IMEISV,
	InvokeIndication,
	LocationReportingInformation,
	LowerLayerPresenceStatusChange,
	MDT-Configuration,
	ManagementBasedMDTallowed,
	MDTPLMNList,
	Neighbour-Information,
	PCI,
	PDCP-SN,
	PLMN-Identity,
	ReceiveStatusofULPDCPSDUs,
	Registration-Request,
	RelativeNarrowbandTxPower,
	RadioResourceStatus,
	RLC-Status,
	RRCConnReestabIndicator,
	RRCConnSetupIndicator,
	UE-RLF-Report-Container,
	UEAppLayerMeasConfig,
	RRC-Context,
	ServedCell-Information,
	ServedCells,
	ShortMAC-I,
	SRVCCOperationPossible,
	SubscriberProfileIDforRFP,
	TargetCellInUTRAN,
	TargeteNBtoSource-eNBTransparentContainer,
	TimeToWait,
	TraceActivation,
	TraceDepth,
	TransportLayerAddress,
	UEAggregateMaximumBitRate,
	UE-HistoryInformation,
	UE-HistoryInformationFromTheUE,
	UE-S1AP-ID,
	UESecurityCapabilities,
	UEsToBeResetList,
	UE-X2AP-ID,
	UL-HighInterferenceIndicationInfo,
	UL-InterferenceOverloadIndication,
	HWLoadIndicator,
	S1TNLLoadIndicator,
	Measurement-ID,
	ReportCharacteristics,
	MobilityParametersInformation,
	MobilityParametersModificationRange,
	ReceiveStatusOfULPDCPSDUsExtended,
	COUNTValueExtended,
	SubframeAssignment,
	ExtendedULInterferenceOverloadInfo,
	ExpectedUEBehaviour,
	SeNBSecurityKey,
	MeNBtoSeNBContainer,
	SeNBtoMeNBContainer,
	SCGChangeIndication,
	CoMPInformation,
	ReportingPeriodicityRSRPMR,
	RSRPMRList,
	UE-RLF-Report-Container-for-extended-bands,
	ProSeAuthorized,
	CoverageModificationList,
	ReportingPeriodicityCSIR,
	CSIReportList,
	ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,
	COUNTvaluePDCP-SNlength18,
	LHN-ID,
	UE-ContextKeptIndicator,
	UE-X2AP-ID-Extension,
	SIPTOBearerDeactivationIndication,
	TunnelInformation,
	V2XServicesAuthorized,
	X2BenefitValue,
	ResumeID,
	EUTRANCellIdentifier,
	MakeBeforeBreakIndicator,
	WTID,
	WT-UE-XwAP-ID,
	UESidelinkAggregateMaximumBitRate,
	SgNBSecurityKey,
	MeNBtoSgNBContainer,
	SgNBtoMeNBContainer,
	SplitSRBs,
	RRCContainer,
	SRBType,
	GlobalGNB-ID,
	GNB-ID,
	SCGConfigurationQuery,
	SplitSRB,
	NRUeReport,
	EN-DC-ResourceConfiguration,
	TAC,
	NRFreqInfo,
	NRCGI,
	NRPCI,
	NRUESecurityCapabilities,
	PDCPChangeIndication,
	ULConfiguration,
	SgNB-UE-X2AP-ID,
	SecondaryRATUsageReportList,
	ActivationID,
	MeNBResourceCoordinationInformation,
	SgNBResourceCoordinationInformation,
	NR-TxBW,
	BroadcastPLMNs-Item,
	AdditionalPLMNs-Item,
	RLCMode,
	GBR-QosInformation,
	DRB-ID,
	FiveGS-TAC,
	SULInformation,
	Packet-LossRate,
	ResourceType,
	DataTrafficResourceIndication,
	SpectrumSharingGroupID,
	RRC-Config-Ind,
	SGNB-Addition-Trigger-Ind,
	UserPlaneTrafficActivityReport,
	ERABActivityNotifyItemList,
	PDCPSnLength,
	Subscription-Based-UE-DifferentiationInfo,
	LCID,
	DuplicationActivation,
	GNBOverloadInformation,
	NewDRBIDrequest,
	DesiredActNotificationLevel,
	LocationInformationSgNB,
	LocationInformationSgNBReporting,
	EndcSONConfigurationTransfer,
	NRNeighbour-Information,
	InterfaceInstanceIndication,
	BPLMN-ID-Info-NR,
	SNtriggered,
	EPCHandoverRestrictionListContainer,
	AdditionalRRMPriorityIndex,
	RequestedFastMCGRecoveryViaSRB3,
	AvailableFastMCGRecoveryViaSRB3,
	RequestedFastMCGRecoveryViaSRB3Release,
	ReleaseFastMCGRecoveryViaSRB3,
	FastMCGRecovery,
	PartialListIndicator,
	MaximumCellListSize,
	MessageOversizeNotification,
	TNLConfigurationInfo,
	TNLA-To-Add-List,
	TNLA-To-Update-List,
	TNLA-To-Remove-List,
	TNLA-Setup-List,
	TNLA-Failed-To-Setup-List,
	RAN-UE-NGAP-ID,
	CHOinformation-REQ,
	CHOinformation-ACK,
	DAPSRequestInfo,
	DAPSResponseInfo,
	LowerLayerPresenceStatusChange,
	CandidateCellsToBeCancelledList,
	CHO-DC-Indicator,
	Ethernet-Type,
	NRV2XServicesAuthorized,
	NRUESidelinkAggregateMaximumBitRate,
	PC5QoSParameters,
	TargetCellInNGRAN,
	Measurement-ID-ENDC,
	Registration-Request-ENDC,
	ReportCharacteristics-ENDC,
	NRRadioResourceStatus,
	TNLCapacityIndicator,
	NRCompositeAvailableCapacityGroup,
	SSBIndex,
	TDDULDLConfigurationCommonNR,
	NRCarrierList,
	SSB-PositionsInBurst,
	NRCellPRACHConfig,
	NBIoT-RLF-Report-Container,	PrivacyIndicator,
	UERadioCapabilityID,
	CSI-RSTransmissionIndication,
	IABNodeIndication,
	F1CTrafficContainer,
	IABInformation,
	CPCExecutionCompletion


FROM X2AP-IEs

	PrivateIE-Container{},
	ProtocolExtensionContainer{},
	ProtocolIE-Container{},
	ProtocolIE-ContainerList{},
	ProtocolIE-ContainerPair{},
	ProtocolIE-ContainerPairList{},
	ProtocolIE-Single-Container{},
	X2AP-PRIVATE-IES,
	X2AP-PROTOCOL-EXTENSION,
	X2AP-PROTOCOL-IES,
	X2AP-PROTOCOL-IES-PAIR
FROM X2AP-Containers

	id-ABSInformation,
	id-ActivatedCellList,
	id-BearerType,
	id-Cause,
	id-CellInformation,
	id-CellInformation-Item,
	id-CellMeasurementResult, 
	id-CellMeasurementResult-ENDC,
	id-CellMeasurementResult-Item, 
	id-CellMeasurementResult-ENDC-Item,
	id-CellToReport,
	id-CellToReport-ENDC,
	id-CellToReport-Item, 
	id-CellToReport-ENDC-Item,
	id-CompositeAvailableCapacityGroup,
	id-AerialUEsubscriptionInformation,
	id-CriticalityDiagnostics,
	id-DeactivationIndication,
	id-DynamicDLTransmissionInformation,
	id-E-RABs-Admitted-Item,
	id-E-RABs-Admitted-List,
	id-E-RABs-NotAdmitted-List,
	id-E-RABs-SubjectToStatusTransfer-List,
	id-E-RABs-SubjectToStatusTransfer-Item,
	id-E-RABs-ToBeSetup-Item,
	id-GlobalENB-ID,
	id-GUGroupIDList,
	id-GUGroupIDToAddList,
	id-GUGroupIDToDeleteList,
	id-GUMMEI-ID,
	id-Masked-IMEISV,
	id-InvokeIndication,
	id-New-eNB-UE-X2AP-ID,
	id-Old-eNB-UE-X2AP-ID,
	id-Registration-Request,
	id-ReportingPeriodicity,
	id-RLC-Status,
	id-ServedCells,
	id-ServedCellsToActivate,
	id-ServedCellsToAdd,
	id-ServedCellsToModify,
	id-ServedCellsToDelete,
	id-SRVCCOperationPossible,
	id-TargetCell-ID,
	id-TargeteNBtoSource-eNBTransparentContainer,
	id-TimeToWait,
	id-TraceActivation,
	id-UE-ContextInformation,
	id-UE-HistoryInformation,
	id-UE-X2AP-ID,
	id-Measurement-ID,
	id-ReportCharacteristics,
	id-ENB1-Measurement-ID,
	id-ENB2-Measurement-ID,
	id-ENB1-Cell-ID,
	id-ENB2-Cell-ID,
	id-ENB2-Proposed-Mobility-Parameters,
	id-ENB1-Mobility-Parameters,
	id-ENB2-Mobility-Parameters-Modification-Range,
	id-FailureCellPCI,
	id-Re-establishmentCellECGI,
	id-FailureCellCRNTI,
	id-ShortMAC-I,
	id-SourceCellECGI,
	id-FailureCellECGI,
	id-HandoverReportType,
	id-UE-RLF-Report-Container,
	id-PartialSuccessIndicator,
	id-MeasurementInitiationResult-List,
	id-MeasurementInitiationResult-Item,
	id-MeasurementFailureCause-Item,
	id-CompleteFailureCauseInformation-List,
	id-CompleteFailureCauseInformation-Item,
	id-CSGMembershipStatus,
	id-CSG-Id,
	id-MDTConfiguration,
	id-ManagementBasedMDTallowed,
	id-ABS-Status,
	id-RRCConnSetupIndicator,
	id-RRCConnReestabIndicator,
	id-TargetCellInUTRAN,
	id-MobilityInformation,
	id-SourceCellCRNTI,
	id-ManagementBasedMDTPLMNList,
	id-ReceiveStatusOfULPDCPSDUsExtended,
	id-ULCOUNTValueExtended,
	id-DLCOUNTValueExtended,
	id-IntendedULDLConfiguration,
	id-ExtendedULInterferenceOverloadInfo,
	id-RNL-Header,
	id-x2APMessage,
	id-UE-HistoryInformationFromTheUE,
	id-ExpectedUEBehaviour,
	id-MeNB-UE-X2AP-ID,
	id-SeNB-UE-X2AP-ID,
	id-UE-SecurityCapabilities,
	id-SeNBSecurityKey,
	id-SeNBUEAggregateMaximumBitRate,
	id-ServingPLMN,
	id-E-RABs-ToBeAdded-List,
	id-E-RABs-ToBeAdded-Item,
	id-MeNBtoSeNBContainer,
	id-E-RABs-Admitted-ToBeAdded-List,
	id-E-RABs-Admitted-ToBeAdded-Item,
	id-SeNBtoMeNBContainer,
	id-ResponseInformationSeNBReconfComp,
	id-UE-ContextInformationSeNBModReq,
	id-E-RABs-ToBeAdded-ModReqItem,
	id-E-RABs-ToBeModified-ModReqItem,
	id-E-RABs-ToBeReleased-ModReqItem,
	id-E-RABs-Admitted-ToBeAdded-ModAckList,
	id-E-RABs-Admitted-ToBeModified-ModAckList,
	id-E-RABs-Admitted-ToBeReleased-ModAckList,
	id-E-RABs-Admitted-ToBeAdded-ModAckItem,
	id-E-RABs-Admitted-ToBeModified-ModAckItem,
	id-E-RABs-Admitted-ToBeReleased-ModAckItem,
	id-SCGChangeIndication,
	id-E-RABs-ToBeReleased-ModReqd,
	id-E-RABs-ToBeReleased-ModReqdItem,
	id-E-RABs-ToBeReleased-List-RelReq,
	id-E-RABs-ToBeReleased-RelReqItem,
	id-E-RABs-ToBeReleased-List-RelConf,
	id-E-RABs-ToBeReleased-RelConfItem,
	id-E-RABs-SubjectToCounterCheck-List,
	id-E-RABs-SubjectToCounterCheckItem,
	id-CoMPInformation,
	id-ReportingPeriodicityRSRPMR,
	id-RSRPMRList,
	id-UE-RLF-Report-Container-for-extended-bands,
	id-ProSeAuthorized,
	id-CoverageModificationList,
	id-ReportingPeriodicityCSIR,
	id-CSIReportList,
	id-ReceiveStatusOfULPDCPSDUsPDCP-SNlength18,
	id-ULCOUNTValuePDCP-SNlength18,
	id-DLCOUNTValuePDCP-SNlength18,
	id-LHN-ID,
	id-Correlation-ID,
	id-SIPTO-Correlation-ID,
	id-UE-ContextReferenceAtSeNB,
	id-UE-ContextReferenceAtWT,
	id-UE-ContextKeptIndicator,
	id-UEs-ToBeReset,
	id-UEs-Admitted-ToBeReset,
	id-WT-UE-ContextKeptIndicator,
	id-New-eNB-UE-X2AP-ID-Extension,
	id-Old-eNB-UE-X2AP-ID-Extension,
	id-MeNB-UE-X2AP-ID-Extension,
	id-SeNB-UE-X2AP-ID-Extension,
	id-SIPTO-BearerDeactivationIndication,
	id-Tunnel-Information-for-BBF,
	id-SIPTO-L-GW-TransportLayerAddress,
	id-GW-TransportLayerAddress,
	id-X2RemovalThreshold,
	id-CellReportingIndicator,
	id-V2XServicesAuthorized,
	id-resumeID,
	id-UE-ContextInformationRetrieve,
	id-E-RABs-ToBeSetupRetrieve-Item,
	id-NewEUTRANCellIdentifier,
	id-MakeBeforeBreakIndicator,
	id-UESidelinkAggregateMaximumBitRate,
	id-uL-GTPtunnelEndpoint,
	id-SgNBSecurityKey,
	id-SgNBUEAggregateMaximumBitRate,
	id-E-RABs-ToBeAdded-SgNBAddReqList,
	id-MeNBtoSgNBContainer,
	id-SgNB-UE-X2AP-ID,
	id-RequestedSplitSRBs,
	id-E-RABs-ToBeAdded-SgNBAddReq-Item,
	id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAckList,
	id-SgNBtoMeNBContainer,
	id-AdmittedSplitSRBs,
	id-E-RABs-Admitted-ToBeAdded-SgNBAddReqAck-Item,
	id-ResponseInformationSgNBReconfComp,
	id-UE-ContextInformation-SgNBModReq,
	id-E-RABs-ToBeAdded-SgNBModReq-Item,
	id-E-RABs-ToBeModified-SgNBModReq-Item,
	id-E-RABs-ToBeReleased-SgNBModReq-Item,
	id-E-RABs-Admitted-ToBeAdded-SgNBModAckList,
	id-E-RABs-Admitted-ToBeModified-SgNBModAckList,
	id-E-RABs-Admitted-ToBeReleased-SgNBModAckList,
	id-E-RABs-Admitted-ToBeAdded-SgNBModAck-Item,
	id-E-RABs-Admitted-ToBeModified-SgNBModAck-Item,
	id-E-RABs-Admitted-ToBeReleased-SgNBModAck-Item,
	id-E-RABs-Admitted-ToBeReleased-SgNBRelReqAckList,
	id-E-RABs-Admitted-ToBeReleased-SgNBRelReqAck-Item,
	id-E-RABs-ToBeReleased-SgNBModReqdList,
	id-E-RABs-ToBeModified-SgNBModReqdList,
	id-E-RABs-ToBeReleased-SgNBModReqd-Item,
	id-E-RABs-ToBeModified-SgNBModReqd-Item,
	id-E-RABs-ToBeReleased-SgNBChaConfList,
	id-E-RABs-ToBeReleased-SgNBChaConf-Item,
	id-E-RABs-ToBeReleased-SgNBRelReqList,
	id-E-RABs-ToBeReleased-SgNBRelReq-Item,
	id-E-RABs-ToBeReleased-SgNBRelConfList,
	id-E-RABs-ToBeReleased-SgNBRelConf-Item,
	id-E-RABs-ToBeReleased-SgNBRelReqdList,
	id-E-RABs-ToBeReleased-SgNBRelReqd-Item,
	id-E-RABs-SubjectToSgNBCounterCheck-List,
	id-E-RABs-SubjectToSgNBCounterCheck-Item,
	id-Target-SgNB-ID,
	id-RRCContainer,
	id-SRBType,
	id-HandoverRestrictionList,
	id-SCGConfigurationQuery,
	id-SplitSRB,
	id-NRUeReport,
	id-InitiatingNodeType-EndcX2Setup,
	id-InitiatingNodeType-EndcConfigUpdate,
	id-RespondingNodeType-EndcX2Setup,
	id-RespondingNodeType-EndcConfigUpdate,
	id-NRUESecurityCapabilities,
	id-PDCPChangeIndication,
	id-ServedEUTRAcellsENDCX2ManagementList,
	id-ServedEUTRAcellsToModifyListENDCConfUpd,
	id-ServedEUTRAcellsToDeleteListENDCConfUpd,
	id-ServedNRcellsToModifyListENDCConfUpd,
	id-ServedNRcellsToDeleteListENDCConfUpd,
	id-CellAssistanceInformation,
	id-Globalen-gNB-ID,
	id-ServedNRcellsENDCX2ManagementList,
	id-Old-SgNB-UE-X2AP-ID,
	id-UE-ContextReferenceAtSgNB,
	id-SecondaryRATUsageReportList,
	id-ActivationID,
	id-ServedNRCellsToActivate,
	id-ActivatedNRCellList,
	id-MeNBResourceCoordinationInformation,
	id-SgNBResourceCoordinationInformation,
	id-UEAppLayerMeasConfig,
	id-SelectedPLMN,
	id-SubscriberProfileIDforRFP,
	id-InitiatingNodeType-EutranrCellResourceCoordination,
	id-RespondingNodeType-EutranrCellResourceCoordination,
	id-DataTrafficResourceIndication,
	id-SpectrumSharingGroupID,
	id-ListofEUTRACellsinEUTRACoordinationReq,
	id-ListofEUTRACellsinEUTRACoordinationResp,
	id-ListofEUTRACellsinNRCoordinationReq,
	id-ListofNRCellsinNRCoordinationReq,
	id-ListofNRCellsinNRCoordinationResp,
	id-RRCConfigIndication,
	id-SGNB-Addition-Trigger-Ind,
	id-RequestedSplitSRBsrelease,
	id-AdmittedSplitSRBsrelease,
	id-E-RABs-AdmittedToBeModified-SgNBModConfList,
	id-E-RABs-AdmittedToBeModified-SgNBModConf-Item,
	id-UEContextLevelUserPlaneActivity,
	id-ERABActivityNotifyItemList,
	id-MeNBCell-ID,
	id-InitiatingNodeType-EndcX2Removal,
	id-RespondingNodeType-EndcX2Removal,
	id-uLpDCPSnLength,
	id-dL-Forwarding,
	id-E-RABs-DataForwardingAddress-List,
	id-E-RABs-DataForwardingAddress-Item,
	id-Subscription-Based-UE-DifferentiationInfo,
	id-RLCMode-transferred,
	id-dLPDCPSnLength,
	id-secondarysgNBDLGTPTEIDatPDCP,
	id-secondarymeNBULGTPTEIDatPDCP,
	id-lCID,
	id-duplicationActivation,
	id-GNBOverloadInformation,
	id-new-drb-ID-req,
	id-NRNeighbourInfoToModify,
	id-DesiredActNotificationLevel,
	id-LocationInformationSgNB,
	id-LocationInformationSgNBReporting,
	id-endcSONConfigurationTransfer,
	id-EUTRANTraceID,
	id-additionalPLMNs-Item,
	id-InterfaceInstanceIndication,
	id-BPLMN-ID-Info-NR,
	id-SNtriggered,
	id-EPCHandoverRestrictionListContainer,
	id-ERABs-transferred-to-MeNB,
	id-AdditionalRRMPriorityIndex,
	id-LowerLayerPresenceStatusChange,
	id-FastMCGRecovery-SN-to-MN,
	id-FastMCGRecovery-MN-to-SN,
	id-RequestedFastMCGRecoveryViaSRB3,
	id-AvailableFastMCGRecoveryViaSRB3,
	id-RequestedFastMCGRecoveryViaSRB3Release,
	id-ReleaseFastMCGRecoveryViaSRB3,
	id-PartialListIndicator,
	id-MaximumCellListSize,
	id-MessageOversizeNotification,
	id-CellandCapacityAssistInfo,
	id-TNLConfigurationInfo,
	id-TNLA-To-Add-List,
	id-TNLA-To-Update-List,
	id-TNLA-To-Remove-List,
	id-TNLA-Setup-List,
	id-TNLA-Failed-To-Setup-List,
	id-UEContextReferenceatSourceNGRAN,
	id-CHOinformation-REQ,
	id-CHOinformation-ACK,
	id-DAPSRequestInfo,
	id-RequestedTargetCellID,
	id-CandidateCellsToBeCancelledList,
	id-DAPSResponseInfo,
	id-ProcedureStage,
	id-CHO-DC-Indicator,
	id-Ethernet-Type,
	id-NRV2XServicesAuthorized,
	id-NRUESidelinkAggregateMaximumBitRate,
	id-PC5QoSParameters,
	id-TargetCellInNGRAN,
	id-eNB-Measurement-ID-ENDC,
	id-engNB-Measurement-ID-ENDC,
	id-TDDULDLConfigurationCommonNR,
	id-CarrierList,
	id-ULCarrierList,
	id-SSB-PositionsInBurst,
	id-NRCellPRACHConfig,
	id-NBIoT-RLF-Report-Container,
	id-MDTConfigurationNR,
	id-PrivacyIndicator,
	id-TraceCollectionEntityIPAddress,
	id-UERadioCapabilityID,
	id-CSI-RSTransmissionIndication,
	id-DLCarrierList,
	id-IABNodeIndication,
	id-F1CTrafficContainer,
	id-IABInformation,
	id-CPCExecutionCompletion,
	maxCellineNB,
	maxnoofBearers,
	maxnoofPDCP-SN,
	maxFailedMeasObjects,
	maxnoofCellIDforMDT,
	maxnoofTAforMDT,
	maxCellinengNB,
	maxnoofCellIDforQMC,
	maxnoofTAforQMC,
	maxnoofPLMNforQMC,
	maxnoofProtectedResourcePatterns,
	maxnoNRcellsSpectrumSharingWithE-UTRA,
	maxnoofNrCellBands,
	maxnoofSSBAreas

FROM X2AP-Constants;


NEXT CHANGE
-- **************************************************************
--
-- RRC TRANSFER
--
-- **************************************************************

RRCTransfer ::= SEQUENCE {
	protocolIEs		ProtocolIE-Container		{{RRCTransfer-IEs}},
	...
}

RRCTransfer-IEs X2AP-PROTOCOL-IES ::= {
	{ ID id-MeNB-UE-X2AP-ID						CRITICALITY reject	TYPE UE-X2AP-ID					PRESENCE mandatory}|
	{ ID id-SgNB-UE-X2AP-ID						CRITICALITY reject	TYPE SgNB-UE-X2AP-ID				PRESENCE mandatory}|
	{ ID id-SplitSRB								CRITICALITY reject	TYPE SplitSRB					PRESENCE optional}|
	{ ID id-NRUeReport							CRITICALITY reject	TYPE NRUeReport					PRESENCE optional}|
	{ ID id-MeNB-UE-X2AP-ID-Extension			CRITICALITY reject	TYPE UE-X2AP-ID-Extension		PRESENCE optional}|
	{ ID id-FastMCGRecovery-SN-to-MN				CRITICALITY ignore 	TYPE FastMCGRecovery				PRESENCE optional}|
	{ ID id-FastMCGRecovery-MN-to-SN				CRITICALITY ignore 	TYPE FastMCGRecovery				PRESENCE optional}|
	{ ID id-IABInformation						CRITICALITY ignore  TYPE IABInformation				PRESENCE optional}|
	{ ID id-CPCExecutionCompletion				CRITICALITY ignore		TYPE CPCExecutionCompletion		PRESENCE optional},
	...
}

NEXT CHANGE
[bookmark: _Toc20954613][bookmark: _Toc29902623][bookmark: _Toc29906627][bookmark: _Toc36550621][bookmark: _Toc45104397][bookmark: _Toc45227893][bookmark: _Toc45891707]9.3.5	Information Element definitions
-- ASN1START
-- **************************************************************
--
-- Information Element Definitions
--
-- **************************************************************

X2AP-IEs {
itu-t (0) identified-organization (4) etsi (0) mobileDomain (0) 
eps-Access (21) modules (3) x2ap (2) version1 (1) x2ap-IEs (2) }

DEFINITIONS AUTOMATIC TAGS ::= 

BEGIN

IMPORTS

	id-E-RAB-Item,
	id-Number-of-Antennaports,
	id-MBSFN-Subframe-Info,
	id-PRACH-Configuration,
	id-CSG-Id,
	id-MDTConfiguration,
	id-SignallingBasedMDTPLMNList,
	id-MultibandInfoList,
	id-FreqBandIndicatorPriority,
	id-NeighbourTAC,
	id-Time-UE-StayedInCell-EnhancedGranularity,
	id-MBMS-Service-Area-List,
	id-HO-cause,
	id-eARFCNExtension,
	id-DL-EARFCNExtension,
	id-UL-EARFCNExtension,
	id-M3Configuration,
	id-M4Configuration,
	id-M5Configuration,
	id-MDT-Location-Info,
	id-NRrestrictioninEPSasSecondaryRAT,
	id-NRrestrictionin5GS,
	id-AdditionalSpecialSubframe-Info,
	id-UEID,
	id-enhancedRNTP,
	id-ProSeUEtoNetworkRelaying,
	id-M6Configuration,
	id-M7Configuration,
	id-OffsetOfNbiotChannelNumberToDL-EARFCN,
	id-OffsetOfNbiotChannelNumberToUL-EARFCN,
	id-AdditionalSpecialSubframeExtension-Info,
	id-BandwidthReducedSI,
	id-extended-e-RAB-MaximumBitrateDL,
	id-extended-e-RAB-MaximumBitrateUL,
	id-extended-e-RAB-GuaranteedBitrateDL,
	id-extended-e-RAB-GuaranteedBitrateUL,
	id-extended-uEaggregateMaximumBitRateDownlink,
	id-extended-uEaggregateMaximumBitRateUplink,
	id-E-RABUsageReport-Item,
	id-SecondaryRATUsageReport-Item,
	id-UEAppLayerMeasConfig,
	id-DL-scheduling-PDCCH-CCE-usage,
	id-UL-scheduling-PDCCH-CCE-usage,
	id-DownlinkPacketLossRate,
	id-UplinkPacketLossRate,
	id-serviceType,
	id-ProtectedEUTRAResourceIndication,
	id-NRS-NSSS-PowerOffset,
	id-NSSS-NumOccasionDifferentPrecoder,
[bookmark: _Hlk517289389]	id-CNTypeRestrictions,
	id-BluetoothMeasurementConfiguration,
	id-WLANMeasurementConfiguration,
	id-ECGI,
	id-NRCGI,
	id-MeNBCoordinationAssistanceInformation,
	id-SgNBCoordinationAssistanceInformation,
	id-NRNeighbourInfoToAdd,
	id-LastNG-RANPLMNIdentity,
	id-BPLMN-ID-Info-EUTRA,
	id-NBIoT-UL-DL-AlignmentOffset,
	id-UnlicensedSpectrumRestriction,
	id-CarrierList,
	id-FrequencyShift7p5khz,
	id-NPRACHConfiguration,
	id-MDTConfigurationNR,
	id-CSI-RSTransmissionIndication,
	id-QoS-Mapping-Information,

	maxnoofBearers,
	maxCellineNB,
	maxEARFCN,
	maxEARFCNPlusOne,
	newmaxEARFCN,
	maxInterfaces,
	
	maxnoofBands,
	maxnoofBPLMNs,
	maxnoofAdditionalPLMNs,
	maxnoofCells,
	maxnoofEPLMNs,
	maxnoofEPLMNsPlusOne,
	maxnoofForbLACs,
	maxnoofForbTACs,
	maxnoofNeighbours,
	maxnoofPRBs,
	maxNrOfErrors,
	maxPools,
	maxnoofMBSFN,
	maxnoofTAforMDT,
	maxnoofCellIDforMDT,
	maxnoofMBMSServiceAreaIdentities,
	maxnoofMDTPLMNs,
	maxnoofCoMPHypothesisSet,
	maxnoofCoMPCells,
	maxUEReport,
	maxCellReport,
	maxnoofPA,
	maxCSIProcess,
	maxCSIReport,
	maxSubband,
	maxnooftimeperiods,
	maxnoofCellIDforQMC,
	maxnoofTAforQMC,
	maxnoofPLMNforQMC,
	maxUEsinengNBDU,
	maxnoofProtectedResourcePatterns,
	maxnoNRcellsSpectrumSharingWithE-UTRA,
	maxnoofNrCellBands,
	maxnoofBluetoothName,
	maxnoofWLANName,
	maxofNRNeighbours,
	maxnoofextBPLMNs,
	maxnoofTLAs,
	maxnoofGTPTLAs,
	maxnoofTNLAssociations,
	maxnoofCellsinCHO,	maxnoofPC5QoSFlows,
	maxnoofSSBAreas,
	maxnoofNRSCSs,
	maxnoofPhysicalResourceBlocks,
	maxnoofNRPhysicalResourceBlocks


FROM X2AP-Constants

	Criticality,
	ProcedureCode,
	ProtocolIE-ID,
	TriggeringMessage
FROM X2AP-CommonDataTypes

	ProtocolExtensionContainer{},
	ProtocolIE-Single-Container{},
	
	X2AP-PROTOCOL-EXTENSION,
	X2AP-PROTOCOL-IES
FROM X2AP-Containers;

-- A

ABSInformation ::= CHOICE {
	fdd					ABSInformationFDD,
	tdd					ABSInformationTDD,
	abs-inactive		NULL,
	...
}

ABSInformationFDD ::= SEQUENCE {
	abs-pattern-info					BIT STRING (SIZE(40)),
	numberOfCellSpecificAntennaPorts	ENUMERATED {one, two, four, ...},
	measurement-subset					BIT STRING (SIZE(40)),
	iE-Extensions						ProtocolExtensionContainer { {ABSInformationFDD-ExtIEs} } OPTIONAL,
	...
}

ABSInformationFDD-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

ABSInformationTDD ::= SEQUENCE {
	abs-pattern-info					BIT STRING (SIZE(1..70, ...)),
	numberOfCellSpecificAntennaPorts	ENUMERATED {one, two, four, ...},
	measurement-subset					BIT STRING (SIZE(1..70, ...)),
	iE-Extensions						ProtocolExtensionContainer { {ABSInformationTDD-ExtIEs} } OPTIONAL,
	...
}

ABSInformationTDD-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

ABS-Status ::= SEQUENCE {
	dL-ABS-status								DL-ABS-status,
	usableABSInformation						UsableABSInformation,
	iE-Extensions								ProtocolExtensionContainer { {ABS-Status-ExtIEs} } OPTIONAL,
	...
}

ABS-Status-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

ActivationID ::= INTEGER (0..255)

AdditionalRRMPriorityIndex ::= BIT STRING (SIZE(32))

AdditionalSpecialSubframe-Info ::=		SEQUENCE {
	additionalspecialSubframePatterns		AdditionalSpecialSubframePatterns,
	cyclicPrefixDL							CyclicPrefixDL,
	cyclicPrefixUL							CyclicPrefixUL,
	iE-Extensions							ProtocolExtensionContainer { {AdditionalSpecialSubframe-Info-ExtIEs} } OPTIONAL,
	...
}

AdditionalSpecialSubframe-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalSpecialSubframePatterns ::= ENUMERATED {
	ssp0,
	ssp1,
	ssp2,
	ssp3,
	ssp4,
	ssp5,
	ssp6,
	ssp7,
	ssp8,
	ssp9,
	...
}

AdditionalSpecialSubframeExtension-Info ::=		SEQUENCE {
	additionalspecialSubframePatternsExtension	AdditionalSpecialSubframePatternsExtension,
	cyclicPrefixDL								CyclicPrefixDL,
	cyclicPrefixUL								CyclicPrefixUL,
	iE-Extensions								ProtocolExtensionContainer { {AdditionalSpecialSubframeExtension-Info-ExtIEs} } OPTIONAL,
	...
}

AdditionalSpecialSubframeExtension-Info-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalSpecialSubframePatternsExtension ::= ENUMERATED {
	ssp10,
	...
}

AvailableFastMCGRecoveryViaSRB3 ::= ENUMERATED {true,...}

AerialUEsubscriptionInformation ::= ENUMERATED { 
	allowed,
	not-allowed,
	...
}

AllocationAndRetentionPriority ::= SEQUENCE {
	priorityLevel				PriorityLevel,
	pre-emptionCapability		Pre-emptionCapability,
	pre-emptionVulnerability	Pre-emptionVulnerability,
	iE-Extensions				ProtocolExtensionContainer { {AllocationAndRetentionPriority-ExtIEs} } OPTIONAL,
	...
}

AllocationAndRetentionPriority-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

AreaScopeOfMDT ::= CHOICE {	
	cellBased					CellBasedMDT,
	tABased						TABasedMDT,
	pLMNWide					NULL,
	...,
	tAIBased					TAIBasedMDT
}

AreaScopeOfQMC ::= CHOICE {	
	cellBased					CellBasedQMC,
	tABased						TABasedQMC,
	tAIBased					TAIBasedQMC,
	pLMNAreaBased				PLMNAreaBasedQMC,
	...
}

AS-SecurityInformation ::= SEQUENCE {
	key-eNodeB-star		Key-eNodeB-Star,
	nextHopChainingCount			NextHopChainingCount,
	iE-Extensions						ProtocolExtensionContainer { {AS-SecurityInformation-ExtIEs} } OPTIONAL,
	...
}

AS-SecurityInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

AdditionalPLMNs-Item ::= SEQUENCE (SIZE(1..maxnoofAdditionalPLMNs)) OF PLMN-Identity


-- B

BandwidthReducedSI::= ENUMERATED {
	scheduled,
	...
}

BearerType ::= ENUMERATED {
	non-IP,
	...
}

BenefitMetric ::= INTEGER (-101..100, ...)

BitRate ::= INTEGER (0..10000000000)
BroadcastPLMNs-Item ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF PLMN-Identity

BluetoothMeasurementConfiguration ::= SEQUENCE {
	bluetoothMeasConfig				BluetoothMeasConfig,
	bluetoothMeasConfigNameList		BluetoothMeasConfigNameList			OPTIONAL,
	bt-rssi							ENUMERATED {true, ...}				OPTIONAL,
	iE-Extensions		ProtocolExtensionContainer { {BluetoothMeasurementConfiguration-ExtIEs} } OPTIONAL,
	...
}

BluetoothMeasurementConfiguration-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

BluetoothMeasConfigNameList ::= SEQUENCE (SIZE(1..maxnoofBluetoothName)) OF BluetoothName

BluetoothMeasConfig::= ENUMERATED {setup,...}

BluetoothName ::= OCTET STRING (SIZE (1..248))

[bookmark: _Hlk13089750]BPLMN-ID-Info-EUTRA ::= SEQUENCE (SIZE(1..maxnoofBPLMNs)) OF BPLMN-ID-Info-EUTRA-Item

BPLMN-ID-Info-EUTRA-Item ::= SEQUENCE {
	broadcastPLMNs					BroadcastPLMNs-Item,
	tac								TAC,
	e-utraCI						EUTRANCellIdentifier,
	iE-Extension					ProtocolExtensionContainer { {BPLMN-ID-Info-EUTRA-Item-ExtIEs} } OPTIONAL,
	...
}

BPLMN-ID-Info-EUTRA-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

BPLMN-ID-Info-NR ::= SEQUENCE (SIZE(1..maxnoofextBPLMNs)) OF BPLMN-ID-Info-NR-Item

BPLMN-ID-Info-NR-Item ::= SEQUENCE {
	broadcastPLMNs					BroadcastextPLMNs,
	fiveGS-TAC						FiveGS-TAC		OPTIONAL,
	nr-CI							NRCellIdentifier,
	iE-Extension					ProtocolExtensionContainer { {BPLMN-ID-Info-NR-Item-ExtIEs} } OPTIONAL,
	...
}

BPLMN-ID-Info-NR-Item-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

BroadcastextPLMNs ::= SEQUENCE (SIZE(1..maxnoofextBPLMNs)) OF PLMN-Identity

-- C

CapacityValue ::= INTEGER (0..100)

Cause ::= CHOICE {
	radioNetwork		CauseRadioNetwork,
	transport			CauseTransport,
	protocol			CauseProtocol,
	misc				CauseMisc,
	...
}

CauseMisc ::= ENUMERATED {
	control-processing-overload,
	hardware-failure,
	om-intervention,
	not-enough-user-plane-processing-resources,
	unspecified,
	...
}

CauseProtocol ::= ENUMERATED {
	transfer-syntax-error,
	abstract-syntax-error-reject,
	abstract-syntax-error-ignore-and-notify,
	message-not-compatible-with-receiver-state,
	semantic-error,
	unspecified,
	abstract-syntax-error-falsely-constructed-message,
	...
}

CauseRadioNetwork ::= ENUMERATED {
	handover-desirable-for-radio-reasons,
	time-critical-handover,
	resource-optimisation-handover,
	reduce-load-in-serving-cell,
	partial-handover,
	unknown-new-eNB-UE-X2AP-ID, 
	unknown-old-eNB-UE-X2AP-ID, 
	unknown-pair-of-UE-X2AP-ID,
	ho-target-not-allowed,
	tx2relocoverall-expiry,
	trelocprep-expiry,
	cell-not-available,
	no-radio-resources-available-in-target-cell,
	invalid-MME-GroupID,
	unknown-MME-Code,
	encryption-and-or-integrity-protection-algorithms-not-supported,
	reportCharacteristicsEmpty,
	noReportPeriodicity,
	existingMeasurementID,
	unknown-eNB-Measurement-ID,
	measurement-temporarily-not-available,
	unspecified,
	...,
	load-balancing,
	handover-optimisation,
	value-out-of-allowed-range,
	multiple-E-RAB-ID-instances,
	switch-off-ongoing,
	not-supported-QCI-value,
	measurement-not-supported-for-the-object,
	tDCoverall-expiry,
	tDCprep-expiry,
	action-desirable-for-radio-reasons,
	reduce-load,
	resource-optimisation,
	time-critical-action,
	target-not-allowed,
	no-radio-resources-available,
	invalid-QoS-combination,
	encryption-algorithms-not-supported,
	procedure-cancelled,
	rRM-purpose,
	improve-user-bit-rate,
	user-inactivity,
	radio-connection-with-UE-lost,
	failure-in-the-radio-interface-procedure,
	bearer-option-not-supported,
	mCG-Mobility,
	sCG-Mobility,
	count-reaches-max-value,
	unknown-old-en-gNB-UE-X2AP-ID,
	pDCP-Overload,
	cho-cpc-resources-tobechanged


}

CauseTransport ::= ENUMERATED {
	transport-resource-unavailable,
	unspecified,
	...
}

CellBasedMDT::= SEQUENCE {
	cellIdListforMDT	CellIdListforMDT,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedMDT-ExtIEs} } OPTIONAL,
	...
}

CellBasedMDT-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CellBasedQMC::= SEQUENCE {
	cellIdListforQMC		CellIdListforQMC,
	iE-Extensions		ProtocolExtensionContainer { {CellBasedQMC-ExtIEs} } OPTIONAL,
	...
}

CellBasedQMC-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CellCapacityClassValue ::= INTEGER (1..100, ...)

CellDeploymentStatusIndicator ::= ENUMERATED {pre-change-notification, ...}

CellIdListforMDT ::= SEQUENCE (SIZE(1..maxnoofCellIDforMDT)) OF ECGI

CellIdListforQMC ::= SEQUENCE (SIZE(1..maxnoofCellIDforQMC)) OF ECGI

CellReplacingInfo ::= SEQUENCE {
	replacingCellsList				ReplacingCellsList,
	iE-Extensions					ProtocolExtensionContainer { {CellReplacingInfo-ExtIEs}}	OPTIONAL,
	...
}

CellReplacingInfo-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CellReportingIndicator ::= ENUMERATED {stop-request, ... }

Cell-Size ::= ENUMERATED {verysmall, small, medium, large, ... }


CellType ::= SEQUENCE {
	cell-Size						Cell-Size,
	iE-Extensions					ProtocolExtensionContainer { {CellType-ExtIEs}}	OPTIONAL,
	...
}

CellType-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CHO-DC-Indicator ::= ENUMERATED {true, ...}

CNTypeRestrictions ::= SEQUENCE (SIZE(1.. maxnoofEPLMNsPlusOne)) OF CNTypeRestrictionsItem

CNTypeRestrictionsItem ::= SEQUENCE {
	plmn-Id				PLMN-Identity,
	cn-type				ENUMERATED {fiveGC-forbidden, ... , epc-forbidden},
	iE-Extensions		ProtocolExtensionContainer { {CNTypeRestrictionsItem-ExtIEs} } OPTIONAL,
	...
}

CNTypeRestrictionsItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CoMPHypothesisSet ::= SEQUENCE (SIZE(1..maxnoofCoMPCells)) OF CoMPHypothesisSetItem

CoMPHypothesisSetItem ::= SEQUENCE {
	coMPCellID						ECGI,
	coMPHypothesis					BIT STRING (SIZE(6..4400, ...)),
	iE-Extensions					ProtocolExtensionContainer { {CoMPHypothesisSetItem-ExtIEs} } OPTIONAL,
	...
}

CoMPHypothesisSetItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CoMPInformation ::= SEQUENCE {
	coMPInformationItem						CoMPInformationItem,
	coMPInformationStartTime				CoMPInformationStartTime,
	iE-Extensions							ProtocolExtensionContainer { {CoMPInformation-ExtIEs} } OPTIONAL,
	...
}

CoMPInformation-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CoMPInformationItem ::= SEQUENCE (SIZE(1..maxnoofCoMPHypothesisSet)) OF
	SEQUENCE {
		coMPHypothesisSet					CoMPHypothesisSet,
		benefitMetric						BenefitMetric,
		iE-Extensions						ProtocolExtensionContainer { {CoMPInformationItem-ExtIEs} } OPTIONAL,
		...
	}

CoMPInformationItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CoMPInformationStartTime ::= SEQUENCE (SIZE(0..1)) OF
	SEQUENCE {
		startSFN							INTEGER (0..1023, ...),
		startSubframeNumber					INTEGER (0..9, ...), 
		iE-Extensions						ProtocolExtensionContainer { {CoMPInformationStartTime-ExtIEs} } OPTIONAL,
		...
	}

CoMPInformationStartTime-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CompositeAvailableCapacity ::= SEQUENCE {
	cellCapacityClassValue							CellCapacityClassValue				OPTIONAL,
	capacityValue									CapacityValue,
	iE-Extensions									ProtocolExtensionContainer { {CompositeAvailableCapacity-ExtIEs} } OPTIONAL,
	...
}

CompositeAvailableCapacity-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CompositeAvailableCapacityGroup	::= SEQUENCE {
	dL-CompositeAvailableCapacity					CompositeAvailableCapacity,
	uL-CompositeAvailableCapacity					CompositeAvailableCapacity,
	iE-Extensions									ProtocolExtensionContainer { {CompositeAvailableCapacityGroup-ExtIEs} } OPTIONAL,
	...
}

CompositeAvailableCapacityGroup-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

Correlation-ID ::= OCTET STRING (SIZE (4))

COUNTvalue ::= SEQUENCE {
	pDCP-SN					PDCP-SN,
	hFN						HFN,
	iE-Extensions			ProtocolExtensionContainer { {COUNTvalue-ExtIEs} } OPTIONAL,
	...
}

COUNTvalue-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

COUNTValueExtended ::= SEQUENCE {
	pDCP-SNExtended			PDCP-SNExtended,
	hFNModified				HFNModified,
	iE-Extensions			ProtocolExtensionContainer { {COUNTValueExtended-ExtIEs} } OPTIONAL,
	...
}

COUNTValueExtended-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

COUNTvaluePDCP-SNlength18 ::= SEQUENCE {
	pDCP-SNlength18			PDCP-SNlength18,
	hFNforPDCP-SNlength18	HFNforPDCP-SNlength18,
	iE-Extensions			ProtocolExtensionContainer { {COUNTvaluePDCP-SNlength18-ExtIEs} } OPTIONAL,
	...
}

COUNTvaluePDCP-SNlength18-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CoverageModificationList ::= SEQUENCE (SIZE (1..maxCellineNB)) OF CoverageModification-Item

CoverageModification-Item ::= SEQUENCE {
	eCGI							ECGI,
	coverageState					INTEGER (0..15, ...),
	cellDeploymentStatusIndicator	CellDeploymentStatusIndicator			OPTIONAL,
	cellReplacingInfo				CellReplacingInfo						OPTIONAL,
-- Included in case the Cell Deployment Status Indicator IE is present
	...
}

CPTransportLayerInformation		::= CHOICE {
	endpointIPAddress						TransportLayerAddress,
	endpointIPAddressAndPort					TransportLayerAddressAndPort,
	...
}

CriticalityDiagnostics ::= SEQUENCE {
	procedureCode					ProcedureCode					OPTIONAL,
	triggeringMessage				TriggeringMessage				OPTIONAL,
	procedureCriticality			Criticality						OPTIONAL,
	iEsCriticalityDiagnostics		CriticalityDiagnostics-IE-List	OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { {CriticalityDiagnostics-ExtIEs} }	OPTIONAL,
	...
}


CriticalityDiagnostics-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CriticalityDiagnostics-IE-List ::= SEQUENCE (SIZE (1..maxNrOfErrors)) OF
	SEQUENCE {
		iECriticality			Criticality,
		iE-ID					ProtocolIE-ID,
		typeOfError				TypeOfError,
		iE-Extensions			ProtocolExtensionContainer { {CriticalityDiagnostics-IE-List-ExtIEs} } OPTIONAL,
		...
}

CriticalityDiagnostics-IE-List-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CRNTI ::= BIT STRING (SIZE (16))

CSGMembershipStatus ::= ENUMERATED { 
	member,
	not-member
}

CSG-Id ::= BIT STRING (SIZE (27))

CSIReportList ::= SEQUENCE (SIZE(1..maxUEReport)) OF
	SEQUENCE {
		uEID							UEID,
		cSIReportPerCSIProcess			CSIReportPerCSIProcess, 
		iE-Extensions					ProtocolExtensionContainer { {CSIReportList-ExtIEs} } OPTIONAL,
		...
	}

CSIReportList-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CSIReportPerCSIProcess ::= SEQUENCE (SIZE(1.. maxCSIProcess)) OF
	SEQUENCE {
		cSIProcessConfigurationIndex	INTEGER (1..7, ...),
		cSIReportPerCSIProcessItem		CSIReportPerCSIProcessItem, 
		iE-Extensions					ProtocolExtensionContainer { {CSIReportPerCSIProcess-ExtIEs} } OPTIONAL,
		...
	}

CSIReportPerCSIProcess-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CSIReportPerCSIProcessItem ::= SEQUENCE (SIZE(1.. maxCSIReport)) OF
	SEQUENCE {
		rI								INTEGER (1..8, ...),
		widebandCQI						WidebandCQI, 
		subbandSize						SubbandSize,
		subbandCQIList					SubbandCQIList	OPTIONAL,
		iE-Extensions					ProtocolExtensionContainer { {CSIReportPerCSIProcessItem-ExtIEs} } OPTIONAL,
		...
	}

CSIReportPerCSIProcessItem-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

CyclicPrefixDL ::= ENUMERATED { 
	normal,
	extended,
	...
}

CyclicPrefixUL ::= ENUMERATED { 
	normal,
	extended,
	...
}

CHOtrigger ::= ENUMERATED {
	cho-initiation,
	cho-replace,
	...
}

CHOinformation-REQ ::= SEQUENCE {
	cho-trigger						CHOtrigger,
	new-eNB-UE-X2AP-ID				UE-X2AP-ID											OPTIONAL
		-- This IE shall be present if the cho-trigger IE is present and set to "CHO-replace" --,
	new-eNB-UE-X2AP-ID-Extension	UE-X2AP-ID-Extension								OPTIONAL,
	cHO-EstimatedArrivalProbability	CHO-Probability										OPTIONAL,
	iE-Extensions				ProtocolExtensionContainer { { CHOinformation-REQ-ExtIEs} }	OPTIONAL,
	...
}

CHOinformation-REQ-ExtIEs X2AP-PROTOCOL-EXTENSION ::={
	...
}

CHOinformation-ACK ::= SEQUENCE {
	requestedTargetCellID			ECGI,
	maxCHOpreparations				MaxCHOpreparations											OPTIONAL,
	iE-Extensions					ProtocolExtensionContainer { { CHOinformation-ACK-ExtIEs} }	OPTIONAL,
	...
}

CHOinformation-ACK-ExtIEs X2AP-PROTOCOL-EXTENSION ::={
	...
}


CandidateCellsToBeCancelledList ::= SEQUENCE (SIZE (1..maxnoofCellsinCHO)) OF ECGI

CHO-Probability ::= INTEGER (1..100)

CSI-RSTransmissionIndication ::= ENUMERATED {
	activated,
	deactivated,
	...
}

CPCExecutionCompletion::= SEQUENCE {
	rrcContainer					OCTET STRING,
	iE-Extensions					ProtocolExtensionContainer { { CPCExecutionCompletion-ExtIEs} } OPTIONAL,
	...
}

CPCExecutionCompletion-ExtIEs X2AP-PROTOCOL-EXTENSION ::= {
	...
}

-- D


DataTrafficResources ::= BIT STRING (SIZE(6..17600))



NEXT CHANGE

id-SNtriggered																ProtocolIE-ID ::= 379
id-CSI-RSTransmissionIndication												ProtocolIE-ID ::= 380
id-DLCarrierList															ProtocolIE-ID ::= 381
id-TargetCellInNGRAN														ProtocolIE-ID ::= 382
id-eNB-Measurement-ID-ENDC													ProtocolIE-ID ::= 383
id-engNB-Measurement-ID-ENDC												ProtocolIE-ID ::= 384
id-TDDULDLConfigurationCommonNR												ProtocolIE-ID ::= 385
id-CarrierList																ProtocolIE-ID ::= 386
id-ULCarrierList															ProtocolIE-ID ::= 387
id-FrequencyShift7p5khz														ProtocolIE-ID ::= 388
id-SSB-PositionsInBurst														ProtocolIE-ID ::= 389
id-NRCellPRACHConfig														ProtocolIE-ID ::= 390
id-CellToReport-ENDC														ProtocolIE-ID ::= 391
id-CellToReport-ENDC-Item													ProtocolIE-ID ::= 392
id-CellMeasurementResult-ENDC												ProtocolIE-ID ::= 393
id-CellMeasurementResult-ENDC-Item											ProtocolIE-ID ::= 394
id-IABNodeIndication														ProtocolIE-ID ::= 395
id-QoS-Mapping-Information													ProtocolIE-ID ::= 396
id-F1CTrafficContainer														ProtocolIE-ID ::= 397
id-IABInformation															ProtocolIE-ID ::= 398
id-CPCExecutionCompletion													ProtocolIE-ID ::= xxx


END
-- ASN1STOP

image1.emf
MeNB / 

en-gNB

en-gNB / 

MeNB

RRC TRANSFER


Microsoft_Visio_2003-2010_Drawing.vsd
MeNB / en-gNB


en-gNB / MeNB


RRC TRANSFER



