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	For LTE UE RLF Report, there are two parts in UEInformationResponse message which are RLF-Report-r9 IE and RLF-Report-v9e0 IE. It is propose to include RLF-Report-v9e0 IE in LTE UE RLF Report.
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	RLF-Report-v9e0 IE is included in LTE UE RLF Report
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Start of change
9.3.3.Z1
UE RLF Report Container
This IE contains the RLF Report to be transferred.

	IE/Group Name
	Presence
	Range
	IE type and reference
	Semantics description

	CHOICE RLF type
	M
	
	
	

	>NR
	
	
	
	

	>>NR UE RLF Report Container
	M
	
	OCTET STRING
	nr-RLF-Report-r16 IE contained in the UEInformationResponse message defined in TS 38.331 [18].

	>LTE
	
	
	
	

	>>LTE UE RLF Report Container
	M
	
	OCTET STRING
	RLF-Report-r9 IE contained in the UEInformationResponse message defined in TS 36.331 [21]

	>>LTE UE RLF Report Container for extended bands
	O
	
	OCTET STRING
	RLF-Report-v9e0 IE contained in the UEInformationResponse message defined in TS 36.331 [14]


9.3.5
Information Element Definitions

-- ASN1START
-- U

UERLFReportContainer ::= CHOICE {


nR-UERLFReportContainer


UERLFReportContainerNR,


lTE-UERLFReportContainer

UERLFReportContainerLTE,


choice-Extension

ProtocolIE-Single-Container { {UERLFReportContainer-ExtIEs} }

}

UERLFReportContainer-ExtIEs XNAP-PROTOCOL-IES ::= {


...

}



UERLFReportContainerNR ::= OCTET STRING

-- This IE is a transparent container and shall be encoded as the nr-RLF-Report-r16 IE contained in the UEInformationResponse message (TS 38.331 [10])
UERLFReportContainerLTE ::= SEQUENCE {


uE-RLF-Report-Container-LTE





UE-RLF-Report-Container-LTE,


uE-RLF-Report-Container-LTE-for-extended-bands

UE-RLF-Report-Container-LTE-for-extended-bands

OPTIONAL,


iE-Extensions








ProtocolExtensionContainer {{ UERLFReportContainerLTE-ExtIEs}} OPTIONAL,


...

}

UERLFReportContainerLTE-ExtIEs XNAP-PROTOCOL-EXTENSION ::= {


...

}
UE-RLF-Report-Container-LTE ::= OCTET STRING
-- This IE is a transparent container and shall be encoded as the RLF-Report-r9 IE contained in the UEInformationResponse message (TS 36.331 [14])
UE-RLF-Report-Container-LTE-for-extended-bands ::= OCTET STRING

-- This IE is a transparent container and shall be encoded as the RLF-Report-v9e0 IE contained in the UEInformationResponse message (TS 36.331 [14])
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