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1   Introduction
In RAN3#108-e meeting, based on the LS response from SA2 [1], we focused on the issue Q1and made corresponding stage 2 changes.  However, the answer 2 of the LS is not addressed and to be continued. 
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In this contribution, we will further discuss the NAS-non-delivery issue and provide corresponding proposals and CRs.

2   Discussion
According to the answer 2 of the response LS [1], we see indication from RAN of failure of these non-PDU session related NAS messages may be needed when they are included in the "Initial Context Setup" & "PDU session resource setup" messages.  SA2 asks RAN3 to decide how to handle the failure notification to AMF of these non-PDU related NAS messages. 
From the PDU SESSION RESOURCE SETUP RESPONSE message, AMF could not get whether the non-PDU session related NAS PDU in PDU SESSION RESOURCE SETUP REQUEST message is successfully delivered or not. While for the INITIAL CONTEXT SETUP REQUEST, AMF could get such kind of info via the failure response and specific cause value, i.e. "UE in RRC_INACTIVE state not reachable".
Thus, here are two potential options to make AMF know the non-delivery of the non-PDU session NAS messages:

· Option 1: Send back to AMF the non-delivered non-PDU session NAS PDU via existing NAS non-delivery procedure.

· Option 2: Add additional information (an indication, or non-delivered NAS PDU) in the response message.

For the option 1, the existing NGAP procedures are reused, the only thing need to do is to remove the limitation of the usage of the NAS NON DELIVERY INDICATION message. 
For the option 2, a new IE need to be added at least for PDU SESSION RESOURCE RELEASE RESPONSE message to make AMF know the non-delivery of the related non-PDU session NAS PDU, this will involve ASN.1 change to Rel-15 and Rel-16 specifications.
Based on the discussion above, it seems option 1 is much easier, which will avoid the unnecessary ASN.1 change. 
Proposal 1: Use NAS Non Delivery Indication to transfer back the non-delivered non-PDU session related NAS in the INITIAL CONTEXT SETUP REQUEST and PDU SESSION RESOURCE SETUP REQUEST messages.

Corresponding changes to TS 38.413 could be found below:
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Furthermore, the existing procedure texts for NAS Non Delivery Indication procedure is inherited from the LTE spec, not mentioned the essential cause value of NR, i.e. “UE in RRC_INACTIVE state not reachable”.  To make the procedure texts more preciously and easier for understanding, it’s better to mention the NR specific cause value for the NAS Non Delivery Indication procedure, as below:
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The corresponding changes as above could be found in the Rel-15 CR [2] and Rel-16 CR [3].
Proposal 2: Discuss and agree the CRs [2] [3] for TS 38.413.
3   Proposal
In this contribution, we further discussed the RAN3 impact on NAS Non Delivery procedure based on the answer 2 in the LS response from SA2 [1]. Based on the discussion, we provide the following proposals:
Proposal 1: Use NAS Non Delivery Indication to transfer back the non-delivered non-PDU session related NAS in the INITIAL CONTEXT SETUP REQUEST and PDU SESSION RESOURCE SETUP REQUEST messages.

Proposal 2: Discuss and agree the CRs [2] [3] for TS 38.413.
3   Reference
[1] R3-204126 Reply LS on NAS Non delivery for RRC Inactive state, SA2
[2] R3-205133, Correction to NAS Non Delivery Indication (Rel-15), CATT
[3] R3-205134, Correction to NAS Non Delivery Indication (Rel-16), CATT
Q1/ RAN3 would like to ask SA2 to clarify the meaning of the above statement in TS 23.501 for the considered scenario and clarify whether option 1/ or option 2/ is the expected behaviour?





Ans 1: N1N2Transfer failure notification from AMF to SMF is not needed. Thus, NG-RAN node trigger of the NAS Non delivery procedure for PDU Session Release is not required. For PDU session Resource Release Command, there should be a PDU Session Resource Release response from RAN before UE context release occurs.





Q2/ In general, does SA2 see any other scenario for which the 5GC expects the NAS-non-delivery report in addition to those failed NAS-PDUs in the DL NAS Transport message?





Ans 2: For "Initial Context Setup Request" & "PDU Session Resource Setup" which have non-PDU session related NAS messages, indication from RAN of failure of these non-PDU session related NAS messages may be needed.  SA2 requests RAN3 to decide how to handle the failure notification to AMF of these non-PDU session related NAS messages. 





Typically, "PDU Session Resource Setup" containing non-PDU session related NAS message is sent in RRC CONNECTED state, but SA2 identified one possible case (Selective activation of UP connection ) where it could be sent by the AMF also when the gNB and UE are in RRC Inactive state. 





SA2 will consider updates to their specifications based on RAN3 response.





9.2.5.4	NAS NON DELIVERY INDICATION


This message is sent by the NG-RAN node and is used for reporting the non-delivery of a non-PDU session related NAS PDU previously received within a DOWNLINK NAS TRANSPORT, INITIAL CONTEXT SETUP REQUEST or PDU SESSION RESOURCE SETUP REQUEST messages over the NG interface.


Direction: NG-RAN node ( AMF





8.6.4	NAS Non Delivery Indication


8.6.4.1	General


The NAS Non Delivery Indication procedure is used when the NG-RAN node decides not to start the delivery of a NAS message that has been received over a UE-associated logical NG-connection or the NG-RAN node is unable to ensure that the message has been received by the UE.


8.6.4.2	Successful Operation
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Figure 8.6.4.2-1: NAS non delivery indication


The NG-RAN node initiates the procedure by sending a NAS NON DELIVERY INDICATION message to the AMF. The NG-RAN node shall report the non-delivery of a NAS message by including the non-delivered NAS message within the NAS-PDU IE and an appropriate cause value within the Cause IE, e.g., "NG intra system handover triggered", "NG inter system handover triggered", "UE in RRC_INACTIVE state not reachable" or "Xn handover triggered".
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